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Foreword 

This Technical Specification has been produced by the 3"* Generation Partnership Project (3GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The definition of the Conformance Tests for UE in E-UTRAN will be a complex task as the complete test suite covers 
RF, EMC and Protocol aspects of the UE. 

Each test requires a Test Environment to be defined in which the UE has to operate to defined standards, constraints and 
performance. The overall task can be simplified if there are a number of well defined and agreed Common Test 
Environments where every one can be used for a number of tests. Hence the present document defines testing 
conditions that are common to several tests avoiding the need to duplicate the same information for every single test. 

The present document defines default values for a variety of common areas. Where values are not specified in test 
cases, the defaults in the present document will apply. If specified, the test case values will take precedence. 
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1 Scope 

The present document contains definitions of reference conditions and test signals, default parameters, reference radio 
bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test 
purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 
3'^ Generation E-UTRAN User Equipment (UE). 



2 References 

The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[IJ 3GPP TR 21.905: "Vocabulary for 3GPP Specifications". 

[2] 3GPP TS 23.003: "Numbering, addressing and identification". 

[3] 3GPP TS 23.122: "Non-Access-Stratum functions related to Mobile Station (MS) in idle mode". 

[4] 3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3". 

[5] 3GPP TS 34.108: "Common Test Environments for User Equipment (UE); Conformance testing". 

[6] 3GPP TS 34.109: "Terminal logical test interface; Special conformance testing fiinctions". 

[7] 3GPP TS 34.123-1: "User Equipment (UE) conformance specification; Part 1: Protocol 

conformance specification". 

[8] 3GPP TS 34.123-2: "User Equipment (UE) conformance specification; Part 2: Implementation 

conformance statement (ICS) specification". 

[9] 3GPP TS 34.123-3: "User Equipment (UE) conformance specification; Part 3: Abstract test suites 

(ATSs)". 

[10] 3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal 

Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2". 

[ 11 J 3GPP TS 36.302: "Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by 

the physical layer". 

[12] 3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

procedures in idle mode". 

[13] 3GPP TS 36.306: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio access capabilities". 

[14] 3GPP TS 36.321 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access 

Control (MAC) protocol specification". 

[15] 3GPP TS 36.322: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control 

(RLC) protocol specification". 
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[16] 3GPP TS 36.323: "Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data 

Convergence Protocol (PDCP) specification". 

[17] 3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource 

Control (RRC); Protocol Specification". 

[ 1 8] 3GPP TS 36. 523- 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance 
specification". 

[19] 3GPP TS 36.523-2: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation 
Conformance Statement (ICS) proforma specification". 

[20] 3GPP TS 36.523-3: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet 

Core (EPC); User Equipment (UE) conformance specification; Part 3: Abstract Test Suites 
(ATS)". 

[21] 3GPP TS 36.521-1: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 1: conformance testing". 

[22] 3GPP TS 36.521-2: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 2: Implementation 
Conformance Statement (ICS)". 

[23] 3GPP TR 24.801 : "3GPP System Architecture Evolution; CT WGl aspects" . 

[24] 3GPP TS 23.401 : "General Packet Radio Service(GPRS) enhancements for Evolved Universal 

Terrestrial Access Network (E-UTRAN) access". 

[25] 3GPP TS 51.010-1: "Mobile Station (MS) conformance specification; Part 1: Conformance 

specification ". 

[26] ISO/IEC 9646 (all parts): "Information technology - Open Systems Interconnection - Conformance 

testing methodology and framework". 

[27] 3GPP TS 36.101: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) 

radio transmission and reception". 

[28] 3GPP TS 24.301 : "Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 

3". 

[29] 3GPP TS 36.213: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer 

procedures". 

[30] 3GPP TS 36. 104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) 

radio transmission and reception". 

[31] 3GPP TS 33.401: "3GPP System Architecture Evolution (SAE); Security architecture". 

[32] 3GPP TS 31.101: "UlCC-terminal interface; Physical and logical characteristics". 

[33] 3GPP TS 3 1 . 102: "Characteristics of the Universal Subscriber Identity Module (USIM) 

application". 

[34] 3GPP TS 36.521-3: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment 

(UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource 
Management conformance testing". 

[35] 3GPP TS 36.21 1 : "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and 

modulation". 

[36] 3GPP2 TSG-C C.S0038-A v2.0: "Signaling Conformance Specification for High Rate Packet Data 

Air Interface". 
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[37] 3GPP2 TSG-C C.S0043-0 vl.O: "SignaUng Conformance Test Specification for cdma2000 

Spread Spectrum Systems". 

[38] 3GPP TS 36.509: "Evolved Universal Terrestrial Radio Access (E-UTRA); Special conformance 

testing functions for User Equipment (UE)" 

[39] 3GPP TS 36.133: "Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for 

support of radio resource management" 

[40] 3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) 

and Session Description Protocol (SDP); Stage 3" 

[41] 3GPP TS 23.402: "Architechire enhancements for non-3GPP accesses" 

[42] 3GPP2 X.S0057-0 "E-UTRAN - eHRPD Connectivity and Interworking: Core Network Aspects" 

[43] 3GPP TS 34.229- 1 : "Internet Protocol (IP) multimedia call control protocol based on Session 

Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) 
conformance specification; Part 1: Protocol conformance specification ". 

[44] 3GPP2 C.S0024-A v3.0: "cdma2000 High Rate Packet Data Air Interface Specification". 

[45] 3GPP TS 3 1 .103: "Characteristics of the IP Multimedia Services Identity Module (ISIM) 

application". 

[46] 3GPP TS 34.229-1: "Internet Protocol (IP) multimedia call control protocol based on Session 

Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) 
conformance specification; Part 1: Protocol conformance specification". 

[47] 3GPP TS 34.229-3: "Internet Protocol (IP) multimedia call control protocol based on Session 

Initiation Protocol (SIP) and Session Description Protocol (SDP); User Equipment (UE) 
conformance specification; Part 3: Abstract Test Suite (ATS)". 

[48] 3GPP2 C.S0065-B: "cdma2000 Apphcation on UICC for Spread Spectinm Systems". 

[49] 3GPP2 C.S0005-A v6.0: "Upper Layer (Layer 3) Signalling Standard for cdma2000 Spread 

Spectrum Systems - Release A, Addendum 2". 



3 Definitions, symbols and abbreviations 

3.1 Definitions 

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] apply, unless specified 
below: 

B: a value followed by "B" is a binary value. 

H: a value followed by "H" is a hexadecimal value. 

3.2 Symbols 

For the purposes of the present document, the following symbols apply: 

Ndl Downlink EARFCN 

NuL Uphnk EARFCN 
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3.3 Abbreviations 



For the piuposes of the present document, the abbreviations specified in TR 21.905 [1] apply, with any additional 
abbreviations specified below: 



IxRTT 


1y RaHin T'raTmnniQ'kion TpplTnolotTv 


DRB 


(user) Data Radio Bearer 


EARFCN 


F-1 ITR A Ahsoliite Radio Prennenov Channel NiimHer 


ECM 


EPS Connection Management 


EMM 


EPS Mobility Management 


ENB 


Pvolvpd N^ndp TK 


EPRE 




ESM 


EPS SpKKion Management 


HRPD 


High Rate Packet Data 


MAC 


Media Access Control 


OFDM 


Orthogonal Frequency Division Multiplexing 


RBs 


Resource Blocks 


ROHC 


Robust Header Compression 


SS 


System Simulator 


TH 


Temperature High 


TL 


Temperature Low 


VH 


Higher extreme Voltage 


VL 


Lower extreme Voltage 


xCH_RA 


xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols not containing RS 


xCH_RB 


xCH-to-RS EPRE ratio for the channel xCH in all transmitted OFDM symbols containing RS 



4 Common test environment 
4.1 Environmental conditions 

The requirements in this clause apply to all types of UE(s). 

4.1.1 Temperature 

The UE shall fulfil all the requirements in the full temperature range of: 



Table 4.1.1-1 : Temperature Test Environment 



+15°C to +35°C 


for normal conditions (with relative humidity up to 75 %) 


-10°Cto+55°C 


for extreme conditions (see lEC publications 68-2-1 and 68-2-2) 



Outside this temperature range the UE, if powered on, shall not make ineffective use of the radio frequency spectrum. 
In no case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. 

The normative reference for this requirement is TS 36.101 [27] Annex E.l. 

Some tests are performed also in extreme temperature conditions. These test conditions are denoted as TL (temperature 
low, -10°C) and TH (temperature high, h-55°C). 

4.1.2 Voltage 

The UE shall fulfil all the requirements in the full voltage range, i.e. the voltage range between the extreme voltages. 
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The manufacturer shall declare the lower and higher extreme voltages and the approximate shutdown voltage. For the 
equipment that can be operated from one or more of the power somces listed below, the lower extreme voltage shall not 
be higher, and the higher extreme voltage shall not be lower than that specified below. 



Table 4.1.2-1 : Voltage Test Environment 



Power source 


Lower extreme 


Higher extreme 


Normal conditions 




voltage 


voltage 


voltage 


AC mains 


0,9 * nominal 


1 ,1 * nominal 


nominal 


Regulated lead acid battery 


0,9 * nominal 


1 ,3 * nominal 


1 ,1 * nominal 


Non regulated batteries: 
Leclanche 


0,85 * nominal 


Nominal 


Nominal 


Lithium 


0,95 * nominal 


1,1* Nominal 


1 ,1 * Nominal 


Mercury/nickel & cadmium 


0,90 * nominal 




Nominal 



Outside this voltage range the UE if powered on, shall not make ineffective use of the radio frequency spectrum. In no 
case shall the UE exceed the transmitted levels as defined in TS 36.101 [27] for extreme operation. In particular, the UE 
shall inhibit all RF transmissions when the power supply voltage is below the manufacturer declared shutdown voltage. 

The normative reference for this requirement is TS 36.101 [27] Annex E.2. 

Some tests are performed also in extreme voltage conditions. These test conditions are denoted as VL (lower extreme 
voltage) and VH (higher extreme voltage). 

4.2 Common requirements of test equipment 

Mobile conformance testing can be categorized into 3 distinct areas: 

• RF Conformance Testing. 

• EMC Conformance Testing. 

• Signalling Conformance Testing. 

The test equipment required for each category of testing may or not be different, depending on the supplier of the test 
equipment. However, there will be some generic requirements of the test equipment that are essential for all three 
categories of test, and these are specified in this clause. 

In addition, there will be requirements to test operation in multi-system configurations (e.g. EUTRAN plus UTRAN). 
However, these would not form a common test equipment requirement for the three test areas and are not considered in 
the present document. 

4.2.1 General functional requirements 

NOTE: This clause has been written such that it does not constrain the implementation of different architectures 
and designs of test equipment. 

All test equipment used to perform conformance testing on a UE shall provide a platform suitable for testing UE's that 

are either: 

a) FDD Mode; or 

b) TDD Mode; or 

c) both FDD/TDD Modes. 

All test equipment shall provide (for the mode(s) supported) the following minimum functionaUty. 

- The capability of emulating a single E-UTRA cell with the appropriate channels to allow the UE to register on 
the cell. 

The capability to allow the UE to set up an RRC connection with the system simulator, and to maintain the 
connection for the diu'ation of the test. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 



19 



ETSI TS 136 508 V9.5.0 (2011-07) 



- The capability (for the specific test): 

- to select and support an appropriate radio bearer for the downhnk; 

- to set the appropriate downlink power levels; 

- to set up and support the appropriate radio bearer for the uplink; 

- to set and control the upUnk power levels. 

4.2.2 Minimum functional requirements 
4.2.2.1 Supported Cell Configuration 

The System Simulator shall provide the capability to simulate a minimum number of cells (of the appropriate E-UTRA 
Mode) whose number and capabilities are governed by the test cases that need to be performed (test cases are defined in 
3GPP TS 36.523-1 [18](Signalhng), 3GPP TS 36.521-1 [21] (RF) and 3GPP TS 36.521-3 [34] (RRM). For this 
purpose test cases can be spht into two different categories: Tests that require only one cell and Tests that require 
several cells. 

To perform test cases requiring one cell, the system simulator must provide a cell offering the capabilities to perform all 
the test cases in this category. 

To perform test cases requiring several cells, additional cells must be provided by the system simulator. The additional 
cells, however, need only provide a minimum set of capabilities so as to support the first cell in carrying out the 
multi-cell test cases. 

The type and number of channels (especially physical channels) constitute an important set of capabilities for a cell. The 
following clauses list possible channels that may be supported by the SS. Each channel type, however, and the 
minimum number of channels needed are only mandatory if specific test cases require them. 

The mapping between Logical and Transport channels is as described in 3GPP TS 36.321 [14]. Similarly the mapping 

between Transport channels and Physical channels is as described in 3GPP TS 36.211, TS 36.302 and TS 36.212. The 
reference measurement channels (mapping between Transport channels and Physical channels for PDSCH/PDCCH) are 
defined in 3GPP TS 36.521-1[21] annex A 

4.2.2. 1 . 1 Supported Channels 

4.2.2.1 .1 .1 Logical channels 



Logical channel 


lUliniinuin number 


Comments 


BCCH 


1 




CCCH 


1 




DCCH 


2 




PCCH 


1 




DTCH 


n <FFS> 


Depending on SS's support for RB service testing 
(See clause 12 of 3GPP TS 36.523-1 [?] 



4.2.2.1 .1 .2 Transport channels 



Transport channel 


lUlinimum number 


Comments 


BCH 


1 




PCH 


1 




RACH 


1 




DL-SCH 


n <FFS> 




UL-SCH 


n <FFS> 





4.2.2.1 .1 .3 Physical channels 

I Physical channel | miinlmum number | Comments 
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r^nysiCai cnannei 


iviinifnufn nuinDsr 


oolnfnenis 




\ 


Physical Broadcast Channel 


rUrlUn 


H 
1 


The physical control format indicator channel carries information about the 

IIUIIIUci Ul wFUIVI oylllUUlo UocU lUI LI Cll lol 1 lloslUI 1 Ul r UwOrno III cl oUUIIctlllC 




■1 
1 


1 1 It? |Jl lyolOcil UUWI Mil ll\ LrUI III Ul Ul Icil 11 Icl Ucil 1 ico aUl ICUUIII lU CloblUI III icl ILo cll lU 

other control information. 


PDSCH 


1 


Physical Downlink Shared Channel 


PHICH 


[1] 


The PHICH carries the hybrid-ARQ ACK/NAK 


PUCCH 


1 


The physical uplink control channel carries uplink control information 


PUSCH 


1 


Physical Uplink Shared Channel 


PRACH 


1 


Physical Random Access Channel 


.2.2.1 .1 .4 


Physical signals 




Physical signal 


Miniminn number 


Comments 


Demodulation 
reference signal 


NA 


UL 


Sounding 
Reference signal 


NA 


UL TBD, if applicable 


Cell-specific 
Reference Signal 


NA 


DL 


UE-specific 
reference signal 


NA 


DL 


Primary 

synchronisation 
signal 


NA 


DL 


Secondary 

synchronisation 

signal 


NA 


DL 



4.2.2.2 Support of Tceii timing offset 

The timing offset in terms of frame start timing between any pair of TDD cells shall be < [3us]. For FDD cells there is 
no such restriction. 

4.3 Reference test conditions 

This clause contains the reference test conditions, which apply to all test cases unless otherwise specified. 

4.3.1 Test frequencies 

The test frequencies are based on the E-UTRA frequency bands defined in the core specifications. 
The raster spacing is 100 KHz. 

E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF 
and Signalling test environment for each of the 14 operating bands are defined in sub clause 4.3.1.1. 

E-UTRA/TDD is designed to operate in unpaired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the 
RF and SignalUng test envirormient for each of the 8 operating bands are defined in sub clause 4.3.1.2. 

For Signalling testing, E-UTRA frequency to be tested is mid range and E-UTRA channel bandwidth to be tested is 
5MHz for all operating bands for all test cases as the default configuration unless specific channel bandwidth is 
specified for the operating band below: 

For Band 13 and 20, channel bandwidth to be tested is 10 MHz as the default configuration. 

For Band 38 and 40, 41 channel bandwidth to be tested is 20 MHz as the default configuration 

For RF testing, E-UTRA frequencies to be tested are low range, mid range and high range for all supported operating 
bands by default. E-UTRA channel bandwidths to be tested are lowest bandwidth, 5MHz bandwidth and highest 
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bandwidth for all supported operating bands by default. Actual test configurations are specified case by case and stated 
in test case itself as the initial conditions. 

The lowest bandwidth, 5MHz bandwidth and highest bandwidth are selected from the combined table which includes 
nominal and additional channel bandwidth. 

In the case 5MHz bandwidth is not supported by the UE, E-UTRA channel bandwidth to be tested is only lowest 
bandwidth and highest bandwidth. 

If channel bandwidth to be tested is equal to the lowest or highest channel bandwidth, then the same channel bandwidth 
is not required to be tested twice. 

In addition to the default channel bandwidths to be tested specified above, for Bands 4 and 20, an industry requirement of 
testing in lOMHz channel bandwidth is allowed for test cases in chapters 6 and 7 in TS 36.521-1 [21]. 

Editor's note: For RF testing, an industry requirement of testing in lOMHz channel bandwidth is requested for Bands 4 
and 20 for test cases in chapters 6 and 7 in TS 36.521-1 [21 J, changing the existing test points to address this is being 
discussed in RAN5 and will be considered pending technical justification. 

4.3.1 .1 FDD Mode Test frequencies 

4.3.1 .1.1 FDD reference test frequencies for operating band 1 



Table 4.3.1.1.1-1 : Test frequencies for E-UTRA channel bandwidth for operating band 1 



Test Frequency ID 


Bandwidth 
[MHz] 


NUL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


18025 


1922.5 


25 


2112.5 


10 


18050 


1925 


50 


2115 


15 


18075 


1927.5 


75 


2117.5 


20 


18100 


1930 


100 


2120 


Mid Range 


5/10/15/20 


18300 


1950 


300 


2140 


High Range 


5 


18575 


1977.5 


575 


2167.5 


10 


18550 


1975 


550 


2165 


15 


18525 


1972.5 


525 


2162.5 


20 


18500 


1970 


500 


2160 



4.3.1 .1 .2 FDD reference test frequencies for operating band 2 



Table 4.3.1.1.2-1 : Test frequencies for E-UTRA channel bandwidth for operating band 2 



Test Frequency 
ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


1.4 


18607 


1850.7 


607 


1930.7 


3 


18615 


1851.5 


615 


1931.5 


5 


18625 


1852.5 


625 


1932.5 


10 


18650 


1855 


650 


1935 


15 "J 


18675 


1857.5 


675 


1937.5 


20 


18700 


1860 


700 


1940 


IVlid Range 


1.4/3/5/10 
15'^V20 


18900 


1880 


900 


1960 


High Range 


1.4 


19193 


1909.3 


1193 


1989.3 


3 


19185 


1908.5 


1185 


1988.5 


5 


19175 


1907.5 


1175 


1987.5 


10 


19150 


1905 


1150 


1985 


15 ^'J 


19125 


1902.5 


1125 


1982.5 


20 Ul 


19100 


1900 


1100 


1980 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .1 .3 FDD reference test frequencies for operating band 3 



Table 4.3.1.1.3-1 : Test frequencies for E-UTRA channel bandwidth for operating band 3 



Test Frequency 
ID 


Bandwidth 
[Mrizj 


NuL 


Frequency of 
upiinK [ivinzj 


Ndl 


Frequency of 
uowniinK [ivirizj 


Low Range 


\ .4 




1 / 1 U./ 




■i one 7 


o 




1 / 1 1 .O 




1 oUb.o 





1 y£:<iO 


-1 T-l O 1^ 
1 / 1 ^1.0 




1 HU/ .0 


\ U 


\ 9<ioU 


1/10 




■f Qi n 
1 Ol U 


15'^J 


19275 


1717.5 


1275 


1812.5 


20 


19300 


1720 


1300 


1815 


Mid Range 


1 .4/3/5/1 
15 '^1/20 


19575 


1747.5 


1575 


1842.5 


High Range 


1.4 


19943 


1784.3 


1943 


1879.3 


3 


19935 


1783.5 


1935 


1878.5 


5 


19925 


1782.5 


1925 


1877.5 


10 


19900 


1780 


1900 


1875 


15 "J 


19875 


1777.5 


1875 


1872.5 


20 


19850 


1775 


1850 


1870 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .4 FDD reference test frequencies for operating band 4 



Table 4.3.1.1.4-1 : Test frequencies for E-UTRA channel bandwidth for operating band 4 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


1.4 


19957 


1710.7 


1957 


2110.7 


3 


19965 


1711.5 


1965 


2111.5 


5 


19975 


1712.5 


1975 


2112.5 


10 


20000 


1715 


2000 


2115 


15 


20025 


1717.5 


2025 


2117.5 


20 


20050 


1720 


2050 


2120 


Mid Range 


1.4/3/5/10/15/20 


20175 


1732.5 


2175 


2132.5 


High Range 


1.4 


20393 


1754.3 


2393 


2154.3 


3 


20385 


1753.5 


2385 


2153.5 


5 


20375 


1752.5 


2375 


2152.5 


10 


20350 


1750 


2350 


2150 


15 


20325 


1747.5 


2325 


2147.5 


20 


20300 


1745 


2300 


2145 
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4.3.1 .1 .5 FDD reference test frequencies for operating band 5 



Table 4.3.1.1.5-1 : Test frequencies for E-UTRA channel bandwidth for operating band 5 



Test Frequency ID 


Bandwidth 
[Mnzj 


NuL 


Frequency of 
upiinK [Mnzj 


Ndl 


Frequency of 
Downlink 
[Mnzj 


Low Range 


1.4 


20407 


824.7 


2407 


869.7 


3 


20415 


825.5 


2415 


870.5 


5 


20425 


826.5 


2425 


871.5 


10 "J 


20450 


829 


2450 


874 


Mid Range 


1 .4/3/5 
10'^' 


20525 


836.5 


2525 


881.5 


High Range 


1.4 


20643 


848.3 


2643 


893.3 


3 


20635 


847.5 


2635 


892.5 


5 


20625 


846.5 


2625 


891.5 


10 


20600 


844 


2600 


889 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .6 FDD reference test frequencies for operating band 6 



Table 4.3.1.1.6-1 : Test frequencies for E-UTRA channel bandwidth for operating band 6 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


20675 


832.5 


2675 


877.5 




10 "J 


20700 


835 


2700 


880 


Mid Range 


5 
10'^' 


20700 


835 


2700 


880 


High Range 


5 


20725 


837.5 


2725 


882.5 




10 


20700 


835 


2700 


880 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



NOTE: For Band VI testing, the Mobile Country Code shall be set to (MCC = '442/443'). 
4.3.1 .1 .7 FDD reference test frequencies for operating band 7 



Table 4.3.1.1.7-1 : Test frequencies for E-UTRA channel bandwidth for operating band 7 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


20775 


2502.5 


2775 


2622.5 


10 


20800 


2505 


2800 


2625 


15 


20825 


2507.5 


2825 


2627.5 


20 


20850 


2510 


2850 


2630 


Mid Range 


5/10/15 
20 


21100 


2535 


3100 


2655 


High Range 


5 


21425 


2567.5 


3425 


2687.5 


10 


21400 


2565 


3400 


2685 


15 


21375 


2562.5 


3375 


2682.5 


20 Ml 


21350 


2560 


3350 


2680 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 
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4.3.1 .1 .8 FDD reference test frequencies for operating band 8 



Table 4.3.1.1.8-1 : Test frequencies for E-UTRA channel bandwidth for operating band 8 



Test Frequency ID 


Bandwidth 

[MnZJ 


NuL 


Frequency of 
upiinK [MnZJ 


Ndl 


Frequency of 
Downlink 
[ivinzj 


Low Range 


1.4 


21457 


880.7 


3457 


925.7 


3 


21465 


881.5 


3465 


926.5 


5 


21475 


882.5 


3475 


927.5 


10 "J 


21500 


885 


3500 


930 


Mid Range 


1 .4/3/5 
10'^' 


21625 


897.5 


3625 


942.5 


High Range 


1.4 


21793 


914.3 


3793 


959.3 


3 


21785 


913.5 


3785 


958.5 


5 


21775 


912.5 


3775 


957.5 




21750 


910 


3750 


955 


NOTE 1 : Bandwidtli for wiiich a relaxation of tlie specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .9 FDD reference test frequencies for operating band 9 



Table 4.3.1.1.9-1 : Test frequencies for E-UTRA channel bandwidth for operating band 9 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink 
[MHz] 


Low Range 


5 


21825 


1752.4 


3825 


1847.4 


10 


21850 


1754.9 


3850 


1849.9 


15^^J 


21875 


1 757.4 


3875 


1852.4 


20 IN 


21900 


1759.9 


3900 


1854.9 


Mid Range 


5/10 
15'^V20'^' 


21975 


1767.4 


3975 


1862.4 


High Range 


5 


22125 


1782.4 


4125 


1877.4 


10 


22100 


1779.9 


4100 


1874.9 


15^'J 


22075 


1 777.4 


4075 


1872.4 


20 


22050 


1774.9 


4050 


1869.9 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1 .1.10 FDD reference test frequencies for operating band 1 



Table 4.3.1.1.10-1 : Test frequencies for E-UTRA channel bandwidth for operating band 10 



Test Frequency 
ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


22175 


1712.5 


4175 


2112.5 


10 


22200 


1715 


4200 


2115 


15 


22225 


1717.5 


4225 


2117.5 


20 


22250 


1720 


4250 


2120 


Mid Range 


5/10/15/20 


22450 


1740 


4450 


2140 


High Range 


5 


22725 


1767.5 


4725 


2167.5 


10 


22700 


1765 


4700 


2165 


15 


22675 


1762.5 


4675 


2162.5 


20 


22650 


1760 


4650 


2160 
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4.3.1 .1 .1 1 FDD reference test frequencies for operating band 1 1 



Table 4.3.1.1.11-1 : Test frequencies for E-UTRA channel bandwidth for operating band 11 



Test Frequency 
ID 


Bandwidth 
[MHz] 


NUL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


22775 


1430.4 


4775 


1478.4 


10 '^J 


22800 


1432.9 


4800 


1480.9 


Mid Range 


5/10'^' 


22850 


1437.9 


4850 


1485.9 


High Range 


5 


22925 


1445.4 


4925 


1493.4 


10 '^J 


22900 


1442.9 


4900 


1490.9 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1.1.12 FDD reference test frequencies for operating band 12 



Table 4.3.1.1.12-1 : Test frequencies for E-UTRA channel bandwidth for operating band 12 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


1.4 


23017 


699.7 


5017 


729.7 


3 


23025 


700.5 


5025 


730.5 




23035 


701.5 


5035 


731.5 


10 '^J 


23060 


704 


5060 


734 


Mid Range 


1.4/3 
5'^V10'^1 


23095 


707.5 


5095 


737.5 


High Range 


1.4 


23173 


715.3 


5173 


745.3 


3 


23165 


714.5 


5165 


744.5 




23155 


713.5 


5155 


743.5 


10 "J 


23130 


711 


5130 


741 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1.1.13 FDD reference test frequencies for operating band 13 



Table 4.3.1.1.13-1 : Test frequencies for E-UTRA channel bandwidth for operating band 13 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 




23205 


779.5 


5205 


748.5 


10 


23230 


782 


5230 


751 


Mid Range 


5^'V10^'J 


23230 


782 


5230 


751 


High Range 




23255 


784.5 


5255 


753.5 


10 '^J 


23230 


782 


5230 


751 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 
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4.3.1 .1.14 FDD reference test frequencies for operating band 14 



Table 4.3.1.1.14-1 : Test frequencies for E-UTRA channel bandwidth for operating band 14 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 




23305 


790.5 


5305 


760.5 


10 


23330 


793 


5330 


763 


Mid Range 


s^^Vio^^J 


23330 


793 


5330 


763 


High Range 


5 "J 


23355 


795.5 


5355 


765.5 


10^^' 


23330 


793 


5330 


763 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1 .1.15 FDD reference test frequencies for operating band 15 

[FFS; not yet specified in TS 36.101] 

4.3.1 .1.16 FDD reference test frequencies for operating band 1 6 

[FFS; not yet specified in TS 36.101] 

4.3.1 .1.17 FDD reference test frequencies for operating band 1 7 



Table 4.3.1.1.17-1 : Test frequencies for E-UTRA channel bandwidth for operating band 17 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5^'J 


23755 


706.5 


5755 


736.5 


10 '^J 


23780 


709 


5780 


739 


IVlid Range 


5^^VlO^^J 


23790 


710 


5790 


740 


High Range 




23825 


713.5 


5825 


743.5 


10 "J 


23800 


711 


5800 


741 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 
[27] Clause 7.3) is allowed. 



4.3.1 .1.18 FDD reference test frequencies for operating band 18 



Table 4.3.1.1.18-1 : Test frequencies for E-UTRA channel bandwidth for operating band 18 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


23875 


817.5 


5875 


862.5 


10^" 


23900 


820 


5900 


865 


15^" 


23925 


822.5 


5925 


867.5 


Mid Range 


5/10^^Vl5^^J 


23925 


822.5 


5925 


867.5 


High range 


5 


23975 


827.5 


5975 


872.5 


10 ^'J 


23950 


825 


5950 


870 


15^" 


23925 


822.5 


5925 


867.5 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1.19 FDD reference test frequencies for operating band 19 



Table 4.3.1.1.19-1 : Test frequencies for E-UTRA channel bandwidth for operating band 19 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24025 


832.5 


6025 


877.5 
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10 


24050 


835 


6050 


880 


15 ^'J 


24075 


837.5 


6075 


882.5 


Mid Range 


5/10^^Vl5'^J 


24075 


837.5 


6075 


882.5 


High range 


5 


24125 


842.5 


6125 


887.5 


10 '^J 


24100 


840 


6100 


885 


15^" 


24075 


837.5 


6075 


882.5 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .20 FDD reference test frequencies for operating band 20 



Table 4.3.1.1.19-1 : Test frequencies for E-UTRA channel bandwidth for operating band 20 



Test Frequency ID 


Bandwidth 
[MHz] 


NUL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24175 


834.5 


6175 


793.5 


lO^^J 


24200 


837 


6200 


796 


15^'J 


24225 


839.5 


6225 


798.5 


2om 


24250 


842 


6250 


801 


Mid Range 


5/10^^Vl5'^V20^^J 


24300 


847 


6300 


806 


High range 


5 


24425 


859.5 


6425 


818.5 


10^'J 


24400 


857 


6400 


816 


15^^J 


24375 


854.5 


6375 


813.5 




24350 


852 


6350 


811 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .21 FDD reference test frequencies for operating band 21 



Table 4.3.1.1.21-1 : Test frequencies for E-UTRA channel bandwidth for operating band 21 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


24475 


1450.4 


6475 


1498.4 


10^^' 


24500 


1452.9 


6500 


1500.9 


15^^' 


24525 


1455.4 


6525 


1503.4 


Mid Range 


5/10 ^'Vl 5 ^'J 


24525 


1455.4 


6525 


1503.4 


High range 


5 


24575 


1460.4 


6575 


1508.4 


10^^' 


24550 


1457.9 


6550 


1505.9 


15^^' 


24525 


1455.4 


6525 


1503.4 


NOTE 1 : Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 
36.101 [27] Clause 7.3) is allowed. 



4.3.1 .1 .22 FDD reference test frequencies for operating band 22 

[FFS; not yet specified in TS 36.101] 

4.3.1 .1 .23 FDD reference test frequencies for operating band 23 

[FFS; not yet specified in TS 36.101] 

4.3.1 .1 .24 FDD reference test frequencies for operating band 24 



Table 4.3.1.1.24-1 : Test frequencies for E-UTRA channel bandwidth for operating band 24 



Test Frequency ID 


Bandwidth 
[MHz] 


NuL 


Frequency of 
Uplink [MHz] 


Ndl 


Frequency of 
Downlink [MHz] 


Low Range 


5 


25725 


1629 


7725 


1527.5 


10 


25750 


1631.5 


7750 


1530 
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Mid Range 


5/10 


25870 


1643.5 


7870 


1542 


High Range 


5 


26015 


1658 


8015 


1556.5 


10 


25990 


1655.5 


7990 


1554 



4.3.1 .2 TDD Mode Test frequencies 

4.3.1 .2.1 TDD reference test frequencies for Operating Band 33 

Table 4.3.1.2.1-1 : Test frequencies for E-UTRA channel bandwidth for operating band 33 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


36025 


1902.5 


10 


36050 


1905 


15 


36075 


1907.5 


20 


36100 


1910 


IVlid Range 


5/10/15/20 


36100 


1910 


High Range 


5 


36175 


1917.5 


10 


36150 


1915 


15 


36125 


1912.5 


20 


36100 


1910 



4.3.1 .2.2 TDD reference test frequencies for Operating Band 34 

Table 4.3.1.2.2-1 : Test frequencies for E-UTRA channel bandwidth for operating band 34 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 




5 


36225 


2012.5 


Low Range 


10 


36250 


2015 




15 


36275 


2017.5 


Mid Range 


5/10/15 


36275 


2017.5 




5 


36325 


2022.5 


High Range 


10 


36300 


2020 




15 


36275 


2017.5 



4.3.1 .2.3 TDD reference test frequencies for Operating Band 35 

Table 4.3.1.2.3-1 : Test frequencies for E-UTRA channel bandwidth for operating band 35 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 
[MHz] 


Frequency (UL and DL) 
[MHz] 


Low Range 


1.4 


36357 


1850.7 


3 


36365 


1851.5 


5 


36375 


1852.5 


10 


36400 


1855 


15 


36425 


1857.5 


20 


36450 


1860 


Mid Range 


1.4/3/5/10/15/20 


36650 


1880 


High Range 


1.4 


36943 


1909.3 


3 


36935 


1908.5 


5 


36925 


1907.5 


10 


36900 


1905 


15 


36875 


1902.5 


20 


36850 


1900 
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4.3.1 .2.4 TDD reference test frequencies for Operating Band 36 

Table 4.3.1.2.4-1 : Test frequencies for E-UTRA channel bandwidth for operating band 36 



Test Frequency ID 


Danawiuin 


rMi-i7i 


rrequency (ul ana ulj 
riuii-i7i 


Low Range 


1 A 

1 .H 


0D1?0/ 


1 Q^n 7 


O 


ocnec 


1 £70 1 .0 








10 


37000 


1935 


15 


37025 


1937.5 


20 


37050 


1940 


Mid Range 


1 .4/3/5/1 0/1 5/20 


37250 


1960 


High Range 


1.4 


37543 


1989.3 


3 


37535 


1988.5 


5 


37525 


1987.5 


10 


37500 


1985 


15 


37475 


1982.5 


20 


37450 


1980 



4.3.1 .2.5 TDD reference test frequencies for Operating Band 37 

Table 4.3.1.2.5-1 : Test frequencies for E-UTRA channel bandwidth for operating band 37 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 
[MHz] 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


37575 


1912.5 


10 


37600 


1915 


15 


37625 


1917.5 


20 


37650 


1920 


Mid Range 


5/10/15/20 


37650 


1920 


High Range 


5 


37725 


1927.5 


10 


37700 


1925 


15 


37675 


1922.5 


20 


37650 


1920 



4.3.1 .2.6 TDD reference test frequencies for Operating Band 38 

Table 4.3.1.2.6-1 : Test frequencies for E-UTRA channel bandwidth for operating band 38 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


37775 


2572.5 


10 


37800 


2575 


15 


37825 


2577.5 


20 


37850 


2580 


Mid Range 


5/10/15/20 


38000 


2595 


High Range 


5 


38225 


2617.5 


10 


38200 


2615 


15 


38175 


2612.5 


20 


38150 


2610 
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4.3.1 .2.7 TDD reference test frequencies for Operating Band 39 

Table 4.3.1.2.7-1 : Test frequencies for E-UTRA channel bandwidth for operating band 39 



1 esi rrequency ili 


DariQWIUin 


PARPPN 


rrcCfUency \iJ^ anu tJ^) 




[MHz] 




[MHz] 




5 


38275 


1882.5 


Low Range 


10 


38300 


1885 


15 


38325 


1887.5 




20 


38350 


1890 


Mid Range 


5/10/15/20 


38450 


1900 




5 


38625 


1917.5 


High Range 


10 


38600 


1915 


15 


38575 


1912.5 




20 


38550 


1910 



4.3.1 .2.8 TDD reference test frequencies for Operating Band 40 

Table 4.3.1.2.8-1 : Test frequencies for E-UTRA channel bandwidth for operating band 40 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 


Low Range 


5 


38675 


2302.5 




10 


38700 


2305 




15 


38725 


2307.5 




20 


38750 


2310 


Mid Range 


5/10/15/20 


39150 


2350 


Higli Range 


5 


39825 


2397.5 




10 


39600 


2395 




15 


39575 


2392.5 




20 


39550 


2390 



4.3.1 .2.9 TDD reference test frequencies for Operating Band 41 

Table 4.3.1 .2.9-1 : Test frequencies for E-UTRA channel bandwidth for operating band 41 



Test Frequency ID 


Bandwidth 


EARFCN 


Frequency (UL and DL) 




[MHz] 




[MHz] 


Low Range 


5 


39675 


2498.5 




10 


39700 


2501 




15 


39725 


2503.5 




20 


39750 


2506 


Mid Range 


5/10/15/20 


40620 


2593 


High Range 


5 


41565 


2687.5 




10 


41540 


2685 




15 


41515 


2682.5 




20 


41490 


2680 



4.3.1 .2.10 TDD reference test frequencies for Operating Band 42 

Table 4.3.1.2.10-1 : Test frequencies for E-UTRA channel bandwidth for operating band 42 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[MHz] 


Low Range 


5 


41615 


3402.5 


10 


41640 


3405 


15 


41665 


3407.5 


20 


41690 


3410 
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Mid Range 


5/10/15/20 


42590 


3500 


High Range 


5 


43565 


3597.5 




10 


43540 


3595 




15 


43515 


3592.5 




20 


43490 


3590 



4.3.1 .2.1 1 TDD reference test frequencies for Operating Band 43 

Table 4.3.1.2.11-1: Test frequencies for E-UTRA channel bandwidth for operating band 43 



Test Frequency ID 


Bandwidth 
[MHz] 


EARFCN 


Frequency (UL and DL) 
[lUIHz] 


Low Range 


5 


43615 


3602.5 


10 


43640 


3605 


15 


43665 


3607.5 


20 


43690 


3610 


Mid Range 


5/10/15/20 


44590 


3700 


High Range 


5 


45565 


3797.5 


10 


45540 


3795 


15 


45515 


3792.5 


20 


45490 


3790 



4.3.1 .3 HRPD Test frequencies 

4.3.1 .3.1 HRPD test frequencies for Band Class 



Table 4.3.1.3.1-1 : Test frequencies for HRPD in Band Class 



Test Frequency ID 


Bandwidth 
[lUIHz] 


Channel 
Number 


Frequency of 
Uplinl< [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


1013 


824.70 


869.70 


Mid Range 


1.23 


356 


835.68 


880.68 


High Range 


1.23 


779 


848.37 


893.37 



4.3.1 .3.2 HRPD test frequencies for Band Class 1 



Table 4.3.1.3.2-1 : Test frequencies for HRPD in Band Class 1 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Upiinl< [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


25 


1851.25 


1931.25 


Mid Range 


1.23 


600 


1880.00 


1960.00 


High Range 


1.23 


1175 


1908.75 


1988.75 



4.3.1 .3.3 HRPD test frequencies for Band Class 3 



Table 4.3.1.3.3-1 : Test frequencies for HRPD in Band Class 3 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


968 


900.10 


845.10 


High Range 


1.23 


400 


920.00 


865.00 
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4.3.1 .3.4 HRPD test frequencies for Band Class 4 



Table 4.3.1.3.4-1 : Test frequencies for HRPD in Band Class 4 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


FFS 


FFS 


FFS 


High Range 


1.23 


FFS 


FFS 


FFS 



4.3.1 .3.5 HRPD test frequencies for Band Class 6 



Table 4.3.1.3.5-1 : Test frequencies for HRPD in Band Class 6 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


125 


1926.25 


2116.25 


IVlid Range 


1.23 


175 


1928.75 


2118.75 


Higli Range 


1.23 


FFS 


FFS 


FFS 



4.3.1 .3.6 HRPD test frequencies for Band Class 1 5 



Table 4.3.1.3.6-1 : Test frequencies for HRPD in Band Class 15 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


FFS 


FFS 


FFS 


High Range 


1.23 


FFS 


FFS 


FFS 



4.3.1.4 1 xRTT Test frequencies 

4.3.1 .4.1 IxRTT test frequencies for Band Class 



Table 4.3.1.4.1-1 : Test frequencies for IxRTT in Band Class 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


1013 


824.70 


869.70 


Mid Range 


1.23 


356 


835.68 


880.68 


High Range 


1.23 


779 


848.37 


893.37 



4.3.1 .4.2 IxRTT test frequencies for Band Class 1 



Table 4.3.1.4.2-1 : Test frequencies for IxRTT in Band Class 1 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


25 


1851.25 


1931.25 


Mid Range 


1.23 


600 


1880.00 


1960.00 


High Range 


1.23 


1175 


1908.75 


1988.75 
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4.3.1 .4.3 1xRTT test frequencies for Band Class 3 



Table 4.3.1.4.3-1 : Test frequencies for IxRTT in Band Class 3 



Test Frequency ID 


Bandwidth 
[MHz] 


Channel 
Number 


Frequency of 
Uplink [MHz] 


Frequency of 
Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


872 


898.90 


843.90 


High Range 


1.23 


76 


915.95 


860.95 



4.3.1 .4.4 IxRTT test frequencies for Band Class 4 



Table 4.3.1.4.4-1 : Test frequencies for IxRTT in Band Class 4 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


IVlid Range 


1.23 


FFS 


FFS 


FFS 


Higli Range 


1.23 


FFS 


FFS 


FFS 



4.3.1 .4.5 IxRTT test frequencies for Band Class 6 



Table 4.3.1.4.5-1 : Test frequencies for IxRTT in Band Class 6 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


225 


1931.25 


2121.25 


High Range 


1.23 


275 


1933.75 


2123.75 



4.3.1 .4.6 IxRTT test frequencies for Band Class 15 



Table 4.3.1.4.6-1 : Test frequencies for IxRTT in Band Class 15 



Test Frequency ID 


Bandwidth 


Channel 


Frequency of 


Frequency of 




[MHz] 


Number 


Uplink [MHz] 


Downlink [MHz] 


Low Range 


1.23 


FFS 


FFS 


FFS 


Mid Range 


1.23 


FFS 


FFS 


FFS 


High Range 


1.23 


FFS 


FFS 


FFS 



4.3.2 Radio conditions 

4.3.2.1 Normal propagation condition 

The downlink connection between the System Simulator and the UE is without Additive White Gaussian Noise, and has 
no fading or multipath effects. 

The uplink connection between the UE and System Simulator is without Additive White Gaussian Noise, and has no 
fading or multipath effects. 

4.3.3 Physical channel allocations 
4.3.3.1 Antennas 

If the UE has two Rx antennas, the same downlink signal is appUed to each one. Both UE Rx antennas shall be 
connected unless otherwise stated in the test case. 
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If the UE has one Rx antenna, the downlink signal is applied to it. 



4.3.3.2 Downlink physical channels and physical signals 

The Downhnk Physical channels and Physical signals used and their relative powers are specified for single SS Tx 
antenna in table 4.3.3.2-1 and for two SS Tx antennas in table 4.3.3.2-2. The details of downlink power allocation for 
PDSCH channel are described in TS 36.213 [29] clause 5.2. 

Table 4.3.3.2-1 : Power allocation for OFDM symbols and reference signals, single SS Tx antenna 



Physical Channel 


EPRE Ratio 


PBCH 


PBCH RA = OdB 


PBCH RB = OdB 


PSS 


PSS RA = OdB 


SSS 


SSS RA = OdB 


PCFICH 


PCFICH RB = OdB 


PDCCH 


PDCCH RA = OdB 


PDCCH RB = OdB 


PDSCH 


PDSCH RA = OdB 


PDSCH RB = OdB 


PHICH 


PHICH RB = OdB 



Table 4.3.3.2-2: Power allocation for OFDM symbols and reference signals, two SS Tx antennas 



Physical Channel 


EPRE Ratio 


PBCH 


PBCH RA = OdB 


PBCH RB = OdB 


PSS 


PSS RA = OdB 


SSS 


SSS RA = OdB 


PCFICH 


PCFICH RB = OdB 


PDCCH 


PDCCH RA = OdB 


PDCCH RB = OdB 


PDSCH 


PDSCH RA = -3dB 


PDSCH RB = -3dB 


PHICH 


PHICH RB = OdB 



4.3.3.3 Mapping of downlink physical channels and signals to physical resources 

Parameters for mapping of downhnk physical channels and signals are specified as follows. 
Normal Cychc Prefix 

A^jq" , Physical layer cell identity = is used as the default physical layer cell identity 
CFI = 3 for 1.4, 3 and 5 MHz system bandwidths 
= 2 for 10, 15 and 20 MHz system bandwidths 
- Ng =1 

PHICH duration = Normal 

For Signalling testing, the default system bandwidth is 5/10/20 MHz and single SS Tx antenna is used unless specified 
otherwise in the test case. The mapping of downlink physical channels to physical resources for Single Tx Antenna is 
described in table 4.3.3.3-1 for 5/lOMHz system bandwidth FDD and table 4.3.3.3-2 for 5/20MHz system bandwidth 
TDD. 

For RF testing, the mapping of DL physical channels to resource element is defined TS 36.521-1 [21] Annex C.l. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 35 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 



Table 4.3.3.3-1 : Mapping of DL Physical Channels to Resource Elements for Single SS Tx Antenna 

and 5/10 MHz System Bandwidth (FDD) 



Physical 
channel 


Time Domain Location 


Frequency Domain Location 


Note 


PBCH 


Symbols to 3 of slot 1 of 
subframe of each radio frame 


Occupies 72 subcarriers 
centred on the DC subcarrier 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.6.4 


PSS 


Symbol 6 of slot and 10 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 1 subcarriers (5 on 
each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.11.1.2 


SSS 


Symbol 5 of slots and 10 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 10 subcarriers (5 on 
each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.11.2.2 


PCFICH 


Symbol of each subframe 


Maps into 4 REGs uniformly 
spread in the frequency domain 
over the whole system 
bandwidth. 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.7.4 

-CELL ID = 


PHICH 


Symbol of each subframe 


Each PHICH group maps into 3 
REGs in the frequency domain 
on the REGs not assigned to 
PCFICH over the whole system 
bandwidth, 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.9.3 

- CELLJD = 

- Number of PHICH groups = 
4(BW=5 MHz)/7(BW=10MHz) 


PDCCH 


Symbols 0, 1 , 2 of each 
subframe (BW=5MHz) 


The remaining REGs not 
allocated to both PCFICH and 
PHICH are used for PDCCH 


Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.8.5 

- CFI = 3 (BW=5MHz) 




Symbols 0, 1 of each subframe 
(BW=10MHz) 




Mapping rule is specified in 
TS36.21 1 [35] sub clause 
6.8.5 

-CFI = 2(BW=10MHz) 








PDSCH 


All remaining OFDM symbols of 
each subframe not allocated to 
PDCCH 


For Subframe 0, 

REs not allocated to RS, PSS, 

SSS and PBCH is allocated to 

PDSCH 

For Subframe 5, 

REs not allocated to RS, PSS 

and SSS is allocated to 

PDSCH 

For other subframes, 
REs not allocated to RS is 
allocated to PDSCH 





NOTE: In case a single cell-specific RS is configured, cell-specific RS shall be assume to be present on antenna 
ports and 1 for the purpose of mapping a symbol-quadruplet to a REG (resource element group). (See 
TS 36.211 [35] sub clause 6.2.4) 
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Table 4.3.3.3-2: Mapping of DL Physical Channels to Resource Elements for Single SS Tx Antenna 

and 5/20 MHz System Bandwidth (TDD) 



Physical 
channel 


Time Domain Location 


Frequency Domain 
Location 


Note 


PBCH 


Symbols to 3 of slot 1 of 
subframe of each radio 

frame 


Occupies 72 subcarriers 
centred on the DC subcarrier 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.6.4 


PSS 


Symbol 2 of slot 2 and 12 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 1 subcarriers (5 
on each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.11.1.2 


SSS 


Symbol 6 of slots 1 and 1 1 of 
each radio frame 


Occupies 62 subcarriers 
centred on the DC subcarrier. 
Additional 1 subcarriers (5 
on each side) adjacent to the 
centred 62 subcarriers are 
reserved. 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.11.2.2 


PCFICH 


Symbol of each downlink 
subframe and Special 
subframe 


Maps into 4 REGs uniformly 
spread in the frequency 
domain over the whole 
system bandwidth. 


Mapping rule is specified in 
TS36.211 [35] subclause 
6.7.4 

-CELL ID = 


PHICH 


Symbol of each downlink 
subframe and Special 
subframe 


Each PHICH group maps into 
3 REGs in the frequency 
domain on the REGs not 
assigned to PCFICH over the 
whole system bandwidth, 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.9.3 

- CELLJD = 

- Number of PHICH groups = 
4(BW=5MHz)/1 3(BW=20MHz) 


PDCCH 


Symbols 0, 1 of subframe 1 , 6 
and Symbols 0, 1 , 2 of other 
downlink subframes 
(BW=5MHz) 


The remaining REGs not 
allocated to both PCFICH and 
PHICH are used for PDCCH 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.8.5 

- CFI = 3 (BW=5MHz) 


Symbols 0, 1 of subframe 1 , 6 
and Symbols 0, 1 of other 
downlink subframes 
(BW=20MHz) 


Mapping rule is specified in 
TS36.21 1 [35] subclause 
6.8.5 

- CFI = 2 (BW=20MHz) 


PDSCH 


All remaining OFDM symbols 
of each downlink subframe 
and DwPTS not allocated to 
PDCCH 


For Subframe 0, 

REs not allocated to RS, SSS 

and PBCH is allocated to 

PDSCH 

For Subframe 5, 

REs not allocated to RS and 

SSS is allocated to PDSCH 

For Subframe 1 and 6, 
REs not allocated to RS, 
PSS, GP and UpPTS is 
allocated to PDSCH 

For other downlink 
subframes, 

REs not allocated to RS is 
allocated to PDSCH 





NOTE 1: In case a single cell-specific RS is configured, cell-specific RS shall be assume to be present on antenna 
ports and 1 for the purpose of mapping a symbol-quadruplet to a REG (resource element group). (See 
TS 36.211 [35] subclause 6.2.4) 

NOTE 2: In case the default TDD configuration for subframe assigimient and special subframe patterns (see 
subclause 4.6.3) 

4.3.3.4 Uplink physical channels and physical signals 

[EPS]. 
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4.3.3.5 Mapping of uplink pliysical cliannels and signals to physical resources 

[FFS]. 

4.3.4 Signal levels 

4.3.4.1 Downlink signal levels 

The downlink power settings in table 4.3.4.1-1 are used unless otherwise specified in a test case. 



Table 4.3.4.1-1 : Default Downlink power levels 





Unit 


Channel bandwidth 






1.4 MHz 


3 MHz 


5 MHz 


10 MHz 


15 MHz 


20 MHz 


Number of RBs 




6 


15 


25 


50 


75 


100 


Channel BW Power 


dBm 


-66 


-62 


-60 


-57 


-55 


-54 


RS EPRE 


dBm/15kHz 


-85 


-85 


-85 


-85 


-85 


-85 


Note 1 : The channel bandwidth powers are informative, based on -85dBm/15kHz RS_EPRE, then 
scaled according to the number of RBs and rounded to the nearest integer dBm value. Full 
RE allocation with no boost or deboost is assumed. 

Note 2: The power level is specified at each UE Rx antenna. 



It is [FFS] whether there is a requirement to specify constant power throughout all OFDM symbols, and if so how 
unallocated Resource elements should be treated. 

The default signal level uncertainty is H-/-3dB at each test port, for any level specified. If the uncertainty value is critical 
for the test purpose a tighter uncertainty is specified for the related test case in TS 36.521-1 [21] Annex F or in TS 
36.521-3 [34] Annex F 

4.3.4.2 Uplink signal levels 

[FFS] 

4.3.5 Standard test signals 

4.3.5.1 Downlink test signals 

[FFS] 

4.3.5.2 Uplink test signals 

[FFS] 
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4.3.6 Physical layer parameters 
4.3.6.1 Downlink physical layer parameters 

4.3.6.1 .1 Physical layer parameters for DCI format 

Default physical layer parameters for DCI format are specified in table 4.3.6.1.1-1. 



Table 4.3.6.1.1-1 : Physical layer parameters for DCI format 



Parameter 


Value 


Value in binary 


Flag for format 0/format 1 A differentiation 


format 


"0" 


Hopping flag 


w/o Hopping 


"0" 


Resource block assignment and hopping resource allocation 


Depending on test parameters 




Modulation and coding scheme and redundancy version 


Depending on test parameters 




New data indicator 


Set for every data 
uansmission/reirans mission 
according to the rules specified 
in TS 36.321 




TPC command for scheduled PUSCH 


dB (accumulated TPC) 


"01" 


Cyclic shift for DM RS 





"000" 


UL index (TDD only) 


2 bits as defined in sections 
5.1.1.1 and 8 of TS 36.213. This 
field is present only for TDD 
configuration 




Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
total number of PDSCH 
subframes with and without 
PDCCH and PDCCH indicating 
downlink SPS release in the 
window. This field is present 
only for TDD configuration 1-6 




CQI request 


w/o aperiodic CQI 


"0" 
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4.3.6.1 .2 Physical layer parameters for DC! format 1 

Default physical layer parameters for DCI format 1 are specified in table 4.3.6.1.2-1. 



Table 4.3.6.1.2-1 : Physical layer parameters for DCI format 1 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


Depending on test parameters 




Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 




New data indicator 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version 


Depending on test parameters 


"00" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 


Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
number of PDSCH with PDCCH 
and PDCCH indicating downlink 
BPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 





4.3.6.1 .3 Physical layer parameters for DCI format 1 A 

Default physical layer parameters for DCI format lA are specified in table 4.3.6.1.3-1. 

Table 4.3.6.1.3-1 : Physical layer parameters for DCI format 1 A 



Parameter 


Value 


Value in binary 


Flag for format 0/format 1 A differentiation 


format 1 A 


"1" 


Localized/Distributed VRB assignment flag 


Localized VRB assignment 


"0" 


Resource block assignment 


Depending on test parameters 




Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 




New data indicator 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version 


Depending on test parameters 


"00" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 


Downlink Assignment Index (TDD only) 


2 bits as defined in Table 7.3-X 
in TS 36.213. It represents the 
number of PDSCH with PDCCH 
and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 





ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 40 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 

4.3.6.1 .3A Physical layer parameters for DC! format 1 B 

Default physical layer parameters for DCI format IB are specified in table 4. 3. 6. 1.3 A- 1. 



Table 4.3.6.1. 3A-1: Physical layer parameters for DCI format IB 



Parameter 


Value 


Value in binary 


Localized/Distributed VRB assignment flag 


Localized VRB assignment 


"0" 


Resource block assignment 


Depending on test parameters 


- 


Modulation and coding scheme 


Depending on test parameters 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 


- 


New data indicator 


Set for every data 
transmission/retransmission 
according to tlie rules specified 
in TS 36.321 




ricUUiiUarioy Vcrbiuii 


r^Q(^Qn/Hi n/^ *^r> toot K'am^+oi'o 

UcpcilUliiy Uil LcbL paiaiilcLcrb 


"nn" 


TPC command for PUCCH 


dB (accumulated TPC) 


"01" 




2 bits as defined in Table 7.3-X 






in TS 36.213. It represents tine 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
BPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
configuration 1-6 


- 




Set for codebook index 




TPMI information for preceding 


according to TS 36.21 1 Table 
6.3.4.2.3-1 for 2 Tx antenna 
ports and Table 6.3.4.2.3-2 for 4 
Tx antenna ports corresponding 
to the single layer transmission 




PMI confirmation for preceding 


Set for every transmission, 1 for 
preceding according to the latest 
reported PMI on PUSCH,0 for 
preceding according to the 
indicated TPMI in the TPMI 
information field 





4.3.6.1 .4 Physical layer parameters for DCI format 1 C 

Default physical layer parameters for DCI format IC are specified in table 4.3.6.1.4-1. 

Table 4.3.6.1.4-1 : Physical layer parameters for DCI format IC 



Parameter 


Value 


Value in binary 


gap value (N_RB >= 50) 


gapl 


"0" 


Resource block assignment 


depending on test parameters 




Transport block size index 


depending on test parameters 
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4.3.6.1 .5 Physical layer parameters for DC! format 2 

Default physical layer parameters for DCI format 2 are specified in table 4.3.6.1.5-1. 



Table 4.3.6.1.5-1 : Physical layer parameters for DCI format 2 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


Depending on test parameters 


- 


TPC command for PUCCH 


dB (accumulated TPC) 


"01 " 




2 bits as defined in Table 7.3-X 






in TS 36.21 3. It represents tfie 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
annlip9 to unlink -downlink 
configuration 1-6 




HARQ process number 


Depending on test parameters, 
3bits for FDD, 4 bits for TDD. 


- 


Transport block to codeword swap flag 


No swap 


"0" 


Modulation and coding sclieme (transport block 1) 


Depending on test parameters 




New data indicator (transport block 1) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 


- 


Redundancy version (transport block 1) 


Depending on test parameters 




Modulation and coding sclieme (transport block 2) 


Depending on test parameters 




New data indicator (transport block 2) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version (transport block 2) 


Depending on test parameters 






Set for every transmission 






according to 36.212 Table 




Preceding information 


5.3.3.1 .5-4 for 2 Tx antenna 
ports and Table 5.3.3.1 .5-5 for 4 
Tx antenna ports 
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4.3.6.1 .6 Physical layer parameters for DC! format 2A 

Default physical layer parameters for DCI format 2A are specified in table 4.3.6.1.6-1. 



Table 4.3.6.1.6-1 : Physical layer parameters for DCI format 2A 



Parameter 


Value 


Value in binary 


Resource allocation header 


Resource allocation type 


"0" 


Resource block assignment 


depending on test parameters 




TPC command for PUCCH 


dB (accumulated TPC) 


"01 " 




2 bits as defined in Table 7.3-X 






in TS 36.213. It represents the 
number of PDSCH with PDCCH 




Downlink Assignment Index (TDD only) 


and PDCCH indicating downlink 
SPS release in the window up to 
the present subframe. This is 
present for all the uplink- 
downlink configurations and only 
applies to uplink -downlink 
rnnfimirfltinn 


- 


HARQ process number 


depending on test parameters, 
3bits for FDD, and 4 bits for 
TDD. 




Transport block to codeword swap flag 


No swap 





Modulation and coding scheme (transport block 1) 


depending on test parameters 




New data indicator (transport block 1) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 


- 


Redundancy version (transport block 1 ) 


depending on test parameters 




Modulation and coding scheme (transport block 2) 


depending on test parameters 




New data indicator (transport block 2) 


Set for every data 
transmission/retransmission 
according to the rules specified 
in TS 36.321 




Redundancy version (transport block 2) 


depending on test parameters 






N/A for 2 Tx antenna ports. For 4 




Preceding information 


Tx antenna ports, set for every 
transmission according to 
36.212 Table 5.3.3.1. 5A-2 





4.4 Reference system configurations 

The reference system configurations specified in this sub clause apply to all test cases unless otherwise specified. 

4.4.1 Simulated network scenarios 

The UE will eventually have to operate in either single mode networks (FDD or TDD), dual mode networks 
(FDD-nTDD), or inter-RAT networks ((FDD or TDD) + (UTRA FDD, UTRA TDD, GSM, HRPD or IxRTT)). 

Simulated network scenarios to be tested are listed in this sub clause. 

NOTE 1: The number of cells specified does not necessarily correspond to the maximum number of resources to be 
configured simultaneously in test equipment. Please refer to Table 6.1-1 for such information. 

NOTE 2: For NAS test cases see sub clause 6.3.2. 

4.4.1 .1 Single cell network scenarios 

For FDD and TDD basic single cell envirormient. Cell 1 is used. 
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4.4.1 .2 Intra E-UTRA multi cell network scenarios 

For FDD and TDD basic intra-frequency multi cell environment, Cell 1, Cell 2 and Cell 4 are used. 
For FDD and TDD basic inter-frequency multi cell environment, Cell 1, Cell 3 and Cell 6 are used. 
For FDD and TDD basic inter-band cell environment, Cell 1 and Cell 10 are used. 

For FDD and TDD multi tracking area intra-frequency multi cell environment. Cell 1 and Cell 1 1 are used. 
For FDD and TDD multi tracking area inter-frequency multi cell enviroimient. Cell 1 and Cell 23 are used. 
For FDD and TDD multi PLMN inter-frequency multi cell environment. Cell 1, Cell 12, Cell 13, Cell 14 are used. 

4.4.1 .3 Dual mode network scenarios 

[FFS for FDD+TDD] 

4.4.1 .4 3GPP Inter-RAT network scenarios 

For FDD and TDD basic inter-RAT cell environment with UTRA FDD or UTRA TDD, Cell 1 and Cell 5 are used. 

For FDD and TDD inter-RAT cell environment with multi UTRA FDD or UTRA TDD cells. Cell 1 and Cell 7, Cell 8 
and Cell 9 is used. 

For FDD and TDD inter-RAT cell environment with GERAN, Cell 1 and Cell 24 are used. 

For FDD and TDD inter-RAT cell environment with multi GERAN cells. Cell 1 and Cell 25, Cell 26 are used. 

For FDD and TDD inter-RAT cell environment with (UTRA FDD or UTRA TDD) and GERAN, Cell 1, Cell 5 and Cell 
24 are used. 

4.4.1 .5 3GPP2 Inter-RAT network scenarios 

For FDD and TDD inter-RAT cell environment with HRPD, Cell 1 and Cell 15 are used. 

For FDD and TDD inter-RAT cell environment with multi HRPD cells. Cell 1 and Cell 15, Cell 16 and Cell 17 are 
used. 

For FDD and TDD inter-RAT cell environment with IxRTT, Cell 1 and Cell 19 are used. 

For FDD and TDD inter-RAT cell environment with multi IxRTT cells. Cell 1 and Cell 19, Cell 20 and Cell 21 are 
used. 

4.4.1 .6 WLAN Inter-RAT network scenarios 

For FDD and TDD inter-RAT cell environment with WLAN, Cell 1 and Cell 27 are used. 

4.4.2 Simulated cells 

NOTE: For NAS test cases see subclause 6.3.2. 

NOTE: Test frequency and range defined in table 4.4.2-1 do not apply to 36.521-1 test cases. 

Test frequencies and simulated cells are defined in table 4.4.2-1. For E-UTRA cells, fl is the default test frequency. For 
UTRA cells, f8 is the default test frequency. For GERAN cells, fl 1 is the default test frequency. For CDMA2000 
HRPD ceUs, fl4 is the default test frequency. For CDMA 2000 IxRTT cells, f 17 is the default test frequency. For 
WLAN cells, f20 is the default test frequency. 

Default parameters for simulated cells are specified in table 4.4.2-lA and table 4.4.2-2. 
Common parameters for simulated cells are specified in subclauses 4.4.3 to 4.4.6A. 
Other cell specific parameters are specified in subclause 4.4.7. 
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Table 4.4.2-1 : Definition of test frequencies and simulated cells 



Test 
frequency 


DAT 

RAT 


Operating band 


Range 


Simuiated ceiis 


T 1 


b-U 1 riA 


— ; 

Operating band under test 


Mlu 

(iNoie \ j 


ueii 1 , ueii li, ueii 4, ueii 1 1 

(NOie 4; 


f2 


E-UTRA 


Operating band under test 


High 
(iNoie \ j 


Cell 3, Cell 12, Cell 23 


f3 


E-UTRA 


Operating band under test 


Low 
(iNOie \ ) 


Cell 6, Cell 13 


f4 


E-UTRA 


Operating band under test 


(Note 1) 


Cell 14 


to 


C 1 IXD A 

b-U 1 rlA 


Operating band for inter-band cells 


(Note 1) 


ueii 10 


f6 


E-UTRA 


Operating band for inter-band cells 


(Note 1) 




u 


E-UTRA 


Operating band for inter-band cells 


(Note 1) 




f8 


UTRA 


Operating band for UTRA cells 


Mid 
(Note 2) 


Cell 5, Cell 7 


f9 


UTRA 


Operating band for UTRA cells 


High 

(Note 2) 


Cell 8 


flO 


UTRA 


Operating band for UTRA cells 


Low 
(Note 2) 


Cell 9 


f11 


GERAN 


Operating band for GERAN cells 


Mid 
(Note 3) 


Cell 24 


f12 


GERAN 


Operating band for GERAN cells 


High 
(Note 3) 


Cell 25 


f13 


GERAN 


Operating band for GERAN cells 


Low 
(Note 3) 


Cell 26 


f14 


CDMA2000 
HRPD 


Operating band for CDMA2000 
HRPD cells 


Mid 


Cell 15, Cell 16 


f15 


CDMA2000 
HRPD 


Operating band for CDMA2000 
HRPD cells 


High 


Cell 17 


f16 


GDIvlA2000 
HRPD 


Operating band for CDI\/IA2000 
HRPD cells 


Low 


Cell 18 


f17 


GDMA2000 
IxRTT 


Operating band for GDMA2000 
IxRTT cells 


Mid 


Cell 19, Cell 20 


f18 


CDMA2000 
IxRTT 


Operating band for CDMA2000 
IxRTT cells 


High 


Cell 21 


f19 


CDMA2000 
IxRTT 


Operating band for CDMA2000 
IxRTT cells 


Low 


Cell 22 


f20 


WLAN 


Operating band for WLAN cells 


FFS 


Cell 27 


Note 1 : For signalling test, see clause 6.2.3.1 . 
Note 2: See TS 34.108 [5] clause 5.1 . 






Note 3: For signalling test, see clause 6.3.1 .4. 

Note 4: For signalling test, simultaneous co-existence of Cell 2 with Cell 1 1 is not allowed. 
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Table 4.4.2-1 A: Default E-UTRA parameters for simulated cells 



cell ID 


E-UTRAN Cell Identifier 


Physical 
layer cell 
Identity 


rootSequencelndex 

FDD 


rootSequencelndex 
TDD 


eNB Identifier 


Cell Identity 








Cell 1 


0000 0000 0000 0000 

0001 'B 


0000 0000 B 





22 





Cell 2 


0000 GOOD 0000 0000 
0001 'B 


0000 001 B 


2 


86 


8 


Cell 3 


0000 0000 0000 0000 
001 0'B 


0000 001 1 B 


3 


22 





Cell 4 


0000 0000 0000 0000 
001 1'B 


0000 0100 B 


4 


150 


16 


Cell 6 


ff\f\f\r\ rtrtrtrt f\f\f\ty 

0000 0000 0000 0000 
0100'B 


0000 01 10 B 


6 


22 





Cell 10 


tf\f\f\f\ r\r\r\r\ r\r\r\r\ r\r\r\r\ 

0000 0000 0000 0000 
0101'B 


0000 1010 B 


10 


22 





Cell 11 


'0000 0000 0000 0000 
0110'B 


'0000 101 1'B 


11 


214 


24 


Cell 12 


'0000 0000 0000 0000 
001 0'B 


'0000 1100'B 


12 


86 


8 


Cell 13 


'0000 0000 0000 0000 
0100'B 


'0000 1101 'B 


13 


86 


8 


Cell 14 


'0000 0000 0000 0000 
oil 1'B 


'0000 1110'B 


14 


22 





Cell 23 


'0000 0000 0000 0000 
0110'B 


'0001 Oil 1'B 


23 


150 


16 



Table 4.4.2-2: Default NAS parameters for simulated cells 



cell ID 




Tracking Area 


TA# list 


GUTI (Note 2) 






TA# 


PLMN 


TAG 


(Note 1) 


MME Identifier 


M-TMSI 








MCC 


MNC 






MME Group ID 


MME Code 




Cell 1 


TAi-1 


(Note 3) 


1 


TAI-1 


32769 




Arbitrarily 


Cell 2 


TAI-1 


(Note 3) 


1 


TAI-1 


32769 




selected 


Cell 3 


TAI-1 


(Note 3) 


1 


TAI-1 


32769 




according to 


Cell 4 


TAI-1 


(Note 3) 


1 


TAI-1 


32769 




TS 23.003 


Cell 6 


TAI-1 


(Note 3) 


1 


TAI-1 


32769 




subclause 2.8 


Cell 10 


TAI-1 


(Note 3) 


1 


TAI-1 


32769 




[2]. 


Cell 11 


TAI-2 


(Note 3) 


2 


TAI-2 


32769 






Cell 23 


TAI-2 


(Note 3) 


2 


TAI-2 


32769 






Cell 12 


TAI-3 


002 


11 


1 


TAI-3 


32769 






Cell 13 


TAI-4 


003 


21 


1 


TAI-4 


32769 






Cell 14 


TAI-5 


004 


31 


1 


TAI-5 


32769 






Note 1 : 
Note 2: 
Note 3: 


The value(s) in the column TA# list indicates TAI(s) included in the response messages of the 
registration procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE 
performs the registration procedure on a corresponding cell. 

The value in the column GUTI indicates GUTI included in the response messages of the registration 
procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the 
registration procedure on a corresponding cell. 

Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 




(subclause 4.9.3). 
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Table 4.4.2-3: Default HRPD parameters for simulated cells 



Cell ID 


sectoriD 


ColorCode 


Pilot PN Offset 


CountryCode 


Cell 15 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


50 


(Note 1) 


Cell 16 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


100 


(Note 1) 


Cell 17 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


150 


(Note 1) 


Cell 18 


Set according to PIXIT 
parameter 


Set according to PIXIT 
parameter 


200 


(Note 1) 


Note 1 : Set to the same Mobile Country Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 



Table 4.4.2-4: Default 1XRTT parameters for simulated cells 



Cell ID 


SID 


NID 


BASE ID 


Pilot PN Offset 


REG ZONE 


MCC 


IMSI 11 12 


Cell 19 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


50 


1 


Note 
1 


Note 2 


Cell 20 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


100 


1 


Note 
1 


Note 2 


Cell 21 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


150 


2 


Note 
1 


Note 2 


Cell 22 


Set according 
to PIXIT 
parameter 


Set 

according 
to PIXIT 
parameter 


Set according 
to PIXIT 
parameter 


200 


3 


Note 
1 


Note 2 


Note 1 : Set to the same Mobile Country Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 
Note 2: Set to the same Mobile Network Code stored in EFIMSI on the test USIM card (subclause 4.9.3). 



Table 4.4.2-5: Neighbouring cell list for 1XRTT cells 



Cell ID 


intra Frequency 


Inter Frequency Cells 


Cell 19 


cell 20 


Cell 21 


cell 22 


X 


Cell 20 


cell 19 


Cell 21 


cell 22 


X 


Cell 21 


X 


cell 19 


cell 20 


cell 22 


Cell 22 


X 


cell 19 


cell 20 


cell 21 



4.4.3 Common parameters for simulated E-UTRA cells 

The parameters specified in this sub clause apply to all simulated E-UTRA cells unless otherwise specified. 

4.4.3.1 Common configurations of system information blocks 
4.4.3.1 .1 Combinations of system information biocks 

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, 
the following combinations of system information blocks are defined. 

Combination 1 is the default combination which apphes to the following test case scenarios: 

- E-UTRA FDD single cell scenario 

- E-UTRA TDD single cell scenario 

- E-UTRA FDD intra-frequency muW cell scenario 
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- E-UTRA TDD intra-frequency multi cell scenario 

- E-UTRA FDD+TDD dual mode multi cell scenario 
Combination 2 applies to the following test case scenarios: 

- E-UTRA FDD intra-frequency multi cell scenario with neighbouring cell related information 

- E-UTRA TDD intra-frequency multi cell scenario with neighbouring cell related information 
Combination 3 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency multi cell scenario 

- E-UTRA TDD inter-frequency multi cell scenario 

- E-UTRA FDD inter -band multi cell scenario 

- E-UTRA TDD inter-band multi cell scenario 
Combination 4 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA TDD multi cell scenario 

Editor's note: 3GGP Inter-RAT multi cell scenarios with other combinations of E-UTRA and UTRA modes are 
FFS. 

Combination 5 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + GERAN multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + GERAN multi cell scenario 
Combination 6 applies to the following test case scenarios: 

- 3GPP2 inter-RAT E-UTRA FDD + HRPD multi cell scenario 

- 3GPP2 inter-RAT E-UTRA TDD + HRPD multi cell scenario 

- 3GPP2 inter-RAT E-UTRA FDD + IxRTT multi cell scenario 

- 3GPP2 inter-RAT E-UTRA TDD + IxRTT multi cell scenario 

Editor's note: 3GPP2 Inter-RAT multi cell scenarios with E-UTRA + HRPD + IxRTT are FFS. 
Combination 7 applies to the following test case scenarios: 

- E-UTRA FDD + home eNB multi cell scenario 

- E-UTRA TDD + home eNB multi cell scenario 
Combination 8 applies to the following test case scenarios: 

- E-UTRA FDD ETWS single cell scenario 

- E-UTRA TDD ETWS single cell scenario 
Combination 9 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario 

- E-UTRA TDD inter-frequency + 3GPP inter-RAT UTRA multi-cell scenario 
Combination 10 appUes to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + GERAN multi cell scenario 
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- 3GPP inter-RAT E-UTRA TDD + UTRA TDD + GERAN multi cell scenario. 
Combination 1 1 applies to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + UTRA FDD + home eNB multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + UTRA TDD + home eNB multi cell scenario 
Combination 12 applies to the following test case scenarios: 

- E-UTRA FDD inter-frequency + GERAN cell scenario 

- E-UTRA TDD inter-frequency + GERAN cell scenario 
Combination 13 appUes to the following test case scenarios: 

- E-UTRA FDD inter-frequency + home eNB 

- E-UTRA TDD inter-frequency + home eNB 
Combination 14 appUes to the following test case scenarios: 

- 3GPP inter-RAT E-UTRA FDD + GERAN + home eNB multi cell scenario 

- 3GPP inter-RAT E-UTRA TDD + GERAN + home eNB multi cell scenario 
Combination 15 appUes to the following test case scenarios: 

- 3GPP E-UTRA FDD + MBMS 

- 3GPP E-UTRA TDD + MBMS 

Combination 16 appUes to the foUowing test case scenarios: 

- 3GPP E-UTRA FDD + MBMS 

- 3GPP E-UTRA TDD + MBMS 



Table 4.4.3.1.1-1: Combinations of system information blocks 





System information block type 


Combination No. 


SiB2 


SiB3 


SiB4 


SiB5 


SIB6 


SIB7 


SIB8 


SIB9 


SIB10 


SIB11 


SIB13 


1 


X 


X 




















2 


X 


X 


X 


















3 


X 


X 




X 
















4 


X 


X 






X 














5 


X 


X 








X 












6 


X 


X 










X 










7 


X 


X 


X 










X 








8 


X 


X 














X 


X 




g 


X 


X 




X 


X 














10 


X 


X 






X 


X 












11 


X 


X 


X 




X 






X 








12 


X 


X 




X 




X 












13 


X 


X 


X 


X 








X 








14 


X 


X 


X 






X 




X 








15 


X 


X 




















16 


X 


X 


X 
















X 



4.4.3.1 .2 Scheduling of system information blocks 

The scheduUng configurations for combinations of system information blocks are defined in the foUowing tables. 
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Table 4.4.3.1.2-1 : Scheduling for combination 1 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 



Table 4.4.3.1.2-2: Scheduling for combination 2 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
bloclcs 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 



Table 4.4.3.1.2-3: Scheduling for combination 3 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5 



Table 4.4.3.1.2-4: Scheduling for combination 4 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB6 



Table 4.4.3.1.2-5: Scheduling for combination 5 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB7 



Table 4.4.3.1.2-6: Scheduling for combination 6 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB8 



Table 4.4.3.1.2-7: Scheduling for combination 7 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB9 
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Table 4.4.3.1.2-8: Scheduling for combination 8 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB11 


4 


See sub clause 4.4.3.4 


SIB10 


Table 4.4.3.1.2-9: Scheduling for combination 9 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5, SIB6 


Table 4.4.3.1.2-10: Scheduling for combination 10 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB6 


4 


See sub clause 4.4.3.4 


SIB7 


Table 4.4.3.1 .2-1 1 : Scheduling for combination 1 1 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB6 


5 


See sub clause 4.4.3.4 


SIB9 


Table 4.4.3.1.2-12: Scheduling for combination 12 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system Information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB5 


4 


See sub clause 4.4.3.4 


SIB7 


Table 4.4.3.1.2-13: Scheduling for combination 13 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB5 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 51 ETSI TS 136 508 V9.5.0 (2011-07) 



Table 4.4.3.1.2-14: Scheduling for combination 14 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB7 


5 


See sub clause 4.4.3.4 


SIB9 


Table 4.4.3.1.2-15: Scheduling for combination 15 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 
blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB13 


Table 4.4.3.1.2-16: Scheduling for combination 16 


Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system information 

blocks 


1 


16 


SIB2 


2 


See sub clause 4.4.3.4 


SIB3 


3 


See sub clause 4.4.3.4 


SIB4 


4 


See sub clause 4.4.3.4 


SIB13 



4.4.3.2 Common contents of system information messages 
MasterlnformationBlock 

The MasterlnformationBlock includes the system information transmitted on BCH. 



Table 4.4.3.2-1 : MasterlnformationBlock 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MasterlnformationBlock ::= SEQUENCE { 








dl-Bandwidth 


Downlink system 

bandwidth under test. 






phich-Config SEQUENCE {} 


PHICH-Config-DEFAULT 


See subclause 
4.6.3 




systemFrameNumber 


A valid value as defined 
in TS 36.331 [17] 






spare 


'0000 0000 OO'B 






} 









Systemlnformation 

The Systemlnformation message is used to convey one or more System Information Blocks. All the SIBs included are 
transmitted with the same periodicity. 
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Table 4.4.3.2-2: Systemlnformation 



Derivation Path: 36.331 clause 6.2.2 


Infnrtnfltinn Flpmpnt 

II IIWI IIIClllVI 1 kid lid 11 


Vflliip/rprnflfk 

V ci 1 u 1 diim iv 


Wl llllld 11 


Onnriitinn 

^^Vl lUI 11 wl 1 


Systemlnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








system lnformation-r8 SEQUENCE { 








sib-TypeAndlnfo SEQUENCE (SIZE 
(L.maxSIB)) OF CHOICE {} 


See subclause 4.4.3.1 






critical ExtensionsFuture SEQUENCE {} 


Not present 






} 








} 








} 









SystemlnformationBlockTypel 

SystemlnformationBlockTypel contains information relevant when evaluating if a UE is allowed to access a cell and 
defines the scheduUng of other system information. 

Table 4.4.3.2-3: SystemlnformationBlockTypel 



Derivation Path: 36.331 clause 6.2.2 


InfntTn^tinn Flpmptit 

IIIIUIIIIClllUII tldllClll 




OUI IIIIICI 11 


r^nnHitinn 


SystemlnformationBlockTypel ::= 
«5Fni IFMPF / 

O Ll V_>/ L 1 \J O L ^ 








roll AnnoccRolatoHlnfn QFOI IFMPF / 








pImn-ldentityList SEQUENCE (SIZE (1..6)) 
OF 9FOI IFNHF i 


1 entry 






plmn-ldentity[1] SEQUENCE { 








mm QFHI IFMPF /<5I7F C^W PiF KTIPP 




rur INMO Icbl Oaocb, occ IdUlc 
COO o_-j 




mnr <^FPil IFMPF ^<^I7F (0 '^U OF 

MCC-NMC-Digit 


Occ IdUlc £. 


Frtr tact rococ toh\la 
rui IN/AO Icbl Lrdbcb, bcc IclUlc 

6.3.2.2-1. 




} 








cellReservedForOperatorUse[1 ] 


notReserved 






} 








trackingAreaCode 


See table 4.4.2-2 


For MAS test cases, see table 
6.3.2.2-1. 




cellldentity 


Cell ID for the 
simulated cell 






cellBarred 


notBarred 






IntraFreqReselection 


notAllowed 






csg-lndication 


FALSE 






csg-ldentity 


Not present 






) 








cellSelectionlnfo SEQUENCE { 








q-RxLevMin 


-70 (-140 dBm) 


For RF/RRM test cases 




-106 dBm 


For signalling test cases 




q-RxLevMinOffset 


Not present 






i 








p-Max 


Not present 






freqBandlndicator 


Operating band 
under test. 






schedulinglnfoList SEQUENCE (SIZE 
(1 ..maxSI-Message)) OF SEQUENCE {} 


See subclause 
4.4.3.1 






tdd-Confiq SEQUENCE {) 


Not present 




FDD 


tdd-Config SEQUENCE {} 


TDD-Config- 
DEFAULT 


See subclause 4.6.3 


TDD 


si-WindowLength 


ms20 


To allow sufficient number of 
retransmissions. 




systemlnfoValueTag 









nonCriticalExtension SEQUENCE {} 


Not present 






} 
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Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



4.4.3.3 Common contents of system information blocks 
SystemlnformationBlockType2 

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs. 



Table 4.4.3.3-1 : SystemlnformationBlockType2 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType2 ::= 
SEQUENCE { 








ac-Barringlnfo SEQUENCE {} 


Not present 






radioResourceConfigCommon SEQUENCE 

{} 


RadioResourceCo 

nfigCommonSIB- 

DEFAULT 


See subclause 4.6.3 




ue-TimersAndConstants SEQUENCE { 








tsoo 


mslOOO 


Typical value in real network 




t301 


mslOOO 


Typical value in real network 




t310 


mslOOO 


Typical value in real network 




n310 


n1 






tail 


mslOOOO 


Typical value in real network 




nSII 


n1 






} 








freqinfo SEQUENCE { 








ul-CarrierFreq 


Not present 


Default UL EARFCN applies 




ul-Bandwidth 


Not Present 






additionalSpectrumEmission 


1 (NS_01) 


A-MPR doesn't apply by 
default. 

See TS 36.101 table 6.2.4-1. 




i 








mbsfn-SubframeConfiguration 


Not present 






timeAlignmentTimerCommon 


sf750 


'sf750' is applicable to the 
widest range of mobility (up to 
about 360km/h). 




} 
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System I nformationBlockTypeS 

The IE SystemlnformationBlockTypeS contains cell re-selection information common for intra-frequency, inter- 
frequency and/or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not 
necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related. 



Table 4.4.3.3-2: SystemlnformationBlockType3 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypeS ::= SEQUENCE { 








cellReselectionlnfoCommon SEQUENCE { 








q-Hyst 


dBO 


To reduce 
interference 
between intra- 
frequency multiple 
cells 




speedStateReselectionPars SEQUENCE {} 


Not present 






} 








cellReselectionServingFreqInfo SEQUENCE { 








s-NonlntraSearch 


Not present 






tlireshServingLow 


(0 dB) 


Typical value in 
real network 




cellReselectionPrlority 


4 


A middle value In 
the range has 
been selected. 




} 








intraFreqCellReselectionlnfo SEQUENCE { 








q-RxLevMIn 


-70 (-140 dBm) 


For RF/RRM test 
cases 




-106 dBm 


For signalling test 
cases 




p-Max 


Not present 






s-lntraSearch 


Not present 






allowedlVleasBandwidtli 


Not present 


The downlink 
bandwidth of the 
serving cell 
applies. 




presenceAntennaPortI 


FALSE 






neighCellConfig 


'01 'B (No MBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




t-ReselectionEUTRA 





Typical value in 
real network 




t-ReselectionEUTRA-SF 


Not present 






1 








1 









System I nformationBlockType4 

The IE SystemInformationBlockType4 contains neighbouring cell related information relevant only for intra-frequency 
cell re-selection. The IE includes cells with specific re-selection parameters as well as blacklisted cells. 
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Table 4.4.3.3-3: SystemlnformationBlockType4 



Derivation Patli: 36.331 clause 6.3.1 


Information Element 


Value/remaric 


Comment 


Condition 


SystemlnformationBlocl<Type4 ::= SEQUENCE { 








IntraFreqNeighCellList SEQUENCE (SIZE 
(1 ..maxCelllntra)) OF SEQUENCE {} 


Not present 


Not required 
unless Qoffset 

configuration is 
tested. When 
Qoffset 

configuration is 
tested, see table 
6.3.1.1-1. 




IntraFreqBlackCellLlst SEQUENCE (SIZE 
(1 ..maxCellBlack)) QF SEQUENCE {} 


Not present 


Not required 
unless Blacklisted 
cell list 

configuration is 
tested. When 
Blacklisted cell list 
configuration is 
tested, see table 
6.3.1.1-1. 




csg-PhysCellldRange 


Not present 






) 









SystemlnformationBlockTypeS 

The IE SystemlnformationBlockTypeS contains information relevant only for inter-frequency cell re-selection i.e. 
information about other E-UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The 
IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters. 
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Table 4.4.3.3-4: SystemlnformationBlockTypeS 



Derivation Patli: 36.331 clause 6.3.1 


Information Element 


Value/remarl< 


Comment 


Condition 


SystemlnformationBlocl<Type5 ::= SEQUENCE { 








InterFreqCarrierFreqList SEQUENCE (SIZE 
(1 ..maxFreq)) OF SEQUENCE { 


The same number of 
entries as the configured 

inter-freq carriers. For 
Signalling test cases 
except NAS, see table 
6.3.1.2-1. 

For NAS test cases when 
cells are on same PLMN, 
see table 6.3.2.3.2-1. 


n denotes the 
index of the entry 




dl-CarrierFreq[n] 


Downlink EARFCN under 
test 

For Signalling test cases 
except NAS, see table 
6.3.1.2-1. 

For NAS test cases when 
cells are on same PLMN, 
see table 6.3.2.3.2-1. 






q-RxLevl\/lin[n] 


-65 (-130 dBm) 


For RF/RRM test 
cases 




-106 dBm 


For signalling test 
cases 




p-Max[n] 


Not present 






t-ReselectionEUTRA[n] 





Typical value In 
real network 




t-ReselectionEUTRA-SF[n] 


Not present 


Not required 
unless speed- 
dependent cell re- 
selectlon is tested. 




thresliX-High[n] 


2 (4 dB) 


This value should 
be higher than 
threshServingLow 
of the serving cell 
to avoid ping-pong 
with lower priority 
cells. 




threshX-Low[n] 


1 (2 dB) 






allowedMeasBandwidtli[n] 


See subclause 4.4.3.4 


Channel- 
bandwidth- 
dependent 
parameter 




presenceAntennaPortI [n] 


FALSE 






cellReselectionPriority[n] 


4 


The same priority 
as the one used 
for serving cell in 
SIB 3. 




neighCellConfig[n] 


'01 'B (No MBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




q-OffsetFreq[n] 


dBO 


Qoffset doesn't 
apply by default. 




interFreqNeighCellList[n] SEQUENCE (SIZE 
(1..maxCelllnter)) OF SEQUENCE {} 


Not present 


Not required 
unless Qoffset 
configuration is 
tested. 




interFreqBlacl<CellUst[n] SEQUENCE (SIZE 
(1 ..maxCellBlack)) OF SEQUENCE {} 


Not present 


Not required 

unless Blacklisted 
cell list 

configuration is 
tested. 




1 








) 
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System I nformationBlockTypeS 

The IE SystemInformationBlockType6 contains information relevant only for inter-RAT cell re-selection i.e. 
information about UTRA frequencies and UTRA neighbouring cells relevant for cell re-selection. The IE includes cell 
re-selection parameters common for a frequency. 



Table 4.4.3.3-5: SystemlnformationBlockTypeS 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType6 ::= SEQUENCE { 








carrierFreaListUTRA-FDD SEQUENCE fSIZE 


Nnt nrp^pnt 




UTRA-TDD 


(1..maxUTRA-FDD-Carrier)) OF SEQUENCE {} 








carrierFreqListUTRA-FDD SEQUENCE (SIZE 


The same number of 


n denotes the 


UTRA-FDD 


(1 ..maxUTRA-FDD-Carrier)) OF SEQUENCE { 


Gntries as the confioured 


index of the entry 






UTRA FDD carriers 








For Signalling test cases, 








see table 6.3.1.3-1 






carriprFrpaFnl 

wUI 1 iwi 1 1 vul f f J 


Downlink UARFCN undpr 

L^\J W i nil ll\ Km^ 1 \ 1 11 ^^1 ^ Lill lUWl 








test 








For Signalling test cases, 








see table 6.3.1 .3-1 






cellReselectionPriority[n] 


3 






tlireshX-Higln[n] 


2 (4 dB) 






ttireshX-Low[n] 


1 (2 dB) 






n-Rxl pvMinFnl 

u 1 lyvL^w viviii il'M 


-40 dBm^ 


Thp carnp ValllP 








pc Hpfinprl in T.^ 

do VJdll II 1 1 O 








34.108 [5], table 








6.1 .1 . 




p-MaxUTRA[n] 


21 (21 dBm) 


Thp Qamp valijp 








HpfinpH in 








34 1 08 rsi table 








6.1 .1 . 




n-OiialMinrnl 

u NJtum iviii 11 / f J 


-24 ^-24 dB^ 


Thp 9arnp valiip 








as defined in TS 








34.108 [5], table 








6.1.1. 




f 








carrierFreqUstUTRA-TDD SEQUENCE (SIZE 


Not nrp'^pnt 




UTRA-FDD 


(1..maxUTRA-TDD-Camer)) OF SEQUENCE {} 








carrierFreqLlstUTRA-TDD SEQUENCE (SIZE 


The same number of 


n denotes the 


UTRA-TDD 


(1..maxUTRA-TDD-Carrier)) OF SEQUENCE { 


pntrip*^ a*? thp oonfinurpd 

ILI LI IVh^ IIIULJI 


index of the entry 






UTRA TDD carriers 








For Signalling test cases. 








see table 6.3.1 .3-1 






carrierFreq[n] 


Downlink UARFCN under 








test 








For Signalling test cases, 








see table 6.3.1.3-1 






cellReselectionPriority[n] 


3 






threshX-High[n] 


2 (4 dB) 






threshX-Low[n] 


1 (2 dB) 






q-RxLevMin[n] 


-41 (-81 dBm) 


The same value 








as defined in TS 








34.108 [5], table 








6.1.6a 




p-MaxUTRA[n] 


21 (21 dBm) 


The same value 








as defined in TS 








34.108 [5], table 








6.1.6a 




} 








t-ReselectionUTRA 





Typical value in 








real network 




t-ReselectionUTRA-SF 


Not present 






} 
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Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 



Editor's note: Need for condition 'UTRA-FDD-TDD' where both UTRA FDD cell and UTRA TDD cell exist 
simultaneously is FFS. 

System I nformationBlockTypeV 

The IE SystemlnformationBlockType? contains information relevant only for inter-RAT cell re-selection i.e. 
information about GERAN frequencies relevant for cell re-selection. The IE includes cell re-selection parameters for 
each frequency. 



Table 4.4.3.3-6: SystemlnformationBlockType? 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockType? ::= SEQUENCE { 








t-ReselectionGERAN 









t-ReselectionGERAN-SF 


Not present 






carrierFreqslnfoListSEQUENCE (SIZE 
(1 ..maxGNFG)) OF SEQUENCE { 


The same number of 
entries as the configured 
GERAN carriers 
For Signalling test cases, 
see table 6.3.1.4-1 


n denotes the 
index of the entry 




carrierFreqs [n] SEQUENCE { 








startingARFCN[n] 


Set the corresponding 
starting ARFCN of the 
GERAN cells under test. 
For Signalling test cases, 
see table 6.3.1.4-1 






bandlndicator[n] 


Set according to the 
band used for GERAN 
cells under test 






followingARFCNs[n] CHOICE { 








explicitListOfARFCNs[n] 


Set the corresponding 
ARFCN of GERAN cells 
under test 

For Signalling test cases, 
see table 6.3.1.4-1 






1 








1 








commonlnfo[n] SEQUENCE { 








cellReselectionPriority[n] 


2 






ncc-Permitted[n] 


'11111111'B 






q-RxLevMin[n] 


2 






p-IVIaxGERAN[n] 


FFS 


INTEGER (0..39) 
OPTIONAL 




threshX-High[n] 


2 






threshX-Low[n] 


2 






1 








1 








} 
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- SystemlnformationBlockTypeS 

The IE SystemlnformationBlockTypeS contains information relevant only for inter-RAT cell re-selection i.e. 
information about CDMA2000 frequencies and CDMA2000 neighbouring cells relevant for cell re-selection. The IE 
includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters. 



Table 4.4.3.3-7: SystemlnformationBlockTypeS 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypeS ::= SEQUENCE { 








systemTimelnfo SEQUENCE { 








cdma-EUTRA-Synchronisation 


TRUE 






cdma-SystemTime CHOICE { 








synchronousSystemTime 


A valid value as per TS 
36.331 and calculated by 
the SS 






i 








} 








searchWindowSize 


5 






parametersHRPD SEQUENCE {} 


Not present 




1XRTT 


parametersHRPD SEQUENCE { 






HRPD 


preRegistrationlnfoHRPD SEQUENCE { 








preRegistrationAllowed 


FALSE 






preRegistrationZoneld 


Not present 






secondaryPreRegistrationZoneldList 


Not present 






i 








cellReselectionParametersHRPD SEQUENCE { 








DanauiasSLISt obUUbNOb (olZ.b 
\ \ ..maxL'UiviA -DanaL'iaSSjj \jr obvjubNOb \ 


1 entry 






□anuuiass 


uperaiing oano ciass 

UllUcl LcoL. 


tiNUMtriA 1 tU 
hr^ hrA hr^i 

UOO, UUt, UOvJ, 

bc6, bc7, bc8, 
bc9 bcIO bell 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1 , 
sparel 0, spareQ, 
spares, spare7, 
spares, spares, 
spare4, spareS, 
spare2, sparel , 
...} 




cellReselectionPriority 


1 






threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




} 








r»/-»i/-ii-*r^/-»iii iot cc(^i IPMOP ^^ ^c^\\ r\c 
nGignOGIILISt obUUblNUb (olZ.b (1..lD;j Ur 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 

{bcO, bcl , bc2, 
bc3, bc4, bcS, 
bc6, bc7, bcS, 
bc9, bcIO, bell, 
bcl 2, bcl 3, bcl 4, 
bcl 5, bcl 6, bcl 7, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spareQ, 
spares, spare7, 
spares, spareS, 
spare4, spareS, 
spare2, sparel , 
...} 




neighCellsPerFreqList SEQUENCE (SIZE 


The same number of 


n denotes the 
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(1..16)) OF SEQUENCE! 


entries as the configured 
CDIVIA2000 HRPD 
frequencies 

For Signalling test cases, 
see table 6.3.1.5-1 


index of the entry 




arfcn[n] 


ARFCN of the 
CDMA2000 HRPD 
frequency 

For Signalling test cases, 
see table 6.3.1.5-1 


INTEGER 
(0..2047) 




physCellldList[n] SEQUENCE (SIZE 
(1 ..16)) QF {INTEGER (CmaxPNOffset) } 


Physical Cell ID List of 
the CDI\/IA2000 HRPD 
frequency 

For Signalling test cases, 
see laoie o.o.i .o-i 


INTEGER 
(CmaxPNOffset) 




I 








I 








t- hie s e 1 ect 1 n o u M u u u 


U 


iM-rc/^CD ir\ "7\ 
IN 1 bocK (U..lj 




t-ReselectionCDMA2000-SF 


Not Present 






} 








} 








parameterslXRTT SEQUENCE {} 


Not present 




HRPD 


parameterslXRTT SEQUENCE { 






1XRTT 


csfb-RegistrationParam1XRTT SEQUENCE { 








sid 


SID under test 

For Signalling test cases, 

see table 4.4.2-4 


BIT STRING 
(SIZE (15)) 




nid 


NID under test 

For Signalling test cases, 

see table 4.4.2-4 


BIT STRING 
(SIZE (16)) 




muiTipieoiu 


rALot 






multipleNID 


FALSE 


BOOLEAN 




homeReg 


-TDI 1 C 

1 riUb 






foreignSIDReg 


TRUE 


BOOLEAN 




foreignNIDReg 


TRUE 


BOOLEAN 




parameterReg 


FALSE 


BOOLEAN 




powerUpReg 


TRUE 


BOOLEAN 




registrationPeriod 


FALSE 


BIT STRING 
(SIZE (7)) 




registrationZone 


Registration zone under 
test 

For Signalling test cases, 
see table 4.4.2-4 


BIT STRING 
(SIZE (12)) 




totalZone 


'001 'B 


BIT STRING 
(SIZE (3)) 




zoneTimer 


'OOO'B or '001 'B 


BIT STRING 
(SIZE (3)) 




1 








longCodeStatelXRTT 


A valid value, calculated 
and updated by the SS 


BIT STRING 
(SIZE (42)) 
OPTIONAL 




cellReselectionParameterslXRTT SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDMA -BandClass)) QF SEQUENCE { 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 
{bcO, bcl , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bcIO, bell, 
bc12, bc13, bc14, 
bcl 5, bcl 6, bcl 7, 
spare14, spare13, 
spare12, sparell, 
sparelO, spareQ, 
spares, spare7, 
spares, spare5, 
spare4, spareS, 
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spare2, sparel , 

1 

...} 




cellReselectionPriority 









threshX-High 


30(-30) 


INTEGER (0..63) 




threshX-Low 


32(-32) 


INTEGER (0..63) 




} 








neighCellList SEQUENCE (SIZE (1..16)) OF 
SEQUENCE! 


1 entry 






bandClass 


Operating band class 
under test 


ENUMERATED 
{bcO, bcl , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bcIO, bell, 
bc12, bc13, bc14, 
bcl 5, bcl 6, bcl 7, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spareQ, 
spares, spare7, 
spares, spareS, 
spare4, spare3, 
spare2, sparel , 
...} 




neighCellsPerFreqList SEQUENCE (SIZE 
(1..16)) QF SEQUENCE! 


The same number of 
entries as the configured 
CDMA2000 1xRTT 
frequencies 

For Signalling test cases, 
see table 6.3.1.6-1 


n denotes the 
index of the entry 




arfcn[n] 


ARFCN of the 
CDMA2000 IxRTT 
frequency 

For Signalling test cases, 
see table 6.3.1.6-1 


INTEGER 
(0..2047) 




physCellldList[n] SEQUENCE (SIZE 
(1 ..16)) OF {INTEGER (0..maxPNOffset) } 


Physical Cell ID List of 
the CDMA2000 IxRTT 
frequency 

For Signalling test cases, 
see laoie o.o.i .o-\ 


INTEGER 
(0..maxPNOffset) 




1 








1 








t-ReselectionCDMA2000 





INTEGER (0..7) 




t-ReselectionCDMA2000-SF 


Not Present 






} 








1 








} 









Condition 


Explanation 


HRPD 


CDMA2000 HRPD cell environment 


IXRTT 


CDMA2000 IXRTT cell environment 



Editor's note: Need for condition 'HRPD-IXRTT' where both CDMA2000 HRPD cell and CDMA2000 IxRTT cell 
exist simultaneously is FFS. 

System I nformationBlockType9 

The IE SystemInformationBlockType9 contains a home eNB name (HNB Name). 
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Table 4.4.3.3-8: SystemlnformationBlockType9 



Derivation Patli: 36.331 clause 6.3.1 


Information Element 


Value/remaric 


Comment 


Condition 


SystemlnformationBlocl<Type9 ::= SEQUENCE { 








hnb-Name 


"SgppTest" 






} 









SystemlnformationBlockType 1 

The IE SystemlnformationBlockType 10 contains an ETWS primary notification. 

Table 4.4.3.3-9: SystemlnformationBlockTypelO 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypelO ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'001 1 0000 0000 OOOO'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Qctet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 OOOO'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningType 

- Warning Type Value (7 bit) 

- Emergency User Alert (1 bit) 

- Popup (1 bit) 

- Padding (7 bit) 


'0000 0101 1000 OOOO'B 
Octet 1 bit 7 ~ 1 

Octet 1 bit 

Octet 2 bit 7 
Octet 2 bit 6 ~ bit 


Earthquake and 

Tsunami; 

Activate 

emergency user 

alert; 

Activate Popup, 
[see TS 23.041] 
'000 OOOO'B 




warningSecuritylnfo 


Not present 






i 
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SystemlnformationBlockType11 

The IE SystemlnformationBlockTypel 1 contains an ETWS secondary notification. 



Table 4.4.3.3-10: SystemlnformationBlockTypell (1 Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlocl<Type1 1 ::= SEQUENCE { 








riicboayciuciUMicr 


'nnm nnm nnnn nmn'R 

UUU 1 UUU 1 UUUU UU 1 U D 


c 1 vvo riicboayc 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geograpiiical Scope (2 bit) 


'0011 0000 0000 OOOO'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- (Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 OOOO'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 









warningMessageSegment 


Octetstring of N 


where N > 1 and 

less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Bitstring (8) ID of the 
alphabet/coding and the 
applied language [see TS 
23.041] 






} 
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Table 4.4.3.3-11 : SystemlnformationBlockTypell (2" Segment) 



Derivation Patti: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypell ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'001 1 0000 0000 OOOO'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (10 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 OOOO'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


notLastSegment 






warningMessageSegmentNumber 


1 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Not present 






} 









Table 4.4.3.3-12: SystemlnformationBlockTypell {3"' Segment) 



Derivation Path: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypell ::= SEQUENCE { 








messageldentifier 


'0001 0001 0000 001 0'B 


ETWS message 
identifier for 
earthquake and 
tsunami message 
[see TS 23.041] 




serialNumber 

- Geographical Scope (2 bit) 


'0011 0000 0000 OOOO'B 
Octet 1 bit 7 ~ 6 


Cell wide; 




- Message Code (1 bit) 


Octet 1 bit 5 ~ Octet 2 bit 
4 


'1 1 0000 OOOO'B 




- Emergency User Alert (1 bit) 

- Popup (1 bit) 


Octet 1 bit 5 
Octet 1 bit 4 


Activate 

emergency user 
alert; 

Activate popup; 




- Update Number (4 bit) 


Octet 2 bit 3 ~ 


For each update, 
incremented by 
one. 

[see TS 23.041] 




warningMessageSegmentType 


lastSegment 






warningMessageSegmentNumber 


2 






warningMessageSegment 


Octetstring of N 


where N > 1 and 
less than 1246. 
[see TS 23.041] 




dataCodingScheme 


Not present 






} 
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SystemlnformationBlockType13 

The IE SystemlnformationBlockType 1 3 contains the information required to acquire the MBMS control information 
associated with one or more MBSFN areas.. 



Table 4.4.3.3-13: SystemlnformationBlockType13 



Derivation Patli: 36.331 clause 6.3.1 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypelS ::= SEQUENCE { 








MBSFN-Arealnfo-r9 SEQUENCE 
(SIZE(1..maxl\/lBSFN-Area)) OF SEQUENCE { 








mbsfn-Areald-r9 









non-IVIBSFNregionLengtli 


1 






notificationindicator-r9 









mcch-Config-r9 SEQUENCE { 








mcch-RepetitionPeriod-r9 


rf32 






mcch-Offset-r9 









mcch-Modif ication Period-r9 


rf512 






sf-Alloclnfo-r9 


'100000' 






signallingMCS-r9 


n2 






} 








} 








} 









4.4.3.4 Channel-bandwidth-dependent parameters in system information blocks 

The default values of parameters in system information blocks which depend on the channel bandwidth are defined in 
table 4.4.3.4-1. 

Table 4.4.3.4-1 : Channel-bandwidth-dependent parameters 



information 


Channel bandwidth 


Comment 


Element 


1.4 MHz 


3 IVIHz 


SlUIHz 


10 MHz 


15 MHz 


20MHz 




SIB3 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB4 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB5 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB6 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB7 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB8 


128 


128 


64 


64 


64 


64 




periodicity 
















measurement 


mbw6 


mbw15 


mbw25 


mbw50 


mbw75 


mbwIOO 




Bandwidtli in 
















SIB5 
















SIB9 


128 


128 


64 


64 


64 


64 




periodicity 
















SIB10 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB11 


64 


64 


32 


32 


32 


32 




periodicity 
















SIB13 


64 


64 


32 


32 


32 


32 




periodicity 

















4.4.4 Common parameters for simulated UTRA cells 

The parameters specified in this subclause apply to all simulated UTRA cells unless otherwise specified. 
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Default UTRA parameters for simulated cells are specified in table 4.4.4-1 and table 4.4.4-2. 
Other parameters are specified in TS 34.108 [5]. 

Table 4.4.4-1 : Default parameters for simulated UTRA cells 



cell ID 


Primary scrambling 
code for FDD 


Ceil parameters ID 
for TDD 


Cells 


100 





Cell 7 


150 


4 


Cell 8 


200 


8 


Cell 9 


250 


12 



Table 4.4.4-2: Default NAS parameters for simulated UTRA cells 





PLMN 


Location Area 
identification 


Routing Area 
Identification 


TIU1SI 


P-TIU1SI signature 




iUICC 1 iUINC 


LA# 


LAC 


RA# 


RAG 






Cell 5 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


Arbitrarily selected 


Arbitrarily selected 


Cell 7 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


according to 


according to 


Cells 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


TS 23.003 


TS 23.003 


Cell 9 


(Note 1) 


LAI-1 


1 


RAI-1 


1 


subclause 2.4 [2]. 


subclause 2.7 [2]. 


Note 1 : 


Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 




(subclause 4.9.3). 















4.4.4.1 Common contents of system information blocks for UTRA cells 
System Information Block type 19 

The system information block type 19 contains Inter-RAT frequency and priority information to be used in the cell. 
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Table 4.4.4.1-1 : System Information Block type 19 



Derivation Patli: 25.331 clause 1 1 .3 


Information Element 


Value/remark 


Comment 


Condition 


oysiriTo 1 ypei y ..= otMUtiNuc [ 








utra-PrioritylnfoList SEQUENCE { 








uira-oervingueii otuutiNut [ 








priority 


3 






s-PrioritySearch 1 


(Odb) 






s-PrioritySearch2 


Not present 


default value is 




threshServingLow 


(OdB) 






} 








utran-FDD-FrequencyList SEQUENCE 
(SIZE(1 ..maxNumFDDFreqs)) OF SEQUENCE {} 


Not present 






utran-TDD-FrequencyList SEQUENCE 
(SIZE(1 ..maxNumTDDFreqs)) OF SEQUENCE {} 


Not present 






gsm-PrioritylnfoList SEQUENCE (SIZE 
(1 ..maxNumGSMCellGroup)) OF SEQUENCE {} 


Not present 






eutra-FrequencyAndPrioritylnfoList SEQUENCE 
(SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE 


The same number of 
entries as the configured 
eutra carriers 
For Signalling test cases, 
see table 6.3.1 .7-1 


n denotes the 
index of the entry 




earfcn[n] 


Downlink tAHrON under 
lesi 

rui oiyiidiiiiiy lcoL odbcb, 

coo tahio R 1 7-1 






mpqci irpmpntDanHiA/iHthrnl 

1 1 1 \j do \A 1 \^ 1 1 1^1 1 LLJdt lU W lU LI 1 If f J 


Qpp ciihrlfiiiQP A A *^ A. 






priority[n] 


4 






qRxLevMinEUTRA[n] 


-65 (-130 dBm) 






threshXhigh[n] 


2 (4 dB) 






threshXlow[n] 


1 (2 dB) 






eutra-blackListedCel 1 List[n] 


Not present 






eutraDetection[n] 


TRUE 






} 








nonCriticalExtensions SEQUENCE {} 


Not present 






) 









4.4.4.2 UTRA SIB scheduling for inter EUTRA - UTRA test 

Table 4.4.4.2-1 : UTRA SIB schedule 



Block 
Type 


MIB 


SB1 


SIB1 


SIB2 


SIB3 


SIB4 


SIB5/SIB5bis 


SIB6 


SIB7 


SIB11 


SIB12 


SIB18 


SIB19 


SIB REP 


8 


16 


64 


64 


64 


64 


64 


64 


16 


64 


64 


64 


64 


SEG 
COUNT 


1 


1 


1 


1 


1 


1 


4 


4 


1 


3 


1 


1 


2 



Table 4.4.4.2-2: UTRA SIB-repeat period 



Frame No /SIB POS 





2 


4 


6 


8 


10 


12 


14 


Block Type 


MIB 


SB1 


SIB7 


SIB6 


MIB 


SIB6 


SIB6 


SIB6 




















Frame No /SIB POS 


16 


18 


20 


22 


24 


26 


28 


30 


Block Type 


MIB 


SB1 


SIB7/SIB3 


SIB1/SIB2 


MIB 


SIB12 


SIB19 


SIB19 




















Frame No /SIB POS 


32 


34 


36 


38 


40 


42 


44 


46 


Block Type 


MIB 


SB1 


SIB7/SIB18 


SIB5/ 
SIB5bis 


MIB 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 


SIB5/ 
SIB5bis 




















Frame No /SIB POS 


48 


50 


52 


54 


56 


58 


60 


62 


Block Type 


MIB 


SB1 


SIB7/SIB4 




MIB 


SIB11 


SIB11 


SIB11 
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4.4.4.3 UTRA SIB scheduling for inter EUTRA - UTRA - GERAN test 



Table 4.4.4.3-1 : UTRA SIB schedule 



Block 
Type 


MIB 


SB1 


SIB1 


SIB2 


SIB3 


SIB4 


SIB5/ 
SIBSbis 


SIB7 


SIB11 


SIB16 


SIB18 


SIB19 


SIB Rep 


8 


16 


128 


128 


64 


64 


128 


32 


128 


128 


128 


128 


Max. No of 
seg. 


1 


2 


1 


1 


1 


1 


4 


1 


3 


8 


1 


3 



Table 4.4.4.3-2: UTRA SIB-repeat period 



Frame No / 
SIB_POS 





2 


4 


6 


8 


10 


12 


14 


Block Type 


MIB 


SB1 


SB1 




MIB 


SIB1 


SIB18 


SIB2 




Frame No / 
SIB POS 


16 


18 


20 


22 


24 


26 


28 


30 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB3 




SIB4 




Frame No / 
SIB POS 


32 


34 


36 


38 


40 


42 


44 


46 


Block Type 


MIB 


SB1 


SB1 


SIBS/ 
SIBSbis 


MIB 


SIBS/ 
SIBSbis 


SIBS/ 
SIBSbis 


SIBS/ 
SIBSbis 




Frame No / 
SIB POS 


48 


SO 


S2 


S4 


S6 


58 


60 


62 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB11 


SIB11 


SIB11 




Frame No / 
SIB_POS 


64 


66 


68 


70 


72 


74 


76 


78 


Block Type 


MIB 


SB1 


SB1 


SIB16 


MIB 


SIB16 


SIB16 


SIB16 




Frame No / 
S1B_P0S 


80 


82 


84 


86 


88 


90 


92 


94 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB3 


SIB19 


SIB4 




Frame No / 
SIB POS 


96 


98 


100 


102 


104 


106 


108 


110 


Block Type 


MIB 


SB1 


SB1 


SIB16 


MIB 


SIB16 


SIB16 


SIB16 




Frame No / 
SIB POS 


112 


114 


116 


118 


120 


122 


124 


126 


Block Type 


MIB 


SB1 


SB1 


SIB7 


MIB 


SIB19 


SIB19 





4.4.5 Common parameters for simulated GERAN cells 

The parameters specified in this subclause apply to all simulated GERAN cells unless otherwise specified. 
See TS 51.010 [25]. 

The contents of SYSTEM INFORMATION TYPE 2 Quarter message specified below are identical for all GERAN 
cells. 
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Table 4.4.5-1 : System Information 2 Quater 



Derivation Path: 44.018 Table 10.5.2.33b.1 


Information Element 


Value/remark 


Comment 


Condit 
ion 


SystGm information 2Quater 








L2 pseudo length 


1 






rnU 1 UUUL UloOrillvlllNA 1 UK 


U1 1 U b 


RR management 
r roiocol 






UUVJU D 








'nnnnm 1 1 'r 

UUUUU 1 1 1 D 






^1 PDI lATFR RF^IT OPTFT^ 








RA InHiratnr 


n 






'^r^ RA InHinatnr 


n 






Mr OlIcLiiyt; Ivldirx, 
















ClpO Cn\ int 


n 






Measurement_Parameters Description 





Not Present 




P D q 1 Ti m Q n iffoK^n/*^ r^oe^firttirt n 
kj^rrtO riucll 1 liTlU UlllcrcilOc; UcbLfi ipLIUll 


U 


INUl rlcbclll 




vjirrio doIO U6SCripil0n 


n 
U 


NOT rreseni 




GPRS_REPORT PRIORITY Description 





Not Present 




orrio MtAoUritMtN i rarameters uescripiion 


U 


Not Present 




NC Measurement Parameters 





Not Present 




extension length 





Not Present 




3G Neighbour Cell Description 





Not Present 




3G Measurement Parameters Description 





Not Present 




(jirKb_3C3_ivitAbUKtivitN 1 Parameters 

Description 





Not Present 




Additions in release 5 


u 
n 






3G Additional Measurement Parameters 
uescnpiion 


U 


— — — 

Not Present 




3G ADDITIONAL MEASUREMENT Parameters 

Description 2 





Not Present 




Additions in release 6 


H 






3G CCN ACTIVE 









Additions in release 7 


H 






700 REPORTING OFFSET 





Not Present 




810 REPORTING OFFSET 





Not Present 




Additions in release 8 


H 






Priority and E-UTRAN Parameters Descnption 


1 


Present 




Serving Cell Pnority Parameters Descnption 


1 


Present 

Note : Values as 
defined from TS 

'l-O.UUO, ocOLIUll WJ.H 




f^FRAM PRIORITY 


o 






THRESH_Priority_Search 


1 5 (always) 






\ nntori oolvi low 


u 






H PRIO 









1 rieseieciion 


U 






3G Priority Parameters Description 


U 


— j— — 

Not Present 




E-UTRAN Parameters Description 


-i 
1 


Present 




E-UTRAN CCN ACTIVE 





CCN not supported 




E-UTRAN Start 


1 






t-U 1 KAN_btop 


-1 

1 






E-UTRAN Measurement Parameters 
Description 





Not Present 




GPRS E-UTRAN Measurement Parameters 
Description 





Not Present 




Repeated E-UTRAN Neighbour Cells 


1 


Present 




{ 








EARFCN 


Same as cell 1 


This field specifies the 
E-UTRA Absolute 
Radio Frequency 
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Channel Number as 
defined in 
3GPP TS 36.104. 




Measurement Bandwidth 





Not Present 




E-UTRAN_PRIORITY 


'100'B 


Same as cell 1 as 
defined in 
3GPPTS 36.104. 




THRESH E-UTRAN high 


'00010'B 


Actual value =4 dB 




THRESH E-UTRAN low 


'0001 0'B 


Actual value =4 dB 




E-UTRAN QRXLEVIVIIN 


17 (-106 dBm) 






}**0 




End of Repeated E- 
UTRAN Neighbour 
cells structure 

Note: When this 
message is used in 
Tics where more than 
one E-UTRA cells are 
active, this structure 
needs to be specified 
for each cell. 
EARFCN and 
EUTRAN_PRIORITY 
will then need to be 
configured to the 
corresponding 

PI ITPAM nail 

tu 1 nMiN ceil 




Repeated E-UTRAN Not Allowed Cells 





Not Present 




Repeated E-UTRAN PCID to TA mapping 





Not Present 




3G CSG Description 









E-UTRAN CSG Description 









Additions in release 9 


L 






spare padding 


spare padding 







4.4.6 Common parameters for simulated CDMA2000 cells 

The parameters specified in this subclause apply to all simulated HRPD or IxRTT cells unless otherwise specified. 
See C.S0038-A [36] for HRPD cells and C.S0043-0 [37] for IxRTT cells. 

4.4.7 Default parameters specific for simulated cells 

Default parameters specific for simulated cells are specified in this subclause. 

4.4.7.1 Common contents of HRPD Overhead messages 
QuickConfig 

The QuickConfig message is used to indicate a change in the overhead messages' contents and to provide frequently 
changing information. 
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Table 4.4.7.1-1: QuickConfig 



Derivation Path: C.S0024-B clause 7.1 1 .6.2.1 


Information Element 


Vaiue/remarit 


Comment 


Condition 


MessagelD 


0x0 


0-255; 




ColorCode 


See table 4.4.2-3 


0-255 




Sector! D24 


Least significant 
24 bits of Sector 
ID given in table 
4.4.2-3 


24 bits 




SectorSignature 


A valid value and 
same as used for 
SectorParameters 


16 bits 




AccessSignature 


A valid value and 
same as used for 
AccessParameter 
s 


1 6 bits 




-— — — 

Redirect 


UaU 


n ^ 
U-1 




nrOL/OUntDo 1 OU 


oy or Do 


U-DO 




ForwardTrafficValid63ToO 


0x1 


0-1 ; RPCCount63To0 

UUUUI 1 CI lUCo 




RPCCountI 27To64lncluded 


0x1 


or 1 bits 




RPCCount127To64 


63 


or 6 bits 




ForwardTrafficValidI 27To64 


0x0 


or 1 bits;RPCCount127To64 
occurrences 




RPCCountI 30To383lncluded 


Not Present 


or 1 bits 




RPCCountI 30TO383 


Not Present 


or 8 bits 




ForwardTrafficValidI 30To383 


Not Present 


or 1 bits 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 





SectorParameters 

The SectorParameters message is used to convey sector specific information to the access terminals. 
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Table 4.4.7.1-2: SectorParameters 



Derivation Path: C.S0024-B clause 7.1 1 .6.2.2 


Information Element 


Vaiue/remark 


Comment 


Condition 


MessagelD 


0x01 


0-255 




CountryCode 


See table 4.4.2-3 


- 999;Depends on test case 




bectoriu 


bee table 4.4.2-3 


1 28 bit value ; 




SubnetMasl< 


UX4U 


8 bits 




SectorSignature 


Any valid value 


1 6 bits 




Latitude 


0x0 or 686512 


22 bits 




Longitude 


0x0 or -1686032 


23 bits 




Route Update Radi usOverhead 


0x0 


1 1 bits 




LeapSeconds 


'A valid value, 
calculated and 
updated by the 
bb 


8 bits 




LocalTimeOffset 


0x0 


1 1 bits 




ReverseLinl<SilenceDuration 


0x1 or 0x0 


2 bits 




ReverseLlnl<SilencePeriod 


0x1 or 0x0 


2 bits 




ChannelCount 


0x1 


5 bits 




Channel 




24 bits; ChannelCount 
occurrences; 

Sub-clause 13.1 in 3GPP2 
C.S0024-B vS.O 




SystemType 


0x00 


8 bits 




BandClass 


Set according to 
PIXIT parameter 


5 bits; Depends on test case 




ChannelNumber 


Set according to 
PIXIT parameter 


1 1 bits; Depends on 
BandClass 




NeighborCount 


0x0 


5 bits; 


No_NeighPN 
Inc 




16 




NeighPNInc 


NeighborPilotPN 


Not Present 




No_NeighPN 
Inc 




Pilots FN s of 
configured cells 
[FFS] 




NeighPNInc 


NeighborChannellncluded 


0x0 


1 bit 




NeighborChannel 


Not Present 


or 24 bits; NeighbourCount 
occurrences 




NeighborSearchWindowSizelncluded 


0x0 


1 bit 




NeighborSearchWindowSize 


Not Present 


or 4 bits; NeighbourCount 
occurrences 




NeighborSearchWindowOffsetlncluded 


0x0 


1 bit 




NeighborSearchWindowOffset 


Not Present 


or 3 bits; NeighbourCount 
occurrences 




ExtendedChannellncluded 


0x0 or Not 
Present 


or 1 bits; 

The number of cdma2000 high 
rate packet data extended 
channels available to the 
access terminal on this sector; 

Note 1 ; 




ExtendedChannelCount 


Not Present 


or 5 bits 




ExtendedChannel 


Not Present 


24 bits; or 

ExtendedChannelCount 
occurrences 




AccessHashingChannelMasklncluded 


0x0 or Not 
Present 


or 1 bits; 

AccessHashingChannelMaskL 
ength occurrences of this field 
and 

AccessHashingChannelMask 
if set as 

AccessHashingChannelMask; 

Note 1 ; 




AccessHashingMaskLength 


Not Present 


or 4 bits; 

0<=AccessHashingChannelMa 
skLength<=(ChannelCount + 
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ExtendedChannelCount) , 




AccessHashingChannelMaskSameAsPrevious 


Not Present 


1 bit; 

AccessHashingChannelMaskL 
ength occurrences of this field 
and 

AccessHashingChannelMask 
if set as 

AccessHashingChannelMask 




AccessHashingChannelMask 


Not Present 


or 

AccessHashingMaskLength+1 




Route UpdateTriggerCode 1 ncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




RouteUpdateTriggerCode 


Not Present 


or 1 2 bits 




RouteUpdateTriggerMaxAge 


Not Present 


or 4 bits 




PriorSessionGAUP 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




FPDCHSupportedlnclude 


0x0 or Not 

Present 


or 1 bits; Note 1 ; 




FPDCHSupported 


Not Present 


or 1 bits 




SecondaryColorCodelncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




SecondaryColorCodeCount 


Not Present 


or 3 bits 




SecondaryColorCode 


Not Present 


8 bits 




PilotGrouplDLooplncluded 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




PilotGrouplDlncluded 


Not Present 


or 1 bits 




PilotGroupID 


Not Present 


or 3 bits 




IsSectorMultiCarrierCapable 


0x0 or Not 
Present 


or 1 bits; Note 1 ; 




ReverseBandClass 


Not Present 


or 5 bits 




ReverseChannelNumber 


Not Present 


or 1 1 bits 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 




Note 1 : As no Non reserved fields following this are included, it can be Not Present; If not present, AT assumes as 
0x0. 



Condition 


Explanation 


No NeighPNInc 


No neighbour Pilot PN included 


NeighPNInc 


Neighbor Pilot PN's included 



AccessParameters 

The AccessParameters message is used to convey Access Channel information to the access terminals. 
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Table 4.4.7.1-3: AccessParameters 



Derivation Path: C.S0024-B clause 9.4.6.2.6 


Information Element 


Value/remark 


Comment 


Condition 


IVlessagelD 


0x1 


0-255 




Access Cycle Duration 


1 6 slots or 64 
slots 


16,12,64,128 slots 




Access Signature 


Any valid value 


1 6 bits 
Notel . 




OpenLoopAdjust 


Set according to 
PIXIT parameter 
for default open 

loop auJUST 


8bits(-84 -1 15 dB); Actual 
value is -1 times 




Dr^l^Q Ini+iolA/Hii lot 
r rUUcIl lllldlMUJUbl 




OUIlb^ ID — lOUUj, 




ProbeNumStep 


0x5 


4bits(1 -15) 




PowerStep 


UXo(4 Ub) 


4 DltS(U — 1 .0 Ub) 




PreambleLength 


0x2 


3bits(1 - 7) 




CapsuleLengthMax 


0x2 or 0x4 


4 bits 




APersistence 


0x0 or 0x1 


6 bits; 'NACIVIPAPersist = 4' 
occurrences 




APersistence 


0x0 or 0x1 


6 bits; 




APersistence 


0x0 or 0x1 


6 bits; 




APersistence 


0x0 or 0x1 


6 bits; 




Reserved 


0X0 


0-7 bits as needed all set to 
zero 




Note 1 : The value specified is the value to be used when the AccessParameters is being sent first time. At every 


change of content of AccessParameters message it is incremented by 1 . 





Sync 

The access network broadcasts the Sync message to convey basic network and timing information 



Table 4.4.7.1-4: Sync 



Derivation Path: C.S0024-B clause 7.3.6.2.1 


Information Element 


Value/remark 


Comment 


Condition 


MessagelD 


0x0 


0-255 




MaximumRevision 


0x1 


8 bits ; Clause 1.15 of 3GPP2 
C.S0024-B v3.0 




MinimumRevision 


0x1 


8 bits; Clause 1.15 of 3GPP2 
C.S0024-B v3.0 




Pilot PN Offset 


See table 4.4.2-3 


0-511 




CDMA System Time 


A valid value, 
calculated and 
updated by the SS 


37 bits 





Editor's Note: This SGCtlOn is reserved for cell specific default parameters. 

4.4.7.2 Common contents of 1XRTT Overhead messages 
4.4.7.2.1 Configuration sequence number 

The base station maintains a configuration sequence number CONFIG_SEQ for configuration messages transmitted on 
the Paging channel and increments by 1 modulo 64 whenever any of the following messages being transmitted are 
modified: 

System Parameters Message 
Neighbor List Message (Band Class only) 
CDMA Channel List Message 
Extended System Parameters Message 
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Extended Neighbor List Message (band classes other than Band Class 0). 
4.4.7.2.2 Over Head messages 

CDMA Channel List Message 



Table 4.4.7.2.2-1 : CDMA Channel List Message 



Derivation Path: C.S0005 clause 3.7.2.3.2.4 


Information Element 


Value/remarl< 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits; 




CDMA_FREQ 


Set according to 
PIXIT parameter 


1 1 bits; 
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System Parameters Message 



Table 4.4.7.2.2-2: System Parameters Message 



Derivation Patli; C.S0005 clause 3.7.2.3.2.1 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits 




SID 


See table 4.4.2-4 


15 bits 




NID 


See table 4.4.2-4 


16 bits 




REG ZONE 


See table 4.4.2-4 


12 bits 




TOTAL ZONES 


1 


3 bits 




ZONE TIMER 


Oor 1 


3 bits; 1 or 2 minutes 




MULT_SIDS 





1 bits; Mobile shall not store 
SID_NID_List containing 
different SID's 




MULT_NIDS 





1 bits; Mobile shall not store 
SID NID List containing 
different NID's 




BASE ID 


See table 4.4.2-4 


16 bits 




BASE_CLASS 


1 


4 bits; 


BandClassI 
4 









Not 

BandClassI 
4 


PAGE_CHAN 




3 bits; Number of Paging 
Channels 




MAX_SLOT_CYCLEJNDEX 




3 bits; Maximum Slot Cycle 
index 




HOME_REG 




1 bits; Home registration 
enabled 




FOR_SID_REG 


1 


1 bits; SID roamer registration 
enabled 




FOR_NID_REG 




1 bits; NID roamer registration 
enabled 




POWER_UP_REG 




1 bits; power-up registration 

enabled 




POWER_DOWN_REG 


Set according to 
PIXIT parameter 


1 bits; power-down registration 
enabled as per PIXIT 




PARAMETER_REG 





1 bits; parameter change 
registration disabled 




REG_PRD 





7 bits; registration period; No 
timer Based Registration 




BASE LAT 


0x0 or 686508 


22 bits; Base Station Latitude 




BASE_LONG 


0x0 or -1688041 


23 bits; Base Station 
Longitude 




REG_DIST 





1 1 bits; 

Distance based registration 

disabled 




SRCH_WIN_A 


8 


4 bits; Search Window size for 
Active Set; 60 PN Chips 




SRCH_WIN_N 


8 


4 bits; Search Window Size for 

the neighbor set; 60 PN Chips 




SRCH_WIN_R 


8 


4 bits; Search window size for 
the remaining set; 60 PN 
Chips 




NGHBR_MAX_AGE 





4 bits; Minimum Neighbour set 

age 




PWR_REP_THRESH 


Oor 5 


5 bits; Power control reporting 
threshold; 




PWR_REP_FRAMES 


Oor? 


4 bits; power control reporting 
frame count; 5 or 28 frames; 




PWR_THRESH_ENABLE 





1 bits; threshold report mode 
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disabled; 




PWR_PERIOD_ENABLE 





1 bits; periodic report mode 
disabled 




PWR REP DELAY 


or 14 


5 bits; or 56 frames; 




RESCAN 





1 bit; re-initlalize and re- 
acquire the system 




T_ADD 


28 (-14 dB Ec/lo) 


6bits; Pilot detection threshold 
(-14 dB Ec/lo) 




T_DROP 


32 


6 bits; Pilot drop threshold (-16 
dB Ec/lo) 




T_COMP 


5 


4; Active set versus candidate 
set comparison threshold (2.5 
dB) 




T TDROP 


3 


4 bits; Drop timer value (4 sec) 




EXT_SYS_PARAMETER 


1 


1 bit; Extended System 
Parameters message present 




EXT_NGHBR_LST 


1 


1 bit; Extended neighbor list 
not present; 


BandClassI 
3 4 









Not 

BandClassI 
3 4 


GEN_NGHBR_LST 





1 bit; General neighbor list not 

sent; 




GLOBAL_REDIRECT 





1 bit; Global service redirection 
message not transmitted 




PRI_NGHBR_LST 





1 bit; Private neighbor list 
message not transmitted 




USER_ZONEJD 





1 bit; User zone Identification 
not transmitted 




EXT_GLOBAL_REDIRECT 





1 bit; Extended global 
redirection not transmitted 




EXT_CHAN_LST 





1 bit; Extended channel list not 
sent 





Condition 


Explanation 


BandClassI 4 


If Band Class is 1 or 4 


BandClassI 3 4 


If Band Class Is 1 or 3 or 4 
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Access Parameters Message 



Table 4.4.7.2.2-3: Access Parameters message 



Derivation Patli; C.S0005 clause 3.7.2.3.2.2 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




ACC_MSG_SEQ 


0,1, 2.. .63 


6 bits; Access IVIessage 
Sequence; Is used in Initial 
transmission and Incremented 
by 1 modulo 64 every time 
Access Parameters message 
is modified; 




ACC_CHAN 





5 bits; Number of access 
cliannels -1 




NOM_PWR 





4 bits; Nominal transmit power 
offset In dB; 




INIT PWR 





5 bits; Initial power offset in dB 




PWR STEP 


1 


3 bits; Power increment; 




NUM_STEP 


3 or 4 


4 bits; 5 access probes/ 
sequence 




MAX_CAP_SZ 


2 or 7 


3 bits; Maximum Access 
channel message capsule size 
=2 or 7 +3 frames 




PAM_SZ 


2 


4 bits; Access Channel 
preamble length = 2+1 
frames 




PSIST(0-9) 





6 bits; Persistence value for 
access overload classes 0-9; 




PSIST(10) 





3 bits; Persistence value for 
access overload classes 1 




PSIST(11) 





3 bits; Persistence value for 
access overload classes 1 1 
(emergency) 




PSIST(12) 





3 bits; Persistence value for 
access overload classes 1 2 




PSIST(13) 





3 bits; Persistence value for 
access overload classes 1 3 




PSIST{14) 





3 bits; Persistence value for 

access overload classes 14 




PSIST{15) 





3 bits; Persistence value for 
access overload classes 15 




MSG_PSIST 





3 bits; Persistence modifier for 
access channel attempts for 

message transmissions 




REG_PSIST 





3 bits; Persistence modifier for 
Access Channel attempts for 
registrations 




PROBE_PN_RAN 


4or0 


4 bits; Time Randomization for 
Access Channel probes= to 
1 5 PN chips 




ACC_TMO 


3 or 5 


4 bits; Acknowledgement 
timeout = (3-1-2) * 80 ms or 
(5-1-2) * 80 ms 




PROBE_BKOFF 


1 orO 


4 bits; Access Channel probe 
back off = no back off 




BKOFF 


1 orO 


4 bits; Access channel probe 
sequence backoff range =no 
back off 




MAX_REQ_SEQ 


1 


4 bits; Max number of access 
probe sequences for an 
access channel request 




MAX_RSP_SEQ 


1 


4 bits; Max number of access 
probe sequences for an 
access channel response 




AUTH 





2 bits; No authentication data 
In access channel messages 
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HAInU 


Not present 


U or Dits, 




NUM_rVVH_bA 1 





1 bits; Extended nominal 
transmit power 




DCiCT c^yl^^ iNir^i 
rolo 1 blVltji IInUL 


n 
U 


1 DItS, 




DCICT CKAr^ 

rolo 1 tivUji 


inoi preseni 


u or <3 UlIS, 




AnnT iKir^i 


u 


1 Oils, 




AOOT iNir^i 

AL/L/ 1 ll\UL tlVlvji 


Not prssent 


u or 1 Diis, 




AL/L/ 1 AUO Dl 1 IVIAr IINOL 


Not present 


U or 1 DIIS, 




ArT'T CO IM/^I 
AUU 1 oU INL/L 


Not present 


u or 1 Dits, 






Mrit nrocont 


n rsf A hitc* 




ACCT AOC BITMAP1 


Not present 


or 5 bits; 




ACCT SO 


Not present 


16 bits; 




ACCT SO GRP INCL 


Not present 


or 1 bits; 




NUM ACCT SO GRP 


Not present 


or 3 bits; 




ACCT AOC BITMAP2 


Not present 


or 5 bits; 




ACCT SO GRP 


Not present 


5 bits; 
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Extended System Parameters Message 



Table 4.4.7.2.2-4: Extended System Parameters Message 



Derivation Patli; C.S0005 clause 3.7.2.3.2.13 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits; 






DELETE FOR TMSI 





1 bits; Delete foreign TMSI 




USE TMSI 





1 bits; Use TMSI indicator 




PREF_MSID_TYPE 


3 


2 bits; Preferred Access 
Channel MSID Type 




MCC 


...... J..^!^!... A A A 

See table 4.4.2-4 


10 bits; 




IMSL11_12 


See table 4.4.2-4 


7 bits; 11th and 12th digits of 








the IMSI 






TIVISI ZONE LEN 


1 


4 bits; 




TMSI ZONE 


1 


8 bits; 




BCAST INDEX 





3 bits; 




IMSI T SUPPORTED 





1 bits; 




P REV 


7 


8 bits; 




MIN P REV 


Any value to 7 


8 bits; 




SOFT SLOPE 





6 bits; 




ADD INTERCEPT 





6 bits; dB 




DROP INTERCEPT 





6 bits; dB 




PACKET_ZONE_ID 





8 bits; Pacl<et data service 
zone not supported 




MAX NUM ALT SO 





3 bits; 




RESELECTJNCLUDED 





1 bits; System reselection 
parameters not included 




EC THRESH 


Not present 


or 5 bits; 




EC 10 THRESH 


Not present 


or 5 bits; 




PILOT_REPORT 


1 


1 bits; Pilot Report indicator; 
the MS report additional pilots 
which have strengths 
exceeding T_ADD 




NGHBR SET ENTRY INFO 





1 bits; 




ACC ENT HO ORDER 


Not present 


or 1 bits; 




NGHBR SET ACCESS INFO 





1 bits; 




ACCESS HO 


Not present 


or 1 bits 






ACCESS HO MSG RSP 


Not present 


or 1 bits 






ACCESS PROBE HO 


Not present 


or 1 bits 






ACC HO LIST UPD 


Not present 


or 1 bits 






ACC PROBE HO OTHER MSG 


Not present 


or 1 bits 






MAX NUM PROBE HO 


Not present 


or 3 bits 






NGHBR SET SIZE 


Not present 


or 6 bits 






ACCESS_ENTRY_HO 


NOT PRESENT 


1 bits; Access Entry Handoff 

not permitted; 




ACCESS HO ALLOWED 


Not present 


1 bits; 




BROADCAST_GPS_ASST 




1 bits; Broad cast GPS not 









supported 






QPCH_SUPPORTED 




1 bits; Quick PCH not 









supported 






NUM QPCH 


Not present 


or 2 bits 






QPCH RATE 


Not present 


or 1 bits 






QPCH POWER LEVEL PAGE 


Not present 


or 3 bits 






QPCH CCI SUPPORTED 


Not present 


or 1 bits 






QPCH POWER LEVEL CONFIG 


Not present 


or 3 bits 






SDB_SUPPORTED 





1 bits; Short Data burst not 








supported 






RLGAIN_TRAFFIC_PILOT 





6 bits; dB Gain adjustment of 
Reverse traffic channel 




REV PWR CNTL DELAY INCL 





1 bits; 
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REV PWR CNTL DELAY 


Not present 


or 2 bits; 




AUTOMbGSUPPORTED 





1 bits; Autonomous message 
not supported 




AUTO MSG INTERVAL 


Not present 


or 3 bits; 




MOB_QOS 





1 bits; MS Is not allowed to 
Include QoS 




ENC_SUPPORTED 


1 


1 bits; 


Enc_Enable 
d 











SIG_ENCRYPT_SUP 


Any allowed value 
representing the 
algorithms 
supported 


8 bits; 


Enc Enable 
d 




Not present 


bits; 




1 II ^ k 1 i~»\yr^T <^ 1 1 

UI_ENCRYPT_SUP 


Any allowed value 
representing the 
algorithms 
supported 


8 bits; 


Enc Enable 
d 




Not present 


bits; 




USE_SYNC_ID 





1 bits; MS shall not include 

Qv/nr" in 




CS_SUPPORTED 





1 bits; Concurrent services not 
supported 




BCCH_SUPPORTED 





1 bits; Primary BCCH not 
supported 




MS INIT POS LOG SUP IND 





1 bits; 




PILOT INFO REQ SUPPORTED 





1 bits; 





Condition 


Explanation 


Enc Enabled 


Encryption Is enabled 


Int Enabled 


Signalling Integrity Is enabled; This can be enabled when protocol revision Is 10 or more; 



Neighbor List Message 

Table 4.4.7.2.2-6: Neighbor List lUlessage 



This message is sent when EXT_NGHBR_LST in Systems parameter message is set as 'O'B i.e. the band class is 0; 



Derivation Path: C.S0005 clause 3.7.2.3.2.3 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits; 




PILOTJNC 


10 


4 bits; Pilot PN Sequence 
offset index increment = n * 

50; and the largest factor of 50 
in range 1..15 is 10; 




NGHBR_CONFIG(n) 





3 bits; Neighbor configuration 
where neighbor base station 
has same number of 
frequencies having paging 
channels as the current base 
station; 




NGHBR_PN(n) 


See table 4.4.2-4 


g bits; 




Note 1 : the elements with Index n are repeated as per table 4.4.2-5 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 82 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 

Extended Neighbor List Message 

Table 4.4.7.2.2-7: Extended Neighbor List lUlessage 



This message is sent when EXT_NGHBR_LST in Systems parameter message is set as I'B i.e. the band class is not 0; 



Derivation Path: C.S0005 clause 3.7.2.3.2.14 


Information Element 


Value/remark 


Comment 


Condition 


PILOT PN 


See table 4.4.2-4 


9 bits; 




CONFIG_MSG_SEQ 


Set to ' 

CONFIG_SEQ' of 
base station as 
per clause 
4.4.7.2.1 


6 bits; 




PILOTJNC 


10 


4 bits; Pilot PN Sequence 
offset index increment = n * 
50; and the largest factor of 50 

in range 1..15 is 10; 




NGHBR_CONFIG(n) 





3 bits; Neighbor configuration 
where neighbor base station 
has same number of 
frequencies having paging 
channels as the current base 
station; 




NGHBR PN(n) 


See table 4.4.2-4 


9 bits; 




SEARCH PRIORITY(n) 


1 or 2 


2 bits; Medium search priority 




FREQ_INCL(n) 


1 


1 bits; 


InterFreqCell 











NGHBR_BAND(n) 


Set according to 
PIXIT parameter 


or 5 bits; 


InterFreqCell 




Not present 






NGHBR_FREQ(n) 


Set according to 
PIXIT parameter 


or 1 1 bits; 


InterFreqCell 




Not Present 






Note 1 : The elements with index n are repeated as per table 4.4.2-5. The SS can transmit up to 7 neighbour intra 


frequency cell information. The parameters for the first cell should be set as per table 4.4.2-4. 





Condition 


Explanation 


InterFreqCell 


If the configured neighbour cell is on a different frequency compared to the cell in which 
Extended Neighbour list message is being transmitted 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 83 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 

Sync channel Messages 



Table 4.4.7.2.2-8: Sync Channel Message 



Derivation Patli; C.S0005 clause 3.7.2.3.2.26 


Information Element 


Value/remark 


Comment 


Condition 


P REV 


7 


8 bits; Protocol revision level 




MIN_P_REV 


Any value to 7 


8 bits; Minimum protocol 

revision level 




SID 


See table 4.4.2-4 


15 bits; 




NID 


See table 4.4.2-4 


16 bits; 




PILOT PN 


See table 4.4.2-4 


9 bits; 




LC_STATE 


A valid value, 
calculated and 
updated by the SS 


42 bits; Long code State 




SYS_TIME 


A valid value, 
calculated and 
updated by the SS 


36 bits; System time 




LP_SEC 


A valid value, 
calculated and 
updated by the SS 


8 bits; The number of leap 
seconds 




LTM_OFF 


A valid value, 
calculated and 
updated by the SS 


6 bits; Offset of local time from 
System time 




DAYLT 


A valid value, 
calculated and 
updated by the SS 


1 bits; Daylight savings 
indicator 




PRAT 





2 bits; Paging Channel Data 
rate=9800 bps 




CDMA_FREQ 


Set according to 
PIXIT parameter 


1 1 bits; Frequency assignment 




EXT_CDMA_FREQ 


Set according to 
PIXIT parameter 


1 1 bits; Extended frequency 
assignment 




SR1_BCCH_N0N_TDJNCL 





1 bits; Common channel on 
spreading rate 1 not included 




SR1 NON TD FREQ INCL 


Not present 


or 1 bits; 




SR1 CDMA FREQ NON TD 


Not present 


or 1 1 bits; 




SR1 BRAT NON TD 


Not present 


or 2 bits; 




SR1 CRAT NON TD 


Not present 


or 1 bits; 




SR1 BCCH CODE CHAN NON TD 


Not present 


or 6 bits; 




SR1_TD_INCL 





1 bits; Spreading rate 1 
transmit diversity freq info not 
included 




SR1 CDMA FREQ TD 


Not present 


or 1 1 bits; 




SR1 BRAT TD 


Not present 


or 2 bits; 




SR1 CRAT TD 


Not present 


or 1 bits; 




SR1 BCCH CODE CHAN TD 


Not present 


or 6 bits; 




SR1 TD MODE 


Not present 


or 2 bits; 




SRI TD POWER LEVEL 


Not present 


or 2 bits; 




SR3_INCL 





1 bits; Spreading rate 3 
information no included 




SR3 CENTER FREQ INCL 


Not present 


or 1 bits; 




SR3 CENTER FREQ 


Not present 


or 1 1 bits; 




SR3 BRAT 


Not present 


or 2 bits; 




SR3 BCCH CODE CHAN 


Not present 


or 7 bits; 




SR3 PRIMARY PILOT 


Not present 


or 2 bits; 




SR3 PILOT P0WER1 


Not present 


or 3 bits; 




SR3 PILOT P0WER2 


Not present 


or 3 bits; 




DS_INCL 





1 bits; Direct spread system 
information not available 




DS BLOB 


Not present 


or 24 bits; 
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4.5 Generic procedures 

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 
[21], TS 36.523-1 [18] and TS 36.523-3 [34] or other procedures defined in this specification. This section also defines 
a set of procedures to bring the UE into these states. 



4.5.1 UE test States 

NOTE: The need to have a procedure for the transition from State 4/State 3 to State 2 is for further study and it 
can added if the technical motivation for this procedure can be justified. 



State 1 
Switched OFF 



I 



State 2 
Registered, 
Idie Mode 



I 




State 3 
Generic RB 
Establislied 



State 2A 
Registered, Idle Mode, 
UE Test Mode 
Activated 




i 



State 2B 
Registered, Idle Mode 
pre-registered on HRPD 




State 3A 
Generic RB Established 
UE Test Mode Activated 





1' 

State 2C 
Registered, Idle Mode, 
pre-registered on 1xRTT 



State SB 
Generic RB 
Established, pre- 
registered on HRPD 




State 3C 
Generic RB Established, 
pre-registered on 1 xRTT 



State 4 
Loopback 
Activated 



Figure 4.5.1-1 : E-UTRAN UE Test States for Basic Generic Procedures 



In order that the UE can set up a call or session in E-UTRAN, there are a number of procedures to be undertaken in a 
hierachical sequence to move between known states. The sequences are shown in figure 4.5.1-1 and the status of the 
relevant protocols in the UE in the different states are given in table 4.5.1-1. 
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Table 4.5.1-1 : The E-UTRAN UE states 





RRC 


ECM 


EMM 


ESM 


UE Test 
Moae 


State 1 


Switched OFF 












State 2 


Registered, 
Idle Mode 


RRC_IDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Not active 


State 
2A 


Registered, 
Idle IVlode, UE 
Test Mode 
Activated 


RRGJDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 
2B 


Registered, 
Idle Mode, 
pre-registered 
on HRPD 


RRG_IDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 
2C 


Registered, 
Idle Mode, 
pre-registered 
on 1xRTT 


RRC_IDLE 


ECM-IDLE 


EMM-REGISTERED 


1 default EPS 
bearer context 
active. 


Active 


State 3 


Generic RB 
Established 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
<N<7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Not active 


State 
3A 


Generic RB 
Established, 
UE Test Mode 
Activated 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 

configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 

< N < 7) 
dedicated EPS 
bearers active as 

specified in the 
test cases 


Active 


State 
3B 


Generic RB 
Established, 
pre-registered 
on HRPD 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
< N < 7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 


State 
3C 


Generic RB 
Established, 
pre-registered 
on IxRTT 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
<N<7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 


State 4 


Loopbacl< 
Activated 


RRC CONNECTED 
1 + N (0 < N < 7) 
data radio bearers 
configured as 
specified in the test 
cases 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active and N (0 
<N<7) 
dedicated EPS 
bearers active as 
specified in the 
test cases 


Active 



NOTE: Refer to TS 24.301 [28] subclause 5.5.1.1 for more details on the ESM state. 



NOTE: Refer to TS 36.509 [38] for details regarding UE test mode and UE Loopback. 
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State 1 
Switched OFF 



State H2 
HRPD Registered, 
Dormant Mode 



State H3 
QoS Fiow Establislied 
Connected Mode 




i 



State H2A 
HRPD Registered, 
Dormant Mode, 
re-registered on E-UTRANy 




State H3A 
QoS Fiow Estabiished, 

Connected Mode 
re-registered on E-UTRAN/ 



Figure 4.5.1-2: HRPD UE Test States for Basic Generic Procedures 



In order for the UE to set up a session in an HRPD RAN, there is a number of procedures that need to be performed in 
a certain sequence to move between known UE states. These states and sequences are shown in figure 4.5.1-2. HRPD 
UE states are described in table 4.5.1-2. 



Table 4.5.1-2: Description of HRPD UE states 



State 


Description 


H2 


The UE Is registered on the HRPD network, but has no active connection to the network. The Inter- 
RAT Idle State Protocol (IR-ISP) is in Monitor State. The UE should be ready to perfornn a non- 
optimised cell reselection to E-UTRAN (as per [41] cl. 8 and [42] cl. 14.1). 


H3 


The UE Is registered on the HRPD network, and has an active network connection. The UE should be 
ready to perform a non-optinnised handover to E-UTRAN (as per [41] cl. 8). 


H2A 


Same state as State H2, but the UE is also pre-registered in E-UTRAN. The UE should be ready to 
perform an optimised cell reselection to E-UTRAN (as per [41] cl. 9.6). 


H3A 


Same state as State H3, but the UE is also pre-registered in E-UTRAN. The UE should be ready to 
perform an optimised handover to E-UTRAN (as per [41] cl. 9.5). 



4.5.2 UE Registration (State 2) 

4.5.2.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

- The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2.2 Definition of system information messages 

The default system information messages are used. 
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4.5.2.3 Procedure 



Table 4.5.2.3-1 : UE registration procedure (state 1 to state 2) 



Step 


Procedure 


U-S 


Message Sequence 
Message 


1 




<— 


RRC: SYSTEM INFORMATION (BCCH) 


2 


UE transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


3 


SS transmits an RRCConnectionSetup 

message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm tlie successful completion of the 
connection establishment and to initiate the 
Attach procedure by including the ATTACH 
REQUEST message. The PDN 
CONNECTIVITY REQUEST message is 
piggybacked in ATTACH REQUEST 


-> 


RRC: RRCConnectionSetupComplete 

NAS: ATTACH REQUEST 

NAS: PDN CONNECTIVITY REQUEST 


5 


The SS transmits an AUTHENTICATION 
REQUEST message to initiate the EPS 
authentication and AKA procedure. 


<-- 


RRC: DLInformationTransfer 

NAS: AUTHENTICATION REQUEST 


6 


The UE transmits an AUTHENTICATION 
RESPONSE message and establishes mutual 
authentication. 


-> 


RRC: ULInformationTransfer 

NAS: AUTHENTICATION RESPONSE 


7 


The SS transmits a NAS SECURITY MODE 
COMMAND message to activate NAS 

security. 


<— 


RRC: DLInformationTransfer 

NAS: SECURITY MODE COMMAND 


8 


The UE transmits a NAS SECURITY MODE 
COMPLETE message and establishes the 
initial security configuration. 


— > 


RRC: ULInformationTransfer 

NAS: SECURITY MODE COMPLETE 


- 


EXCEPTION- Steps 9a1 to 9a2 describe 

behaviour that depends on UE configuration; 
the "lower case letter" identifies a step 

sequence that take place if the UE has ESM 
information which needs to be transferred. 


- 


- 


9a1 


IF the UE sets the ESM information transfer 
flag in the last PDN CONNECTIVITY 
REQUEST message THEN the SS transmits 
an ESM INFORMATION REQUEST message 
to initiate exchange of protocol configuration 
options and/or APN. 


<— 


RRC: DLInformationTransfer 

NAS: ESM INFORMATION REQUEST 


9a2 


The UE transmits an ESM INFORMATION 
RESPONSE message to transfer protocol 
configuration options and/or APN. 


— > 


RRC: ULInformationTransfer 

NAS: ESM INFORMATION RESPONSE 


10 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: Securityl^odeCommand 


11 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


12 


The SS transmits a UECapabilityEnquiry 
message to initiate the UE radio access 
capability transfer procedure. 


<-- 


RRC: UECapabilityEnquiry 


13 


The UE transmits a UECapabilitylnformation 
message to transfer UE radio access 
capability. 


— > 


RRC: UECapabilitylnformation 


14 


The SS transmits an 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB{1 , 0) according to 4.8.2.2.1 .1 . 
This message includes the ATTACH ACCEPT 
message. The ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message is 
piggybacked in ATTACH ACCEPT. 


<- 


RRC: RRCConnectionReconfiguration 
NAS: ATTACH ACCEPT 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST 


15 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of 


— > 


RRC: 

RRCConnectionReconfigurationComplete 
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default bearer. 








EXCEPTION: In parallel to the event 
described in step 16 below, if initiated by the 
UE the generic procedure for IP address 
allocation in the U-plane specified in TS 
36.508 subclause 4.5A.1 takes place 
performing IP address allocation in the U- 
plane. 






- 


EXCEPTION: In parallel to the event 
described in step 16 below the generic 
procedure for IMS signalling in the U-plane 
specified in TS 36.508 subclause 4.5A.3 
takes place if requested by the UE 






16 


This message includes the ATTACH 
COMPLETE message. The ACTIVATE 
DEFAULT EPS BEARER CONTEXT 
ACCEPT message is piggybacked in 
ATTACH COMPLETE. 


--> 


RRC: ULInformationTransfer 
NAS: ATTACH COMPLETE 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT 


17 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRCJDLE (State 2). 


<-- 


RRC: RRCConnectionRelease 



NOTE: If a test case needs to force the UE to attach to EPS services only regardless of UE mode of operation, use 
the condition "EPSOnlyAttachForced" in its preamble, which is defined below the table 4.7.2-1. 

4.5.2.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7 with the exceptions below. 



Table 4.5.2.4-1 : RRCConnectionRequest {Step 2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-rS SEQUENCE { 








ue-ldentity 


Any allowed value 






} 








) 








) 









Table 4.5.2.4-2: UECapabilitylnformation {Step 13) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






} 








1 








} 
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Table 4.5.2.4-3: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (Step 14) 



Derivation Patli: Table 4.7.3-6 


Information Element 


Value/remaric 


Comment 


Condition 


PDN address 






IPv4_addres 
s_only 


Length of PDN address contents 


5 octets 






PDN type value 


'001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


ESIVI cause 


IF "PDN type" IE in step 
4is'IPv4v6' THEN 
'0011 001 0'B ELSE Not 
present 


"PDN type IPv4 
only allowed" 





NOTE: The default message contents specified in table 4.7.3-6 apply unless the condition IPv4_address_only in 
table 4.5.2.4-3 is true. 



Condition 


Explanation 


1 Pv4_address_only 


This condition applies if the test case preamble description indicates that the UE is 

allocated an IPv4 address. 


IPv4-DHCP 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the IE Protocol 
configuration options contains a configuration protocol option = 'OOOBOOH' ("IPv4 address 
allocation via DHCPv4", length of contents = 0). 

Note: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN 
address row" just above. 



4.5.2A UE Registration, UE Test Mode Activated (State 2A) 
4.5.2A.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

- The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2A.2 Definition of system information messages 

The default system information messages are used. 
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4.5.2A.3 Procedure 



Table 4.5.2A.3-1 : UE registration witli test mode activation procedure (state 1 to state 2A) 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 
9a2 


Same procedure for steps 1 to 9a2 as 
specified in the procedure in clause 4.5.2.3 






10 


The SS transmits an ACTIVATE TEST MODE 
message to activate UE radio bearer test 
mode procedure. 


<— 


RRC: DLInformationTransfer 
TC: ACTIVATE TEST MODE 


11 


The UE transmits an ACTIVATE TEST MODE 
COMPLETE message. 


— > 


RRC: ULInformationTransfer 

TC: ACTIVATE TEST MODE COMPLETE 


12 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


13 


The UE transmits a SecuhtyModeComplete 
message and establishes the initial security 
configuration. 


-> 


RRC: SecurityModeComplete 


14 


The SS transmits a UECapabilityEnquiry 
message to initiate the UE radio access 
capability transfer procedure. 


<— 


RRC: UECapabilityEnquiry 


15 


The UE transmits a UECapabilitylnformation 
message to transfer UE radio access 
capability. 


— > 


RRC: UECapabilitylnformation 


16 


The SS transmits an 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
SRB2-DRB(1 , 0) according to 4.8.2.2.1 .1 . 
This message includes the ATTACH ACCEPT 
message. The ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message is 
piggybacked in ATTACH ACCEPT. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ATTACH ACCEPT 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST 


17 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of 
default bearer. 


--> 


RRC: 

RRCConnectionReconfigurationComplete 




EXCEPTION: In parallel to the event 
described in step 18 below the generic 
procedure for IP address allocation in the U- 
plane specified in TS 36.508 subclause 
4.5A.1 takes place performing IP address 
allocation in the U-plane if requested by the 
UE. 






- 


EXCEPTION: In parallel to the event 
described in step 18 below the generic 
procedure for IMS signalling in the U-plane 
specified in TS 36.508 subclause 4.5A.3 
takes place if requested by the UE 






18 


This message includes the ATTACH 
COMPLETE message. The ACTIVATE 
DEFAULT EPS BEARER CONTEXT 
ACCEPT message is piggybacked in 
ATTACH COMPLETE. 


-> 


RRC: ULInformationTransfer 
NAS: ATTACH COMPLETE 
NAS: ACTIVATE DEFAULT EPS 
BEARER CONTEXT ACCEPT 


19 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE (State 2A). 


<— 


RRC: RRCConnectionRelease 



NOTE: If a test case needs to force the UE to attach to EPS services only regardless of UE mode of operation, use 
the condition "EPSOnlyAttachForced" in its preamble, which is defined below the table 4.7.2-1. 

4.5.2A.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 
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Table 4.5.2A.4-1 : RRCConnectionRequest {Step 2) 



Derivation Patli: Table 4.6.1-16 


Information Element 


Value/remaric 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-rS SEQUENCE { 








ue-ldentity 


Any allowed value 






} 








} 








} 









Table 4.5.2 A.4-2: UECapabilitylnformation (Step 15) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOIGE{ 








ueCapabilitylnformation-r8 


Any allowed value 






} 








} 








} 









Table 4.5.2A.4-3: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST (Step 16) 



Derivation Path: Table 4.7.3-6 


Information Element 


Value/remark 


Comment 


Condition 


PDN address 






IPv4viaNAS 
TestMode 


Length of PDN address contents 


5 octets 






PDN type value 


■001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 




ESM cause 


IF "PDN type" IE in step 
4is'IPv4v6' THEN 
'0011 001 0'B ELSE Not 
present 


"PDN type IPv4 
only allowed" 





Condition 


Explanation 


IPv4viaNAS_TestMode 


Part of the IXIT of lUT as specified in TS 36.523-3 [30] clause 9.1 . IF 
IPv4viaNAS_TestMode is TRUE, the specific message contents specified in table 4.5.2A.4- 
3 apply. Othenwise, default message contents apply. 



4.5.2B UE Registration, pre-registration on HRPD (State 2B) 
4.5.2B.1 Initial conditions 

System Simulator: 

- CeU 1 andCell 15. 

- CeU 15 has a lower reselection priority than Cell 1 . 

- Cell 1 is transmitting SystemlnformationBlockTypeS 
User Equipment: 

- The Test USIM shall be inserted. 
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4.5.2B.2 Definition of system information messages 



Table 4.5.2B.2-1 : SystemlnformationBlockTypel for cell 1 (Steps 1-42, Table 4.5.2B.3-2) 



Derivation Path: 36.508 Table 4.4.3.2-3 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


SystemlnformationBlockTypel ::= SEQUENCE { 








scheduling Information ::= SEQUENCE (SIZE 
(L.maxSI-Message)) OF SEQUENCE {} 


Combination 6 in TS 
36.508 section 4.4.3.1 


SIB2, SIB3 and 
SIB 8 are 
transmitted 




} 
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Table 4.5.2B.2-2: SystemlnformationBlockTypeS ior cell 1 (Steps 1-42, Table 4.5.2B.3-2) 



Derivation Path: 36.508 Table 4.4.3.3-7, condition HRPD 


inforiTiaiiun cicuicni 


ValUc/ rclTlariv 


m Ant 


ounuiiion 


oysierninTorrnaiioriDiociv 1 ypco ..= oti^^u^iNOt \ 








parameTersnrir u otLjuiziNut ( 








preRegistrationlnfoHRPD SEQUENCE { 








preRegistration Allowed 


1 nUt 






preRegistrationZoneld 


FFS 






secondaryPreRegistrationZoneldList 
SEQUENCE (SIZE (1 ..2)) QF SEQUENCE { 


FFS 






PreRegistrationZoneldHRPD 


FFS 






} 








i 








cellReselectionParametersHRPD SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDMA -BandClass)) OF SEQUENCE { 


1 entry 






bandClass 


Band class of Cell 1 5 


ENUMERATED 
{bcO, bc1, bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spareQ, 
spares, spare7, 
spares, spares, 
spare4, spareS, 
spare2, sparel , 
...} 




cellReselectionPriority 


3 






threshX-High 


FFS 


INTEGER (0..63) 




threshX-Low 


FFS 


INTEGER (0..63) 




) 








neighCellList SEQUENCE (SIZE (1..16)) OF 
SEQUENCE { 


1 entry 






bandClass 


FFS 


ENUMERATED 

{bcO, bc1 , bc2, 
bc3, bc4, bc5, 
bc6, bc7, bcS, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spare9, 
spares, spare7, 
spareo, spareo, 
spare4, spareS, 
spare2, sparel , 
...} 




} 








) 








t-ReselectionCDMA2000 


FFS 


INTEGER (0..7) 




} 








} 








} 









4.5.2B.3 Procedure 

Table 4.5 .2B .3-1 shows the cell power levels during the procedure. 
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Table 4.5.2B.3-1 : Time instances of cell power level and parameter changes 





Parameter 


Unit 


Celi 1 


Cell 15 


Remark 


TO 


Cell-specific RS EPRE 


dBm/15kHz 


-75 




The power levels are such that 
camping on Cell 1 is guaranteed. 

SservingCell > Threshserving, lowand 
SnonServingCell, X < Threshx, low. 


lor/loc 


dB 




-5 


loc 


dBm/1 .23 MHz 




-55 


Pilot_Ec/lo (Note 1) 


dB 




-6 


Note 1 : This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS. 
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Table 4.5.2B.3-2: UE registration with IHRPD pre-registration procedure (state 1 to state 2B) 



Step 


Procedure 


Message Sequence 


U-S 


lUlessage 


1 to 
16 


Same procedure for steps 1 to 16 as specified 
in the procedure in clause 4.5.2.3 






17 


The UE transmits an ULInformationTransfer 
containing a tunneled UATIRequest message 
Cell 1. 


--> 


ULInformationTransfer 


18 


The SS transmits a DLInformationTransfer 

containing a tunneled UATIAssignment 
message on Cell 1 . 


<— 


DLInformationTransfer 


19 


The UE transmits an ULInformationTransfer 
containing a tunneled UATIComplete 
message on Cell 1 . 


— > 


ULInformationTransfer 


20 


The UE transmits an ULInformationTransfer 
containing a tunneled Connection Request 
message on Cell 1 . 


— > 


ULInformationTransfer 


20 


The SS transmits a DLInformationTransfer 

containing a tunneled 

TrafficCtiannelAssignment message on Cell 
1. 


<— 


DLInformationTransfer 


22 


The UE transmits an ULInformationTransfer 
containing a tunneled TrafficChiannelcomplete 

on Cell 1. 


--> 


ULInformationTransfer 


23 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationRequest 
message for SCP configuration on Cell 1 . 


~> 


ULInformationTransfer 


24 


The SS transmits a DLInformationTransfer 
containing a tunneled ConfigurationResponse 
message for SCP configuration on Cell 1 . 


<— 


DLInformationTransfer 


25 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationRequest 
message for Stream protocol on Cell 1 . 


-> 


ULInformationTransfer 


26 


The SS transmits a DLInformationTransfer 
containing a tunneled ConfigurationResponse 
message for Stream protocol accepting 
EMPA bound to service network on Cell 1 . 


<-- 


DLInformationTransfer 


27 


The UE transmits an ULInformationTransfer 
containing a tunneled EMPA 
ConfigurationRequest message on Cell 1 . 


--> 


ULInformationTransfer 


28 


The SS transmits a DLInformationTransfer 
containing a tunneled EMPA 

ConfigurationResponse message on Cell 1 . 


<-- 


DLInformationTransfer 


29 


The UE transmits an ULInformationTransfer 
containing a tunneled ConfigurationComplete 
message on Cell 1 . 


— > 


ULInformationTransfer 


30 


Optionally tunneled session negotiation 
initiated by the SS might take place on Cell 1 


<--> 




31 


Optionally tunneled device level 

X 1 X ■ X' X 1 1 I I A 

authentication may take place on Cell 1 . 


<— > 




32 


Optionally tunneled Location Update 
procedure may take place if the SS is 
configured to support it. 


<— > 


- 


33 


Tunneled PPP LCP negotiation is performed 
between the UE and the SS. EAP-AKA is 
selected as the authentication protocol. 


<-> 




34 


Tunneled EAP-AKA is performed between the 
UE and the SS. 


<--> 




35 


The UE transmits an ULInformationTransfer 
containing a tunneled VSNCP Configure- 
Requ est message, including a PDN-ID, PDN 
Type, APN, PDN Address with empty content, 
Protocol Configuration Options, and Attach 
Type = "handover". 

The Address Allocation Preference option 
contained in the Protocol Configuration 


— > 


ULInformationTransfer 
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Options indicates wliether the UE wants to 
perform tlie IP address allocation during the 
attach procedure or deferred IPv4 address 
allocation. PDN Type indicates the UE's IP 
capability (IPv4, IPv6 or IPv4/v6) 






36 


The SS transmits a DLInformationTransfer 
containing a tunneled VSNCP Configure-Ack 
message. 


<-- 


DLInformationTransfer 


37 


The SS transmits a DLInformationTransfer 
containing a tunneled VSNCP Configure- 
Request message including the PDN-ID 
configuration option. 


<— 


DLInformationTransfer 


38 


The UE transmits an ULInformationTransfer 
containing a tunneled VSNCP Configure-Ack 

message. 


--> 


ULInformationTransfer 


39 


Optionally UE may transmit an 
ULInformationTransfer cor\{a\r\\r\g a tunneled 
DHCPv4 DISCOVER (depending on the 

All A II J." e ■ I" J. 1 1 

Address Allocation Preference indicated by 

the UE at Step 45). 


-> 


ULInformationTransfer 


40 


Optionally the UE may transmit an 
ULInformationTransfer containing a tunneled 
Router solicitation message. 


— > 


ULInformationTransfer 


41 


The 88 transmits an RRCConnectionRelease 
message on Cell 1 . 


<— 


RRCConnectionRelease 


42 


The UE transmits an 

RRCConnectionReleaseComplete message 
on Cell 1. 


— > 


RRCConnectionReleaseComplete 



NOTE: If a test case needs to force the UE to attach to EPS services only regardless of UE mode of operation, use 
the condition "EPSOnlyAttachForced" in its preamble, which is defined below the table 4.7.2-1. 

4.5.2B.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 



Table 4.5.2B.4-1 : RRCConnectionRequest {Step 2, Table 4.5.2B.3-2) 



Derivation Path: Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-rS SEQUENCE { 








ue-ldentity 


Any allowed value 






} 








} 








} 









Table 4.5.2B.4-2: UECapabilitylnformation (Step 12, Table 4.5.2B.3-2) 



Derivation Path: Table 4.6.1-23 


Information Element 


Value/remark 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE{ 








ueCapabilitylnformation-r8 


Any allowed value 






I 








} 








} 
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Table 4.5.2B.4-3: UATI Request message (Step 27, Table 4.5.2B.3-2) 



Field 


Value/remark 


Comment 


Condition 


FFS 









































Table 4.5.2B.4-4: UATI Assignment message (Step 28, Table 4.5.2B.3-2) 



Field 


Value/remark 


Comment 


Condition 


FFS 









































4.5.2C UE Registration, pre-registration on 1xRTT (State 2C) 
4.5.2C.1 initial conditions 

System Simulator: 

- Cell 1 and Cell 19. 

Cell 19 has a lower reselection priority than Cell 1. 
Cell 1 is transmitting SystemlnformationBlockTypeS 
User Equipment: 

- The Test USIM shall be inserted. 

4.5.2C.2 Definition of system information messages 



Table 4.5.2C.2-1 : SystemlnformationBlockTypel for cell 1 (Steps 1-20, Table 4.5.2C.3-2) 



Derivation Patli: 36.508 Table 4.4.3.2-3 


Information Element 


Value/remark 


Comment 


Condition 


SystemlnformationBlockTypel SEQUENCE { 








schedulinglnformation ::= SEQUENCE (SIZE 
(1 ..maxSI-IVIessage)) OF SEQUENCE {} 


Combination 6 in TS 
36.508 section 4.4.3.1 


SIB2, SIB3 and 
SIB 8 are 
transmitted 




} 
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Table 4.5.2C.2-2: SystemlnformationBlockTypeS ior cell 1 (Steps 1-20, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.4.3.3-7, condition 1XRTT 


inTormaiion cienrieni 


vaiu6/ remarK 


uoninieni 


UOnQIIIon 


bysteminrormationbiocK 1 ypeo ::= obuUbNub { 








parameters! XK 1 i bbuUbNub| 








csTD-riegisiraiionrararm Ari 1 i obuubiNUb | 








Cirl 
OlU 


rro 


DIT CTDIMfTi 
Dl 1 b 1 nllNO 

(bIZb (15)) 




Nid 


FFS 


BIT STRING 
lbiz.b (lb)} 




multlpleSID 


FFS 


BOQLEAN 




rnuiTipiGiNiu 


rro 


DUULtAiN 




homeReg 


FFS 


BOOLEAN 




ToreignblUKeg 


ceo 


D^/^l CAM 

dOOLcAN 




foreignNIDReg 


FFS 


BOOLEAN 




parameterReg 


FFS 


BOOLEAN 




powerUpReg 


FFS 


BOOLEAN 




registrationPeriod 


FFS 


BIT STRING 
(SIZE (7)) 




registratlonZone 


FFS 


BIT STRING 
(SIZE (12)) 




totalZone 


FFS 


BIT STRING 
(SIZE (3)) 




zoneTimer 


FFS 


BIT STRING 
(SIZE (3)) 




} 








longCodeStatelXRTT 


FFS 


BIT STRING 
(SIZE (42)) 
OPTIONAL 




cellReselectlonParameterslXRTT SEQUENCE { 








bandClassList SEQUENCE (SIZE 
(1 ..maxCDIVIA -BandClass)) OF SEQUENCE { 


1 entry 






bandClass 


FFS 


ENUMERATED 
{bcO, bc1, bc2, 
bc3, bc4, bc5, 
bc6, bc7, bc8, 
bc9, bc10, bc11, 
bc12, bc13, bc14, 
bc15, bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0, spareQ, 
spares, spare7, 
spareG, spareS, 

opdlcM-, opdfcO, 

spare2, sparel , 
...I 




cellReselectionPriority 


3 






threshX-High 


FFS 


INTEGER (0..63) 




threshX-Low 


FFS 


INTEGER (0..63) 




) 








) 








} 








} 









4.5.2C.3 Procedure 

Table 4.5.2C.3-1 shows the cell power levels after the preamble. 
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Table 4.5.2C.3-1 : Time instances of cell power level and parameter changes 





Parameter 


Unit 


Celi 1 


Cell 19 


Remark 


TO 


Cell-specific RS EPRE 


dBm/15kHz 


-60 




The power levels are such that 
camping on Cell 1 is guaranteed. 

SservingCell > Threshserving, lowand 
SnonServingCell, x < Threshx, low. 


lor/loc 


dB 







Pilot Ec/ lor 


dB 




-7 


loc 


dBm/1 .23 MHz 




-75 


Pilot_Ec/lo (Note 1 ) 


dB 




-10 


Note 1 : This parameter is not directly settable, but is derived by calculation from the other parameters set by the SS. 



Table 4.5.2C.3-2: UE registration with 1xRTT pre-registration procedure (state 1 to state 2C) 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 
16 


Same procedure for steps 1 to 16 as specified 
in the procedure in clause 4.5.2.3 






17 


The UE transmits an ULInformationTransfer 
containing a IxRTT CS Registration Request 
message on Cell 1 . 


— > 


ULInformationTransfer 


18 


The 88 transmits a DLInformationTransfer 
containing a 1x RTT CS Registration 

Response message on Cell 1 . 


<- 


DLInformationTransfer 


19 


The SS transmits an RRCConnection Release 
message on Cell 1 . 


<— 


RRCConnectionRelease 


20 


The UE transmits an 

RRCConnectionReleaseComplete message 
on Cell 1 . 


— > 


RRCConnectionReleaseComplete 


Table 4.5.2C.3-3: Parallel behaviour 


Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The UE transmits a 

CSFBParametersRequestCDMA2000 on Cell 
1? 


~> 


CSFBParametersRequestCDMA2000 


2 


The SS transmits a 

CSFBParametersResponseCDMA2000 on 
Cell 1. 


<— 


CSFBParametersResponseCDMA2000 



NOTE: If a test case needs to force the UE to attach to EPS services only regardless of UE mode of operation, use 
the condition "EPSOnlyAttachForced" in its preamble, which is defined below the table 4.7.2-1. 

4.5.2C.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A with the exceptions below. 



Table 4.5.2C.4-1 : RRCConnectionRequest (Step 2, Table 4.5.2C.3-2) 



Derivation Path: Table 4.6.1-16 


information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity 


Any allowed value 






1 








} 








} 
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Table 4.5.2C.4-2: UECapabilitylnformation (Step 12, Table 4.5.2C.3-2) 



Derivation Patli: Table 4.6.1-23 


Information Element 


Value/remaric 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE{ 








ueCapabilitylnformation-rS 


Any allowed value 






} 








} 








} 









Table 4.5.20.4-3: RRCConnectionRequest {step 20, Table 4.5.20.3-2) 



Derivation Path: 36.508 Table 4.6.1-16 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








establishmentCause 


mo-Signalling 






} 








} 








} 









Table 4.5.20.4-4: RRCConnectionSetupComplete (Step 22, Table 4.5.20.3-2) 



Derivation Path: 36.508 Table 4.6.1-18 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionSetupComplete ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








rrcConnectionSetupComplete-r8 SEQUENCE { 








dedicatedlnfoNAS 


SERVICE REQUEST 
message 






) 








} 








} 








} 









Table 4.5.20.4-5: CSFBParametersResponseCDMA2000 (Step 2, Table 4.5.20.3-3) 



Derivation Path: 36.508 Table 4.6.1-2 


Information Element 


Value/remark 


Comment 


Condition 


CSFBParametersResponseCDMA2000 ::= 
SEQUENCE { 








criticalExtensions CHOICE { 








csfbParametersResponseCDMA2000-r8 
SEQUENCE! 








Rand 


Random Challenge Data 
as broadcast on Cell 1 9 






mobilityParameters 


Set according to Table 
4.5.2C.4-6 






} 








} 








} 
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Table 4.5.2C.4-6: mobilityParameters (Step 2, Table 4.5.2C.3-3) 



Infnrmfltinn f Ipmpnt 

III 1 wi 1 1 la&i wi 1 ^id 1 Id 11 


Vflliip/rpiYiark 

V CIlUC/ IdllCII l\ 


nnmnipnt 

^^Wl llllld 11 


f^nnriitinn 

^^Vl Ivil 11 Wl 1 




FFc; 

n no 






Clin 


FF9 

n no 






Nininrli irie^H 


FF9 

nno 






NID 


FF9 






RFfi JONFInrliiripri 


FF9 

n n o 








FF<^ 
n no 








FFc; 

nno 






TDTAI yOMFC; 


FF9 

n no 






70NF TIMFRInrliiripri 

^\_/l>l^ 1 1 Ivl ^ ri 1 1 UUC^U 


FFS 

n no 






70MF TIKyiFR 


FF9 

n no 






PAPKFT 7nMF ininrliiHpH 


FF9 

n no 






PAPKFT 7nNF ID 


FFc; 

n no 






P7ini-l\/ctParamo+orclnr'li iHoH 

rt-IL-TnyollCllCiMlulcloM lOIULlCU 


FF9 

n no 






P7 HY9T FNARI FD 


FF9 

n n o 






P7 |-IYC;T IMFD IMPI 

1 £— n T O 1 1 1 N n W M M wl— 


n no 






P7 HY^iT 1 |C;T I FM 


FF^l 
n no 






P7 HYt^T APT TIMFR 


FFc; 

n no 






P7 I-IY9T TIMFR Ml II 


FF9 

n no 






P7 HY^iT TIMFR FXP 
1 £— n I o 1 1 iivitn 1 /\i 


FFS 

n no 






P RFVInrliiHpH 


FF9 

n no 






P RFV 

r V 


FF9 

n no 






NFR nT PYPI F INOFX t^llPlnrliiHpH 


FFc; 

n no 






Mcn CI DT PYPI F IKinFY <5IIP 


FFc; 

n no 






FNP.RYPT MnnFlnrliirlprI 


FF^ 

n no 






FMPRYPT MDDF 


n no 






FNP ^51 IPPnRTFninrliirlpH 


FF9 

n no 






FNP "^l IPPnRTFD 

^IMO our n^^n 1 


FFc; 

n no 






9IP; FMPRYPT IpinrliiHprI 

OlvJ dNOIlTI 1 OUrll lOIULICLI 


FF9 

n no 






c;ir; FNPRYPT c;ilP 


FFS 

n no 






MC;ri INTFRRITY c;i IPInrli iHpH 

IVIOVJ^ IIM 1 ^VJIFll 1 1 OkJ r II lOIUUCLI 


FF^l 

n no 






M9n IMTPrSRITY c;i IP 


FFc; 






c;ir; IMTFRRITY 91 IP IMPI InrlnHprl 


r r o 






Clir? IMTFRRITY c;i IP INPI 
oivji UN 1 cvjrii 1 I oun iinoi— 


FFc; 

n no 






9in INTFRRITY ^liPlnnludprl 

OIVJI UN 1 ^VJIIll 1 1 O U r 1 1 lOI ULidJ 


FF9 

n no 






Clip; IMTFPiRITY "^IIP 

OIVJ UN 1 ^^JIll 1 I OUn 


FF^i 
n no 






Al ITHInrli idprl 


FF9 

n n o 






Al ITH 


FF9 






MAX Ml IM AIT cjninrliiHpH 

IVIrAyx INLJIVI 1 own ILrlUUCU 


FF^l 
n no 






MAX Ml IM Al T CJP) 


FF9 

n no 






1 iqp QYMP ininnliiHpH 

LJO^ O 1 INO 1 1 1 lOIUUCU 


FF^l 
n no 






1 iqc QYMP ID 

UO^ O 1 INO lU 


FF^ 

n no 






M9 IMIT PP)9 1 PIP <?l IP INDInrliiHprl 

IVIO IINI 1 I V-ZO l_WO O U 1 IINL-/II ILrlULICLI 


nno 






IMIT Pn9 1 np 91 IP IND 

IVIO IIMI 1 n V^O W OUi IINLy 


FF9 

nno 






MOR Onc;inrliirlprl 

1 V 1 LJ VjfV^O II lOI UUCU 


FF9 

nno 








FF9 

nno 






RAMn n A^lQ IMFn RFOInrliiHpH 

EJ/AIMLJ wl— /AOO IIMPW ri^Vjfll lUIUUCVJ 


FF9 

nno 






RAND PI Ac;q IMFPI RFO 


FFc; 

nno 






Al T RAND P,l A9Slnrliiripri 

rW— 1 L_)/\ 1 >l LJ V_/ l_rAOO 1 1 lOI LILIC7LI 


FF9 

nno 






Al T RAMD P.I A99 


FFS 

nno 






MAY Ann ^FRV IM<^TANPFInnliirlprl 

\v\r\/\ rAL/L/ O L Pi V 1 INO 1 Ml n O ^ II lOIULlCU 


FF9 

nno 






KyiAy Ann ^frv imcitampf 

IVlrt/\ AA L/ L/ O L 11 V IIMOI/AIMw^ 


FF9 

nno 






l-iOMF RFr^lnrliidpH 
rn wivi^ ni^xjii I luiuucu 


nno 






HOMF RFfi 

n\_/ivid rid\ji 


FFS 

nno 






FOR SID REGIncluded 


FFS 






FOR SID REG 


FFS 






FOR NID REGIncluded 


FFS 






FOR NID REG 


FFS 






POWER UP REGIncluded 


FFS 






POWER UP REG 


FFS 






POWER DOWN REGIncluded 


FFS 






POWER DOWN REG 


FFS 






PARAMETER REGIncluded 


FFS 
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rAnAMt 1 tn ntvj 


rrc 
rro 






rito rnUinCIUOGQ 


rrc 
rro 






DC(^ DPR 


ccc 
rro 






ritvji Ulo 1 inCIUQGQ 


PPC 

rro 






rito Ulo 1 


rrc 
rro 






rntr IVIolU 1 YrtinCIUQeO 


rrc 
rro 






DPPP ^/lCl^ TVDC 
rntr MolU 1 Yrt 


rrc 
rro 






CYT DPCP ^ylCI^ TVDPIni-«li iric^ri 

t A 1 rntr IVIolU 1 YrtlnCIUQGQ 


rrc 
rro 






PYT DDPP ^ylCl^ tvdp 
t A 1 rntr IVIolU lYrt 


rrc 
rro 






IVIt lU ntUUinCIUQGQ 


rro 






ryicin peon 
IVItlU nfJU 


rrc 
rro 






IVIL/L/inCIUQGQ 


rrc 
rro 






IVIUU 


rrc 
rro 






IIVIol 11 l^ilnCIUuGO 


rrc 
rro 






||\ /IQ 1 H H HO 

IIVIol 11 \ d 


rrc 
rro 






IIVIol 1 oUr rUn 1 tUinCIUQeO 


rrc 
rro 






IK^CI T CI IPPi^PTPn 
IMol 1 oUrrUn 1 tU 


ccc 
rro 






ntL/UNNto 1 IVI0L3 iNuinciuoeo 


rrc 
rro 






ntUUlMiMtU 1 IVIoVJi IIMU 


rrc 
rro 






ntn MUUt oUrrUn 1 tUinCIUQGO 


rrc 
rro 






ppp ^yl^^np ci ippoPTcn 
ntn IVlUUt oUrrUn 1 tU 


rrc 
rro 






1 r\Z. IVIUUt oUrrUn 1 tUinCIUQGQ 


rrc 
rro 






1 rVZ IVIUUt oUrrUn 1 tU 


rrc 
rro 






1 r\z. luinciUQeo 


rrc 
rro 






1 r\Z. lU 


rrc 
rro 






rILU 1 ntrUn 1 inCIUQeO r ILvJ 1 nt rVJ n 1 


rrc 
rro 






DM r\T PCDOPT 
rlLU 1 ntrUn 1 


rrc 
rro 






CRD CI IDD/^PXCnir**-«li 

oUb oUrrUn 1 tUmCIUueO 


rrc 
rro 






CRD CI IDDOPTCR 
oUD oUrrUn I tU 


rrc 
rro 






Al \Tr\ rr'CPl AI I OXA/CRInr^lnrl^iH 
AU 1 U rUovJ ALLUVV tUinCIUQcQ 


rrc 
rro 






Al ITO rr^cr^ ai i (^\a/cr 
AU I U rOoU ALLUvVtU 


rrc 
rro 






CRR IM P^'M^yl IMRIn^h irlc^ri 

oUK llN nolNIVI INUinCIUQGO 


rrc 
rro 






CRD IM pr'M^yl imr 
oUd in nOINIVI INU 


rrc 
rro 






HDP rr*l-l In^li iHqH 

rrU rOn inCIUQGO 


rrc 
rro 






FPP FPU INIT ^FTPT RP'^ 
rro 1 on iini i 0^ 1 r 1 noo 


rro 






FPC FCH INIT SETPT RC4 


FFS 






FPC FCH INIT SETPT RC5 


FFS 






T ADD Included 


FFS 






T ADD 


FFS 






PILOT INC Included 


FFS 






PILOT INC 


FFS 







Table 4.5.2C.4-7: ULInformationTransfer {Step 28, Table 4.5.2C.3-2) 



Derivation Path: 36.508 Table 4.6.1-25 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtenslons CHOICE { 








c1 CHOICE! 








ullnformationTransfer-r8 SEQUENCE { 








dedicatedlnformationType CHOICE { 








dedicatedlnfoCDMA2000-1 XRTT 


Set according to Table 
4.5.2C.4-8 






) 








} 








} 








} 








} 
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Table 4.5.2C.4-8: 1xRTT CS Registration Request message (Step 28, Table 4.5.2C.3-2) 



Infnrrrmtinn Elpiripnt 

II llvl IIIClllVI 1 ^Id lid 11 


V 1 1 1 p / r A m fi r k 

V Cl 1 vi IdllClliV 


rinmmpnt 
\^ \j 1 iiiiidii 


r^nnHitinn 

Wl lUlllVI 1 


n n o 

























































































Table 4.5.2C.4-9: IxRTT CS Registration Response message (Step 29, Table 4.5.2C.3-2) 



information Eiement 


Vaiue/remarl< 


Comment 


Condition 


FFS 

























































































4.5.3 Generic Radio Bearer Establislnment (State 3) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

The UE shall be in Registered, Idle Mode state (State 2). 

4.5.3.2 Definition of system information messages 

The default system information messages are used. 
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4.5.3.3 Procedure 

The establishment of generic radio bearer connection is assumed to always be mobile terminated. 



Table 4.5.3.3-1 : Generic Radio Bearer establishment procedure (state 2 to state 3) 



Step 


Procedure 


U-S 


Message Sequence 
Message 


1 




<— 


RRC: SYSTEIVI INFORMATION (BCCH) 


2 


SS sends a Paging message to the UE on the 
appropriate paging blocl<, and including the 
UE identity in one entry of the IE 
pagingRecordLists. 


<-- 


RRC: Paging (PCCH) 


3 


UE transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


4 


SS transmit an RRCConnectionSetup 

message. 


<— 


RRC: RRCConnectionSetup 


5 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
session management procedure by Including 
the SERVICE REQUEST message. (StateS) 


-> 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


6 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: Securityl\/lodeCommand 


7 


The UE transmits a SecurityModeComplete 
message and establishes the Initial security 
configuration. 


--> 


RRC: SecurityModeComplete 


8 


The SS configures a new data radio bearer, 
associated with the default EPS bearer 
context. 

IF the test case using state 3 as an initial 
state Is using N additional data radio bearers 
(0 < N < 7), the 

RRCConnectionReconfiguration message 
contains the configuration of these additional 
data radio bearers in the drb-ToAddModify IE 
and one ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message per 
additional data radio bearer. 
The RRCConnectionReconfiguration 
message is using condition SRB2-DRB(1+n, 
m) where n and m are the number of DRBs 
associated with dedicated EPS bearer 
contexts and configured respectively with 
RLG-AM and RLG-UM (n+m = N). 


<— 


RRC: RRCConnectionReconfiguration 
NAS: 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 

ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 




EXCEPTION: the steps 9 and 10a1 to 10a3 (If 
present) happen In any order. 






g 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of the 

new data radio bearer, associated with the 
default EPS bearer context. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


10a1 


IF N > 1 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 1st ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
Included In step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a2 


IF N > 2 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 2nd ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
Included In step 8. 


-> 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a3 


IF N > 3 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 


-> 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
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CONTEXT ACCEPT message matching with 
the 3rd ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 




BEARER CONTEXT ACCEPT 


10a4 


IF N > 4 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 4th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a5 


IF N > 5 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 5th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a6 


IF N > 6 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 6th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 




RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 


10a7 


IF N = 7 (see step 8), the UE transmits an 
ACTIVATE DEDICATED EPS BEARER 
CONTEXT ACCEPT message matching with 
the 7th ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST message 
included in step 8. 


— > 


RRC: ULInformationTransfer 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



4.5.3.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 

4.5.3A Generic Radio Bearer Establishment, UE Test Mode Activated 
(State 3A) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3A.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Registered, Idle Mode state, UE Test Mode Activated (State 2A). 

4.5.3A.2 Definition of system information messages 

The default system information messages are used. 

4.5.3A.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3A.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7 A. 
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4.5.3B Generic Radio Bearer Establislnment, pre-registered on HRPD 
(State 3B) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3B.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

The UE shall be in Registered, Idle Mode state, pre-registered on HRPD (State 2B). 

4.5.3B.2 Definition of system information messages 

The default system information messages ai^e used. 

4.5.3B.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3B.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 

4.5.3C Generic Radio Bearer Establishment, pre-registered on 1xRTT 
(State 3C) 

Editor note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.3C.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

The UE shall be in Registered, Idle Mode state, pre-registered on IxRTT (State 2C). 

4.5.3C.2 Definition of system information messages 

The default system information messages are used. 

4.5.3C.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.3.3. 

4.5.3C.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 
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4.5.4 Loopback Activation (State 4) 

4.5.4.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Generic RB Establishment state, UE Test Mode Activated (State 3A). 

4.5.4.2 Definition of system information messages 



The default system information messages are used. 

4.5.4.3 Procedure 

Table 4.5: 4.3-1 : Loopback activation procedure (state 3A to state 4) 



Step 


Procedure 


Direction 


Message Sequence 






UE-SS 


IVIessage 


1 


The 88 transmits a CLOSE UE TEST LOOP 
message to enter tlie UE test loop mode. 


<— 


RRC: DLInformationTransfer 
TC: CLOSE UE TEST LOOP 


2 


The UE transmits a CLOSE UE TEST LOOP 
COMPLETE message to confirm that loopbacl< 
entities for the radio bearer(s) have been 
created and loop bacl< is activated (State 4). 


-> 


RRC: ULInformationTransfer 
TC: CLOSE UE TEST LOOP 
COMPLETE 



4.5.4.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7 A. 

4.5.5 HRPD registration (State H2) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.5.1 Initial conditions 

System Simulator: 

- Cell 1 and Cell 15. 

Cell 1 has a lower reselection priority than Cell 15. 
Cell 15 is transmitting default overhead messages. 
User Equipment: 

- The Test USIM shall be inserted (State 1 ). 

4.5.5.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 
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4.5.5.3 Procedure 

Editor note: procedure needs to be specified. 

4.5.5.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.5A HRPD registration, pre-registration on E-UTRAN (State H2A) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.5A.1 Initial conditions 

System Simulator: 

- Cell 1 and Cell 15. 

Cell 1 has a lower reselection priority than Cell 15. 
Cell 15 is transmitting default overhead messages. 
User Equipment: 

- The Test USIM shall be inserted (State 1). 

4.5.5A.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 

4.5.5A.3 Procedure 

Editor's note: procedure needs to be specified. 

4.5.5A.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.6 HRPD session establishment (State H3) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.6.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in HRPD Registered, Dormant Mode state (State H2). 

4.5.6.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 
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4.5.6.3 Procedure 

Editor's note: procedure needs to be specified. 

4.5.6.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5.6A HRPD session establishment, pre-registered on E-UTRAN (State 
H3A) 

Editor's note: The default parameter and system information will depend on progress in Clause 4.4, once it is 
finalised RAN5 can refer to them accordingly. 

4.5.6A.1 Initial conditions 

System Simulator: 

Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in HRPD Registered, Dormant Mode, pre-registered on E-UTRAN state (State H2A). 

4.5.6A.2 Definition of system information messages 

The default overhead messages as specified in clause 4.4 are used. 

4.5.6A.3 Procedure 

Same procedure as specified in the procedure in clause 4.5.6.3 

4.5.6A.4 Specific message contents 

Editor's note: message contents need to be specified where necessary. 

4.5A Other generic procedures 

4.5A.1 ProcecJure for IP acdcdress allocation in the U-plane 

The purpose of this procedure is to allow the successful completion of IP address allocation if it is initiated by the UE 
therefore the result from the execution of the Procedure for IP address allocation in the U-plane shall not lead to 
assignment of a verdict. 

Depending on the UE configuration there may be unpredictable delay in the start of the procedure. A guarding time of 
1.2 sec is suggested within which the procedure is expected to start. If the timer expires then the test procedure, from 
which the Procedure for IP address allocation in the U-plane is called, shall advance to the next specified step. 
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Table 4.5A.1-1 : Procedure for IP address allocation in the U-plane 



Step 


Procedure 


Message Sequence 


U-S 


Message 




EXCEPTION: Step 1 below and Step 1 in 
Table 4.5A.1-2 describe behaviour that 
depends on the contents of the latest PDN 
CONNECTIVITY REQUEST message sent by 
the UE prior to this procedure. 






- 


EXCEPTION: In parallel to the event 
described in step 1 below the step specified in 
Table 4.5A.1-2 may take place. 






1 


I£ J.I IH~M~\li 1 J. II ■ il 1 J. J. l~\ K 1 

If the PDN type in the latest PDN 
CONNECTIVITY REQUEST message prior to 
this procedure was 'IPv4' or 'IPv4v6' then, 
IPv4 address allocation by DHCPv4 may 
occur on the user plane bearer established for 
the default EPS bearer context activated with 
the latest ACTIVATE DEFAULT EPS 
BEARER CONTEXT message prior to this 
procedure. 







Table 4.5A.1-2: Procedure for IP address allocation in the U-plane, parallel behaviour 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


If the "PDN type" in the latest PDN 
CONNECTIVITY REQUEST message prior to 

this procedure was 'IPv6' or 'IPv4v6' then 
stateless address auto configuration occurs 
on the user plane bearer established for the 
default EPS bearer context activated with the 
latest ACTIVATE DEFAULT EPS BEARER 
CONTEXT message prior to this procedure. 







4.5A.2 Tracking area updating procedure 

The procedure is defined in table 4.5A.2.1-1. 
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Table 4.5A.2.1-1 : Tracking area updating procedure 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS transmits system information on the 
cell specified in the test case. 


<— 


RRC: SYSTEM INFORMATION (BCCH) 


2 


The UE transmits an RRCConnectionRequest 
message on the cell specified in the test case. 


— > 


RRC: RRCConnectionRequest 


3 


SS transmits an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 
AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


-> 


RRC: RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


5 


SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<— 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


6 


The UE transmits a TRACKING AREA 
UPDATE COMPLETE 


— > 


RRC: ULInformationTransfer 
HAS: TRACKING AREA UPDATE 
COMPLETE 


7 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<— 


RRC: RRCConnectionRelease 



NOTE 1: The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 
36.508 clause 4.7.2). 

NOTE 2: The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed 
(reuse of keys allocated during the attach procedure). 

4.5A.3 Procedure for IMS signalling 

The purpose of this procedure is to allow the successful completion of IMS signalling if it is initiated by the UE. 

The UE may initiate IMS registration according TS 24.229 [40] clause 5.1. The procedure is apphcable for UEs with 
IMS support (TS 36.523-2 A.4.4-1/25). 



Table 4.5A.3-1 : Procedure for IMS signalling in the U-plane 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1-9 
orl- 
7 


Registration procedure according TS 34.229- 
1 [43] subclause C.2 (steps 3-11) or C.2a 
(steps 3-9). 







NOTE: The used security mechanisms to the IM CN subsystem are IMS AKA for C.2 and GPRS-IMS-Bundled 
authentication (GIBA) for C.2a. 

4.6 Default RRC message and information elements contents 

This clause contains the default values of common RRC messages and information elements, which unless indicated 
otherwise in specific clauses of TS 36.521-1 [21], TS 36.521-3 [34], TS 36.523-1 [18] and other clauses in this 
specification. All the messages and information elements are listed in alphabetical order. 
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4.6.1 Contents of RRC messages 

- Countercheck 



Table 4.6.1 -Oa: Countercheck 



Derivation Patli: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CounterChecl< ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionidentifier-DL 






criticalExtenslons CHOICE { 








c1 CHOICE { 








counterCheck-r8 SEQUENCE { 








drb-CountMSB-lnfoList 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






) 








} 








} 








} 









CounterCheckResponse 



Table 4.6.1 -Ob: CounterCheckResponse 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CounterCheckResponse ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionidentifier-UL 






criticalExtenslons CHOICE { 








counterCheckResponse-rS SEQUENCE { 








drb-CountlnfoList 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






) 








} 








} 









CSFBParametersRequestCDMA2000 

Table 4.6.1-1: CSFBParametersRequestCDMA2000 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


CS FB Parameters RequestC DM A2000 : := 
SEQUENCE { 








criticalExtenslons CHOICE { 








csfbParametersRequestCDMA2000-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








) 
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CSFBParametersResponseCDMA2000 



Table 4.6.1-2: CSFBParametersResponseCDMA2000 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Coinment 


Condition 


CSFBParametersResponseCDMA2000 ::= 
SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifler-DL 






criticalExtensions CHOICE { 








csfbParametersResponseCDI\/IA2000-r8 
SEQUENCE { 








rand 


Set according to specific 
message content 






mobilityParameters 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 









DLInformation Transfer 

Table 4.6.1-3: DLInformationTransfer 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


DLInformationTransfer ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE { 








dllnformatlonTransfer-rS SEQUENCE { 








dedicatedlnfoType CHOICE { 








dedicatedlnfoNAS 


Set according to specific 
message content 






) 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








) 
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- HandoverFromEUTRAPreparationRequest 



Table 4.6.1-4: HandoverFromEUTRAPreparationRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


HandoverFromEUTRAPreparationRequest ::= 
SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-DL 






critical Extensions CHOICE { 








c1 CHOICE { 








handoverFromEUTRAPreparationRequest-rS 
SEQUENCE { 








cdma2000-Type 


typelXRTT 






rand 


A random value, 
generated by the SS 






mobilityParameters 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not present 






) 








} 








} 








} 









MBSFNAreaConfiguration 

Table 4.6.1 -4A: MBSFNAreaConfiguration 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


MBSFNAreaConfiguratlon-r9 ::= SEQUENCE { 








commonSF-Alloc-r9 SEQUENCE (SIZE 
(1 ..maxMBSFN-Allocations)) OF SEQUENCE { 








radioframeAllocationPeriod 


n4 






radloframeAllocatlonOffset 









subframeAllocatlon CHOICE { 








oneFrame 


'100000' 






} 








commonSF-AllocPeriod-r9 


rf8 






pmch-lnfoLlst-r9 SEQUENCE (SIZE 
(0..maxPMCH-PerMBSFN)) OF SEQUENCE { 








pmch-Config-r9 SEQUENCE { 








sf-AllocEnd-r9 


1535 






dataMCS-r9 









mch-SchedulingPeriod-r9 


rf8 






} 








mbms-SessionlnfoList-r9 SEQUENCE (SIZE 
(CmaxSessionPerPMCH)) OF SEQUENCE { 








MBMS-Sessionlnfo-r9 SEQUENCE { 








tmgl-r9 SEQUENCE { 








plmn-ld-r9 CHOICE{ 








plmn-lndex-r9 


1 






) 








serviceld-r9 


'000' 






} 








logicalChannelldentity-r9 


1 






) 








} 








} 








} 
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MeasurementReport 



Table 4.6.1-5: MeasurementReport 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


MeasurementReport ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








measurementReport-r8 SEQUENCE { 








measResults 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






) 








} 








} 








} 









MobilityFromEUTRACommand 

Table 4.6.1-6: MobilityFromEUTRACommand 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


MobilityFromEUTRACommand ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE { 








mobilityFromEUTRACommand-r8 SEQUENCE 

{ 








csFallbacklndicator 


Set according to specific 
message content 






purpose CHOICE { 


Set according to specific 
message content 






handover 








cellChangeOrder 








) 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








) 
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Paging 



Table 4.6.1-7: Paging 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Paging ::= SEQUENCE { 








pagingRecordList SEQUENCE (SIZE 
(1..maxPageRec)) OF SEQUENCE { 


1 entry 






ue-ldentity[1] CHOICE { 








s-TMSI 


Set to the value of the S- 
TMSI of the UE 






} 








cn-Domain[1] 


ps 






1 








system 1 nfoModif ication 


Not present 






etws-lndication 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






) 
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- RRCConnectionReconfiguration 



Table 4.6.1-8: RRCConnectionReconfiguration 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReconfiguration ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE{ 








rrcConnectionReconfiguration-r8 SEQUENCE { 








measConfig 


Not present 






MeasConfig-DEFAULT 




MEAS 


mobilityControllnfo 


Not present 






MobilityControllnfo-HO 




HO, HO-TO- 
EUTRA 


dedicatedlnfoNASList 


Not present 






mp*^<;anp rnntpnt 

1 1 ICOOCIU w \^\J 1 1 Ld 1 L 




SRB2- 

DRB^n 

DRB(n, m) 

SRB1- 

SRB2- 

DRB(n,m) 

AM-DRB- 

ADD(bid) 

UM-DRB- 

ADD(bid) 

DRB- 

REL(bid) 

DRB-Mod 


radioResourceConfigDedicated 


Not present 






RadioResourceConfigDe 
dicated-SRB2-DRB(n, m) 




SRB2- 
DRB(n, m) 


RadioResourceConfigDe 
dicated-DRB(n, m) 




DRB(n, m) 


RadioResourceConfigDe 

dicated-AM-DRB- 

ADD(bid) 




AM-DRB- 
ADD(bid) 


RadioResourceConfigDe 

dicated-UIVI-DRB- 

ADD(bid) 




UIVI-DRB- 
ADD(bid) 


RadioResourceConfigDe 
dicated-DRB-REL(bid) 




DRB- 
REL(bid) 


RadioResourceConfigDe 
dicated-HO 




HO 




RadioResourceConfigDe 

dicated-HO-TO- 
EUTRA(n, m) 




HO-TO- 

EUTRA(n,m 

) 


RadioResourceConfigDe 
dicated-DRB-IVIod 




DRB-Mod 


securityConfigHO 


Not present 






SecurityConfigHO- 
DEFAULT 




HO, HO-TO- 
EUTRA 


nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








} 









Condition | Explanation 
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SRB2-DRB(n,m) 


Establishment of a SRB and DRB combination with n x AM DRB and m x UM DRB (including 

establishment of SRB2) 


DRB(n,m) 


Establishment of additional n x AM DRB:s and m x UM DRB:s (SRB2 should already be 
established) 


AM-DRB-ADD(bid) 


Establishment of a single additional AM DRB with bearer identity bid (SRB2 should already 
be established) 


UM-DRB-ADD(bia) 


Establishment of a single additional UM DRB with bearer identity bid (SRB2 should already 

be established) 


UHD-KtL(Dia) 


Release of the DRB with bearer identity bid 


HO 


Intra LTE handover 


MEAS 


A measurement is configured 


HO-TO-EUTRA(n,m) 


Inter-RAT handover to E-UTRA including the establishment of a SRB1 , SRB2 and n x AM 

DRB plus m X UM DRB 


DRB-Mod 


Modification of already established DRB ID 2 and is used for sending Modify EPS Bearer 
Context Request message (SRB2 should already be established) 



RRCConnectionReconfigurationComplete 

Table 4.6.1-9: RRCConnectionReconfigurationComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


R RCCon nection ReconfigurationComplete : := 
SEQUENCE f 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








rrcConnectionReconfigurationComplete-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 









RRCConnectionReestablishment 

Table 4.6.1-10: RRCConnectionReestablishment 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReestablishment ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE{ 








rrcConnectionReestablishment-rS SEQUENCE 

{ 








radioResourceConfigDedicated 


RadioResourceConfigDe 
dicated-SRBI 






nextHopChainingCount 









nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








} 
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- RRCConnectionReestablishmentComplete 



Table 4.6.1-11: RRCConnectionReestablishmentComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RRCConnectionReestablishmentComplete ::= 
SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








rrcConnectionReestablishmentComplete-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 









RRCConnectionReestablishmentReject 

Table 4.6.1-12: RRCConnectionReestablishmentReject 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


RRCConnectionReestablishmentReject ::= 
SEQUENCE! 








criticalExtensions CHOICE { 








rrcConnectionReestablishmentReject-r8 
SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








) 









RRCConnectionReestablishmentRequest 

Table 4.6.1-13: RRCConnectionReestablishmentRequest 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remark 


Comment 


Condition 


RRCConnectionReestablishmentRequest ::= 

SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionReestablishmentRequest-r8 
SEQUENCE { 








ue-ldentity 


Set according to specific 
message content 






reestabi ish mentCause 


Set according to specific 
message content 






spare 


Present but contents not 
checked 






} 








) 








} 
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- RRCConnectionReject 



Table 4.6.1-14: RRCConnectionReject 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


RRCConnectionReject ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








rrcConnectionReject-r8 SEQUENCE { 








waitTime 


3(seconds) 






nonCritical Extension SEQUENCE {} 


Not present 






) 








} 








} 








} 









RRCConnectionRelease 

Table 4.6.1-15: RRCConnectionRelease 



Derivation Path: 36.331 clause 6.2.2 


information Element 


Vaiue/remari( 


Comment 


Condition 


RRCConnectionRelease ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE { 








rrcConnectionRelease-r8 SEQUENCE { 








releaseCause 


other 






redirectedCarrierlnfo 


Not present 






IdleModeMobilityControllnfo 


Not present 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








1 








} 









RRCConnectionRequest 

Table 4.6.1-16: RRCConnectionRequest 



Derivation Path: 36.331 clause 6.2.2 


information Element 


Vaiue/remari< 


Comment 


Condition 


RRCConnectionRequest ::= SEQUENCE { 








criticalExtensions CHOICE { 








rrcConnectionRequest-r8 SEQUENCE { 








ue-ldentity CHOICE { 








s-TMSI 


Any allowed value 






) 








establishmentCause 


Present but contents not 
checked 






spare 


Present but contents not 
checked 






} 








} 








} 
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- RRCConnectionSetup 



Table 4.6.1-17: RRCConnectionSetup 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RRCConnectionSetup ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE { 








rrcConnectionSetup-r8 SEQUENCE { 








radioResourceConfigDedicated 


RadioResourceConfigDe 
dicated-SRB1 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








) 









RRCConnectionSetupComplete 

Table 4.6.1-18: RRCConnectionSetupComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


RRCConnectionSetupComplete ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








c1 CHOICE { 








rrcConnectionSetupComplete-r8 SEQUENCE { 








selectedPLMN-ldentity 


1 






registeredMME 


Not checked 






dedicatedlnfoNAS 


Present but contents not 
checked 






nonCriticalExtension SEQUENCE {} 


Not checked 






) 








} 








} 








} 









SecurityModeCommand 

Table 4.6.1-19: SecurityModeCommand 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


SecurityModeCommand ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE{ 








securityModeCommand-r8 SEQUENCE { 








securityConfigSIVIC 


SecurityConfigSMC- 
DEFAULT 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








) 
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SecurityModeComplete 



Table 4.6.1-20: SecurityModeComplete 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


SecurityModeComplete ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






critical Extensions CHOICE { 








securitylVlodeComplete-r8 SEQUENCE { 








nonCritical Extension SEQUENCE {} 


Not checked 






) 








} 








} 









SecurityModeFailure 



Table 4.6.1-21 : SecurityModeFailure 



Derivation Path: 36.331 clause 6.2.2 


information Element 


Vaiue/remari( 


Comment 


Condition 


SecurityModeFailure ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








securityModeFailure-r8 SEQUENCE { 








nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 









UECapabilityEnquiry 



Table 4.6.1-22: UECapabilityEnquiry 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


UECapabilityEnquiry ::= SEQUENCE { 








rrc-Transactionldentifier 


RRC- 

Transactionldentifier-DL 






criticalExtensions CHOICE { 








c1 CHOICE { 








ueCapabilityEnquiry-r8 SEQUENCE { 








ue-CapabilityRequest 


eutra 






nonCriticalExtension SEQUENCE {} 


Not present 






} 








} 








} 








} 
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UECapabilitylnformation 



Table 4.6.1-23: UECapabilitylnformation 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


UECapabilitylnformation ::= SEQUENCE { 








rrc-Transaction Identifier 


RRC- 

Transactionldentifier-UL 






criticalExtensions CHOICE { 








c1 CHOICE{ 








ueCapabilitylnformation-r8 SEQUENCE { 








ue-CapabilityRAT-ContainerList 


Stated capability shall be 
compatible with 3GPP TS 
36.523-2 (ICS 
statements) and the user 
settings 






nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








1 








} 









ULHandoverPreparation Transfer 



Table 4.6.1-24: ULHandoverPreparationTransfer 



Derivation Path: 36.331 clause 6.2.2 


information Element 


Vaiue/remari( 


Comment 


Condition 


ULHandoverPreparationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








ulHandoverPreparationTransfer-r8 SEQUENCE 

{ 








cdma2000-Type 


typelXRTT 






meid 


Set to the 56 bit 
CDMA2000 mobile 
identification number of 
the UE 






dedicatedlnfo 


Set according to specific 
message content 






nonCriticalExtension SEQUENCE {} 


Not checked 






} 








} 








} 








} 
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- ULInformationTransfer 



Table 4.6.1-25: ULInformationTransfer 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


ULInformationTransfer ::= SEQUENCE { 








criticalExtensions CHOICE { 








c1 CHOICE { 








ullnformationTransfer-r8 SEQUENCE { 








dedicatedlnfoType CHOICE { 








dedicatedlnfoNAS 


Present but contents not 
checked 






} 








nonCriticalExtension SEQUENCE {} 


Not checl<ed 






} 








} 








) 








) 









4.6.2 System information blocks 

See subclause 4.4.3.3 in this document. 

4.6.3 Radio resource control information elements 

BCCH-Conflg-DEFAULT 

Table 4.6.3-1 : BCCH-Conflg-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


information Element 


Vaiue/remaric 


Comment 


Condition 


BCCH-Config-DEFAULT::= SEQUENCE { 








modificationPeriodCoeff 


n4 


To provide reliable 
delivery of SI 
change 
notifications. 




} 
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CQI-ReportConfig-DEFAULT 



Table 4.6.3-2: CQI-ReportConfig-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


CQI-ReportConfig-DEFAULT ::= SEQUENCE { 








cqi-ReportModeAperlodic 


rmSO 






nomPDSCH-RS-EPRE-Offset 









cqi-ReportPeriodic 


Not present 






cql-ReportPeriodic CHOICE { 






CQI PERIO 
Die 


setup SEQUENCE { 








cqi-PUCCH-Resourcelndex 









cqi-pmi-Configlndex 


25 


(see Table 7.2.2- 
lAinTS 38.213) 


FDD 


24 


(see Table 7.2.2- 
1C in TS 36.213) 


TDD 


cql-FormatlndicatorPeriodic CHOICE { 








widebandCQI 


NULL 














ri-Configlndex 


483 


(see Table 7.2.2- 
1BinTS36.213) 


FDD 


484 


(see Table 7.2.2- 
1B in TS 36.213) 
This value for 
TDD is selected 
together with cqi- 
pmi-Configlndex 
based on TDD 
configuration 1 . 


TDD 


simultaneousAcl<NackAndCQI 


FALSE 






} 








} 








} 









Condition 


Explanation 


CQI PERIODIC 


When periodic CQI reporting should be enabled 


FDD 


FDD cell environment 


TDD 


TDD cell environment 
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DRB-ToAddModList-RECONFIG 



Table 4.6.3-2A: DRB-ToAddModList-RECONFIG 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


DRB-ToAddModList ::= SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


2 Entries 






eps-Bearerldentity[1 ] 


Not present 






drb-ldentity[1] 


1 






pdcp-Config[1] 


Not present 






rlc-Config[1] 


RLC-Config-DRB-AM- 
RECONFIG 






logicalChannelldentity[1 ] 


Not present 






logicalChannelConfig[1 ] 


Not present 






eps-Bearerldentity[2] 


Not present 






drb-ldentity[2] 


2 






pdcp-Config[2] 


Not present 






rlc-Config[2] 


RLC-Config-DRB-AM- 
RECONFIG 






logicalCliannelldentity[2] 


Not present 






logicalChannelConfig[2] 


Not present 






} 









PCCH-Config-DEFAULT 

Table 4.6.3-3: PCCH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PCCH-Config-DEFAULT::= SEQUENCE { 








defaultPagingCycle 


rf128 


Typical value in 
real network. 




nB 


oneT 






} 









PHICH-Config-DEFAULT 

Table 4.6.3-4: PHICH-Conflg-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PHICH-Config-DEFAULT ::= SEQUENCE { 








phich-Duration 


normal 






phich-Resource 


one 


Ng=1 has been 
selected to ensure 
enough PHICH 
resources from 
the real network 
point of view. 




} 
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PDSCH-ConfigCommon-DEFAULT 



Table 4.6.3-5: PDSCH-ConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDSCH-ConfigCommon-DEFAULT ::= SEQUENCE { 








referenceSignalPower 


18(dBm) 






p-b 






1TX 


1 (Pb'Pa =1) 




2TX 


) 









Condition 


Explanation 


1TX 


1 SS Tx antenna environment 


2TX 


2 SS Tx antenna environment 



PDSCH-ConfigDedicated-DEFAULT 

Table 4.6.3-6: PDSCH-ConfigDedicated-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Vaiue/remaric 


Comment 


Condition 


PDSCH-ConfigDedicated-DEFAULT ::= SEQUENCE 
{ 








p-a 


dB-3 for signalling test 

cases; 

dBO for others 


dB-3 for signalling 
test cases to 
reduce 

interference from 
PDSCH of intra- 
frequency 
neighbour cells 


1TX 




dB-3 




2TX 


} 
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PRACH-Config-DEFAULT 



Table 4.6.3-7: PRACH-Config-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Vaiue/remaric 


Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








rootSequencelndex 


See clause 4.4.2, Table 
4.4.2-1 A and clause 
6.3.2.2 Table 6.3.2.2-2 


See table 5.7.2-4 
in TS 36.211 for 
PRACH format 0- 

3 


FDD 


See clause 4.4.2, Table 
4.4.2-1 A and clause 
6.3.2.2 Table 6.3.2.2-2 


See table 5.7.2-5 
in TS 36.211 for 
PRACH format 4 


TDD 


prach-Configlnfo SEQUENCE { 








prach-Configlndex 


3 


Typical value In 
real network for 
FDD (see table 
5.7.1-1 and 5.7.1- 
2 in TS 36.211) 


FDD 


51 


Typical value in 
real network for 
TDD (see table 
5.7.1-3 and 5.7.1- 
4 In TS 36.211) 


TDD 


highSpeedFlag 


FALSE (Unrestricted set) 


High speed train 
configuration 
doesn't apply by 
default. 




zeroCorreiationZoneConfig 


5 (Ncs configuration = 5) 


Assuming cell 
radius is up to 
approximately 3 
km. 


FDD 


4 (Ncs configuration = 4) 


Assuming cell 
radius Is up to 
approximately 1 
km. 


TDD 


prach-FreqOffset 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




} 








) 








Note: Although PRACH format 0-3 is applicable for both FDD and TDD, the PRACH format 4 is used as default for 
testing for TDD. 



Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



PRACH-ConfigSIB-DEFAULT 

Table 4.6.3-7a: PRACH-ConfigSIB-DEFAULT 

Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7 PRACH-Config-DEFAULT 
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PUCCH-ConfigCommon-DEFAULT 



Table 4.6.3-8: PUCCH-ConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PUCCH-ConfigCommon-DEFAULT ::= SEQUENCE { 








deltaPUCCH-Shift 


ds2 


Assuming typical 
values of the 
maximum delay 
spread 




nRB-CQI 


See subclause 4.6.8 


Channel- 
bandwidth- 

dependent 
parameter 




nCS-AN 


6 






n1PUCCH-AN 









} 









PUCCH-ConfigDedicated-DEFAULT 

Table 4.6.3-9: PUCCH-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


information Element 


Vaiue/remaric 


Comment 


Condition 


PUCCH-ConfigDedicated-DEFAULT ::= SEQUENCE 
{ 








ackNackRepetition CHOICE { 








release 


NULL 






} 








tddAckNackFeedbackMode 


Not present 




FDD 


multiplexing 


Multiplexing is 
selected as 
default to align 
with RAN4's 
assumptions in 
RF tests. 


TDD 


} 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 
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PUSCH-ConfigCommon-DEFAULT 



Table 4.6.3-10: PUSCH-ConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PUSCH-ConfigCommon-DEFAULT ::= SEQUENCE { 








pusch-ConflgBasic SEQUENCE { 








n-SB 


1 


Typical 

configuration in 
real network 




hoppingMode 


interSubFrame 


Typical 

configuration in 
real network 




puscli-HoppingOffset 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




enable64QAM 


FALSE 






} 








ul-ReferenceSignalsPUSCH SEQUENCE { 








groupHoppingEnabled 


TRUE 


In accordance 
with "the RAN5 
LTE UE Feature 
list". 




groupAssignmentPUSCH 





Typical value in 
real network 




sequenceHoppingEnabled 


FALSE 


In accordance 
with "the RAN5 
LTE UE Feature 
list". 




cyclicShift 









) 








) 









PUSCH-ConfigDedicated-DEFAULT 

Table 4.6.3-11: PUSCH-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


information Eiement 


Vaiue/remaric 


Comment 


Condition 


PUSCH-ConfigDedicated-DEFAULT ::= SEQUENCE 

\ 








betaOffset-ACK-lndex 


9 






betaOffset-RI-lndex 


6 






betaOffset-CQI-lndex 


6 






) 
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RACH-ConfigCommon-DEFAULT 



Table 4.6.3-12: RACH-ConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RACH-ConfigCommon-DEFAULT ::= SEQUENCE { 








preamblelnfo SEQUENCE { 








numberOfRA-Preambles 


n52 


Assuming the 
number of 
dedicated 
preambles is 12. 




preamblesGroupAConfig SEQUENCE {} 


Not present 






} 








powerRamping Parameters SEQUENCE { 








powerRampingStep 


dB2 






preamblelnitial ReceivedTargetPower 


dBm-104 (default) 


Thermal noise = - 
113dBm 
NF = 5dB 
loT = 6dB 
Required SNR = - 
8 dB (See table 
8.4.2-1 in TS 
36.104 [30]) 
->-110dB 
(default value is 
acceptable) 




} 








ra-Supervisionlnfo SEQUENCE { 








preambleTranslVlax 


n6 


Under the 
condition of Case 
1 in RAN1 
eimi ilatinn 

oil 1 IUIClLI\Ji 1 

assumptions, an 
UE with pathless 
of CDF = 90% 
reaches the 
maximum transmit 
power in 4 
successive 
retransmissions. 
6 has been 
selected 
considering the 
margin of 2. 




ra-ResponseWindowSize 


sf10 


The maximum 
value is 
preferable. 




mac-ContentionResolutionlimer 


sf48 


Allows for a 
sufficient number 
of msg3 

retransmissions. 




1 








maxHARQ-Msg3Tx 


4 


Under the 
condition of Target 
SIR = 2dB, the 
probability of 2 
transmissions is 
less than 1%. 4 
has been selected 
considering the 
margin of 2. 




} 
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- RadioResourceConfigCommon-DEFAULT 



Table 4.6.3-13: RadioResourceConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remarl( 


Comment 


Condition 


RadioResourceConfigCommon-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DEFAULT 






prach-Config 


PRACH-Gonfig- 
DE FAULT 






pdscli-ConfigCommon 


Not present 






pusch-ConfigCommon 


PUSCH-ConfigCommon- 
DEFAULT 






phicli-Config 


Not present 






pucch-ConfigCommon 


Not present 






soundingRSUL-ConfigCommon 


SoundingRS-UL- 

ConfigCommon- 
DEFAULT 






uplinl<PowerControlCommon 


Not present 






antennalnfoCommon 


Not present 






antennalnfoCommon SEQUENCE { 






2TX 


antennaPortsCount 


an2 






1 








p-IVlax 


Not present 






tdd-Config 


Not present 




FDD 


TDD-Gonfig-DEFAULT 




TDD 


ul-CyclicPrefixLength 


lent 






) 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 


2TX 


Used for cells with two antenna ports 
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- RadioResourceConfigCommonSIB-DEFAULT 



Table 4.6.3-14: RadioResourceConfigCommonSIB-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigCommonSIB-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DEFAULT 






bcch-Config 


BCCH-Config-DEFAULT 






pccli-Config 


PCCH-Config-DEFAULT 






prach-Config 


PRACH-ConfigSIB- 
DEFAULT 






pdscli-ConfigCommon 


PDSCH-ConfigCommon- 
DEFAULT 






puscli-ConfigCommon 


PUSCH-ConfigCommon- 
DE FAULT 






pucch-ConfigCommon 


PUCCH-ConfigCommon- 
DEFAULT 






soundlngRS-UL-ConfigCommon 


SoundingRS-UL- 
ConfigCommon- 
DE FAULT 






uplinkPowerControlCommon 


Upiinl<PowerControlCom 
mon-DEFAULT 






ul-CyclicPrefixLength 


Ien1 






i 









RadioResourceConfigDedicated-SRB1 



Table 4.6.3-15: RadioResourceConfigDedicated-SRB1 



Derivation Patli: 36.331 clause 6.3.2 


information Element 


Vaiue/remari( 


Comment 


Condition 


RadioResourceOonfigDedicated-SRBI ::= 
SEQUENCE { 








srb-ToAddlVlodList SEQUENCE (SIZE (1..2)) OF 
SEQUENCE {} 


1 entry, with value SRB- 
ToAddlVlod-DEFAULT 
using condition SRB1 






drb-ToAddl\/lodList 


Not present 






drb-ToReleaseList 


Not present 






mac-IVIainConfig CHQICE { 








explicitValue 


IVIAC-IVIainConfig-SRB 


See subclause 
4.8.2 




} 








sps-Config 


Not present 






pliysicalConfigDedicated 


PliysicalConfigDedicated 
-DEFAULT using 
condition SRB1 


See subclause 
4.8.2 




} 
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RadioResourceConfigDedicated-SRB2-DRB(n,m) 



Table 4.6.3-16: RadioResourceConfigDedicated-SRB2-DRB(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= 
SEQUENCE { 




n is the number of 
AM RLC DRBs 
(1..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddModLlst SEQUENCE (SIZE (1..2)) OF 
SEQUENCE { 


1 entry 






srb-ToAddMod[1] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB2 


See subclause 
4.8.2 




} 








drb-ToAddModList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


n+m entries 






drb-ToAddMod[k, k=1 ..n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 




drb-ToAddl\/lod[k, k=n+1..n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UM 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


} 








drb-ToReleaseList 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 

using condition DRX L 
(note) 


See subclause 

4.8.2 


m=0 




MAC-IVIainConfig-RBC 


See subclause 


m>0 




using condition DRX_S 
(note) 


4.8.2 




} 








sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated 
- DEFAULT using 
condition RBC 


See subclause 
4.8.2 




} 








NOTE: In cases wliere no RLC-UIVi bearer is configured, large DRX Cycle length is used. In cases where at least one 
RLC-UM bearer is configured, small DRX Cycle length is used. 



Condition 


Explanation 


m=0 


m is equal to zero 


m>0 


m is greater than zero 
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- RadioResourceConfigDedicated-DRB(n,m) 



Table 4.6.3-17: RadioResourceConfigDedicated-DRB(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-DRB(n, m) ::= 
SEQUENCE { 




n is the number of 
AM RLC DRBs 
(0..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddModList 


Not present 






drb-ToAddlVlodList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


nj-m pntrjPS 


BID is the total 
number of 
established DRBs 
in the UE, before 
applying the 
contents of this IE 




drb-ToAddMod[k, k=BID+1 ..BID+n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 


n>0 


drb-ToAddMod[k, k= BID+1+n.. BID+n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UM 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


} 








drb-ToReleaseLlst 


Not present 






mac-MainConfig 


Not present (note) 




m=0 


mac-MainConfig CHOICE { 






m>0 


explicitValue 


MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 




} 








sps-Config 


Not present 






physicalConfigDedicated 


Not present 






) 








NOTE: In cases where no RLC-UM bearer is added, existing DRX configuration is used without modification. In cases 
where at least one RLC-UM bearer is added, small DRX Cycle length is used. 



Condition 


Explanation 


n>0 


n is greater than zero 


m=0 


m is equal to zero 


m>0 


m is greater than zero 
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- RadioResourceConfigDedicated-HO-TO-EUTRA(n,m) 



Table 4.6.3-18: RadioResourceConfigDedicated-HO-TO-EUTRA(n,m) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RaclioResourceConfigDedicated-HO-TO-EUTRA(n, 
m) ::= SEQUENCE { 




n is the number of 
AM RLC DRBs 
(1..N) 

m is the number 
of UM RLC DRBs 
(0..M) 




srb-ToAddMoclUst SEQUENCE (SIZE (1..2)) QF 
SEQUENCE { 


2 entries 






srb-ToAddMod[1] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB1 


See subclause 
4.8.2 




srb-ToAddMod[2] 


SRB-ToAddMod- 
DEFAULT using 
condition SRB2 


See subclause 
4.8.2 




} 








drb-ToAddModList SEQUENCE (SIZE 

(1 ..maxDRB)) OF SEQUENCE { 


n+m entries 






drb-ToAddMod[k, k=1 ..n] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition AM 


n AM RLC DRBs 
See subclause 
4.8.2 




drb-ToAddMod[k, k=n+1..n+m] 


DRB-ToAddMod- 
DEFAULT (k) using 
condition UIVI 


m UM RLC DRBs 
See subclause 
4.8.2 


m>0 


) 








drb-ToReleaseList 


Not present 






mac-IVlainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 
using condition DRX_L 
(note) 


See subclause 
4.8.2 


m=0 




MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 


m>0 


} 








sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated 
- DEFAULT using 
condition RBC 


See subclause 
4.8.2 




} 








NOTE: In cases where no RLC-UM bearer is configured, large DRX Cycle length is used. In cases where at least one 


RLC-UM bearer is configured, small DRX Cycle length is used. 







Condition 


Explanation 


m=0 


m is equal to zero 


m>0 


m is greater than zero 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 137 ETSI TS 136 508 V9.5.0 (2011-07) 

RadioResourceConfigDedicated-AM-DRB-ADD(bid) 



Table 4.6.3-1 8A: RadioResourceConfigDedicated-AM-DRB-ADD(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remarl( 


Comment 


Condition 


RadioResourceConfigDedicated-AM-DRB-ADD(bid) 
::= SEQUENCE { 




bid is tine bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddlVlodList SEQUENCE (SIZE 
(1 ..maxDRB)) OF SEQUENCE { 


one entry 






drb-ToAddMod[1] 


DRB-ToAddMod- 
DEFAULT (bid) using 
condition AlVI 


See subclause 
4.8.2 




} 








drb-ToReleaseList 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 









RadioResourceConfigDedicated-UM-DRB-ADD(bid) 
Table 4.6.3-1 8B: RadioResourceConfigDedicated-UM-DRB-ADD(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RadioResourceConfigDedicated-UM-DRB-ADD(bid) 
::= SEQUENCE { 




bid is the bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddModList SEQUENCE (SIZE 
(L.maxDRB)) QF SEQUENCE { 


one entry 






drb-ToAddMod[1] 


DRB-ToAddMod- 
DEFAULT (bid) using 
condition UM 


See subclause 
4.8.2 




1 








drb-ToReleaseLlst 


Not present 






mac-MainConfig CHOICE { 








explicitValue 


MAC-MainConfig-RBC 
using condition DRX_S 
(note) 


See subclause 
4.8.2 




} 








sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 








NOTE: Since one RLC-UIVI bearer is added, small DRX Cycle length is used. 
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RadioResourceConfigDedicated- DRB-REL(bid) 



Table 4.6.3-1 8C: RadioResourceConfigDedicated-DRB-REL(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RadioResourceConfigDedicated-DRB-REL(bid) ::= 
SEQUENCE { 




bid is the bearer 
identity 




srb-ToAddModList 


Not present 






drb-ToAddModList 


Not present 






drb-ToReleaseList SEQUENCE (SIZE 
(1..maxDRB)) OF 


one entry 






drb-ldentity[1] 


bid 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


Not present 






} 









RadioResourceConfigDedicated-HO 

Table 4.6.3-19: RadioResourceConfigDedicated-HO 



Derivation Path: 36.331 clause 6.3.2 


information Element 


Vaiue/remaric 


Comment 


Condition 


RadioResourceContigDedicated-HO ::= SEQUENCE 
{ 








srb-ToAddModList 


Not present 






drb-ToAddModList 


Not present 






drb-ToReleaseList 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConfigDedicated 


PhysicalConfigDedicated- 
DEFAULT using 
condition RBC-HO 


See subclause 
4.8.2 




} 









RLC-Config-DRB-AM-RECONFIG 

Table 4.6.3-1 9A: RLC-Config-DRB-AM-RECONFIG 



Derivation Path: 36.508 table 4.8.2.1 .3.2-1 : RLC-Config-DRB-AM 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


RLC-Config-DRB-AM-RECONFIG ::= CHOICE { 








am SEQUENCE { 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms855 






pollPDU 


p64 






pollByte 


kB250 






maxRetxThreshold 


t8 






} 








dl-AM-RLC SEQUENCE { 








t-ReorderIng 


ms85 






t-StatusProhibit 


ms50 






} 








} 








} 
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RLC-Config-DRB-UM-RECONFIG 



Table 4.6.3-1 9B: RLC-Config-DRB-UM-RECONFIG 



Derivation Path: 36.508 table 4.8.2.1 .3.1-1 : RLC-Config-DRB-UM 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-UM-RECONFIG ::= CHOICE { 








um-Bi-Dlrectiona! SEQUENCE { 








ul-UM-RLC SEQUENCE { 








sn-FieldLength 


SizelO 






} 








dl-UM-RLC SEQUENCE { 








sn-FieldLength 


SizelO 






t-Reordering 


ms55 






} 








} 








} 









RLC-Config-SRB-AM-RECONFIG 

Table 4.6.3-1 9C: RLC-Config-SRB-AM-RECONFIG 



Derivation Path: 36.331 clause 6.3.2, 9.2.1 


information Element 


Vaiue/remarl( 


Comment 


Condition 


RLC-Config-SRB-AM-RECONFIG ::= CHOICE { 








am SEQUENCE! 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms50 






pollPDU 


pinfinity 


Default 




pollByte 


kBinfinity 


Default 




maxRetxThreshold 


t6 






} 








dl-AM-RLC SEQUENCE { 








t-Reordering 


ms40 






t -StatusProhibit 


msO 


Default 




} 








} 








} 









SchedulingRequest-Config-DEFAULT 

Table 4.6.3-20: SchedulingRequest-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remarl( 


Comment 


Condition 


SchedulingRequest-Config-DEFAULT ::= CHOICE { 








setup SEQUENCE { 








sr-PUCCH-Resourcelndex 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




sr-Configlndex 


30 




FDD 


27 




TDD 


dsr-TransMax 


n4 






} 








} 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 
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SoundingRS-UL-ConfigCommon-DEFAULT 



Table 4.6.3-21: SoundingRS-UL-ConfigCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remaric 


Comment 


Condition 


SoundingRS-UL-ConfigCommon-DEFAULT ::= 
SEQUENCE { 








setup SEQUENCE { 








-srs-BandwidthConfig 


See subclause 4.6.8 


Channel- 
bandwidth- 
dependent 
parameter 




srs-SubframeConfig 


scO 


Assuming SRS 
density is high 
(see Table 
5.5.3.3-1 in TS 
36.211) 


FDD 


sc4 


Assuming SRS 
density is high 
(see Table 
5.5.3.3-2 in TS 
36.211) 


TDD 


acl<NackSRS-SimultaneousTransmission 


TRUE 


Typical value in 
real network 




srs-MaxUpPts 


Not Present 






} 








) 









Condition 


Explanation 


FDD 


FDD cell environment 


TDD 


TDD cell environment 



SoundingRS-UL-ConfigDedicated-DEFAULT 



Table 4.6.3-22: SoundingRS-UL-ConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SoundingRS-UL-ConfigDedicated-DEFAULT ::= 
CHQiCE { 








setup SEQUENCE { 








srs-Bandwidth 


bwO 


bwO used with no 
frequency 
hopping. bw3 
used with 
frequency hopping 




srs-HoppingBandwidth 


hbwO 






freqDomainPosition 









duration 


TRUE 






srs-Configlndex 


20 


See Table 8.2-1 in 
TS 36.213 


FDD 




31 


INTEGER 
(0..1023) See 
Table 8.2-2 in TS 
36.213 


TDD 


transmissionComb 









cyclicShift 


csO 






1 








} 









Condition | Explanation 
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FDD 


FDD cell environment 


TDD 


TDD cell environment 



SRB-ToAddModList-RECONFIG 



Table 4.6.3-22A: SRB-ToAddModList-RECONFIG 



Derivation Path: 36.331 clause 6.3.2 


IIIIUIIIIQIIUII dCII Id li 


V 1 1 1 P / rp m fi f k 

V CIlUC/ ICIIICIIK 


OUI IIIIICI t\ 


f^nnHitinn 


*^RR-TnAHHMnHI i<;t ■■- ^IFOI IFNPF {^\7P 9\\ OF 

11 D 1 U/AUUIvlUUI— lOl — O l^<o<U 1 N w d ^OI^IZ y 1 ..^f J \Jl 

SEQUENCE f 


Fntrioc 

^ ELI ILI ico 






srb-ldentlty[1] 


1 






rlc-Conflg[1] CHOICE! 








explicitValue 


RLC-Config-SRB-AM- 
RECONFIG 






logicalChannelConfig[1] CHOICE { 








defaultValue 


NULL 






1 








srb-ldentity[2] 


2 






rlc-Config[2] CHOICE { 








explicitValue 


RLC-Config-SRB-AM- 
RECONFIG 






) 








logicalChannelGonfig[2] CHOICE { 








defaultValue 


NULL 






} 








} 









TDD-Config-DEFAULT 

Table 4.6.3-23: TDD-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


information Element 


Value/remark 


Comment 


Condition 


TDD-Config-DEFAULT ::= SEQUENCE { 








subframeAsslgnment 


sal 






specialSubframePatterns 


Ssp6 






} 









TPC-PDCCH-Config-DEFAULT 

Table 4.6.3-24: TPC-PDCCH-Config-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


TPC-PDCCH-Conflg-DEFAULT ::= CHOICE { 








setup SEQUENCE { 








tpc-RNTI 


'03FFH 




PUCCH 




'01 FA'H 




PUSCH 


tpc-lndex CHOICE { 








indexOfFormat3 


1 






} 








i 








} 









Condition 


Explanation 


PUCCH 


For PUCCH 


PUSCH 


For PUSCH 
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- UplinkPowerControlCommon-DEFAULT 



Table 4.6.3-25: UplinkPowerControlCommon-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Vaiue/remaric 


Comment 


Condition 


UplinkPowerControlCommon-DEFAULT ::= 
SEQUENCE { 








pO-NominalPUSCH 


-85 (-85 dBm) 


Typical value in 
real network 




alpha 


al08 (0.8) 


Typical value in 
real network 




pO-NominalPUCCH 


-117 (-11 7 dBm) 


Thermal noise = - 
121 dBm 
NF = 5dB 
loT = 6dB 
Required SNR = - 
7.5 dB (1-bitA/N) 
->-117dB 




deltaFLIst-PUCCH SEQUENCE { 








deltaF-PUCCH-FormatI 


deltaFO 


In accordance 
with RANI 
simulation results 




deltaF-PUCCH-Format1 b 


deltaF3 


In accordance 
with RANI 
simulation results 




deltaF-PUCCH-Format2 


deltaFO 


In accordance 
with RANI 
simulation results 




deltaF-PUCCH-Format2a 


deltaFO 


In accordance 
with RANI 
simulation results 




deltaF-PUCCH-Format2b 


deltaFO 


In accordance 
with RANI 
simulation results 




} 








deltaPreambleMsgS 


4 






} 









UplinkPowerControlDedicated-DEFAULT 

Table 4.6.3-26: UplinkPowerControlDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarIc 


Comment 


Condition 


UplinkPowerControlDedicated-DEFAULT ::= 
SEQUENCE { 








pG-UE-PUSCH 









deltaMCS-Enabled 


enO 






accumulationEnabled 


TRUE 






pO-UE-PUCCH 









pSRS-Offset 


3 (-6 dB) 






filterCoefficient 


fc4 






) 
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RadioResourceConfigDedicated-DRB-Mod 



Table 4.6.3-27: RadioResourceConfigDedicated-DRB-Mod 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RadioResourceConfigDedicated-DRB ::= 
SEQUENCE { 








srb-ToAddModList 


Not present 






drb-ToAdd Mod List 


DRB-ToAddModList- 
RECONFIG 






} 








drb-ToReieaseLlst 


Not present 






mac-MainConfig 


Not present 






sps-Config 


Not present 






physicalConflgDedlcated 


Not present 






} 









4.6.4 Security control information elements 

SecurltyConflgHO-DEFAULT 

Table 4.6.4-1 : SecurityConfigHO-DEFAULT 



Derivation Path: 36.331 clause 6.2,2, 6.3.3 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigHO-DEFAULT ::= SEQUENCE { 








handoverType CHOICE { 








intraLTE SEQUENCE { 








securityAlgorithmConfig 


Not present 






keyChangelndicator 


FALSE 






nextHopChaininqCount 









} 








} 








} 









SecurltyConflgSMC-DEFAULT 

Table 4.6.4-2: SecurityConfigSMC-DEFAULT 



Derivation Path: 36.331 clause 6.2,2, 6.3.3 


Information Element 


Value/remark 


Comment 


Condition 


SecurityConfigSMC-DEFAULT ::= SEQUENCE { 








securityAlgorithmConfig SEQUENCE { 
















cipheringAlgorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm [FFS] 






integrityProtAlgorithm 


Set according to PIXIT 
parameter for default 
integrity protection 
algorithm [FFS] 






} 
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4.6.5 Mobility control information elements 
MobiiltyControllnfo-HO 



Table 4.6.5-1 : MobilityControllnfo-HO 



Derivation Patli: 36.331 clause 6.3.4 


Information Element 


Value/remark 


Comment 


Condition 


MobilityControllnfo-HO ::= SEQUENCE { 








targetPhysCellld 


Set according to specific 
message content 






carrierFreq 


Set according to specific 
message content 






carrierBandwidth 


Not present 






additionalSpectrumEmission 


Not present 














t304 


mslOOO 






newUE-ldentity 


SS arbitrarily selects a 
value between '003C'H 

and 'FFF2'H. 






radioResourceConfigCommon 


RadioResourceConfigCo 
mmon-DEFAULT 






rach-ConfigDedicated 


Not present 






) 









4.6.6 IVIeasurement information elements 

MeasConfig-DEFAULT 

Table 4.6.6-1: MeasConfig-DEFAULT 



Derivation Patfi: 36.331, clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasConfig-DEFAULT ::= SEQUENCE { 








measObjectToRemoveList 


Not present 






measObjectToAddModList 


Not present 






reportConfigToRemoveList 


Not present 






reportConfigToAddlVlodList 


Not present 






measldToRemoveList 


Not present 






measldToAddModList 


Not present 






quantityConfig 


QuantityConfig- 
DEFAULT 






measGapConfig 


Not present 






MeasGapConfig-GPI 




INTER- 

FREQ, 

UTRAN 


MeasGapConfig-GP2 




GERAN, 
INTER- 
RAT 


s-Measure 


Not present 






preRegistrationlnfoHRPD 


Not present 






speedStatePars 


Not present 






) 









Condition 


Explanation 


INTER-FREQ 


For E-UTRA inter-freq measurements 


UTRAN 


For inter-RAT measurements witti UTRAN 


GERAN 


For inter-RAT measurements with GERAN 


INTER-RAT 


For inter-RAT measurements with UTRAN and GERAN 
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MeasGapConfig-GP1 



Table 4.6.6-1 A: MeasGapConfig-GPI 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasGapConflg-GP1 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpo 





TGRP = 40 ms 




} 








} 








) 









MeasGapConfig-GP2 



Table 4.6.6-1 B: MeasGapConflg-GP2 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remarl( 


Comment 


Condition 


MeasGapConfig-GP2 ::= CHOICE { 








setup SEQUENCE { 








gapOffset CHOICE { 








gpi 





TGRP = 80 ms 




} 








1 








} 
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MeasObjectCDMA2000-GENERIC 



Table 4.6.6-1 C: MeasObjectCDMA2000-GENERIC 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


MeasObjectCDMA2000-GENERIC ::= SEQUENCE { 








cclma2000-Type 


FFS 


[typelXRTT, 
typeHRPD] 




carrierFreq SEQUENCE { 








bandClass 


FFS 


Should be one of 
the following: bcO, 
hr^ hr? hrT 
bc4, bc5, bc6, 
br7 br8 br<3 
bc10, bc11, bc12, 
bc13! bc14' bds! 
bc16, bc17, 
sparel 4, sparel 3, 
sparel 2, sparel 1, 
sparel 0,spare9, 
spares, spare7, 
spare6, spareS, 
spare4, spare3, 
spare2, sparel , ... 




arfcn 


Downlink channel 
numberFFS 


INTEGER (0 to 
2047) 




} 








searchWindowSize 


FFS 


INTEGER (0..15) 




offsetFreq 


(0 dB) 






cellsToRemoveList 


Not present 






ceiisToAddModLlst 


[Not present] 






cellForWhichToReportCGI 


Not present 






} 









MeasObjectEUTRA-GENERIC 

Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


information Element 


Vaiue/remarl< 


Comment 


Condition 


MeasObjectEUTRA-GENERIC{Freq) ::= SEQUENCE 

1 








carrierFreq 


Downlink EARFCN for 
Freq 






allowedmeasBandwidth 


The number of the 
resource blocks for Freq 






presenceAntennaPortI 


FALSE 






neighbourCellConfig 


'01 'B (No IVIBSFN 
subframes are present in 
all neighbour cells) 


MBSFN doesn't 
apply by default. 




offsetFreq 


(dB 0) 






cellsToRemoveList 


Not present 






cellsToAddModLlst 


Not present 






blackCellsToRemoveList 


Not present 






blackCellsToAddModList 


Not present 






CellForWhichToReportCGI 


Not present 






} 









ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 147 ETSI TS 136 508 V9.5.0 (2011-07) 

MeasObjectGERAN-GENERIC 



Table 4.6.6-2A: MeasObjectGERAN-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Cominent 


Condition 


MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE 
{ 








carrierFreqs SEQUENCE { 








startingARFCN 


Downlink GERAN 
ARFCN of Freq 






bandlndicator 


Set according to the 
band used for GERAN 
cells under test 






followingARFCNs CHOICE { 








expiicitLlstOfARFCNs 


Set the corresponding 
ARFCN of GERAN cells 
under test 






} 








} 








offsetFreq 


(dB 0) 






ncc-Permitted 


Not present 






cellForWhichToReportCGI 


Not present 






} 









MeasObjectUTRA-GENERIC 

Table 4.6.6-3: MeasObjectUTRA-GENERIC(Freq) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


MeasObjectUTRA-GENERIC(Freq) ::= SEQUENCE { 








carrierFreq 


Downlink UARFCN of 
Freq 






offsetFreq 


(dB 0) 






cellsToRemoveList 


Not present 






cellsToAddModList 


Not present 


For UTRA, the 
neighbouring cell 
list needs to be 
provided in 
specific test 
cases. 




CellForWhichToReportCGI 


Not present 






} 
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QuantityConfig-DEFAULT 



Table 4.6.6-3A: QuantityConfig-DEFAULT 



Derivation Path: 36.331 , clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


QuantityConfig-DEFAULT ::= SEQUENCE { 








quantityConfigEUTRA SEQUENCE { 








filterCoefficientRSRP 


Not present 


DEFAULT fc4 




filterCoefficientRSRQ 


Not present 


DEFAULT fc4 




} 








quantityConfigUTRA SEQUENCE {} 


Not present 






quantityConfigUTRA SEQUENCE { 






UTRAN 


measQuantityUTRA-FDD 


cpich-EcNO 






measQuantityUTRA-TDD 


pccpch-RSCP 






filterCoefficient 


Not present 


DEFAULT fc4 




} 








quantityConfigGERAN SEQUENCE {} 


Not present 






quantityConfigGERAN SEQUENCE { 






GERAN 


measQuantityGERAN 


rssi 






filterCoefficient 


Not present 


DEFAULT fc2 




} 








quantityConfigCDMA2000 SEQUENCE {} 


Not present 






quantityConfigCDIVIA2000 SEQUENCE { 






CDI\/IA2000 


measQuantityCDMA2000 


[FFS] 






} 








} 









Condition 


Explanation 


UTRAN 


For inter-RAT measurements with UTRAN 


GERAN 


For inter-RAT measurements with GERAN 


CDMA2000 


For inter-RAT measurements with CDMA2000 



ReportConfigEUTRA-A1 



Table 4.6.6-4: ReportConfigEUTRA-AI(Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-AI(Thres) ::= SEQUENCE { 








triggerType CHQICE { 








event SEQUENCE { 








eventid CHOICE { 








eventAI SEQUENCE { 








a1 -Threshold CHOICE { 








threshold-RSRP 


Thres+140 


Thres is actual 
threshold value in 
dBm 




} 








) 








) 








hysteresis 


(0 dB) 






timeToTrigger 


ms256 






} 








} 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






} 
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ReportConfigEUTRA-A2 



Table 4.6.6-5: ReportConfigEUTRA-A2(Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


ReportConfigEUTRA-A2(Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventA2 SEQUENCE { 








a2-Threshold CHOICE { 








threshold-RSRP 


Thres+140 


Thres Is actual 
threshold value In 
dBm 




} 








} 








} 








hysteresis 


(0 dB) 






timeToTrlgger 


ms320 






} 








} 








trlggerOuantlty 


rsrp 






reportOuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






} 









ReportConfigEUTRA-A3 

Table 4.6.6-6: ReportConfigEUTRA-A3 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Vaiue/remark 


Comment 


Condition 


ReportConfigEUTRA-A3 ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventA3 SEQUENCE { 








aS-Offset 


(0 dB) 


To reduce 
interference 
between Intra- 
frequency multiple 
cells 




reportOn Leave 


FALSE 






} 








) 








hysteresis 


(0 dB) 






timeToTrigger 


ms640 






} 








} 








trIggerQuantlty 


rsrp 






reportOuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


r1 






) 
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ReportConfigEUTRA-PERIODICAL 



Table 4.6.6-7: ReportConfigEUTRA-PERIODICAL 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfigEUTRA-PERIODICAL ::= SEQUENCE { 








triggerType CHOICE { 








periodical SEQUENCE { 








purpose CHOICE { 








reportStrongestCells 


NULL 






} 








) 








I 








triggerQuantity 


rsrp 






reportQuantity 


both 






maxReportCells 


1 






reportlnterval 


ms1024 






reportAmount 


infinity 






} 









ReportConfiglnterRAT-B1 -GERAN 

Table 4.6.6-7A: ReportConfiglnterRAT-BI-GERAN(GERAN-Thres) 



Derivation Path: 36.331 clause 6.3.5 


information Element 


Vaiue/remarl< 


Comment 


Condition 


ReportConfiglnterRAT-BI -GERAN{GERAN-Thres) ::= 
SEQUENCE! 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventBI SEQUENCE { 








b1 -Threshold CHOICE { 








bl-ThresholdGERAN 


(GERAN-Thres-i- 110) 


GERAN-Thres is 
actual value in 

dBm 




i 








} 








} 








hysteresis 


FFS 


INTEGER(0..30) 




timeToTriqqer 


msO 






1 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 
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ReportConfiglnterRAT-B1 -UTRA 



Table 4.6.6-7B: ReportConfiglnterRAT-BI-UTRA(UTRA-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-B1 -UTRA(UTRA-Thres) ::= 
SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventBI SEQUENCE { 








b1 -Threshold CHOICE { 








b1-ThresholdUTRA CHOICE { 








utra-EcNO 


(UTRA-Thres * 2 + 49) 


UTRA-Thres is 
actual Ec/NO 
value in dB 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres+ 115 


UTRA-Thres is 
actual RSCP 
value in dBm 


UTRA- 
TDD 


) 








} 








} 








} 








hysteresis 


3 (1.5dB) 






timeToTrigger 


msO 






} 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 
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ReportConfiglnterRAT-B2-CDMA2000 



Table 4.6.6-7C: ReportConfiglnterRAT-B2-CDMA2000(EUTRA-Thres, CDMA2000-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


ReportConfiglnterRAT-B2-CDI\/IA2000(EUTRA-Thres, 
CDMA2000-Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventB2 SEQUENCE { 








b2-Threshold1 CHOICE { 








threshold-RSRP 


EUTRA-Thres+140 


EUTRA-Thres is 
actual threshold 
value in dBm 




} 








b2-Threshold2 CHOICE { 








b2-Threshold2CDMA2000 


[30 (-15 dB)] 


Integer (0..63) 




) 








} 








} 








hysteresis 


[2 (1 dB)] 


INTEGER(0..30) 




timeToTriqqer 


msO 






1 








} 








maxReportCells 


[8] 






reportlnterval 


[ms2048] 


Range: ms120, 
ms240, ms480, 
ms640, ms1024, 
ms2048, ms5120, 
ms10240, mini, 
mine, min12, 
min30, minSO, 
spares, spare2, 
sparel 




reportAmount 


[r1] 


Range: r1 , r2, r4, 
r8, r1 6, r32, r64, 
infinity 




} 
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Table 4.6.6-7D: void 

ReportConfiglnterRAT-B2-GERAN 



Table 4.6.6-7E: ReportConfiglnterRAT-B2-GERAN(EUTRA-Thres, GERAN-Thres) 



Derivation Patli: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


Pcinr>ri-Pr>nfinln+cirP AT RO f^PPAM/^PI ITPA Thrtse 

neportL/oriTiy iMTerriM i -D^i-ocriMiN^cu 1 riM- 1 Mres, 
















oupnt CiFOI IFMPF / 








pvpntlH PHP)IPF ( 








fi\/pntR9 CiFOI IFMPF / 
















throchnlrl-PQPP 
LI 11 tJoi luiu no nr 


Q u 1 nrt 1 1 1 1 CO+ 1 *TW 


Fl ITRA-Throc ic 

1 riM 1 1 II Co lo 

actual threshold 
vail IP in rlRm 

VdlU^ III VJulll 




i 








hP-Thrpc;hnlH? PHOIPF i 

Vj£. I 1 M Col lUlVJ^ \_/ 1 1 V_/ 1 V™/ 1 \ 








b2-Thrpshold2GERAN 


GERAN-Thrp<; + 110 

v_>i 1 1 \r^\ ^ 1 1 II CO ~ 1 \ \J 


fiFRAN-Thrf»<5 i<; 

^JL_I Ir^l N 1 1 1 1 wO lO 

actual value in 
dBm 




} 








) 








) 








hysteresis 


FFS 


INTEGER(0..30) 




timeToTrigger 


msO 






} 








} 








maxReportCells 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 
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ReportConfiglnterRAT-B2-UTRA 



Table 4.6.6-8: ReportConfiglnterRAT-B2-UTRA(EUTRA-Thres, UTRA-Thres) 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


ReportConfiglnterRAT-B2-UTRA(EUTRA-Tlires, 
UTRA-Thres) ::= SEQUENCE { 








triggerType CHOICE { 








event SEQUENCE { 








eventid CHOICE { 








eventB2 SEQUENCE { 








b2-Threshold1 CHOICE { 








threshold-RSRP 


EUTRA-Thres+140 


EUTRA-Thres is 
actual threshold 
value in dBm 




} 








b2-Threshold2 CHOICE { 








b2-Threshold2UTRA CHOICE { 








utra-EcNO 


UTRA-Thres * 2 + 49 


UTRA-Thres is 

actual Ec/NO 
value in dB 


UTRA- 
FDD 


utra-RSCP 


UTRA-Thres -1- 115 


UTRA-Thres is 
actual RSGP 
value in dBm 


UTRA- 
TDD 


} 








) 








} 








} 








hysteresis 


3 (1.5 dB) 






tImeToTrigger 


msO 






} 








} 








maxReportCelis 


6 


In line with RAN4 
requirement 




reportlnterval 


ms1024 






reportAmount 


r1 






} 









Condition 


Explanation 


UTRA-FDD 


UTRA FDD cell environment 


UTRA-TDD 


UTRA TDD cell environment 



RepoilConfiglnterRAT-PERIODICAL 

Table 4.6.6-9: ReportConf IglnterRAT-PERIODICAL 



Derivation Path: 36.331 clause 6.3.5 


Information Element 


Value/remark 


Comment 


Condition 


ReportConfiglnterRAT-PERiODICAL ::= SEQUENCE 

{ 








triggerType CHOICE { 








periodical SEQUENCE { 








purpose CHOICE { 








reportStrongestCells 


NULL 






} 








} 








} 








maxReportCelis 


1 






reportlnterval 


ms1024 






reportAmount 


infinity 






) 
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4.6.7 Other information elements 
- RRC-Transactionldentifier-DL 



Table 4.6.7-1 : RRC-Transactionldentifier-DL 



Derivation Patli: 36.331 clause 6.3.6 


information Element 


Value/remark 


Comment 


Condition 


RRC-Transactionldentifier-DL ::= 


0..3 







RRC-Transactlonldentlfler-UL 

Table 4.6.7-2: RRC-Transactionldentifier-UL 



Derivation Patli: 36.331 clause 6.3.6 


Information Element 


Value/remarl< 


Comment 


Condition 


RRC-Transactionldentifier-UL ::= 


0..3 


The same value 
as the value of 
RRC- 

Transactionldentifi 
er-DL in the 
downlink message 
initiating the 
procedure 





4.6.8 Cliannel-bandwidtln-dependent parameters 

The default values of parameters which depend on the channel bandwidth are defined in table 4.6.8-1. 

Table 4.6.8-1 : Channel-bandwidth-dependent parameters 



Information 


Channel bandwidth 


Comment 


Element 


1.4 MHz 


3 MHz 


5 MHz 


10 MHz 


15 MHz 


20MHz 




Prach- 

FrequencyOff 
set 


FFS 


FFS 


2 


4 


6 


8 


Typical value in 
real network 


nRB-CQI 


FFS 


FFS 


2 


4 


6 


8 


Selected based 
on typical 
maximum 
number of UEs. 


Pusch- 

HoppingOffset 


FFS 


FFS 


4 


8 


12 


16 


Typical value in 
real network 


sr-PUCCH- 
Resourcelnde 

X 


FFS 


FFS 


20 


41 


62 


84 




srs- 

BandwidthCo 
nfig 


FFS 


FFS 


bw3 

(msRS,b, 

Nb) = (20, 
1), (4, 5), 
(4,1). (4, 
1) 


bw2 

(msRs.b, 
Nb) = (40, 
1), (20, 2), 
(4, 5). (4, 
1) 


bw2 

(msRs.b, 
Nb) = (60, 
1), (20, 3), 

(4, 5), (4, 
1) 


bw2 

(msRs.b, 
Nb) = (80, 
1), (40, 2), 
(20, 2). (4. 
5) 


Selected in 
accordance with 
pucch- 

ResourceSize. 



4.7 Default NAS message and information element contents 

This clause contains the default values of common NAS messages and information elements, which apply to all test 
cases unless otherwise specified. All the messages and information elements are hsted in alphabetical order. 
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4.7.1 Security protected NAS messages 

In subclauses 4.7.2 and 4.7.3 in this document, all the NAS messages are described in the plain NAS message format. 

When a NAS message is security protected, the message shall be contained by SECURITY PROTECTED NAS 
MESSAGE unless contained by another NAS message. 

The default contents of SECURITY PROTECTED NAS MESSAGE message are defined in table 4.7.1-1. 



Table 4.7.1-1: SECURITY PROTECTED NAS MESSAGE 



1 Derivation Patli: 24.301 clause 8.2.23 


Information EleiriGnt 


Value/remark 


Qomment 


Condition 


PmtnrTil Hicrriminator 

r 1 L/LL'LfL/l UloLrl II 1 III ICILL/I 


EMM 






^ppiiritu hparlpr tvnA 
ocLrUi iiy 1 icciuci iy|jc 


'nnni'R 


Intpnritx/ nrntpptpH 


IINCIPHFR 

U 1 MO 1 1 1 1 1 11 

ED 




UU 1 U LJ 


lntonrit\/ nmtoptoH 

and ciphered 


o 1 n n ^ n ^ L* 




'nni 1 'R 

\J\J 1 1 ID 


Intonritx/ nrntoptoH 

IIILC^IIiy |JI UlCOLCLI 

with new EPS 

security context 


1 IMPIPHFR 

ED-NEW 




'0100'B 


Integrity protected 
and ciphered with 
new EPS security 
context 


CIPHERED- 
NEW 


Message authentication code 


The calculated value of 


The value of 


SENT-BY- 




MAC-I for this message. 


MAC-I is 
calculated by SS 
using Sequence 
number sent by 
UE. 


SS 




The same value as the 




SENT-BY- 




XMAC-I value calculated 




UE 




by SS. 






Sequence number 


The internal counter of 




SENT-BY- 


the SS 




SS 




Any allowed value 




SENT-BY- 
UE 


NAS message 


Set according to specific 
message content 







Condition 


Explanation 


UNCIPHERED 


This condition applies to unciphered NAS message exchange 


CIPHERED 


This condition applies to ciphered NAS message exchange 


UNCIPHERED-NEW 


This condition applies to unciphered NAS message exchange with 
new EPS security context 


CIPHERED-NEW 


This condition applies to ciphered NAS message exchange with new 
EPS security context 


SENT-BY-SS 


Use for the message sent from SS to UE 


SENT-BY-UE 


Use for the message sent from UE to SS 
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4.7.2 Contents of EMM messages 

ATTACH ACCEPT 

This message is sent by the SS to the UE. 



Table 4.7.2-1 : ATTACH ACCEPT 



Derivation Patli: 24.301 clause 8.2.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 








message, not 








security protected 




Attach accept message identity 


'0100 001 0'B 


Attach accept 




EPS attach result 


'0001 'B 


EPS only 


EPS_only 




'001 0'B 


combined 


combined E 






EPS/IMSI attach 


PS IMSI 


Spare half octet 


'OOOO'B 






T3412 value 








Timer value 


'0 OOOO'B 






Unit 


'111'B 


value Indicates 








that the timer is 








deactivated. 




TAI list 








Length of tracking area identity list contents 


'0000 Oil 0'B 


6 octets 




Partial tracking area Identity list 1 








Number of elements 


'0 OOOO'B 


1 element 




Type of list 


'OO'B 


list of TACs 








belonging to one 








PLMN, with non- 








consecutive TAC 








values 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAG 1 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




ESM message container 


ACTIVATE DEFAULT 








EPS BEARER 








CONTEXT REQUEST 








message to activate the 








default bearer 






GUTI 








Length of EPS mobile identity contents 


'0000 1011'B 


11 octets 




Type of identity 


'11 0'B 


GUTI 




Odd/even indication 


'0'B 


even number of 








identity digits and 








also when the 








GUTI is used 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Group ID 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Code 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 
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M-TMSI 


See table 4.4.2-2 in this 
document 


For MAS test 
cases, see table 
6.3.2.2-1. 




Location area identification 


Not present 




EPS_only 


Location area identification 






combined E 


MCC 


MCC of the EUTRA cell 
from which this message 
is sent 




PS_IMSI 


iVINC 


IvlGG ot the EUTRA cell 
from which this message 
is sent 






LAC 


1 






IVIS identity 


Not present 




EPS_only 


IVIS identity 






combined E 


Length of mobile identity contents 


'0000 01 01 'B 


5 octets 


PS_IMSI 


Type of identity 


'100'B 


TIVISI/P-TMSI/M- 
TMSI 




Odd/even indication 


'O'B 


even number of 
identity digits and 
also when the 
TMSI/P-TMSI or 
TMGI and optional 
MDMb bession 
laeniiiy is usea 




TIVISI 


TMSI-1 






ElVIIVl cause 


Not present 






T3402 value 


Not present 






T3423 value 


Not present 






Equivalent PLMNs 


Not present 






Emergency number list 


Not present 






EPS network feature support 


'0000 0001 'B 


IMS voice over PS 
session in SI 
mode supported 




EPS network feature support 


'0000 001 1'B 


IMS voice over PS 
session in SI 
mode supported, 
emergency bearer 
services in SI 
mode supported 


Rel-9 


Additional update result 


Not present 






Additional update result 


'10' B 


"SMS only" 


additional_u 
pdate result 
SMS 



Condition 


Explanation 


EPS_only 


This condition applies if the UE is configured to initiate EPS attach or 

if explicitly specified. 


combined_EPS_IMSI 


This condition applies if the UE is configured to initiate combined 
EPS/IMSI attach or if explicitly specified. 


additional_update_result_SMS 


If the UE requested "SMS only" in the Additional update type IE and 
combined_EPS_IMSI condition applies 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ATTACH COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-2: ATTACH COMPLETE 



Derivation Path: 24.301 clause 8.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Attach complete message identity 


'0100 001 1'B 


Attach complete 




ESM message container 


ACTIVATE DEFAULT 
EPS BEARER 
CONTEXT ACCEPT 
message 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ATTACH REJECT 

This message is sent by the SS to the UE. 

Table 4.7.2-3: ATTACH REJECT 



Derivation Path: 24.301 clause 8.2.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Attach reject message identity 


'0100 0100'B 


Attach reject 




EMM cause 


Set according to specific 
message content. 






ESM message container 


Set according to specific 
message content. 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 
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ATTACH REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-4: ATTACH REQUEST 



Derivation Path: 24.301 clause 8.2.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Attach request message identity 


'0100 0001 'B 


Attach request 




EPS attach type 


'0001 'B 


EPS attach 


EPS_only 


'001 0'B 


combined 
EPS/IMSI attach 


combined E 
PS IMSI 


NAS key set identifier 


Any allowed value 






Old GUTI or IMSI 


Any allowed value 






UE network capability 


Any allowed value 






ESM message container 


PDN CONNECTIVITY 

REOUEST message to 
request PDN connectivity 
to the default PDN 






Old P-TMSI signature 


Not present or any 
allowed value 






Additional GUTI 


Not present or any 
allowed value 






Last visited registered TAI 


Not present or any 
allowed value 






DRX parameter 


Not present or any 
allowed value 






MS network capability 


Not present or any 
allowed value 






Old location area identification 


Not present or any 
allowed value 






TMSI status 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 

allowed value 






Additional update type 


Not present 




EPS_only 


Additional update type 


Not present or any 
allowed value 




combined E 
PS IMSI 



Condition 


Explanation 


EPS_only 


See the definition below table 4.7.2-1 . 


combined EPS IMS! 


See the definition below table 4.7.2-1 . 



NOTE: This message is sent integrity protected when a valid security context exists and without integrity 
protection otherwise. 
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AUTHENTICATION FAILURE 

This message is sent by the UE to the SS. 



Table 4.7.2-5: AUTHENTICATION FAILURE 



Derivation Path: 24.301 clause 8.2.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Authentication failure message type 


'0101 1100'B 


Authentication 

failure 




EMM cause 


'0001 0100'B 


Mac failure 




Authentication failure parameter 


Not present 


See TS 24.301 
[28] subclause 
8.2.5.2 





NOTE: The security protection of this message is the same as the previous AUTHENTICATION REQUEST 

message. 

AUTHENTICATION REJECT 

This message is sent by the SS to the UE. 

Table 4.7.2-6: AUTHENTICATION REJECT 



Derivation Path: 24.301 clause 8.2.6 


information Element 


Value/remari( 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Authentication reject message type 


'0101 OlOO'B 


Authentication 
reject 





NOTE: This message is sent without integrity protection. 
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AUTHENTICATION REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.2-7: AUTHENTICATION REQUEST 



Derivation Path: 24.301 clause 8.2.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Authentication request message type 


'0101 001 0'B 


Authentication 

request 




NAS key set IdentifierASME 








NAS key set identifier 


An arbitrarily selected 
value between 'OOO'B and 
'110'B, different from the 
valid NAS key set 
identifier of the UE if 
such a value exists. 






ISC 


'O'B 


native security 

context (for 
KSIasme) 




Spare half octet 


'OOOO'B 






Authentication parameter RAND (EPS challenge) 


An arbitrarily selected 
128 bits value 






Authentication parameter AUTN (EPS challenge) 


See TS 24.301 [28] 
subclause 9.9.3.2 







NOTE: Within a test execution this message is sent without integrity protection before NAS security mode 
control procedure has been successfully completed; and sent integrity protected and ciphered within 
SECURITY PROTECTED NAS MESSAGE message after NAS security mode control procedure has 
been successfully completed. SS does not maintain information for NAS security mode control procedure 
after a TC is completed. 

AUTHENTICATION RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.2-8: AUTHENTICATION RESPONSE 



Derivation Path: 24.301 clause 8.2.8 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Authentication response message type 


'0101 001 1'B 


Authentication 
response 




Authentication response parameter 


See TS 24.301 [28] 
subclause 9.9.3.4 







NOTE: When sent in response to an AUTHENTICATION REQUEST message which is not integrity protected 
and not ciphered, the AUTHENTICATION RESPONSE message may be sent integrity protected when a 
vaUd security context exists and without integrity protection otherwise. 
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CS SERVICE NOTIFICATION 

This message is sent by the SS to the UE. 



Table 4.7.2-8A: CS SERVICE NOTIFICATION 



Derivation Path: 24.301 clause 8.2.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




CS service notification message identity 


'01100100'B 


CS Service 

notification 




Paging identity 


'1 B 


TMSI 




CLI 


Not present 






SS Code 


Not present 






LCS indicator 


Not present 






LCS client identity 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

DETACH ACCEPT (UE originating detach) 

This message is sent by the SS to the UE. 

Table 4.7.2-9: DETACH ACCEPT 



Derivation Path: 24.301 clause 8.2.10.1 


information Element 


Value/remari< 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Detach accept message identity 


'0100 0110'B 


Detach accept 





NOTE: This message is sent using the same security protection as in the previous DETACH REQUEST message 
received from the UE. 

DETACH ACCEPT (UE terminated detach) 

This message is sent by the UE to the SS. 

Table 4.7.2-10: DETACH ACCEPT 



Derivation Path: 24.301 clause 8.2.10.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Detach accept message identity 


'0100 0110'B 


Detach accept 





NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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DETACH REQUEST (UE originating detacli) 

This message is sent by the UE to the SS. 



Table 4.7.2-11: DETACH REQUEST 



Derivation Path: 24.301 clause 8.2.1 1 .1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Detach request message identity 


'0100 0101'B 


Detach request 




Detach type 








Type of detach 


'001 'B 


EPS detach 


EPS_only 




'011'B 


combined 
EPS/IMSI detach 


Combined 
EPS IMSI 


Switch off 


'1'B 


switch off 




NAS key set identifier 








NAS l<ey set identifier 


The valid NAS key set 
identifier. 






TSC 


Any Value 






GUTI or IMS! 


If the UE has a valid 
GUTI, set to the GUTI, 
otherwise set to the IMSI 
of the UE. 







Condition 


Explanation 


EPS only 


See the definition below table 4.7.2-1 . 


Combined EPS IMSI 


See the definition below table 4.7.2-1 . 



NOTE: This message is sent with integrity protection before SS has started the ciphering and integrity and 
ciphered protected after SS has started the ciphering. 

DETACH REQUEST (UE terminated detacli) 

This message is sent by the SS to the UE. 



Table 4.7.2-12: DETACH REQUEST 



Derivation Path: 24.301 clause 8.2.1 1 .2 


information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Detach request message identity 


'0100 OlOI'B 


Detach request 




Detach type 


Set according to specific 
message content. 






Spare half octet 


'OOOO'B 






EMM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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DOWNLINK NAS TRANSPORT 

This message is sent by the SS to the UE. 



Table 4.7.2-1 2A: DOWNLINK NAS TRANSPORT 



Derivation Path: 24.301 clause 8.2.12 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Downlink NAS transport message identity 


'0110 0010'B 


Downlink NAS 
transport 




NAS message container 


Set according to specific 
message content 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

EMM INFORMATION 

This message is sent by the SS to the UE. 

Table 4.7.2-13: EMM INFORMATION 



Derivation Path: 24.301 clause 8.2.13 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




EMM information message identity 


'0110 0001 'B 


EMM information 




Full name for network 


Set according to specific 
message content. 






Short name for network 


Set according to specific 
message content. 






Local time zone 


Set according to specific 
message content. 






Universal time and local time zone 


Set according to specific 
message content. 






Network daylight saving time 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

EMM STATUS 
This message is sent by the UE or by the SS. 

Table 4.7.2-14: EMM STATUS 



Derivation Path: 24.301 clause 8.2.14 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




EMM status message identity 


'01 10 OOOO'B 


EMM status 




EMM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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EXTENDED SERVICE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-1 4A: EXTENDED SERVICE REQUEST 



Derivation Path: 24.301 clause 8.2.15 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Extended service request message identity 


'0100 1100'B 


Extended service 
request 




Service type 


'0001 'B 


mobile terminating 

CS fallback or 
IxCS fallback 




NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 






ISC 


'O'B 


native security 
context (for 
KSIasme) 




M-TMSI 


If the UE has a valid M- 
TMSI, set to the M-TMSI, 
otherwise set to the IMSI 
of the UE. 






CSFB response 


■001 'B 


CS fallback 
accepted by the 
UE 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

GUTI REALLOCATION COMMAND 
This message is sent by the SS to the UE. 

Table 4.7.2-15: GUTI REALLOCATION COMMAND 



Derivation Path: 24.301 clause 8.2.16 


Information Element 


Value/remaric 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




GUTI reallocation command message identity 


'0101 OOOO'B 


GUTI reallocation 
command 




GUTI 


Set according to specific 
message content. 






TAI list 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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GUTI REALLOCATION COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-16: GUT! REALLOCATION COMPLETE 



Derivation Path: 24.301 clause 8.2.17 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




GUTI reallocation complete message identity 


'0101 0001 'B 


GUTI reallocation 
complete 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

IDENTITY REOUEST 

This message is sent by the SS to the UE. 

Table 4.7.2-17: IDENTITY REQUEST 



Derivation Path: 24.301 clause 8.2.18 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Identity request message identity 


'0101 0101'B 


Identity request 




Identity type 


'0001 'B 


IMS! 




Spare half octet 


'OOOO'B 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 

IDENTITY RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.2-18: IDENTITY RESPONSE 



Derivation Path: 24.301 clause 8.2.19 


information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Identity response message 


'0101 0110'B 


Identity response 




Mobile identity 


IMSIof theUE 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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SECURITY MODE COMMAND 

This message is sent by the SS to the UE. 



Table 4.7.2-19: SECURITY MODE COMMAND 



Derivation Path: 24.301 clause 8.2.20 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Security mode command message identity 


'0101 1101'B 


Security mode 

command 




Selected NAS security algorithms 








Type of integrity protection algorithm 


Set according to PIXIT 
parameter for default 
integrity protection 
algorithm [FFS] 






Type of ciphering algorithm 


Set according to PIXIT 
parameter for default 
ciphering algorithm [FFS] 






NAS key set Identifier 








NAS key set identifier 


The valid NAS key set 
identifier. 






TSC 


'O'B 


native security 
context (for 
KSIasme) 




Spare half octet 


'OOOO'B 






Replayed UE security capabilities 


Set according to the 
received UE security 
capabilities 






IMEISV request 


Not present 






Replayed nonceuE 


Not present 






NonceMME 


Not present 







NOTE: This message is always sent integrity protected with new EPS security context. 

SECURITY MODE COMPLETE 
This message is sent by the UE to the SS. 

Table 4.7.2-20: SECURITY MODE COMPLETE 



Derivation Path: 24.301 clause 8.2.21 


Information Element 


Value/remaric 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Security mode complete message identity 


'0101 1110'B 


Security mode 
complete 




IMEISV 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message with new EPS 
security context. 
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SECURITY MODE REJECT 

This message is sent by the UE to the SS. 



Table 4.7.2-21: SECURITY MODE REJECT 



Derivation Path: 24.301 clause 8.2.22 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Security mode reject message identity 


'0101 1111'B 


Security mode 
reject 




EMM cause 


The value is set 

according to specific 
message content. 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 

SERVICE REJECT 

This message is sent by the SS to the UE. 



Table 4.7.2-22: SERVICE REJECT 



Derivation Path: 24.301 clause 8.2.24 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Service reject message identity 


'0100 1110'B 


Service reject 




EMM cause 


Set according to specific 
message content. 






T3442 value 


Not present 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 
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SERVICE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-23: SERVICE REQUEST 



Derivation Path: 24.301 clause 8.2.25 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'1100'B 


Security header 
for the SERVICE 
REQUEST 
message 




KSI and sequence number 








Sequence number (short) 


The 5 least significant 
bits of the NAS COUNT 
value applicable when 
this message is sent for 
sequence number. 






KSI 


The effective KSI value. 






Message authentication code (short) 


The 2 least significant 
octets of the resulting 
message authentication 
code 
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TRACKING AREA UPDATE ACCEPT 

This message is sent by the SS to the UE. 



Table 4.7.2-24: TRACKING AREA UPDATE ACCEPT 



Derivation Path: 24.301 clause 8.2.26 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 








message, not 








security protected 




Tracking area update accept message identity 


'0100 1001'B 


Tracking area 








update accept 




EPS update result 


'OOOO'B 


TA updated 


TAonly 




'0001 'B 


combined TA/LA 


combined T 






updated 


A LA 


Spare half octet 


'OOOO'B 






T3412 value 


Not present 




Periodic 


T3412 value 








Timer value 


'0 OOOO'B 






Unit 


'111'B 


value indicates 








that the timer is 








deactivated. 




GUTI 








Length of EPS mobile identity contents 


'0000 1011'B 


11 octets 




Type of identity 


'110'B 


GUTI 




Odd/even indication 


'O'B 


even number of 








identity digits and 








also when the 








GUTI is used 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Group ID 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MME Code 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




M-TMSI 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAI list 








Length of tracking area identity list contents 


'0000 Oil O'B 


6 octets 




Partial tracking area identity list 1 








Number of elements 


'0 OOOO'B 


1 element 




Type of list 


'OO'B 


list of TACs 








belonging to one 








PLMN, with non- 








consecutive TAC 








values 




MCC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




MNC 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




TAC 1 


See table 4.4.2-2 in this 


For NAS test 






document 


cases, see table 








6.3.2.2-1. 




EPS bearer context status 


The same value as the 








value set in TRACKING 








AREA UPDATE 
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REQUEST message 






Location area identification 


Not present 




TAonly 


Location area identification 






combined T 
A_LA 


MCC 


MCC of the EUTRA cell 
from which this message 
is sent 




MNC 


MCC of the EUTRA cell 
from which this message 

is sent 




LAC 


1 




IVIS identity 


Not present 




TA_only 


IVIS identity 






combined T 
A_LA 


Length of mobile identity contents 


'0000 01 01 'B 


5 octets 


Type of identity 


'100'B 


TMSI/P-TMSI/M- 
TMSI 


Odd/even indication 


'O'B 


even number of 
identity digits and 
also when the 
TMSI/P-TMSI or 
TMQI and optional 
MbMb bession 
Identity is used 


TIVISI 


TMSI-1 




EMM cause 


Not present 






T3402 value 


Not present 






T3423 value 


Not present 






Equivalent PLMNs 


Not present 






Emergency number list 


Not present 






EPS network feature support 


0000 0001 B 


IMS voice over PS 
session in SI 
mode supported 




Additional update result 


Not present 






Additional update result 


'10' B 


"SMS only" 


TAU_additio 
nal_update_ 
result SMS 



Condition 


Explanation 


TA_only 


This condition applies if the UE is configured to initiate EPS attach or 

if explicitly specified. 


combined_TA_LA 


This condition applies if the UE is configured to initiate combined 
EPS/IMSI attach or if explicitly specified. 


Periodic 


This condition applies if in the last TRACKING AREA UPDATE 
REQUEST sent prior to this message, the EPS update type Value = 
'01 1'B (periodic updating). 


TAU_additional_update_result_SMS 


If the UE requested "SMS only" in the Additional update type IE and 
combined TA LA. 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

TRACKING AREA UPDATE COMPLETE 

This message is sent by the UE to the SS. 



Table 4.7.2-25: TRACKING AREA UPDATE COMPLETE 



Derivation Path: 24.301 clause 8.2.27 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Tracking area update complete message identity 


'0100 101 O'B 


Tracking area 
update complete 
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NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

TRACKING AREA UPDATE REJECT 

This message is sent by the SS to the UE. 



Table 4.7.2-26: TRACKING AREA UPDATE REJECT 



Derivation Patli: 24.301 clause 8.2.28 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Tracking area update reject message identity 


'0100 101 1'B 


Tracl<ing area 
update reject 




EMM cause 


Set according to specific 
message content. 







NOTE: If this message includes the EMM cause set to #25, it is sent within SECURITY PROTECTED NAS 
MESSAGE message. Otherwise this message is sent without integrity protection. 
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TRACKING AREA UPDATE REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.2-27: TRACKING AREA UPDATE REQUEST 



Derivation Path: 24.301 clause 8.2.29 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 

message, not 
security protected 




Tracking area update request message identity 


'0100 1000'B 


Tracking area 

update request 




EPS update type 








EPS update type Value 


'OOO'B 


TA updating 


TA_only 


'001 'B 


Combined TA/LA 
updating 


combined T 
A LA 


"Active" flag 


'O'B 


No bearer 

establishment 

requested 




NAS key set identifier 








NAS key set identifier 


The valid NAS key set 
identifier of the UE 






TSC 


'O'B 


native security 

context (for 
KSIasme) 




Old GUTI 


Any allowed value 






Non-current native NAS key set identifier 


Not present 






GPRS ciphering key sequence number 


Not present 






Old P-TMSI signature 


Not present 






Additional GUTI 


Not present 






NonceuE 


Not present 






UE network capability 


Not present or any 
allowed value 






Last visited registered TAI 


Not present or any 
allowed value 






DRX parameter 


Not present 




TAonly 


DRX parameter 


Not present or any 
allowed value 




combined T 
A LA 


UE radio capability information update needed 


Not present or any 
allowed value 






EPS bearer context status 


Not present or (octet 3 = 
'00100000'B and octet 4 
= 'OOOOOOOO'B) 






MS network capability 


Not present or any 
allowed value 






Old location area identification 


Not present or any 
allowed value 






TMSI status 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 
allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






Additional update type 


Not present 




TA_only 


Additional update type 


Not present or any 
allowed value 




combined T 
A LA 



Condition 


Explanation 


TA_only 


See the definition below table 4.7.2-24. 


combined TA LA 


See the definition below table 4.7.2-24. 
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NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

UPLINK NAS TRANSPORT 

This message is sent by the UE to the SS. 



Table 4.7.2-27A: UPLINK NAS TRANSPORT 



Derivation Patli: 24.301 clause 8.2.30 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


EMM 






Security header type 


'OOOO'B 


Plain NAS 
message, not 
security protected 




Uplink NAS transport message identity 


'0100 001 1'B 


Uplink NAS 
transport 




NAS message container 


Set according to specific 
message content 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

4.7.3 Contents of ESM messages 

ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 

Table 4.7.3-1 : ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT 



Derivation Patli: 24.301 clause 8.3.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEDICATED EPS 
BEARER CONTEXT 
REQUEST message 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 

identity assigned 




Activate dedicated EPS bearer context accept 
message identity 


'1100 0110'B 


Activate dedicated 
EPS bearer 
context accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT 

This message is sent by UE to the SS. 



Table 4.7.3-2: ACTIVATE DEDICATED EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEDICATED EPS 
BEARER CONTEXT 
REQUEST message. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 

transaction 
identity assigned 




Activate dedicated EPS bearer context reject 
message identity 


'1100 0111'B 


Activate dedicated 
EPS bearer 
context reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-3: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Arbitrarily selected value 
between '0101'B and 
'1111'B. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 
value set In BEARER 
RESOURCE 
MODIFICATION 
REQUEST message or 
BEARER RESOURCE 
ALLOCATION 
REQUEST message 




UE- 

INITIATED 


Activate dedicated EPS bearer context request 
message identity 


'1100 0101'B 


Activate dedicated 
EPS bearer 
context request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer 






Spare half octet 


'OOOO'B 






EPS QoS 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






TFT 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Transaction identifier 


Not present 






Negotiated QoS 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Negotiated LLC SAPI 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Radio priority 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 






Packet flow Identifier 


Not present 






Protocol configuration options 


See Reference dedicated 
EPS bearer context #1 in 
table 6.6.2-1 







Condition 


Explanation 


NETWORK-INITIATED 


Network Initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-4: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.4 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEFAULT EPS BEARER 
CONTEXT REQUEST 
message 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 

transaction 
identity assigned 




Activate default EPS bearer context accept message 
identity 


'1100 001 0'B 


Activate default 
EPS bearer 
context accept 




Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT 

This message is sent by UE to the SS. 

Table 4.7.3-5: ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in ACTIVATE 
DEFAULT EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 




Activate default EPS bearer context reject message 
identity 


'1100 001 1'B 


Activate default 
EPS bearer 
context reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-6: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.6 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


An arbitrarily selected 
value between '0101'B 
and '1111'B. 






Procedure transaction identity 


The same value as the 
value set in the latest 
PDN CONNECTIVITY 
REQUEST message sent 
prior to this message. 






Activate default EPS bearer context request message 


'1100 0001 'B 


Activate default 




identity 




EPS bearer 
context request 




EPS QoS 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Access point name 


The SS defines a Default 
APN or, if the UE 
transmits an ESM 
INFORMATION 
RESPONSE message 
providing an APN, the SS 
shall use this value 




NOT IMS 
APN 


Access point name 


IMS.apn.epc.mnc<MNC> 
.mcc<MCC>.3gppnetwor 
k.org 

The <MNC> and 

<MCC> are set to the 
same values as in IMSI. 




IMS APN 


PDN address 






IPv4 


Length of PDN address contents 


5 octets 






PDN type value 


'001 'B 


IPv4 




PDN address information 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


PDN address 






IPv6 


Length of PDN address contents 


9 octets 






PDN type value 


'010'B 


IPv6 




PDN address Information 


IPv6 interface identifier 


The SS provides a 
valid IPv6 
interface identifier 




PDN address 






IPv4v6 


Length of PDN address contents 


1 3 octets 






PDN type value 


'011'B 


IPv4v6 




PDN address information (Octets 4 to 1 1) 


IPv6 interface identifier 


The SS provides a 
valid IPv6 
interface identifier 




PDN address information (Octets 12 to 15) 


IPv4 address 


The SS provides a 
valid IPv4 address 


NOT IPv4- 
DHCP 




0.0.0.0 


DHCPv4 is to be 
used to allocate 
the IPv4 address 


IPv4-DHCP 


Transaction identifier 


Not present or any 
allowed value 






Negotiated QoS 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Negotiated LLC SAPI 


See Reference default 
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EPS bearer context #1 in 
table 6.6.1-1 






Radio priority 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Packet flow Identifier 


Not present 






APN-AMBR 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






ESM cause 


Not present 






Protocol configuration options 








Configuration protocol 


See Reference default 
EPS bearer context #1 in 
table 6.6.1-1 






Container ID 1 


'0001 'H 




P-CSCF 
IPv6 


Length of container ID 1 contents 




Length value 
determined by the 
TTCN 

implementation 


Container ID 1 contents 


IPv6 address 


P-CSCF IPv6 
Address 


Container ID 1 


'OOOC'H 




P-CSCF 
IPv4 


Length of container ID 1 contents 




Length value 
determined by the 
TTCN 

implementation 


Container ID 1 contents 


IPv4 address 


P-CSCF IPv4 
Address 



Condition 


Explanation 


IPv4 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the PDN type = 
'001 'B 


IPv6 


If in the last PDN CONNECTIVITY REOUEST sent prior to this message, the PDN type = 
'OlO'B 


IPv4v6 


If in the last PDN CONNECTIVITY REOUEST sent prior to this message, the PDN type = 
'011'B 


IPv4-DHCP 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the IE Protocol 
configuration options contains a configuration protocol option = 'OOOBOOH' ("IPv4 address 
allocation via DHCPv4", length of contents = 0). 

Note: This condition is used in conjunction with IPv4 or IPv4v6 as indicated in the "PDN 
address row" just above. 


P-CSCF IPv6 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol 
configuration options and the additional parameter list was included with a "P-CSCF IPv6 
Address Request" 

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25). 


P-CSCF IPv4 


If in the last PDN CONNECTIVITY REQUEST sent prior to this message, the Protocol 
configuration options and the additional parameter list was included with a "P-CSCF IPv4 
Address Request" 

Note: This condition is only applicable for UEs with IMS support (TS 36.523-2 A.4.4-1/25). 


IMS APN 


If the UE indicate IMS support (TS 36.523-2 A.4.4-1/25). 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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BEARER RESOURCE ALLOCATION REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-6A: BEARER RESOURCE ALLOCATION REJECT 



Derivation Path: 24.301 clause 8.3.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
BEARER RESOURCE 
ALLOCATION 
REQUEST message. 






Bearer resource allocation reject message identity 


'1101 0101'B 


Bearer resource 
allocation reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

BEARER RESOURCE ALLOCATION REOUEST 
This message is sent by the UE to the SS. 

Table 4.7.3-6B: BEARER RESOURCE ALLOCATION REQUEST 



Derivation Path: 24.301 clause 8.3.8 


information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






Bearer resource allocation request message identity 


'1101 0100'B 


Bearer resource 
allocation request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer. 






Spare half octet 


'OOOO'B 






Traffic flow aggregate 








Number of packet filters 


Greater than and less 
than or equal to 16 






Ebit 


Any allowed value 






TFT operation code 


'001 'B 


Create new TFT 




Packet filter list 


Any allowed value 






Parameters list 


Not present or any 
allowed value 






Required traffic flow QoS 


Any allowed value 






Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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BEARER RESOURCE MODIFICATION REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-7: BEARER RESOURCE MODIFICATION REJECT 



Derivation Path: 24.301 clause 8.3.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
BEARER RESOURCE 
MODIFICATION 
REQUEST message. 






Bearer resource modification reject message identity 


'1101 0111'B 


Bearer resource 
modification reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

BEARER RESOURCE IVIODIFICATION REQUEST 
This message is sent by the UE to the SS. 

Table 4.7.3-8: BEARER RESOURCE MODIFICATION REQUEST 



Derivation Path: 24.301 clause 8.3.10 


Information Element 


Value/remarl( 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






Bearer resource modification request message 
identity 


'1101 0110'B 


Bearer resource 

modification 

request 




EPS bearer identity for packet filter 


The EPS bearer identity 
of the associated 
dedicated EPS bearer 
related with packet filter. 






Spare half octet 


'OOOO'B 






Traffic flow aggregate 


Any allowed value 






Traffic flow aggregate 






RELEASE- 

REQUESTE 

D 


Number of packet filters 


Greater than and less 
than or equal to 16 




Ebit 


Any allowed value 




TFT operation code 


'101'B 


Delete packet 
filters from 
existing TFT 


Packet filter list 


Any allowed value 




Parameters list 


Not present or any 
allowed value 




Required traffic flow QoS 


Not present or any 
allowed value 






ESM cause 


Not present 






'0010 0100'B 


Regular 
deactivation 


RELEASE- 

REQUESTE 

D 


Protocol configuration options 


Not present or any 
allowed value 







Condition | Explanation 
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I RELEASE-REQUESTED |UE requests the release of bearer resources. 

NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

Table 4.7.3-9: (Void) 
Table 4.7.3-10: (Void) 



DEACTIVATE EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-1 1 : DEACTIVATE EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.9 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in 
DEACTIVATE EPS 
BEARER CONTEXT 
REQUEST message. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 




Deactivate EPS bearer context accept message 
identity 


'1100 1110'B 


Deactivate EPS 
bearer context 
accept 




Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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DEACTIVATE EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-12: DEACTIVATE EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.10 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 




UE- 




value set in PDN 




INITIATED 




DISCONNECT 








REQUEST message or 
BEARER RESOURCE 








MODIFICATION 








REQUEST message. 






Deactivate EPS bearer context request message 


•1100 1101'B 


Deactivate EPS 




identity 




bearer context 
request 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







Condition 


Explanation 


NETWORK-INITIATED 


Network initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ESM INFORMATION REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-13: ESM INFORMATION REQUEST 



Derivation Path: 24.301 clause 8.3.11 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
PDN CONNECTIVITY 
REQUEST message. 






ESM information request message identity 


'1101 1001'B 


ESM information 
request 





NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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ESM INFORMATION RESPONSE 

This message is sent by the UE to the SS. 



Table 4.7.3-14: ESM INFORMATION RESPONSE 



Derivation Path: 24.301 clause 8.3.12 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The same value as the 
value set in ESM 
INFORMATION 
REQUEST message. 






ESM information response message identity 


'1101 1010'B 


ESM information 
response 




Access point name 


Not present or any 
allowed value 






Protocol configuration options 


Not present or any 
allowed value 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

ESM STATUS 

This message is sent by the UE or by the SS. 

Table 4.7.3-15: ESM STATUS 



Derivation Path: 24.301 clause 8.3.13 


information Element 


Value/remarl< 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 

identity assigned 




ESM status message identity 


'1110 1000'B 


ESM status 




ESM cause 


Set according to specific 
message content. 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 186 ETSI TS 136 508 V9.5.0 (2011-07) 

MODIFY EPS BEARER CONTEXT ACCEPT 

This message is sent by the UE to the SS. 



Table 4.7.3-16: MODIFY EPS BEARER CONTEXT ACCEPT 



Derivation Path: 24.301 clause 8.3.14 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set in MODIFY 
EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 

transaction 
Identity assigned 




IVIodify EPS bearer context accept message identity 


'1100 lOIO'B 


Modify EPS 
bearer context 
accept 




Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

MODIFY EPS BEARER CONTEXT REJECT 

This message is sent by the UE to the SS. 

Table 4.7.3-17: MODIFY EPS BEARER CONTEXT REJECT 



Derivation Path: 24.301 clause 8.3.15 


information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


The same value as the 
value set In MODIFY 
EPS BEARER 
CONTEXT REQUEST 
message. 






Procedure transaction Identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 




Modify EPS bearer context reject message identity 


'1100 1011'B 


Modify EPS 
bearer context 
reject 




ESM cause 


The value Is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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MODIFY EPS BEARER CONTEXT REQUEST 

This message is sent by the SS to the UE. 



Table 4.7.3-18: MODIFY EPS BEARER CONTEXT REQUEST 



Derivation Path: 24.301 clause 8.3.16 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


Set according to specific 
message content. 






Procedure transaction identity 


'0000 OOOO'B 


No procedure 
transaction 
identity assigned 


NETWORK- 
INITIATED 




The same value as the 




UE- 




value set in BEARER 




INITIATED 




RESOURCE 








MODIFICATION 








REQUEST message or 
BEARER RESOURCE 








ALLOCATION 








REQUEST message. 






IVIodify EPS bearer context request message identity 


'1100 lOOI'B 


Modify EPS 
bearer context 
request 




New EPS QoS 


Use the same value as 
used in Activate EPS 
Bearer Context Request 
message 






TFT 


According to reference 
dedicated EPS bearer 
context #2 except for TFT 
operation code which is 
set to'lOO'Band TFT 
identifier is set to 
'0011 OOOO'B.. 






New QoS 


Not Present. 






Negotiated LLC SAPI 


Not Present. 






Radio priority 


Not Present. 






Packet flow Identifier 


Not Present. 






APN-AMBR 


Not Present. 






Protocol configuration options 


Not present 







Condition 


Explanation 


NETWORK-INITIATED 


Network initiated ESM procedures 


UE-INITIATED 


UE initiated ESM procedures 



NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 
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PDN CONNECTIVITY REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-19: PDN CONNECTIVITY REJECT 



Derivation Path: 24.301 clause 8.3.17 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The same value as the 
value set in PDN 
CONNECTIVITY 
REQUEST message. 






PDN connectivity reject message identity 


'1101 0001 'B 


PDN connectivity 

reject 




ESM cause 


The value is set 
according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 189 ETSI TS 136 508 Vg.5.0 (2011-07) 

PDN CONNECTIVITY REQUEST 

This message is sent by the UE to the SS. 



Table 4.7.3-20: PDN CONNECTIVITY REQUEST 



Derivation Path: 24.301 clause 8.3.18 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






PDN connectivity request message identity 


'1101 OOOO'B 


PDN connectivity 
request 




Request type 


'0001 'B 


initial request 




PDN type 


Any value between 

'001 'B, '010'B, '011'B and 

'100'B 


The allowed 
values are 
respectively IPv4, 
IPv6, IPv4v6 and 
"unused but 
interpreted as 
IPv6 by the 
network" 




ESM information transfer flag 


Not present or any 
allowed value 






Access point name 


Not present 


The value is 
mandatory when 
the PDN 
CONNECTIVITY 
REOUEST 
message is sent 
together with an 
ATTACH 
REQUEST 
message. 




Protocol configuration options 


Not present or any 
allowed value 


The value 
received from the 
UE does not affect 
the possible 
verdict associated 
with the message 
when received by 
the SS. The SS 
shall remember if 
this IE is present 
and its contents 
because this 
affects 

subsequent SS 
behaviour, e.g. 
coding of 
ACTIVATE 
DEFAULT EPS 
BEARER 
CONTEXT 
REQUEST. 





NOTE: This message is sent without integrity protection before NAS security mode control procedure has been 
successfully completed and sent within SECURITY PROTECTED NAS MESSAGE message after NAS 
security mode control procedure has been successfully completed. 
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PDN DISCONNECT REJECT 

This message is sent by the SS to the UE. 



Table 4.7.3-21: PDN DISCONNECT REJECT 



Derivation Path: 24.301 clause 8.3.19 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


The value indicated in 
PDN DISCONNECT 
REQUEST message. 






PDN disconnect reject message identity 


'1101 001 1'B 


PDN disconnect 
reject 




ESM cause 


Set according to specific 
message content. 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

PDN DISCONNECT REOUEST 

This message is sent by the UE to the SS. 

Table 4.7.3-22: PDN DISCONNECT REQUEST 



Derivation Path: 24.301 clause 8.3.20 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


ESM 






EPS bearer identity 


'OOOO'B 


No EPS bearer 
identity assigned 




Procedure transaction identity 


Any value from 1 to 254 






PDN disconnect request message identity 


'1101 001 0'B 


PDN disconnect 
request 




Linked EPS bearer identity 


The EPS bearer identity 
of the associated default 
bearer. 






Spare half octet 


'OOOO'B 






Protocol configuration options 


Not present 







NOTE: This message is always sent within SECURITY PROTECTED NAS MESSAGE message. 

4.7A Default TC message and information element contents 

This clause contains the default values of common TC (Test Control, see [38]) messages and information elements, 
which apply to all test cases unless otherwise specified. AH the messages and information elements are Usted in 
alphabetical order. 
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ACTIVATE TEST MODE 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 



Table 4.7 A-1 : ACTIVATE TEST MODE 



Derivation Path: 36.509 clause 6.5 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






IVIessage type 


1 0000 1 00 






UE test loop mode 


00000000 


UE test loop mode A 


UE TEST 




LOOP 








IVIODE A 








(default) 


UE test loop mode 


0000000 1 


UE test loop mode B 


UE TEST 




LOOP 








MODEB 


UE test loop mode 


000000 10 


UE test loop mode C 


UE TEST 




LOOP 








MODEC 



Condition 


Explanation 


UE TEST LOOP MODE A 


UE test loop function configured for UE test loop mode A operation. 


UE TEST LOOP IVIODE B 


UE test loop function configured for UE test loop mode B operation. 


UE TEST LOOP MODE C 


UE test loop function configured for UE test loop mode C operation. 



ACTIVATE TEST MODE COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7A-2: ACTIVATE TEST MODE COMPLETE 



Derivation Path: 36.509 clause 6.6 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000 10 1 
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CLOSE UE TEST LOOP 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 



Table 4.7 A-3: CLOSE UE TEST LOOP 



Derivation Path: 36.509 clause 6.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






IVIessage type 


10000000 






UE test loop mode 


00000000 


UE test loop mode A 


UE TEST 
LOOP 

IVIODE A 
(default) 


UE test loop mode A LB setup 






Length of UE test loop mode A LB setup list in bytes 





No LB setup list. No 
scaling (UL RLC SDU 
size will be equal to the 
received DL SDU size) 


UE test loop mode B LB setup 


Not present 




UE test loop mode C LB setup 


Not present 




UE test loop mode 


0000000 1 


UE test loop mode B 


UE TEST 
LOOP 
MODE B 


UE test loop mode A LB setup 


Not present 




UE test loop mode B LB setup 






IP PDU delay 


00000000 


No delay 


UE test loop mode C LB setup 


Not present 




UE test loop mode 


000000 10 


UE test loop mode C 


UE TEST 

LOOP 

MODEC 


UE test loop mode A LB setup 


Not present 




UE test loop mode B LB setup 


Not present 




UE test loop mode C LB setup 






MTCH ID 


FFS 





Condition 


Explanation 


UE TEST LOOP MODE A 


UE test loop function configured for UE test loop mode A operation. 


UE TEST LOOP MODE B 


UE test loop function configured for UE test loop mode B operation. 


UE TEST LOOP MODE C 


UE test loop function configured for UE test loop mode C operation. 



CLOSE UE TEST LOOP COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7 A-4: CLOSE UE TEST LOOP 



Derivation Path: 36.509 clause 6.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


1000000 1 







DEACTIVATE TEST MODE 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 

Table 4.7 A-5: DEACTIVATE TEST MODE 



Derivation Path: 36.509 clause 6.7 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


10000 110 
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DEACTIVATE TEST MODE COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 



Table 4.7A-6: DEACTIVATE TEST MODE COMPLETE 



Derivation Path: 36.509 clause 6.8 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






IVIessage type 


10000 111 







OPEN UE TEST LOOP 

This message is sent by the SS to the UE embedded in a RRC DLInformationTransfer message. 

Table 4.7 A-7: OPEN UE TEST LOOP 



Derivation Patli: 36.509 clause 6.3 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






IVlessage type 


100000 10 







OPEN UE TEST LOOP COMPLETE 

This message is sent by the UE to the SS embedded in a RRC ULInformationTransfer message. 

Table 4.7 A-8: OPEN UE TEST LOOP COMPLETE 



Derivation Path: 36.509 clause 6.4 


information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


1111 






Skip indicator 


0000 






Message type 


100000 1 1 
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4.7B Default UTRA message and information element contents 
4.7B.1 UTRA RRC messages 

HANDOVER TO UTRAN COMMAND 



Table 4.7B.1-1 : HANDOVER TO UTRAN COMMAND 



Derivation Patli: 25.331 , clause 10.2.16a 


Information Element 


Value/remark 


Comment 


Condition 


New U-RNTI 


U-RNTI-Short 






- SRNC identity 


0000 0000 0001 B 






- S-RNTI 


0000 0000 0000 0000 
0001 B 






Oinhprinn alnnrithm 


UEAO or UEAI The 
indicated algoritfim must 
be one of the algorithms 
supported by the UE. 






RNC support for cliange of UE capability 


FALSE 






New H-RNTI 


Not present 




UTRA PS 
RB 




'1010 1010 1010 1010' 




UTRA 
HSDPA 

RB, UTRA 
HSUPA/H 
SDPA RB 


Npw Primarv F-RNTI 


Nnt nrpcipnt 




UTRA PS 
RB, UTRA 
HSDPA 
RB 




'1010 1010 1010 1010' 




UTRA 
HSUPA/H 
SDPA RB 


New Secondary E-RNTI 


Not present 






ueiduii ooruicjur diiOi 1 lor ucll rAon 


NOi preseni 






urnji^t spociTicsiion mouG 


oompieie speciiicaiion 






- Signalling RB information to setup List 


Same as the 
corresponding IE in the 
RRC CONNECTION 
SETUP message 
(Transition to CELL_DCH 

ni- HQ PnQPM in 

or no-r uoon in 

L/tLL rMOnj Ubiliy 

condition A1 in TS 

^4 1 nfi r-lni ICO Q 1 1 
OH. 1 UO LfldUoc 9.1.1 




UTRA PS 
RB, UTRA 
HSDPA 
RB 




Same as the 




UTRA 




pnrrpQnnnHinn IF in thp 

Owl 1 CoL/UI lUM lU 1^ II 1 11 IC 

RRC CONNECTION 




HQI IPA/H 

1 1 \J 1 r\J 1 1 

SDPA RB 




SETUP message 
(Transition to CELL DCH 
or HS-PDSCH in 








CELL_FACH) using 

condition A3 in TS 








34.108 clause 9.1.1 






- RAB information to setup list 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.1 08 clause 
9.1.1 




UTRA PS 
RB 




Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSDPA 
RB 




message using condition 
A10 in TS 34.108 clause 
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9.1.1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSUPA/H 
SDPA RB 




message using condition 
A14 in TS 34.108 clause 








9.1.1 






- UL Transport channel information common for 


Same as the 




UTRA PS 


all transport channels 


corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.1 08 clause 
9.1.1 




RB 




Same as the 




UTRA 




corresponding IE In the 
RADIO BEARER SETUP 




HSDPA 
RB 




message using condition 
A10 in TS 34.108 clause 








9.1 .1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSUPA/H 
SDPA RB 




message using condition 
A14 in TS 34.108 clause 








9.1.1 






- Added or Reconfigured UL TrCH information 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.1 08 clause 
9.1.1 




UTRA PS 
RB 




Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSDPA 
RB 




message using condition 
A10 in TS 34.108 clause 








9.1.1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSUPA/H 
SDPA RB 




message using condition 
A14 in TS 34.108 clause 








9.1.1 






- DL Transport channel information common for 


Same as the 




UTRA PS 


all transport channels 


corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A3 in TS 34.1 08 clause 
9.1.1 




RB 




Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSDPA 
RB 




message using condition 
AlOinTS 34.108 clause 








9.1.1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSUPA/H 
SDPA RB 




message using condition 
A14 in TS 34.108 clause 








9.1.1 






- Added or Reconfigured DL TrCH information 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 

message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA PS 
RB 




Same as the 




UTRA 
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corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
AlOinTS 34.108 clause 
9.1.1 




HSDPA 
RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 
9.1.1 




UTRA 
HSUPA/H 
SDPA RB 


- Uplink DPCH info 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 

message using condition 
A3 in TS 34.108 clause 
9.1.1 




UTRA PS 
RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 
9.1.1 




UTRA 

HSDPA 

RB 


- E-DCH Info 


Not present 




UTRA PS 
RB, UTRA 
HSDPA 
RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 
9.1.1 




UTRA 
HSUP/VH 
SDPA RB 


- Downlinl< HS-PDSCH Information 


Not present 




UTRA PS 
RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 

message using condition 
AID in TS 34.108 clause 
9.1 .1 




UTRA 

HSDPA 

RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 
9.1.1 




UTRA 
HSUPA/H 
SDPA RB 


- Downlinl< information common for all radio links 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 

message using condition 
A4 in TS 34.108 clause 
9.1.1 




UTRA PS 
RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A10 in TS 34.108 clause 
9.1.1 




UTRA 

HSDPA 

RB 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 
message using condition 
A14 in TS 34.108 clause 
9.1.1 




UTRA 
HSUP/VH 
SDPA RB 


- Downlink information for each radio link list 


Same as the 
corresponding IE in the 
RADIO BEARER SETUP 




UTRA PS 
RB 
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message using condition 
A3 in TS 34.108 clause 








9.1.1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSDPA 
RB 




message using condition 
A10 in TS 34.108 clause 








9.1.1 








Same as the 




UTRA 




corresponding IE in the 
RADIO BEARER SETUP 




HSUPA/H 
SDPA RB 




message using condition 
Ai4in 1 b o4.i uo Clause 








9.1.1 






Frequency info 


Set according to the 
frequency of the target 
UTRA cell. 






Multi-frequency Info 


Not present 






Maximum allowed UL TX power 


33dBm 







Condition 


Explanation 


UTRA PS RB 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 

the condition "UTRA PS RB". 


UTRA HSDPA RB 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA HSDPA RB". 


UTRA 

HSUPA/HSDPA 
RB 


Establishment of the UTRA reference configuration as specified in Table 4.8.3-1 using 
the condition "UTRA HSUPA/HSDPA RB". 
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HANDOVER FROM UTRAN COMMAND 



Table 4.7B.1-2: HANDOVER FROM UTRAN COMMAND 



Derivation Path: 25.331 , clause 10.2.15 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








Integrity check info 








- Message authentication code 


SS calculates the value 
of MAC-I for this 
message and writes to 
this IE. The first/ leftmost 
bit of the bit string 
contains the most 
significant bit of the MAC- 
1. 






- RRC Message sequence number 


SS provides the value of 
this IE, from its internal 
counter. 






SR-VCC Info 


Not present 






Activation time 


Now 






RAB Info 








- RAB identity 


0000 01 01 B 
The first/ leftmost bit of 
the bit string contains the 
most significant bit of the 
RAB identity. 






- CN domain identity 


PS domain 






- NAS Synchronization Indicator 


Not present 






- Re-establishment timer 


UseT315 






Inter-system message 








- CHOICE System type 


E-UTRA 






- E-UTRA message 


RRCConnectionReconfig 
uration using condition 
H0-T0-EUTRA(1 ,0) 


See Table 4.6.1-8 





MEASUREMENT CONTROL 

Table 4.7B.1-3: MEASUREMENT CONTROL 



Derivation Path: 25.331 , clause 10.2.17 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








RRC transaction identifier 


Arbitrarily selects an 
unused integer between 
to 3 






Integrity check info 








- Message authentication code 


SS calculates the value of 
MAC-I for this message 
and writes to this IE. The 
first/ leftmost bit of the bit 
string contains the most 
significant bit of the MAC- 
1. 






- RRC message sequence number 


SS provides the value of 
this IE, from its internal 
counter. 






Measurement Identity 


3 






Measurement Command 


Setup 






Measurement Reporting Mode 








- Measurement Report Transfer Mode 


Acknowledged mode RLC 






- Periodical Reporting/Event Trigger Reporting 
Mode 


Event trigger 






Additional measurement list 


Not present 
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CHOICE Measurement type 


Inter-RAT measurement 






- CHOICE Inter-RAT measurement objects 


E-UTRA frequency list 






- CHOICE E-UTRA frequency removal 


Remove no frequencies 






- New frequencies 








- E-UTRA carrier frequency 


Downlink EARFCN of Cell 

1 






- Measurement bandwidth 


Same downlink system 
bandwidth as used for Cell 






- Dlacklisted cells list 


Not present 






- Inter-RAT measurement quantity 








- Measurement quantity for UTRAN quality 
esiimaie 








- FiltGT coGfficiGnt 


U 






- OnUIOt moQ6 


rUU 






- ivieasurerneriT c|Uaniiiy 


Or ion tC/INU 






- unuiut sysTem 


C 1 ITDA 
t-U 1 MA 






- MeasuremGnt quantity 


riorir 






- FiltGr coGfficiGnt 









- Inter-RAT reporting quantity 








- u 1 KAN estimated quality 


rALbt 






- OHUIOE system 


C 1 IXD A 

b-U 1 riA 






- Reporting quantity 


both 






- Reporting cell status 


Not present 






- (_>rlulOE report cntena 


Inter-RAT measurement 
reporting criteria 






- rarameiers requireu Tor eacn event 


1 entry 






- Inter-RAT event identity 


oa 






- Tfireshold own system 


-66 






-W 









- Threshold other system 


-80 






- Hysteresis 









- Time to trigger 


10 ms 






- Reporting cell status 








- CHOICE reported cell 


Report cells within active 
set or within virtual active 
set or of the other RAT 






- Maximum number of reported 

cells 


2 






- Idle Interval Information 


Not present 














DPCH Compressed mode status info 








- 1 Or o reconiiyuraiion uriN 


^ourreni v_>riN + — 
TTI/1 0msec)) mod 256 






- Transmission gap pattern sequence 


1 entry 






- TGPSI 


1 






- TOPS Status Flag 


activate 






- TGCFN 


(Current CFN + (252 - 
TTI/1 0msec)) mod 256 







MEASUREMENT REPORT 

Table 4.7B.1-4: MEASUREMENT REPORT 



Derivation Path: 25.331, clause 10.2.19 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








Integrity check info 
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- Message authentication code 


This IE is checked to see 
if it is present. The value 
is compared against the 
XMAC-I value computed 
by SS. The first/ leftmost 
bit of the bit string 
contains the most 
significant bit of the MAC- 
1. 






- RRC IVIessage sequence number 


This IE is checked to see 
if it is present. The value 
is used by SS to compute 
the XMAC-I value. 






Activation time 


(256+CFN-(CFN MOD 8 + 
8)) MOD 256 






IVleasurement identity 


3 






IVIeasured Results 


Checked that this IE is 
absent 






IVIeasured results on RACH 


Checked that this IE is 
absent 






Additional measured results 


1 1 1 J. 1 J. J. 1 ' 1 1~~ ' 

Checked that this IE is 
absent 






Event results 


Checked that this IE is 
absent 






Inter-RAT cell info indication 


Checked that this IE is 
absent 






E-UTRA Measured Results 








- E-UTRA measured results list 


1 entry 






- E-UTRA Carrier Frequency 








- Measured E-UTRA cells 


1 entry 






- Physical Cell Identity 


PhysicalCellldentity of Cell 

1 






- KoKH 


Checked that this It is 
present 






- RSRQ 


Checked that this IE is 
present 






E-UTRA Event Results 








- Inter-RAT event identity 


oa 






- E-UTRA events results list 


1 entry 






- E-UTRA Carrier Frequency 


Downlink EARFCN of Cell 
1 






- Reported cells 


1 entry 






- Physical Cell Identity 


PhysicalCellldentity of Cell 
1 







PHYSICAL CHANNEL RECONFIGURATION 

Table 4.7B.1-5: PHYSICAL CHANNEL RECONFIGURATION 



Derivation Path: 25.331 , clause 10.2.22 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 








RRC transaction identifier 


Arbitrarily selects an 
unused integer between 
to 3 






Integrity check info 








- Message authentication code 


SS calculates the value of 
MAC-I for this message 
and writes to this IE. The 
first/ leftmost bit of the bit 
string contains the most 
significant bit of the MAC- 
1. 






- RRC message sequence number 


SS provides the value of 
this IE, from its internal 
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counter. 






1 '■ '■ — ^ 

Integrity protection mode info 


Not Present 






Ciphering mode info 


Not Present 






Activation time 


Not Present 






ueiay resinciion iiag 


inoi r reseni 






NGW U-rilM 1 1 


Not Present 






NGW O-rilM 1 1 


Not Present 






M«.., |_| DMTI 

NGW M-nN 1 1 


Not Present 






M I'M m D v'l t~t~t '-\ f\ 1 C DMTI 

NGW rrirnary t-nN 1 1 


Not Present 






M/~\iii/ O /-\ 1-1 /-I r" 1 / C DNITI 

NGW oGCOnQary t-rlN 1 1 


Not Present 






RRC StatG indicator 


CELL DCH 






UE IVIobility StatG Indicator 


Not Present 






1 l~FDAhl r~\ D N/ mmin Iahm+Ui a a! a n+ 

u 1 KAN UriA cycle lengtn coenicient 


Not Present 






CN information info 


Not Present 






1 IDA l^rtn + l + w 

UnA Identity 


Not Present 






RNC support for cliange of UE capability 


Not Present 






Reconfiguration in response to requested change of 
UE capability 


Not Present 






Downlink counter synchronization info 


— - — 

Not Present 






rrequency inro 


INOI rreseni 






u 1 A-unA Timing inTormaiion 


Not Present 






u 1 A-unA inTormaiion 


Not Present 






Mo-oL/L/M IGSS inTOrmaTIOn 


Not Present 






IV /1 1 IV /I i \ o rv"\ ^ + /^ 

iviiiviu paramGTGrs 


Not Present 






nAnU INTO 


Not Present 






Maximum allowed UL TX power 


Not Present 






CHOICE channol rGCiuirGmont 


Not Present 






t-UL/M inio 


Not Present 






UOWniinK rio-r UoL/M inTOrmaTion 


Not Present 






uowniiRK inTormaiion common lor an raoio iinKS 








- Downlink DPCH info common for all RL 


Not Present 






- DPCH compressed mode info 


Not Present 




1 UU 


- DPCH compressed mode info 








- Ibrbl 


1 






- \ orb btatus riag 


Deactivate 






- loOrN 


Not Present 






- Transmission gap pattern soquence 
conflQuration parameters 








- 1 L^lvlr 




FDD Ivleasurement 






Tr^ DDO 


Infinity 






T/^CM 

- 1 LaolM 


A 

4 






- 1 KjLl 


/ 






-TGL2 


Not Present 






-TGD 


undefined 






- TQPL1 


3 






- TGPL2 


Not Present 






- RPP 


IVIode 






- ITP 


IVIode 






- CHOICE UL/DL Mode 


ULand DL, ULonly or DL 
only (depending on the 

UE capability) 






- Downlink compressed mode 

method 


HLS(or not sent, 
depending on the UE 
capability) 






- Uplink compressed mode method 


HLS(or not sent, 
depending on the UE 
capability) 






Fi .. 

- Downlink frame type 


D 
D 






- ueiiaoiri 1 








- nplta*5IRAftpr1 

L'dlclOl riA^I LCI 1 








- DeltaSIR2 


Not Present 






- DeltaSIRAfter2 


Not Present 






- N identify abort 


Not Present 






- T Reconfirm abort 


Not Present 






- TX Diversity mode 


Not Present 






- SSDT information 


Not Present 
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- Default DPCH Offset Value 


Not Present 






Downlink information for each radio link 


Not Present 






MBMS PL Service Restriction Information 


Not Present 







PHYSICAL CHANNEL RECONFIGURATION COMPLETE 
Table 4.7B.1-6: PHYSICAL CHANNEL RECONFIGURATION COMPLETE 



Derivation Path: 25.331 , clause 10.2.23 


Information Element 


Value/remark 


Comment 


Condition 


Message Type 
Integrity check Info 

- Message authentication code 


This IE is checked to see 
if it is present. The value 
is compared against the 
XMAC-I value computed 
by SS. The first/ leftmost 
bit of the bit string 
contains the most 
significant bit of the MAC- 
1. 






- RRC Message sequence number 

Uplink integrity protection activation info 

COUNT-C activation time 

Uplink counter synchronization info 


This IE is checked to see 
if it is present. The value 
is used by SS to compute 
the XMAC-I value. 
Not checked 
Not checked 
Not checked 







4.7B.2 UTRA NAS messages 

This section contains default message contents for UTRA NAS messages. 
In3GPPTS 36.523-1 [18]: 

UTRA NAS messages are defined as exceptions, IE by IE, to the messages defined in this section; 

- UTRA NAS messages not defined in this section are specified completely. 
The following messages are not specified in this section: 

- AUTHENTICATION AND CIPHERING REQUEST (PS) 

- AUTHENTICATION AND CIPHERING RESPONSE (PS) 

- AUTHENTICATION REQUEST (CS) 

- AUTHENTICATION RESPONSE (CS) 

- DETACH REQUEST (CS & PS) 

- DETACH ACCEPT (CS & PS) 

- IDENTITY REQUEST (CS & PS) 

- IDENTITY RESPONSE (CS & PS) 

- P-TMSI REALLOCATION COMMAND (PS) 

- P-TMSI REALLOCATION COMPLETE (PS) 

- TMSI REALLOCATION COMMAND (CS) 

- TMSI REALLOCATION COMPLETE (CS) 
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- SERVICE REQUEST (PS) 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 204 ETSI TS 136 508 V9.5.0 (2011-07) 



Table 4.7B.2-1 : ROUTING AREA UPDATE REQUEST 



Derivation patli: 24.008 table 9.4.14 


Information Element 


Value/Remark 


Comment 


Condition 


Update type 


000 'RA updating' or 

001 'combined RA/LA 
updating' 


In NMO 1, 
depending on 
capability and 
domain 
preference for 
voice and SMS, 
the UE may 
initiate either PS 
only or OS/PS 
registration 
procedures. 




GPRS ciphering key sequence number 


Any allowed value 






Old routing area identification 


Any allowed value 






MS Radio Access capability 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




Old P-TMSI signature 


Not present or any 
allowed value 


For test cases 
where no "UE" 
statement 
indicates that a 
PTMSI signalrtreu 
was previously 
registered, 
whether or not the 
UE includes this 
IE depends on 
previous USIM 
contents. 




Requested READY timer value 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




DRX parameter 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




TMSI status 


'no valid TMSI 
available' or not present 






P-TMSI 


Not present or any 
allowed value 






MS network capability 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




PDP context status 


Any allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




PS LCS Capability 


Not present or any 
allowed value 


The checking of 
this IE is expected 
to be covered in 
UMTS test cases. 




MBMS context status 


Not present 






UE network capability 


Any allowed value (must 
be present) 


No detailed 
checking by 
default but should 
be aligned with 
PICS 




Additional mobile identity 


Not present or any 
allowed value 






Additional old routing area identification 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 


This IE shall be 
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allowed value 


Included if the MS 
supports SRVCC 
to GERAN or 
UTRAN. 




Mobile station classmarl< 3 


Not present or any 
allowed value 


This IE shall be 
included if the MS 
supports SRVCC 
to GERAN. 




Supported Codecs 


Not present or any 
allowed value 






Voice domain preference and UE's usage setting 


Not present or any 
allowed value 


Rel-9 only 
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Table 4.7B.2-2: ROUTING AREA UPDATE ACCEPT 



Derivation path: 24.008 table 9.4.15 


Information Element 


Value/Remark 


Comment 


Condition 


Force to standby 


'Force to standby not 








indicated' 






Update result 


000 'RA updated' 




IF the UE 








indicated 








000 'RA 








updating' in 








the 








previous 








RAU 








request 








message 




001 'combined RA/LA 




IF the UE 




updated' 




indicated 








001 








'combined 








RA/LA 








updating' in 








the 








previous 








RAU 








request 








message 


Periodic RA update timer 


-1-4-1 /-J-.— ^-^j.' _ ■ ■ ■ i\ 

111 (deactivated) 






Routing area identification 


1 


Value in table 








4.4.4-2 for 








• 1 J. —1 1 1 ~l~ 1 — \ A 

Simulated UTRA 








cells. 




P-TMSI signature 


Arbitrary value 






Allocated P-TMSI 


Arbitrary value 


2 most significant 








bits = 11 to 








indicate SGSN 




MS identity 


Not present 


Is never present in 








case of RA only 








procedure, and 








RA/LA procedures 








do not necessarily 








change TMSI 




— — —— : — 

List of Receive N PDU Numbers 


— — 

Not present 


Realistic network 






value 




M£a/~in+i o t£l^^ DP Af^V timAr* 
INcyUlldlcU nCMUT Ullfcr VdlUc 








olvllvl CaUSe 


NOT preseriT 






1 oov^L value 


NOT preseni 






IMULIMUaLIUII 


IMUL prcbciu 


Thic IP IQ fnr A/f^h 
1 lllo IP io iUI M/OU 






mode only. 




Equivalent PLMNs 


Not present 






PDP context status 


Not present 






Network feature support 


Not present 






Emergency Number List 


Not present 






MBMS context status 


Not present 






Requested MS Information 


Not present 






T3319 value 


Not present 






T3323 value 


Not present 







Table 4.7B.2-3: ROUTING AREA UPDATE COMPLETE 



Derivation path: 24.008 table 9.4.16 


Information Element 


Value/Remarl( 


Comment 


Condition 


List of Receive N PDU Numbers 


Not present 






Inter RAT handover information 


Not present 






E-UTRAN inter RAT handover information 


Not present 







ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 207 ETSI TS 136 508 V9.5.0 (2011-07) 



Table 4.7B.2-4: LOCATION UPDATING REQUEST 



Derivation path: 24.008 table 9.2.17 


Information Element 


Value/Remark 


Comment 


Condition 


Location updating type 


Any allowed value 






Ciphering l<ey sequence number 


Any allowed value 






Location area identification 


Any allowed value 






Mobile station classmarl< 


Any allowed value 






IViobile identity 


Any allowed value 






IVIobile station classmarl< for UMTS 


Any allowed value 






Table 4.7B.2-5: LOCATION UPDATING ACCEPT 


Derivation path: 24.008 table 9.2.15 


Information Element 


Value/Remark 


Comment 


Condition 


Location area identification 


1 






Mobile identity 








TMSI 


Arbitrary value 


2 most significant 
bits = 00 to 
indicate VLR 




Follow on proceed 


Present 


This IE is 
unncessary in 
non-GS fallback 
test cases. 




CTS permission 


Absent 






Equivalent PLMNs 


Absent 






Emergency Number List 


Absent 







Table 4.7B.2-6: ATTACH REQUEST 



Derivation path: 24.008 table 9.4.1 


Information Element 


Value/Remark 


Comment 


Condition 


MS network capability 


Any allowed value 






Attach type 


001 'GPRS attach' or 
Oil 'Combiner 
GPRS/IMS attach' 






GPRS ciphering key sequence number 


Any allowed value 






DRX parameter 


Any allowed value 






P-TMSI or IMSI 


Any allowed value 






Old routing area identification 


Any allowed value 






MS Radio Access capability 


Any allowed value 






Old P-TMSI signature 


Not present or any 
allowed value 






Requested READY timer value 


Not present or any 
allowed value 






TMSI status 


'no valid TMSI 
available' or not present 






PS LOS Capability 


Not present or any 
allowed value 






Mobile station classmark 2 


Not present or any 

allowed value 






Mobile station classmark 3 


Not present or any 
allowed value 






Supported Codecs 


Not present or any 
allowed value 






UE network capability 


Any allowed value (must 
be present) 






Additional mobile identity 


Not present or any 
allowed value 






Additional old routing area identification 


Not present or any 
allowed value 






Voice domain preference and UE's usage setting 


Not present or any 
allowed value 


Rel-9 only 
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Table 4.7B.2-7: ATTACH ACCEPT 



Derivation patli: 24.008 table 9.4.2 


Information Element 


Value/Remark 


Comment 


Condition 


Attach result 


001 'GPRS only attached' 




IF the UE 
indicated 
001 'GPRS 
attach' in 
the 

previous 
attach 
request 
message 




011 'combined 
GPRS/IMSI attached' 




IF the UE 

indicated 
Oil 

'Combiner 
GPRS/IMS 
attach' in 
the 

previous 
attach 
request 
message 


Force to standby 


000 'Force to standby not 
indicated' 






Periodic RA update timer 


111 (deactivated) 






Radio priority for SIVIS 


100 'priority level 4 
(lowest)' 






Radio priority for TOIVIS 


100 'priority level 4 
(lowest)' 






Routing area identification 


1 






P-TMSI signature 


Arbitrary value 






Negotiated READY timer value 


Not present 






Allocated P-TMSI 


Arbitrary value 


2 most significant 
bits = 1 1 to 
indicate SGSN 




MS identity 


Not present 


Is never present in 
case of GPRS 
only attach, and 
combined 
GPRo/llvlSI 
proceaures ao noi 
ritjOubbdiiiy 

Lfi icti lyc; 1 ivjoi 




GMM cause 


Not present 






T3302 value 


Not present 






Cell Notification 


Not present 






Equivalent PLMNs 


Not present 






Network feature support 


Not present 






Emergency Number List 


Not present 






Requested MS Information 


Not present 






T3319 value 


Not present 






T3323 value 


Not present 






Table 4.7B.2-8: ATTACH COMPLETE 


Derivation path: 24.008 table 9.4.3 


Information Element 


Value/Remark 


Comment 


Condition 


Inter RAT handover information 


Not present 






E-UTRAN inter RAT handover information 


Not present 
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4.7C Default DS-MIPv6 message and information element 
contents 

4.7C.1 IKEv2 messages 

IKEv2 IKE_SA_INIT Request 

This message is sent by the UE to the SS. 



Table 4.7C.1-1: Message IKE_SA_INIT Request 



Field 


Vaiue/remarl< 


Comment 


Condition 


IKE Header 








Initiator's IKE SA SPI 


Set by tlie UE 






Responder's IKE_SA SPI 





First message jn 

1KE_SA_1N1T 

exchange 




Next Payload 


'001 00001 'B 


SA 




Exchange Type 


'001 0001 0'B 


IKE SA INIT 




Security Association Payload 








Next Payload 


'001 0001 0'B 


KE 




IVlore proposal 


'00000010'B 






Proposal # 


'00000001'B 


First cryptographic 
suite (section 6.5 
of TS 33.234) 




Protocol ID 


'00000001 'B 


IKE 




SPI size 


'GOOOOOOG'B 






Number of transforms 


'0000001 0'B 






More transform 


'0000001 1'B 


This is the 
transform for 
confidentiality 




Transform type 


'00000001 'B 


Encryption 




Transform ID 


'0000001 1'B 


3DES in CBC 
mode 

(ENCR_3DES) 




IVlore transform 


'0000001 1'B 


This is the 
transform for prf 




Transform type 


'0000001 0'B 


PRF 




Transform ID 


'0000001 0'B 


PRF HMAC SHA 
1 (HMAC-SHAI) 




More transform 


'0000001 1'B 


This is the 
transform for 

integrity 




Transform type 


'0000001 re 


Integrity 




Transform ID 


'0000001 0'B 


HMAC-SHAI -96 
(AUTH HMAC S 
HA1_96) 




Last transform 


'OOOOOOOO'B 


This is the 
transform for DH 




Transform type 


'000001 OO'B 


DH 




Transform ID 


'0000001 0'B 


Diffie-Hellman 
group 2 (1024-bit 
MODP) 




Last proposal 


'OOOOOOOO'B 






Proposal # 


'0000001 0'B 


Second 
cryptographic 
suite (section 6.5 
of TS 33.234) 




Protocol ID 


'00000001'B 


IKE 




SPI size 


'OOOOOOOO'B 






Number of transforms 


'0000001 0'B 






More transform 


'0000001 1'B 


This is the 
transform for 





ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 



210 



ETSI TS 136 508 V9.5.0 (2011-07) 







confidentiality 




Transform type 


'00000001 'B 


Encryption 




Transform ID 


'00001 01 1'B 


AES with 128-bit 
keys in CBC 
mode 

(ENCR_AES_CB 

C) 




More transform 


'0000001 1'B 


This is the 
transform for prf 




Transform type 


'0000001 0'B 


PRF 




Transform ID 


'000001 OO'B 


PRF AES128 XC 
BC AES-XCBC- 
PRF-128 




More transform 


'0000001 IB 


This is the 
transform for 
integrity 




Transform type 


'0000001 1 'B 


Integrity 




Transform ID 


'000001 01 'B 


AES-XCBC-MAC- 
96 (AUTH_ AES- 
XCBC -96) 




Last transform 


00000000 B 


This is the 
transform for DH 




Transform type 


00000100 B 


DH 




Transform ID 


00000010 B 


Diffie-Hellman 

group d (^^)l^4-D\l 
MODP) 




Key Exchange Payload 








Next Payload 


'00101000'B 


Nonce 




DH Group # 


'000000000000001 0'B 


DH group 2 




Key Exchange data 


Set by the UE 






Nonce Payload 








Next Payload 


'001 01 001 'B 


Notify 


UE IKE 
INIT HA 


Nonce data 


Random number set by 
the UE 






REDIRECT_SUPPORTED Notify Payload 






UE IKE 
INIT HA 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


UE IKE 
INIT HA 


Protocol ID 


'OOOOOOOO'B 


Notification is not 
specific to a 
particular security 
association 


UE IKE 
INIT HA 


SPI size 


'OOOOOOOO'B 


SPI field not 
present 


UE IKE 
INIT HA 


Notify Message Type 


'01 0000000001 Oil 0'B 


REDIRECT_SUP 
PORTED 


UE IKE 
INIT HA 


REDIRECT_FROM Notify Payload 






UE IKE 
INIT HA 

Redirected 


Next Payload 


'OOOOOOOO'B 


No next payload 


UE IKE 
INIT HA 
Redirected 


Protocol ID 


'OOOOOOOO'B 


Notification is not 

specific to a 
particular security 
association 


UE IKE 
INIT HA 
Redirected 


SPI size 


'OOOOOOOO'B 


SPI field not 
present 


UE IKE 
INIT HA 

Redirected 


Notify Message Type 


'01 0000000001 011 0'B 


REDIRECT FRO 
M 


UE IKE 
INIT HA 

Redirected 


GW Ident Type 


Any allowed value (IPv6 
or IPv4 or HA FQDN) 


Set depending on 
how the UE has 
discovered the HA 
in the preamble 


UE IKE 
INIT HA 
Redirected 
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New Responder GW Identity 


Depends on GW Ident 




UE IKE 




type 




INIT HA 








Redirected 



Condition 


Explanation 


UE IKE INIT HA 


Part of IKEJNIT SA request message sent to HA only 


UE IKE INIT HA Redirected 


Part of IKE_INIT_SA request message sent to HA only after a REDIRECT 
payload was received in a previous IKEV2 messages exchange 



IKE_SA_INIT Response 

This message is sent by the SS to the UE. 



Table 4.7C.1-2: Message IKE_SA_INIT Response 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_SAJNIT 

request 






Responder's IKE_SA SPI 


Set by the SS 






Next Payload 


'001 00001 'B 


SA 




Exchange Type 


'00100010'B 


IKE SA INIT 




Security Association Payload 








Next Payload 


'00100010'B 


KE 




Proposal 


One of the 2 proposals 
included in IKE_SA_INIT 
at Step 1 






Key Exchange Payload 








Next payload 


'00 101000'B 


Nonce 




DH Group # 


'000000000000001 0'B 


DH group 2 




Key Exchange data 


Set by the SS 






Nonce Payload 








Next t payload 


'OOOOOOOO'B 


No Next Payload 




Nonce data 


Set by the SS 
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IKE_AUTH_Request 

This message is sent by the UE to the SS. 



Table 4.7C.1-3: Message IKE_AUTH Request 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_INIT_SA 
Request 






Responder's IKE_SA SPI 


Same as that set by the 
SS in IKEJNIT_SA 

Response 






Next Payload 


'00101110'B 


E 




Exchange Type 


'001 0001 1'B 


IKE AUTH 




Encrypted Payload 








Next Payload 


'001 0001 1'B 


IDi 


UE IKE 
AUTH1 


Initialization Vector 


Random value set by the 
UE 




UE IKE 
AUTH1 


Encrypted IKE Payloads 






UE IKE 
AUTH1 


Identification - Initiator Payload 






UE IKE 
AUTH1 


Next Payload 


'00101 111'B 


CP 


UE IKE 
AUTH1 


ID Type 


0000001 OB 




UE IKE 
AUTH1 


ID 


Set to MN-NAI 




UE IKE 
AUTH1 


Configuration Payload 






UE IKE 
AUTH1 


Next Payload 


'001 00001 'B 


SA 


UE IKE 
AUTH1 


CFG Type 


'00000001 'B 


Request 


UE IKE 
AUTH1 


Configuration Attribute 


'00010000'B 


MIP6_H0ME_PR 
EFIX attribute 


UE IKE 
AUTH1 HA 


Length 


'OOOOOOOOOOOOOOOO'B 




UE IKE 
AUTH1 HA 


Security Association Payload 






UE IKE 
AUTH1 


Next Payload 


'00101100'B 


TSi 


UE IKE 
AUTH1 


Proposals 


Any set of allowed values 




UE IKE 
AUTH1 


Traffic Selector - Initiator Payload 






UE IKE 
AUTH1 


Next Payload 


'00101100'B 


TSr 


UE IKE 
AUTH1 


Traffic selector data 


Any allowed set of values 




UE IKE 
AUTH1 


Traffic Selector - Responder Payload 






UE IKE 
AUTH1 


Next Payload 


'00100100'B 


IDr 


UE IKE 
AUTH1 


Traffic selector data 


Any allowed set of values 




UE IKE 
AUTH1 


Identification - Responder Payload 






UE IKE 
AUTH1 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


UE IKE 
AUTH1 


ID Type 


'0000001 0'B 




UE IKE 
AUTH1 


ID 


APN 




UE IKE 
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AUTH1 


Next Payload 


'00110000'B 


EAP 


UE IKE 
AUTH2 


Initialization Vector 


Random value set by the 
UE 




UE IKE 
AUTH2 


Encrypted IKE Payloads 






UE IKE 
AUTH2 


Extensible Authentication Payload 






UE IKE 
AUTH2 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


UE IKE 
AUTH2 


Code 


'0000001 0'B 


Response 


UE IKE 
AUTH2 


Type 


'00010111'B 


AKA 


UE IKE 
AUTH2 


Subtype 




AKA-Challenge 


UE IKE 
AUTH2 


Attribute type 


'0000001 1'B 


AT_RES 


UE IKE 






AUTH2 


AT_RES 


See TS 24.301 [28] 
subclause 9.9.3.4 




UE IKE 
AUTH2 


Next Payload 


'001 0011 1'B 


AUTH 


UE IKE 
AUTH3 


Initialization Vector 


Random value set by the 
UE 




UE IKE 

AUTH3 


Encrypted IKE Payloads 






UE IKE 
AUTH3 


Authentication Payload 






UE IKE 
AUTH3 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


UE IKE 
AUTH3 


Auth Method 


'0000001 0'B 


Shared Key 
Integrity code 


UE IKE 
AUTH3 


Auth Data 


derived from the MSK 


RFC 4306 defines 


UE IKE 




obtained from AKA 


the function to 


AUTH3 




exchange 


derive this key 
(section 2.15) 




Padding 


Set by the UE 


Fields from 

Encrypted 

payload 




Pad Length 


Set by theUE 


Fields from 

Encrypted 
payload 




Integrity checksum data 


Set by the UE 


Fields from 

Encrypted 
payload 





Condition 


Explanation 


UE IKE AUTH1 


Part of IKE_AUTH request message sent to HA or ePDG after the reception 
of IKE_INIT_SA response 


UE IKE AUTH1 HA 


Part of IKE_AUTH request message sent to HA after the reception of 
IKE_INIT_SA response 


UE IKE AUTH2 


Part of IKE AUTH request message sent to HA or ePDG after the reception 
of IKE SA response message containing the certificate payload CERT 


UE IKE AUTH3 


Part of IKE_AUTH request message sent to HA or ePDG after the reception 
of IKE_SA response containing EAP and encryption payloads only 
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IKE_AUTH Response 

This message is sent by the SS to the UE. 



Table 4.7C.1-4: Message IKE_AUTH Response 



Field 


Value/remark 


Comment 


Condition 


IKE Header 








Initiator's IKE_SA SPI 


Same as that set by the 
UE in IKE_SA_INIT 
request 






Responder's IKE_SA SPI 


Same as that set by the 
SS in IKE_SAJNIT 

response 






Next Payload 


'00101110'B 


E 




Exchange Type 


'001 0001 1'B 


IKE AUTH 




Encrypted Payload 








Next Payload 


'00100100'B 


IDr 


SS IKE 
AUTH1 


Initialization Vector 


Set by the SS 




SS IKE 
AUTH1 


Encrypted IKE Payloads 






SS IKE 
AUTH1 


Identification - Responder Payload 






SS IKE 
AUTH1 


Next Payload 


'001 001 01 'B 


CERT 


SS IKE 
AUTH1 


ID Type 


'0000001 0'B 




SS IKE 
AUTH1 


ID 


APN 




SS IKE 
AUTH1 


Certificate Payload 






SS IKE 
AUTH1 


Next Payload 


'00110000'B 


EAP 


SS IKE 
AUTH1 


Cert encoding 


'000001 OO'B 


X.509 certificate - 
signature 


SS IKE 
AUTH1 


Certificate data 


Set by the SS 


DER encoded 
X.509 certificate 


SS IKE 
AUTH1 


Extensible Authentication Payload 






SS IKE 
AUTH1 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


SS IKE 
AUTH1 


Code 


'00000001 'B 


Request 


SS IKE 
AUTH1 


Type 


'00010111'B 


AKA 


SS IKE 
AUTH1 


Subtype 




AKA-Challenge 


SS IKE 
AUTH1 


Attribute type 


'00000001 'B 


AT_RAND 


SS IKE 
AUTH1 


AT_RAND 


An arbitrarily selected 
128 bits value 




SS IKE 
AUTH1 


Attribute Type 


'0000001 0'B 


AT_AUTN 


SS IKE 
AUTH1 


AT_AUTN 


See TS 24.301 [28] 
subclause 9.9.3.2 




SS IKE 
AUTH1 


Next Payload 


'00110000'B 


EAP 


SS IKE 
AUTH2 


Initialization Vector 


Set by the SS 




SS IKE 
AUTH2 


Encrypted IKE Payloads 






SS IKE 
AUTH2 


Extensible Authentication Payload 






SS IKE 
AUTH2 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


SS IKE 
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AUTH2 


Code 


'00000011 'B 


Success 


SS IKE 
AUTH2 


Next Payload 


'00101 111'B 


CP 


SS IKE 
ALITH3 


Auth Method 


'0000001 0'B 


Shared Key 
Integrity code 


SS IKE 
AUTH3 


Auth Data 


derived from the MSK 


RFC 4306 defines 


SS IKE 




obtained from AKA 


the function to 


AUTH3 




exchange 


derive this key 
(section 2.15) 




Configuration Payload 






SS IKE 
AUTH3 


Next Payload 


'00100001'B 


SA 


SS IKE 
AUTH3 


CFG Type 


'0000001 0'B 


Reply 


SS IKE 
AUTH3 


Configuration Attribute 


'00010000'B 


MIP6^H0ME_PR 
EFIX attribute 


SS IKE 
AUTH3 HA 


Length 


'000000000001 01 01 'B 




SS IKE 
AUTH3 HA 


Prefix lifetime 


Any allowed value 




SS IKE 
AUTH3 HA 


Home Prefix 


IPv6 prefix - 16 bytes 




SS IKE 
AUTH3 HA 


Prefix length 


'10000000'B 


Prefix length must 
be 64 


SS IKE 
AUTH3 HA 


Notify Payload 






SS IKE 
AUTH3 HA 

redirect 


Next Payload 


'00100001'B 


SA 


SS IKE 
AUTH3 HA 
redirect 


Protocol ID 


'OOOOOOOO'B 


Notification is not 
specific to a 
particular security 

association 


SS IKE 
AUTH3 HA 
redirect 


SPi Size 


'OOOOOOOO'B 


SPI field not 
present 


SS IKE 
AUTH3 HA 
redirect 


Notify Message Type Length 


'01 0000000001 01 11'B 


REDIRECT 


SS IKE 
AUTH3 HA 
redirect 


GW Ident Type 


'000001 01 'B 




SS IKE 






AUTH3 HA 
redirect 


New Responder GW Identity 


IPv6 address of the HA 
to relocate 




SS IKE 
AUTH3 HA 

redirect 


GW Ident Type 


'00000001 'B 




SS IKE 
AUTH3 HA 
redirect 


New Responder GW Identity 


IPv4 address of the HA 
to relocate 


Optional 


SS IKE 
AUTH3 HA 
redirect 


Security Association Payload 






SS IKE 
AUTH3 


Next Payload 


'00101101' 


TSi 


SS IKE 
AUTH3 


Proposal 


One of the 2 proposals 

: 1 : iixi — Ai iTi 1 

included in IKE AUTH 
Request at Step 3 




SS IKE 
AUTH3 


Traffic Selector - Initiator Payload 






SS IKE 






AUTH3 


Next Payload 


'00101100'B 


TSr 


SS IKE 
AUTH3 


Traffic Selector data 


Any allowed set of values 




SS IKE 
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AUTH3 


Traffic Selector - Responder Payload 






SS IKE 
AUTH3 


Next Payload 


'OOOOOOOO'B 


No Next Payload 


SS IKE 
AUTH3 


Padding 


Set by the SS 


Fields from 
Encryption 
payload 




Pad Length 


Set by the SS 


Fields from 
Encryption 
payload 




Integrity checksum data 


Set by the SS 


Fields from 

Encryption 
payload 





Condition 


Explanation 


SS IKE AUTH1 


Part of IKE_AUTH request message sent to the UE as part of the first 
IKE AUTH Response message 


SS IKE AUTH2 


Part of IKE AUTH request message sent to the UE as part of the second 
IKE AUTH Response message 


SS IKE AUTH3 


Part of IKE_AUTH request message sent to the UE as part of the third 
IKE_AUTH Response message 


SS IKE AUTH3 HA 


Part of IKE AUTH request message sent to the UE as part of the third 
IKE_AUTH Response message when the UE interacts with HA 


SS IKE AUTH3 HA_redirect 


Part of IKE AUTH request message sent to the UE as part of the third 
IKE_AUTH Response message when the UE interacts with HA and the UE 
gets redirected 
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4.7C.2 Messages used to perform DS-MIPv6 registration and deregistration 
Router Advertisement 

This message is sent by the SS to the UE. 



Table 4.7C.2-1 : Message Router Advertisement 



rieiu 


Value/remark 


Coinnient 


Condition 


Type 


'100001 10'B 






Code 


'OOOOOOOO'B 






Checksum 


Set by SS 


ICMP checksum 




Cur Hop Limit 


'OOOOOOOO'B 


Unspecified 




IVl 


Set by the SS 









Set by the SS 


Depends on 
access network 
specific settings 




H 


'O'B 






Prf 


Set by the SS 


Depends on 
access network 
specific settings 




Prf 


Set by the SS 


Depends on 
access network 
specific settings 




P 


Set by the SS 


Depends on 
access network 
specific settings 




Reserved 


'OOOOO'B 






Router Lifetime 


Set by the SS 






Reachable Time 


Set by the SS 






Retrans Timer 


Set by the SS 






type 


'0000001 1 'B 


Prefix Information 
Option 




Length 


'000001 OO'B 






Prefix length 


Set by the SS 






L 


'1'B 






A 


Set by the SS 






Valid Lifetime 


Set by the SS 






Preferred Lifetime 


Set by the SS 






Prefix 


Set as per specific 
message content 
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Binding Update 

This message is sent by the UE to the SS. 



Table 4.7C.2-2: Message Binding Update 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Source Address 


UE IPv4 CoA (IPv4 

address acquired by UE 
during networl< 
attachment) 




UE IPv4 


IPv4 Destination Address 


IPv4 of Home Agent 
discovered during 
preamble 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


Set by UE 




UE IPv4 


Destination port 


'000100000101111 1'B 




UE IPv4 


IPv6 Source Address 


UE IPv6 CoA (IPv6 
address acquired by the 
UE during network 
attachment) 




IPv6 
visited 




IPv6 Home Address 




UE IPv6- 




configured by the UE 
from Home Network 




home, UE 
IPv4 




Prefix assigned to UE 
during preamble 






IPv6 Destination Address 


IPv6 of Home Agent 
discovered during 
preamble 






Destination Header 


IPv6 Home Address 
configured by the UE 
from Home Network 

Prefix assigned to the UE 
during preamble 




IPv6 
visited 


Payload Proto 


'001 11 01 1'B 






MH Type 


'000001 01 'B 


Binding Update 
message 




Sequence Number 


Any allowed value 






Lifetime 


Any allowed non-zero 
value 




IPv6 
visited 




'OOOOOOOOOOOOOOOO'B 




UE IPv6- 
home 


A 


'1'B 






H 


'1'B 






L 


Not checked 






K 


'1'B 






M 


'O'B 






R 


'1 'B 






P 


'O'B 






F 


'O'B 






IPv4 Home Address option 


Set to the value "0.0.0.0" 
to request allocation for 
the UE. The "P" flag is 
set to 'O'B. 

The Prefix Length Is set 
to the requested prefix 
length of '32'. 


Optional 




Alternate Care-of Address option 


Same IPv6 address as 
that inserted in the IP 
Source Address field 




UE IPv6- 
visited 



Condition | Explanation 
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UE IPv4 


UE is in an IPv4 visited networl< (see RFC 5555) 


UE IPv6-home 


UE is in an IPv6 home network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 



Binding Acknowledgement 

This message is sent by the SS to the UE. 



Table 4.7C.2-3: Message Binding Acknowledgement 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Source Address 


IPv4 Home Agent 
address 




UE IPv4 


IPv4 Destination Address 


Same value as UE IPv4 
CoA in IP Source 
Address from Binding 
Update 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


'000100000101111 1'B 




UE IPv4 


Destination port 


Same as Source port in 

Binding Update 




UE IPv4 


IPv6 Source Address 


IPv6 Home Agent 
address 






IPv6 Destination Address 


Same value as UE IPv6 
CoA in IP Source 
Address from Binding 
Update 




UE IPv6- 
visited 


IPv6 Home Address 




Ut II-' V6- 
home, UE 
IPv4 


Routing Header 


Same value as UE IPv6 
Home Address in 
Destination Header from 
Binding Update 




UE IPv6- 
visited 


Payload Proto 


'001 11 Oil 'B 






MH Type 


'000001 10'B 


Binding 

Acknowledgement 

message 




Status 


'OOOOOOOO'B 


Binding Update 
accepted 




K 


Set by the SS 






R 


'1'B 






P 


'O'B 






Sequence Number 


Same value as that sent 
by the UE in the Binding 
Update 






Lifetime 


'000000001 001 01 10'B 


10 min 


UE IPv6- 
visited, UE 
IPv4 


'OOOOOOOOOOOOOOOO'B 




UE IPv6- 
home 


IPv4 Address Acknowledgement option 


IPv4 Home Address 
allocated to the UE 


Present if IPv4 
Home Address 
option was 
included by the 
UE in Binding 
Update 




Binding Refresh Advice option 


'000000001 001 01 10'B 


10 min 





Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-home 


UE is in an IPv6 home network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 
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Binding Revocation Indication 

This message is sent by the SS to the UE. 



Table 4.7C.2-4: Binding Revocation Indication 



Field 


Value/remark 


Comment 


Condition 


IPv4 Header 






UE IPv4 


IPv4 Source Address 


UE IPv4 Home Agent 
address 




UE IPv4 


UDP header 






UE IPv4 


Source Port 


Set by SS 




UE IPv4 


Destination port 


'0001000001011 11 1'B 




UE IPv4 


IPv6 Header 








IPv6 Source Address 


IPv6 Home Agent 
address 






IPv6 Destination Address 


IPv6 Home Address 
configured by UE from 
Home Network Prefix 
assigned to UE during 
preamble 




UE IPv4 


IPv6 Co A 




UE IPv6- 
visited 


Routing Header 


IPv6 Home Address 
configured by the UE 
from Home Network 
Prefix assigned to the UE 
during preamble 




UE IPv6- 
visited 


B.R. Type 


'00000001'B 


B.R.I 




Sequence Number 


Set by the SS 






Revocation Trigger 


'00000001 'B 






P 


'O'B 






G 


'O'B 






V 


'O'B 







Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 
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Binding Revocation Acknowledgement 

This message is sent by the UE to the SS. 



Table 4.7C.2-5: Binding Revocation Acknowledgement 



Information Element 


Value/remark 


Comment 


Condition 


IPv4 Header 






UE IPv4 


IPv4 Source Address 


IPv4 Co A 




UE IPv4 


IPv4 Destination Address 


UE iPv4 Home Agent 
Address 




UE IPv4 


UDP header 




UDP header 


UE IPv4 


Source Port 


'0001000001011111'B 


Source Port 


UE IPv4 


Destination port 


Same as Source port In 
Binding Revocation 


Destination port 


UE IPv4 


IPv6 Header 








IPv6 Source Address 


IPv6 Home Address 
configured by UE 




UE IPv4 


IPv6 CoA 




UE IPv6- 
visited 


IPv6 Destination Address 


IPv6 of Home Agent 
address 


IPv6 Destination 
Address 




Destination Header 


IPv6 Home Address 
configured by the UE 




UE IPv6- 
visited 


B.R. Type 


'0000001 0'B 


B.R.A 




Sequence Number 


Same value as 
Sequence Number sent 
by the SS in Binding 
Revocation 






Status 


'OOOOOOOO'B 


Success 




P 


'O'B 






G 


'O'B 






V 


'O'B 







Condition 


Explanation 


UE IPv4 


UE is in an IPv4 visited network (see RFC 5555) 


UE IPv6-visited 


UE is in an IPv6 visited network (see RFC 5555) 
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4.8 Reference radio bearer configurations 

4.8.1 General 

4.8.2 SRB and DRB parameters and combinations 
4.8.2.1 SRB and DRB parameters 

4.8.2.1 .1 SRB configurations 



Table 4.8.2.1.1-1: SRB-ToAddMod-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


SRB-ToAddlVlod-DEFAULT ::= SEQUENCE { 








srb-ldentity 


1 




SRB1 


2 




SRB2 


rIc-Config CHOICE { 








defaultValue 








} 








logicalChannelConfig CHOICE { 








defaultValue 








i 








} 









4.8.2.1 .2 DRB PDCP configurations 

4.8.2.1 .2.1 DRB PDCP configurations for UM RLC 



Table 4.8.2.1.2.1-1: PDCP-Config-DRB-UM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDCP-Config-DRB-UM ::= SEQUENCE { 








discardTimer 


mslOO 


Suitable for real 
time services 




rIc-AM SEQUENCE {} 


Not present 






rIc-UM SEQUENCE { 








pdcp-SN-Size 


Len12bits 






) 








headerCompression CHOICE { 








notUsed 


NULL 






} 








} 
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4.8.2.1 .2.2 DRB PDCP configurations for AM RLC 



Table 4.8.2.1.2.2-1: PDCP-Config-DRB-AM 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PDCP-Config-DRB-AM ::= SEQUENCE { 








discardTimer 


Infinity 






rIc-AM SEQUENCE { 








statusReportRequired 


TRUE 






1 








ric-UiVl SEQUENCE {} 


Not present 






headerCompression CHOICE { 








notUsed 


NULL 






} 








) 









4.8.2.1 .3 DRB RLC configurations 

4.8.2.1 .3.1 DRB UIVI RLC configurations 



Table 4.8.2.1.3.1-1: RLC-Config-DRB-UM 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remaric 


Comment 


Condition 


RLC-Config-DRB-UI\/I ::= CHOICE { 








um-Bi-Dlrectional SEQUENCE { 








ul-UM-RLC SEQUENCE { 








sn-FieldLength 


SizelO 






} 








dl-UM-RLC SEQUENCE { 








sn-FieldLength 


SizelO 






t-Reordering 


ms50 


ms50 provides 
sufficient margin 




} 








} 








} 
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4.8.2.1 .3.2 DRB AM RLC configurations 



Table 4.8.2.1.3.2-1: RLC-Config-DRB-AM 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


RLC-Config-DRB-AM ::= CHOICE { 








am SEQUENCE { 








ul-AM-RLC SEQUENCE { 








t-PollRetransmit 


ms80 






pollPDU 


p128 






pollByte 


kB125 






maxRetxThreshold 


t4 






} 








dl-AM-RLC SEQUENCE { 








t-Reordering 


ms80 


Is sufficient for 5 
HARQ 

transmissions 




t-StatusProhlbIt 


Ms60 


Should be equal 
to or smaller than 
t-Poll Retransmit. 




} 








} 








} 









4.8.2.1 .4 DRB Logical Channel configurations 



Table 4.8.2.1.4-1: LogicalChannelConfig-DRB 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remarl< 


Comment 


Condition 


LogicalChannelConfig-DRB ::= SEQUENCE { 








ul-SpecificParameters SEQUENCE { 








priority 


6 




HI 


13 




LO 


prioritisedBitRate 


infinity 


PBR is disabled. 




bucl<etSizeDuration 


ms100 






logicalChannelGroup 


1 




HI 


2 




LO 


) 








} 









Condition 


Explanation 


HI 


Used for DRBs with high logical channel priority 


LO 


Used for DRBs with low logical channel priority 
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4.8.2.1 .5 MAC configurations 



Table 4.8.2.1.5-1: MAC-MainConfig-RBC 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


MAC-MainConfig-RBC ::= SEQUENCE { 








ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n5 






periodicBSR-Timer 


sf20 








Infinitv 

II Mil II L y 




1 lU |Jt:;i lUUl 

c BSR or 
PHR 


retxBSR-Timer 


sf320 








sf 10240 




no_periodi 
c BSR or 
PHR 


ttiBundling 


FALSE 






} 








drx-Config 


Not present 




NOT 

pc FeatrGrp 

5 


drx-Config CHOICE { 






pc FeatrGrp 
5 AND 
DRX S 


setup SEQUENCE { 








onDurationTimer 


psf2 






drx-lnactivltyTlmer 


psflOO 






drx-RetransmissionTimer 


psf16 






longDRX-CycleStartOffset CHOICE { 




sf40 typical value 
In real network for 
real-time services. 




sf40 


4 




For SIG 







For RF 


} 








shortDRX 


Not present 






} 








} 








drx-Config CHOICE { 






pc FeatrGrp 
SAND 
DRX L 


setup SEQUENCE { 








onDurationTimer 


psf6 






drx-lnactivltyTlmer 


psf1920 






drx-RetransmisslonTlmer 


psf16 






longDRX-CycleStartOffset CHOICE { 




sf 1 280 typical 
value in real 
network for best- 




sf1280 


4 




For SIG 







For RF 


J 








ShortDRX 


Not present 






} 








} 








tImeAllgnmentTlmerDedicated 


sf750 






phr-Config CHOICE { 






no_periodi 
c BSR or 
PHR 


release 


NULL 






} 








phr-Config CHOICE { 








setup SEQUENCE { 








perlodlcPHR-Timer 


sfSOO 






prohibitPHR-Timer 


sf200 
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dl-PathlossChange 


dB3 






} 








} 








} 









Condition 


Explanation 


DRX S 


Used for DRX configuration witli small DRX cycle length 


DRX L 


Used for DRX configuration with large DRX cycle length 


nojaeriodic BSR or PHR 


Used to disable BSR and PHR 


For SIG 


Used for DRX configuration in Protocol testing 


ForRF 


Used for DRX configuration in RRM testing 



Table 4.8.2.1.5-2: MAC-MainConfig-SRB 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


MAC-MainConfig-SRB ::= SEQUENCE { 








ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n5 






periodicBSR-Tlmer 


sf20 






retxBSR-Tlmer 


sf320 






ttlBundiing 


FALSE 






1 








drx-Config CHOICE { 








release 


NULL 






} 








timeAlignmentTimerDedicated 


sf750 






phr-ConfIg CHOICE { 








setup SEQUENCE! 








periodicPHR-Timer 


sfSOO 






prohibitPHR-Tlmer 


sf200 






dl-PathlossChange 


dB3 






} 








} 








} 
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4.8.2.1 .6 Physical Layer configurations 



Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Vaiue/remarl< 


Comment 


Condition 


PhysicalConfigDedicated-DEFAULT ::= SEQUENCE { 








pdsch-ConfigDedicated 


PDSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC or 
RBC-HO 


pucch-ConfigDedicated 


PUCCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC or 
RBC-HO 


puscli-ConfigDedicated 


PUSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC or 
RBC-HO 


uplinl<PowerControlDedicated 


UplinkPowerControlDedic 
ated-DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC or 
RBC-HO 


tpc-PDCCH-ConfigPUCCH 


Not present 




SRB1 




TPC-PDCCH-Config- 


See subclause 


RBC or 




DEFAULT using 


4.6.3 


RBC-HO 




condition PUCCH 






tpc-PDCCH-ConfigPUSCH 


Not present 




SRB1 




TPC-PDCCH-Config- 


See subclause 


RBC or 




DEFAULT using 


4.6.3 


RBC-HO 




condition PUSCH 






cqi-ReportConfig 


CQI-ReportConfig- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




COI-ReportConfig- 
DEFAULT using 


See subclause 
4.6.3 


RBC or 
RBC-HO 




condition 








COI PERIODIC 






soundingRS-LU-ConfigDedicated 


Not present 




SRB1 




SoundlngRS-ULI- 

ConfigDedicated- 
DE FAULT 


See subclause 

4.6.3 


RBC or 

RBC-HO 


antennalnfo CHOICE { 








defaultValue 


NULL 






explicitValue SEQUENCE { 






2TX 


transmissionMode 


tm3 






codebookSubsetRestriction CHOICE { 








n 2TxAnte n n a-tm3 


'11' 


BIT STRING 
(SIZE (2)) 




} 








ue-TransmitAntennaSelection CHOICE { 








Release 


NULL 






} 








1 








} 








schedulingRequestConfig 


SchedulingRequest- 
Config-DEFAULT 


See subclause 
4.6.3 


SRB1 or 
RBC-HO 




Not present 




RBC 


} 









Condition | Explanation 
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SRB1 


Used at configuration of SRB1 during RRC connection (re-)establisfiment 


RBC 


Used at configuration of a radio bearer combination during SRB2+DRB establishment 


2TX 


Used for cells with two antenna ports 


RBC-HO 


Used during Handover 



4.8.2.1.7 DRB configurations 



Table 4.8.2.1.7-1: DRB-ToAddMod-DEFAULT(bid) 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


DRB-ToAddMod-DEFAULT(bid) ::= SEQUENCE { 




bid is the bearer 
identity (1.. 8) 




eps-Bearerldentity 


bid+4 






drb-ldentity 


bid 






pdcp-Config 


PDCP-Config-DRB-AM 




AM 


PDCP-Config-DRB-UM 




UM 


rIc-Config 


RLC-Config-DRB-AIVI 




AM 


RLC-Config-DRB-UM 




UM 


logicalChannelldentity 


bid+2 






logicalChannelConfig 


LogicalChannelConfig- 
DRB using condition HI 




UM 




LogicalChannelConfig- 
DRB using condition LO 




AM 


} 









Condition 


Explanation 


AM 


Used for AM DRB 


UM 


Used for UM DRB 



4.8.2.2 SRB and DRB combinations 

4.8.2.2.1 Combinations on DL-SCH and UL-SCH 

4.8.2.2.1 .1 SRB1 and SRB2 for DCCH + n x AM DRB + m x UM DRB, where n=1 ..N and m=O..M 

This SRB and DRB combination is setup with UE Registration procedure and the Generic Radio Bearer Establishment 
or Generic Radio Bearer Establishment, UE Test Mode Activated procedure using specific message content - the default 
RRCConnectionReconfigumtion message with condition SRB2-DRB(n, m). 

4.8.3 UTRA reference radio parameters and combinations 

Table 4.8.3-1 defines UTRA reference radio parameters and combinations to be used in E-UTRA and UTRA inter-RAT 
test cases. 
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Table 4.8.3-1 : UTRA reference radio parameters and combinations 



Condition 


Reference configuration 


Comment 


UTRA Speech 


TS 34.108 subclause 6.1 0.2.4.1 .4 


Conversational / speech / UL:1 2.2 DL:1 2.2 kbps / OS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH 


UTRA PS RB 


TS 34.1 08 subclause 6.1 0.2.4.1 .26 


Interactive or background / UL:64 DL: 64 kbps / PS RAB + 
UL:3.4 DL:3.4 kbps SRBs for DCCH 


UTRA HSDPA 
RB 


TS 34.108 subclause 6.10.2.4.5.1 


Interactive or background / UL:64 DL: [max bit rate 
depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps 
SRBs for DCCH 


UTRA 

HSUPA/HSDPA 
RB 


TS 34.108 subclause 6.10.2.4.6.3 


Streaming or interactive or background / UL: [max bit rate 
depending on UE category and TTI] DL: [max bit rate 
depending on UE category] / PS RAB + UL: [max bit rate 
depending on UE category and TTI] DL: [max bit rate 
depending on UE category] SRBs for DCCH on E-DCH and 
HS-DSCH 


UTRA PS RB + 
Speech 


TS 34.108 subclause 6.10.2.4.1.40 


Conversational / speech / UL:1 2.2 DL:1 2.2 kbps / CS RAB + 
Interactive or background / UL:64 DL:64 kbps / PS RAB+ 
UL:3.4 DL: 3.4 kbps SRBs for DCCH 



4.8.4 GERAN reference PDP context parameters 

Table 4.8.4-1 defines GERAN reference PDP context parameters to be used in E-UTRA and GERAN inter-RAT test 
cases. 

Table 4.8.4-1 : GERAN reference PDP context parameters 



Condition 


Reference configuration 


Comment 


GPRS 


TS 51.010-1 subclause 40.5, Test 
PDP context3. 


Test PDP contexts is the default Test PDP context which is 
used in the GERAN Inter-RAT GPRS test cases where no 
particular Test PDP contexts are specified. Compression is 
always turned off if nothing else is stated explicitly in the test 
case. 



4.9 Common test USIM parameters 

This clause defines default parameters for programming the elementary files of the test USIM when running 
conformance test cases defined in 3GPP TS 36.523-l[18]. 

4.9.1 General 

See clause 8.1 in 3GPP TS 34.108 [5]. 

4.9.1.1 Definitions 

See clause 8.1.1 in 3GPP TS 34.108 [5]. 

4.9.1 .2 Definition of the test algorithm for authentication 

Same as clause 8.1.2 in 3GPP TS 34.108[5]. 

4.9.1 .2.1 Authentication and key derivation in the test USIIVI and 88 

UE and SS calculate Ck, Ik, AUTN, RES[XRES] as in clause 8.1.2.1 in 3GPP TS 34.108 [5]. Derivation of Kasme and 
other E-UTRA Keys shall be as defined in Annex A of 3GPP TS 33.401 [31], using Key derivation function HMAC- 
SHA-256 algorithm. 
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4.9.1 .2.2 Generation of re-synchronization parameters in tine USIM 

Same as clause 8.1.2.1 in 3GPP TS 34.108[5]. 

4.9.1 .2.3 Using the authentication test algorithm for UE conformance testing 
See clause 8.1.2.3 in 3GPP TS 34.108 [5]. 

4.9.2 Default parameters for the test USIM 

Same as clause 8.2 in 3GPP TS 34.108 [5]. 

4.9.3 Default settings for the Elementary Files (EFs) 

The format and coding of elementary files of the USIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.102 [33] . 
Those of the ISIM are defined in 3GPP TS 31.101 [32] and 3GPP TS 31.103 [45]. Those of the CSIM are defined in 
3GPP2 C.S0065-B [48]. 

The settings of the elementary files at the MF and USIM ADF (Application DP) level resp. the ISIM ADF (Application 
DF) level are the same as section 8.3 in 3GPP TS 34.108 [5] resp. section 4.2 in 3GPP TS 34.229-1 Annex E [46] and 
3GPP TS 34.229-3 Annex B.l [47] with the exceptions listed below. The settings of the elementary files at the CSIM 
ADF (Application DF) level as as specified below. Note that some files may be updated by the UE based on 
information received from the SS. 

IVIodified contents of the EFs at the USIIVI ADF (application DF) level. 

EFepsloci (EPS location information) 

File size: 18 Bytes 

Default values: Bytes 1 to 12 (HEX): FF FF FF FF FF FF FF FF FF FF FF FF(GUTI) 

Bytes 13 to 17 (HEX): 42 F6 18 FF FE (Last visited registered TAI) 

Byte 18 (BIN): 00000001 (EPS update status = "not updated") 

Bytes 13 to 17: TAI-MCC = 246 (bytes 13 to 14) and TAl-MNC = 81 (byte 15) are frequentiy used. The TAG (bytes 16 
to 17) is set to "FF FE" since this, in conjunction with byte 18 setting of "01", is used to ensure that the UE performs 
Attach at the beginning of a test. 

Bytes in this file (e.g. GUTI in bytes 1 to 12) may be updated as a result of a tracking area update attempt by the UE. 
EFepsnsc (EPS NAS Security Context) 

The programming of this EF follows default parameter written in 3GPP TS 31.102 [23], annex E. 
EFuST (USIM Service Table): 



Services 




Activated 


Version 


Service n°15: 


Cell Broadcast l\/lessage Identifier 


Optional 




Service n°16: 


Cell Broadcast IVIessage Identifier Ranges 


Optional 




Service n °85 


EPS IVIobility l\/lanagement Information 


Yes 




Service n °Q7 


Call control on EPS PDN connection by USIM 


No 





Contents of the EFs at the CSIM ADF (application DF) level. 
EFcouNT (Call Count) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
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EF,mslm(IMSLM) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EF|msi_t(IMSI_T) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFtmsi (TMSI) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
EFah (Analog Home SID) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 

EFaop (Analog Operational Parameters) 

The programming of this EF is a test house option. 

EFaloc (Analog Location and Registration Indicators) 

The programming of this EF is 

EFcDMAHOME (CDMA Home £ 
Record size: 5 Bytes 
Record count: 6 
Record 1: 

Default values: Bytes 
Bytes 
Bytes 

Record 2: 

Default values: Bytes 
Bytes 
Bytes 

Record 3: 

Default values: Bytes 
Bytes 
Bytes 

Record 4: 

Default values: Bytes 
Bytes 
Bytes 

Record 5: 

Default values: Bytes 



> a test house option. 
SID, NID) 



1 to 2 (HEX): E8 03 
3 to 4 (HEX): AE 08 
5 (HEX): 00 



(CDMA Home SID (SIDp): 1000) 
(CDMA Home NID (NIDp): 2222) 
(Band Class: (800 MHz cellular band)) 



1 to 2 (HEX): E8 03 
3 to 4 (HEX): AE 08 
5 (HEX): 01 



(CDMA Home SID (SlDp): 1000) 
(CDMA Home NID (NIDp): 2222) 
(Band Class: 1 (1.8 to 2.0 GHz PCS band)) 



1 to 2 (HEX): E8 03 
3 to 4 (HEX): AE 08 
5 (HEX): 03 



(CDMA Home SID (SIDp): 1000) 

(CDMA Home NID (NIDp): 2222) 

(Band Class: 3 (832 to 925 MHz JTACS band)) 



1 to 2 (HEX): E8 03 
3 to 4 (HEX): AE 08 
5 (HEX): 04 



(CDMA Home SID (SIDp): 1000) 

(CDMA Home NID (NIDp): 2222) 

(Band Class: 4 (1.75 to 1.87 GHz Korean PCS band)) 



1 to 2 (HEX): E8 03 (CDMA Home SID (SIDp): 1000) 
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Bytes 3 to 4 (HEX): AE 08 (CDMA Home MID (NIDp): 2222) 

Bytes 5 (HEX): 05 (Band Class: 5 (450 MHz NMT band)) 

Record 6: 

Default values: Bytes 1 to 2 (HEX): E8 03 (CDMA Home SID (SIDp): 1000) 

Bytes 3 to 4 (HEX): AE 08 (CDMA Home NID (NIDp): 2222) 

Bytes 5 (HEX): 06 (Band Class: 6 (2 GHz IMT-2000 band)) 

EFzNREGi (CDMA Zone-Based Registration Indicators) 

The programming of this EE follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFsNREGi (CDMA System-Network Registration Indicators) 
The programming of this EE is a test house option. 

EFdistregi (CDMA Distance-Based Registration Indicators) 

The programming of this EE follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
EFaccolc (Access Overload Class ACCOLCp) 

The 4 LSB of this 1 byte file are der-bit access overload class indicator is derived from the last digit of the associated 
decimal representation of the IMSI_M vis decimal to binary conversion. 

File size: 1 byte 

Default value: Bits 4 to 7 are reserved and set to '0000'. Bits to 3 are derived from the last digit of the 
associated decimal representation of the IMSI_M via decimal to binary conversion. 

EFterm (Call Termination Mode Preferences) 

The programming of this EE is a test house option. 

EFssci (Suggested Slot Cycle Index) 

The programming of this EE is a test house option. 

EFacp (Analog Channel Preferences) 

The prograrmning of this EE is a test house option. 

EFpRL (Preferred Roaming List) 

File size: 18 Bytes 

Default values: Bytes 1 to 18 (HEX): 00 12 00 00 00 00 40 01 21 00 02 80 00 50 00 00 6E DB 
The interpretation of the default values read as follows: 
PRL ID - 
Preferred only - 
Default roaming indication - 
Number of Acquisition Records - 1 
Number of system records - 1 
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EFruimid (Removable UIMID) 

This EF stores a 32-bit electronic identification number (DD) unique to the CSIM or a 32-bit pseudo-UIMID of the 
CSIM. It is specified by the CSIM manufacturer. 



EFcsiM_sT (CSIM Service Table) 

Services will be allocated and activated as follows. 



Services 




Activated 


Version 


Sprvipp n "^1 ■ 


1 nral Phnnp Rnnk 

^WWCll 1 1 IWI 1^ L^WwIx 


Ontinn 

LIWI 1 




Sprvirp n °2 ' 


Fiypfi Diallinn Niimhpr<^ ^Fi~)N^ 

1 1 /V w \A 1 CL IIIIIU lilLJIII KJ \^ 1 O 11 ' ^ / 


Ontinn 




Servic© n°3 ; 


Extension 2 


Ootion 

LI \J 1 1 




fiprvirp n '^4 ■ 

VIO^ 1 1 m 


Sprvirp Diallinn Niimhpr*? ^SDN^ 

\J ^ 1 V 1 1 d 1 1 M lU 1 ^ U 1 1 1 1^ w 1 O 1 ^J^^t V / 


Ontinn 

VyULIWI 1 




J^prwipp n ■ 


Fxtpn^inn!^ 

^/VL^I lOlwl 1^ 


Ontinn 




Sprvifp n °R* 


Shnrt Mp9<^anp Stnranp 


Yes 




Service n^: 


Sliort l\/iessaae Parameters ^SMP^ 


Yes 




Rprvirp n °R' 


HRPD 


Yes 




Sprvirp n 


Sprvirp Catpnnrv Prnnram fnr RO-SMS 

1 V iv^^ \_/cii^u wi y 1 iwyictiii iwi i— » v-/ v— ' i v i vj 


Option 




Sprvirp n°10' 


ODMA Hnmp Sprvirp Prnvirlpr Namp 

\^ 1 V l#^ 1 1 \J 1 1 1 w w 1 V 1 \J O 1 1 \J V 1 w 1 1 « dl 1 1 w 


Yes 




Service n °11 : 


Data Download via SMS Broadcast ffor CCAT^ 


Option 




Sprvirp n°12' 


Data Download via SMS-PP ^for CCAT^ 


Option 




Sprvirp n°13' 


Oall Control ffor CCAT^ 

\_/cii 1 Vw/ V-/ 1 1 11 u 1 y 1 wi \-/ \-// V 1 I 


Option 




Sprvirp n °1 4' 

\^ \y 1 V IV^^ 1 1 1 


3GPD-SIP 


Option 




Service n °1 5: 


3GPD-MIP 


Option 




Servirp n°16' 

W 1 V 1 \^ \^ 11 1 \J m 


AKA 


Yes 




Sprvirp n "^1 7" 

^JWl V IVy^ II 1 / ■ 


iP-ha^pd 1 nratinn Sprvirp*^ (\ OS^ 


Option 




sprvirp n°18' 

\J \^ 1 V IV^^ 1 1 1 \J m 


BCMCS 

1 / \J 1 V 1 \h/ 


Option 




Service n '^l 9! 


Multimedia Messaging Service (MMS) 


Option 




Sprvirp n°20" 

\J W 1 V 1 W V 1 1 \J m 


Fxtpn^lnn ft 


Option 




Sprvirp n °21 ■ 

\^ 1 V IV^^ 1 1 ^ 1 ■ 


MMS I l<;pr Ofinnprtlvltv Paramptpr*; 

1 V 1 1 V 1 Vw/ o 1 III ^ wLi V 1 L y 1 cil at 1 1 v lw i o 


Option 




Sprvirp n°22' 

1 V 1 Vri/^ II ^ L— m 


Annliratinn Aiithpntiratinn 

/^kykyi iv^ci 11*-^ 1 1 null it^i iiivyCdLiwi 1 


Option 




Service n°23: 


Group Identifier Level 1 


Option 




Sprvirp n °24" 

W 1 V 1 1 1 - 


C^rniin Idpntifipr 1 pvpI 2 

^B^l uuii^ ■vjdiiiiici i_w V d ^ 


Option 




Sprvirp n°?^' 


np_pprcnna|i7atinn CnntrnI Kpv^ 

1—/ 1 \j 1 o V 1 icii 1 11 w 1 1 1 LI \jt 1 y o 


Option 




Sprvirp n°2fi' 

^w.* \^ 1 Vl^ri'^ II L— \^ . 


Onnnprativp Nptwnrl< 1 i*^t 

\-/ 1 CILI V 1 N^IVVWI l\ 1 — lOl 


Option 




Service n°27: 


Outgoing Call Information (OCI) 


Option 




Service n°28: 


Incoming Call Information (ICI) 


Option 




Service n°29: 


Extension 5 


Option 




Service n°30: 


Multimedia Storage 


Option 




Service n°31 : 


Image (EFIMG) 


Option 




Service n°32: 


Enabled Services Table 


Yes 




Service n°33: 


Capability Configuration Parameters (CCP) 


Option 




Service n°34: 


SF EUlMID-based EUIMID 


Option 




Service n°35: 


Messaging and 3GPD Extensions 


Option 




Service n°36: 


Root Certificates 


Option 




Service n°37: 


WAP Browser 


Option 




Service n°38: 


Java 


Option 




Service n°39: 


Reserved for CDG 


No 




Service n°40: 


Reserved for CDG 


No 




Service n°41 : 


IPv6 


Option 




Service n°42: 


Proactive CSIM (for CCAT) 


Option 





EFspc (Service Programming Code) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFoTAPASPc (OTAPA/SPC_Enabled) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
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EFnamlock (NAM_L0CK) 

The programming of this EF is a test house option. 

EFoTA (OTASP/OTAPA Features) 

The programming of this EF is a test house option. 

EFsp (Service Preferences) 

The programming of this EF is a test house option. 

EFesn_meid_me (ESN_ME or MEID_ME) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 

EFli (Language Indication) 

The programming of this EF is a test house option. 

EFpDN (Fixed Dialing Numbers) 

The programming of this EF is a test house option. 

EFsMs (SInort Messages) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFsMSP (Short Message Service Parameters) 

Record size: 12 Bytes 
Record count: 1 
Record 1: 

Defauh values: Bytes 1 to 23 (HEX): 00 02 10 02 5D EE EE EE 02 F5 EF FF FF FF FF FF FF FF 

08 03 08 01 CO 

The interpretation of the default values in this record read as follows: 

Teleservice Identifier: CDMA Cellular Messaging Teleservice [CMT-95] 
Parameter Indicators: MSG_ENCODING, Vahdity Period, Bearer Data 
Message Encoding: 7-bit ASCII 
Validity Period: Indefinite 
Bearer Data: 

Priority Indicator: Emergency 
EFsMss (SMS Status) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFssFc (Supplementary Services Feature Code Table) 

The programming of this EF is a test house option. 
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EFsPN (CDMA Home Service Provider Name) 

File size: 35 Bytes 

Default values: Bytes 1 to 35 (HEX): 01 02 01 44 65 66 61 75 6C 74 20 53 65 72 76 69 63 65 20 50 72 6F 

76 69 64 65 72 20 4E 61 6D 65 FF FF FF 
The interpretation of the default values read as follows: 

Display Condition: Display of registered system is required 
Character Encoding: 7-bit ASCII 
Language Indicator: 1 (English) 

Service Provider Name: "Default Service Provider Name" 

EFusGiND (UIMID/SF_EUIMID Usage Indicator) 
The programming of this EF is a test house option. 

EFad (Administrative Data) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFmdn (Mobile Directory Number) 

The programming of this EF is a test house option. 

EFmaxprl (Maximum PRL) 

The programming of this EF is a test house option. 

EFsPcs (SPC Status) 

If EFspc is set to default value of '00 00 00', then EFspcs shall be set to '00', otherwise it shall be set to '01'. 
EFecc (Emergency Call Codes) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFmesgpdopc (ME 3GPD Operation Capability) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EF3GPD0PM (3GPD Operation Mode) 

The programming of this EF is a test house option. 

EFsiPCAP (SimplelP Capability Parameters) 

The programming of this EF is a test house option. 

EFmipcap (MobilelP Capability Parameters) 

The programming of this EF is a test house option. 

EFsiPUPP (SimplelP User Profile Parameters) 
The programming of this EF is a test house option. 
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EFmipupp (MobilelP User Profile Parameters) 

The programming of this EF is a test house option. 

EFsipsp (SimplelP Status Parameters) 

The programming of this EF is a test house option. 

EFmipsp (MobilelP Status Parameters) 

The programming of this EF is a test house option. 

EFsiPPAPss (SimplelP PAP SS Parameters) 
The programming of this EF is a test house option. 

EFpuzL (Preferred User Zone List) 

The programming of this EF is a test house option. 

EFmaxpuzl (Maximum PUZL) 

The programming of this EF is a test house option. 

EFmecrp (ME-specific Configuration Request Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFhrpdcap (HRPD Access Authentication Capability Parameters) 

File size: 3 Bytes 

Default values: Bytes 1 to 3 (HEX): 20 F8 80 
The interpretation of the default values read as follows: 
Maximum NAI Length: 32 
Maximum Length of Shared Secret: 31 
Authentication Algorithms: PPP CHAP 

EFhrpdupp (HRPD Access Authentication User Profile Parameters) 
File size: 14 Bytes 

Default values: Bytes 1 to 14 (HEX): OD OB 61 62 63 40 78 79 7A 2E 63 6F 6D 10 
The interpretation of the default values read as follows: 
HRPD Profile NAI: "abc@xyz.com" 
HRPD Profile Authentication Algorithm: CHAP 

EFcssPR (CUR_SSPR_P_REV) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 

EFatc (Access Terminal Class) 

The programming of this EF is a test house option. 
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EFeprl (Extended Preferred Roaming List) 

File size: 52 Bytes 

Default values: Bytes 1 to 23 (HEX): 00 34 02 9A 03 00 80 CO 00 01 80 03 02 OB 09 OB 02 02 94 06 02 09 19 
Bytes 24 to 46 (HEX): 50 40 01 00 02 00 04 05 00 00 38 FO 08 00 02 80 00 50 60 1 1 00 02 00 
Bytes 47 to 52 (HEX): 04 05 00 00 21 12 
The interpretation of the default values read as follows: 

PRL ID - 666 

Current Protocol Revision - 3 

Preferred only - 

Default roaming indication - 1 

Number of acquisition records - 3 

Number of records in the Conmion Subnet Table - 

Number of system records - 2 

EFecsMscfg (Broadcast Short Message Configuration) 

The programming of this EE is a test house option. 

EFecsMspref (Broadcast Short Message Preference) 

The programming of this EE follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFecsMstabie (Broadcast Short Message Table) 

The programming of this EE follows default parameter written in 3GPP2 C.S0065-B [48J, Annex E. 
EFbcsmsp (Broadcast Short Message Parameter) 

The programming of this EE follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFbakpara (Currently used BAK Parameters) 
The programming of this EF is a test house option. 

EFupBAKPARA (Updated BAK Parameters) 

The programming of this EF is a test house option. 

EFmmsn(MMS Notification) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
EFexts (Extension 8) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFmmsicp (MMS Issuer Connectivity Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
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EFmmsup (MMS User Preferences) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EFmmsucp (MMS User Connectivity Parameters) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 
EpAuthcapabiiity (Authentication Capability) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 

EF3GCIK (3G Cipher and Integrity Keys) 

The programming of this EF is a test house option. 

EPdck (De-Personalization Control Keys) 

The programming of this EF is a test house option. 

EFgidi (Group Identifier Level 1) 

The programming of this EF is a test house option. 

EFgid2 (Group Identifier Level 2) 

The programming of this EF is a test house option. 

EFcDMACNL (CDMA Co-operative Network List) 

The programming of this EF is a test house option. 

EFhome.tag (Home System Tag) 

The programming of this EF is a test house option. 

EFgroup_tag (Group Tag List) 

The programming of this EF is a test house option. 

EFsPEciFic.TAG (Specific Tag List) 

The programming of this EF is a test house option. 

EFcALL_PROMPT(Call Prompt List) 

The programming of this EF is a test house option. 

EFsF.EuiMiD (Short Form EUIMID) 

Specified by CSIM Manufacturer. 

EFest (Enabled Service Table) 

The programming of this EF is a test house option. 

EpHiddenKey (Key for hidden phone book entries) 
The programming of this EF is a test house option. 
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EFlcsver (LCS Protocol Version) 

The programming of this EF is a test house option. 

EFlcscp (LCS Connectivity Parameter) 

The programming of this EF is a test house option. 

EFsDN (Service DialingNumbers) 

The programming of this EF is a test house option. 

EFEXT2(Extension2) 

The programming of this EF is a test house option. 
EFEXT3(Extension3) 

The programming of this EF is a test house option. 

EFici (Incoming Call Information) 

The programming of this EF is a test house option. 

EFoci (Outgoing Call Information) 

The programming of this EF is a test house option. 

EFexts (Extension 5) 

The programming of this EF is a test house option. 

EFccP2 (Capability Configuration Parameters 2) 

The programming of this EF is a test house option. 

EpAppLabeis (Application Labels) 

The programming of this EF is a test house option. 

EpModei (Device Model Information) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Aimex E. 
EFrc (Root Certificates) 

The programming of this EF is a test house option. 

EFsMscAP (SMS Capabilities) 

File size: 4 Bytes 

Default values: Bytes 1 to 4 (HEX): 3C 08 07 01 
The interpretation of the default values read as follows: 
SMS Retry Period: 60 seconds 
SMS Retry Interval: 8 seconds 
SMS Hags: 
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Send On Access: Trae 

Send on Traffic: Trae 

Send as Standard EMS: Trae 

SMS Preferred Service Option: SO 6 

EpMiPFiags (MobilelP Flags) 

The programming of this EF is a test house option. 

EFsGPDUPPExt (3GPD User Profile Parameters Extension) 

The programming of this EF is a test house option. 

EFiPV6CAP (IPv6 Capabilities) 

The programming of this EF is a test house option. 

EFjcpconfig (TCp Configurations) 

The programming of this EF is a test house option. 

EFdgc (Data Generic Configurations) 

The programming of this EF is a test house option. 

EFwAPBrowsercp (WAP Browsor Connectivity Parameters) 

The programming of this EF is a test house option. 

EFwAPBrowserBM (WAP Bfowser Bookmarks) 

The programming of this EF follows default parameter written in 3GPP2 C.S0065-B [48], Annex E. 

EFMMsconfig (MMS Configuration) 

The progranmiing of this EF is a test house option. 

EFjDL (Java Download URL) 

The programming of this EF is a test house option. 
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5 Test environment for RF test 

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test 
cases defined in TS 36.521-1 [21]. Exceptions specified in clause 5 overwrite the parameter settings of clause 4; 
exceptions defined within the test cases overwrite parameter settings of clause 4 and 5. 

5.1 Requirements of ?es? equipment 

No common RF test environment requirements are specified in addition to the common requirements described in 
clause 4.2. Specific RF requirements are indicated within the test cases defined in TS 36.521-1 [21]. 

5.2 RF Reference system configurations 

5.2.1 Common parameters for simulated E-UTRA cells 
5.2.1 .1 Combinations of system information blocks 

The combination of system information blocks required by a test case depends on the test case scenario. In this clause, 
the following combinations of system information blocks are defined. 

Combination 1 is the default combination which apphes to the following test case scenarios: 

- E-UTRA FDD single cell scenario 

- E-UTRA TDD single cell scenario 

- E-UTRA FDD intra-frequency multi cell scenario 

- E-UTRA TDD intra-frequency multi cell scenario 

The combinations of system information blocks for test cases in TS 36.521-1 [21] is defined in table 5.2-1.1-1. 



Table 5.2.1.1-1 : Combinations of system information blocl<s 





System information biocl< type 


Combination No. 


SIB2 


SIB3 


SIB4 


SIB5 


SIB6 


SIB7 


SIB8 


SIB9 


SIB 10 


SIB 11 


1 


X 


X 



















5.2 A .2 Scheduling of system information blocks 

The scheduling configurations for combinations of system information blocks are defined in the following tables. SIB1 
will be transmitted during subframes#5 winicin SFN mod 2 = 0, and SIB2+SIB3 will be transmitted during 
subframes#5 which SFN mod 2 = 1 with 8 radio frames periodicity. 



Table 5.2.1.2-1 : Scheduling for combination 1 



Scheduling 
Information No. 


Periodicity 
[radio frames] 


Mapping of system Information 
blocks 


1 


8 


SIB2, SIB3 



- System lnformationBloci<Type2 

As defined in Table 4.4.3.3-1 with the following exceptions: 
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Table 5.2.1.2-2: SystemlnformationBlockType2 exceptions 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


timeAliqnmentTimerCommon 


infinity 






} 









5.2.1 .3 Common contents of system information messages 

- MasterlnformationBlock 

As defined in Table 5.2.1.3-1 without exceptions. 



Table 5.2.1.3-1 : Systemlnformation 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Systemlnformation ::= SEQUENCE { 








criticalExtensions CHOICE { 








system lnformation-r8 SEQUENCE { 








sib-TypeAndlnfo SEQUENCE (SIZE 
(L.maxSIB)) OF CHQICE {} 


See subclause 5.2.1 .1 
and 5.2.1.2 






criticalExtensionsFuture SEQUENCE {} 


Not present 






} 








} 








} 









- Systemlnformation 

As defined in Table 4.4.3.2-2 without exceptions. 

- System InformationBlockTypel 

As defined in Table 4.4.3.2-3 with the following exceptions: 



Table 5.2.1 .2-1 : SystemlnformationBlockTypel exceptions 



Derivation Path: 36.331 clause 6.2.2 


Information Element 


Value/remark 


Comment 


Condition 


si-WindowLength 


ms40 















5.2A Generic RF procedures 

Editor's note: currently either state 3A or 3A-RF can be used for testing as specified in individual test cases. 

Convergence to one state 3A-RF (where possible) is planned by RAN5#52 August 201 1/ RAN#53 
September 2011. 

This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.521-1 
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5.2A.1 UE RF test States 



Table 5.2A-1 : The E-UTRAN UE states 





RRC 


ECM 


EMM 


ESM 


UE Test 
Mode 


State 
3A-RF 


Generic 
Default RB 

Established, 
UE Test Mode 
Activated 


RRC_CONNECTED 
1 data radio bearer 
configured 


ECM-CONNECTED 


EMM-REGISTERED 


1 default EPS 
bearer context 
active 


Active 



5.2A.2 Generic Default Radio Bearer Establisliment, UE Test Mode 
Activated (State 3A-RF) 

5.2A.2.1 Initial conditions 

System Simulator: 

1 cell, default parameters. 

- The procedure shall be performed under ideal radio conditions as defined in clause 5 
User Equipment: 

- The Test USIM shall be inserted. 

5.2A.2.2 Definition of system information messages 

The default system information messages are used. 

5.2A.2.3 Procedure 

Table 5.2A.2.3-1 : UE registration with default EPS bearer establishment and test mode activation 
procedures 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 to 
18 


Same procedure for steps 1 to 1 8 as specified 
in the procedure in clause 4.5.2A.3 







NOTE: If a test case needs to force the UE to attach to EPS services only regardless of UE mode of operation, use 
the condition "EPSOnlyAttachForced" in its preamble, which is defined below the table 4.7.2-1. 

5.2A.2.4 Specific message contents 

AU specific message contents shall be referred to clause 4.5.2A.4. 

5.3 Default RRC message and information elements contents 
5.3.1 Radio resource control information elements 

As defined in clause 4.6.3 with the following exceptions: 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 244 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 



Table 5.3.1-1 : TDD-Config-DEFAULT 



Derivation Patli: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


TDD-Config-DEFAULT ::= SEQUENCE { 








subframeAssignment 


sa1 






specialSubframePatterns 


ssp4 




RF 


} 









Condition 


Explanation 


RF 


For all the RF tests specified in 36.521-1 



Table 5.3.1-2: RadioResourceConfigCommonSIB-DEFAULT 



Derivation Path; 36.331 clause 6.3.2 


information Element 


Value/remark 


Comment 


Condition 










RadioResourceConfigCommonSIB-DEFAULT ::= 
SEQUENCE { 








rach-ConfigCommon 


RACH-ConfigCommon- 
DE FAULT 






bcch-Config 


BCCH-Config-DEFAULT 






pcch-Config 


PCCH-Config-DEFAULT 






prach-Config 


PRACH-ConfigSIB- 
DEFAULT 






pdsch-ConfigCommon 


PDSCH-ConfigCommon- 
DE FAULT 






pusch-ConfigCommon 


PUSCH-ConfigCommon- 
DEFAULT 






pucch-ConfigCommon 


PUCCH-ConfigCommon- 
DEFAULT 






soundingRS-UL-ConfigCommon CHOICE { 








release 


NULL 






} 








uplinkPowerControlCommon 


UplinkPowerControlCom 
mon-DEFAULT 






ul-CyclicPrefixLength 


leni 






} 









Table 5.3.1-3: PRACH-Config-DEFAULT 



Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7 


Information Element 


Value/remark 


Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








prach-Config Index 


3 




TDD 


) 









Condition 


Explanation 


TDD 


TDD cell environment 



5.4 Default NAS message and information elements contents 
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5.5 Reference radio bearer configurations 

5.5.1 SRB and DRB parameters 

5.5.1.1 MAC configurations 

As defined in clause 4.8.2.1.5 with the following exceptions: 



Table 5.5.1.1-1: MAC-MainConfig-RBC 



Derivation Path: TS 36.508 [7] clause 4.8.2.1 .5, Table 4.8.2.1 .5-1 


Information Eiement 


Value/remarl( 


Comment 


Condition 


IVIAC-MainConfig-RBC ::= SEQUENCE { 








dl-SCH-Config SEQUENCE {} 


Not present 






ul-SCH-Config SEQUENCE { 








maxHARQ-Tx 


n1 


Only one 
transmission per 
UL HARQ 




1 








drx-Config CHOICE { 








release 


NULL 






} 








timeAlignmentTimerDedicated 


infinity 
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5.5.1 .2 Physical Layer configurations 



Table 5.5.1.2-1: PhysicalConfigDedicated-DEFAULT 



Derivation Path: 36.331 clause 6.3.2 


Information Element 


Value/remark 


Comment 


Condition 


PhysicalConfigDedicated-DEFAULT ::= SEQUENCE { 








pdsch-ConfigDedicated 


PDSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


pucch-ConfigDedicated 


PUCCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


pusch-ConfigDedicated 


PUSCH- 

ConfigDedicated- 
DEFAULT 


See subclause 
4.6.3 


SRB1 




Not present 




RBC 


uplinkPowerControlDedicated 


UplinkPowerControlDedic 


See subclause 


SRB1 


ated- DEFAULT 


4.6.3 






Not present 




RBC 


tpc-PDCCH-ConfigPUCCH 


Not present 




SRB1 




TPC-PDCCH-Config- 
DEFAULT using 
condition PUCCH 


See subclause 
4.6.3 


RBC 


tpc-PDCCH-ConfigPUSCH 


Not present 




SRB1 




TPC-PDCCH-Config- 
DEFAULT using 
condition PUSCH 


See subclause 
4.6.3 


RBC 


cqi-ReportConfig 


Not present 




SRB1 




Not present 




RBC 


soundingRS-LU-ConfigDedicated 


Not present 




SRB1 




Not present 




RBC 


antennalnfo CHOICE { 








defaultValue 


NULL 






} 








schedulingRequestConfig 


Not present 




SRB1 




Not present 


See subclause 
4.6.3 


RBC 


} 









Condition 


Explanation 


SRB1 


Used at configuration of SRB1 during RRC connection (re-)establishment 


RBC 


Used at configuration of a radio bearer combination during SRB2+DRB establishment 



5.5.1 .3 SRB and DRB combinations 

5.5.1 .3.1 Combinations on DL-SCH and UL-SCH 

5.5.1 .3.1 .1 SRB1 and SRB2 for DCCH + n x AM DRB + m x UM DRB, where n=1 and m=0 

This SRB and DRB combination is setup in UE Registration procedure and the Generic Radio Bearer Establishment 
with UE Test Mode Activated using specific message content - the default RRCConnectionReconfigumtion message 
with condition SRB2-DRB(n, m). 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 



247 



ETSI TS 136 508 V9.5.0 (2011-07) 



6 Test environment for Signalling test 
6.1 Requirements of test equipment 

The requirements of test equipment specified in this subclause apply to Signalhng test cases defined in TS 36.523-1 
[18], in addition to the common requirements of test equipment specified in cause 4.2 of this specification. 

Test equipment shall be able to simulate cells of Radio Access Technology (RAT) E-UTRA, UTRA, GSM or HRPD / 
IxRTT. Regardless of respective RAT, the overall number and configuration of cells to be simulated simultaneously by 
test equipment shall not exceed the resources specified in the following Table 6.1-1: 



Table 6.1-1 : Maximum resources in terms of number / configuration of cells to be simulated 

simultaneously in a test setup 



Simulation of 


Max. number / 
configuration of cells 
(SISO / SIMO) 


Max. number / 
configuration of cells 
(MIMO) 


E-UTRA single-mode networks (FDD or TDD) 


3x cells 


n/a 


E-UTRA dual-mode networks (FDD and TDD) 


3x cells 


n/a 


Mixed E-UTRA / UTRA networks 


3x cells 


n/a 


Mixed E-UTRA / GSM networks 


3x cells 


n/a 


Mixed E-UTRA / HRPD or 1xRTT networks 


3x cells 


n/a 


Mixed E-UTRA / UTRA / GSM networks 


3x cells 


n/a 


Note 1 : No differentiation between cell configuration types (as defined in clause 6.3.3) here, because these 

types are relevant to specific test cases and their TTGN-3 implementation only. 
Note 2: Only network scenarios specified in clause 4.4.1 and 6.3.2.1 have been covered. 
Note 3: MIMO configuration is not applied for Signalling tests regardless of UE MIMO functionality 



Exceptions to the outlined requirement of maximum 3 cells simultaneously need special evidence to be provided 
explicitly in the test case prose. 

6.2 Reference test conditions 

The reference test conditions specified in this subclause apply to all Signalling test cases defined in TS 36.523-1 [18] 
unless otherwise specified, in addition to the common reference test conditions specified in subclause 4.3 of this 
specification. 

6.2.1 Physical channel allocations 

6.2.1.1 Antennas 

If the UE has two Rx antennas, the same downUnk signal is appUed to each one. Both UE Rx antennas shall be 
connected. 

If the UE has one Rx antenna, the downlink signal is applied to it. 

For signalling testing, SIMO (Single Input Multiple Output) is used. MIMO (Multiple Input Multiple Output) is not 
apphed for all cell configurations regardless of UE MIMO functionahty. 

6.2.1 .2 Downlink physical channels and physical signals 

Power allocation of downlink physical channels for Signalhng test cases is specified in table 6.2.1.2-1. 
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Table 6.2.1.2-1 : Power allocation for OFDM symbols and reference signals for Signalling test cases 



Physical Channel 


EPRE Ratio 


Comment 


PBCH 


PBCH RA = OdB 




rBUn riD = U Qd 




PSS 


PSS RA = OdB 




SSS 


SSS RA = OdB 




PCFICH 


PCFICH RB = dB 




rlJL/L.n 


rUCCH KA = do 




PDCCH RB = OdB 




PDSCH 


PDSCH_RA = -3 dB 


To reduce interference 
from PDSCH of intra- 

frequency neighbour cells 


PDSCH_RB = -3 dB 


To reduce interference 
from PDSCH of intra- 
frequency neighbour cells 


PHICH 


PHICH RB = OdB 





6.2.1 .3 Mapping of downlink physical channels and signals to physical resources 

Same as clause 4.3.3.3 

6.2.1 .4 Uplink physical channels and physical signals 

LFFSJ. 

6.2.1 .5 Mapping of uplink physical channels and signals to physical resources 

[FFS]. 

6.2.2 Signal levels 

6.2.2.1 Downlink signal levels 

The default settings of suitable cells and non-suitable cells for E-UTRA are specified in table 6.2.2.1-1. 

Cells which are expected to be undetectable for UE under test shall fulfil the condition of non-suitable "Off cell in 
table 6.2.2.1-1. 



Table 6.2.2.1-1 : Default settings of suitable / non-suitable cells 



Power level type 


E-UTRAN 
(Note 1-3) 


UTRAN 


GERAN 


Unit 


Power level 


Serving cell 


dBm/15kHz 


-85 


Table 6.1.1 (FDD)/ 
6.1.6a (TDD) [5] 


Table 6.1.10 [5] 


Suitable neighbour intra-frequency cell 


dBm/15kHz 


-91 


Table 6.1.2 (FDD)/ 
6.1.7 (TDD) [5] 


n/a 


Suitable neighbour inter-frequency cell 


dBm/15kHz 


-97 


Table 6.1.2 (FDD)/ 
6.1.7 (TDD) [5] 


Table 6.1.10 [5] 


Non-suitable cell 


dBm/15kHz 


-115 


Table 6.1.3 (FDD)/ 
6.1.8 (TDD) [5] 


Table 6.1.11 [5] 


Non-suitable "Off" cell 


dBm/15kHz 


< -145 


Table 6.1. 4 (FDD)/ 
6.1.9 (TDD) [5] 


Cell is switched-off 


Note 1 : The power level is specified in terms of cell-specific RS EPRE instead of RSRP as RSRP is a measured 

value and cannot be directly controlled by the SS. 
Note 2: Power levels are specified based on the precondition that q-Hyst, a3-0ffset and hysteresis are dB. 
Note 3: The power level is specified at each UE Rx antenna. 



The default signal level uncertainty is specified in table 6.2.2.1-2 for any level specified, unless a tighter vmcertainty is 
specified by a test case in TS 36.523-1 [18]. 
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Table 6.2.2.1-2: SS signal level uncertainty 





Absolute signal level 
uncertainty for each cell 


Relative signal level 
uncertainty between 
multiple cells 


Intra-frequency 


-I-/-3 dB at each test port 


-I-/-3 dB 


Inter-frequency 


-I-/-3 dB at each test port 


See Note 1 


Note 1 : For Inter-frequency cells the relative signal level uncertainty between 

multiple cells is determined by the absolute uncertainty of each cell, and 
does not have any additional constraint. 



Cell-specific RS EPRE setting should be equal to or higher than -115 dBm except for Non-suitable "Off cell. The 
figure is chosen to ensure that for all bands the DL signal is within the RSRP measurement range specified in TS 36.133 
[39] clauses 9.1.2 and 9.1.3, taking into account the SS default absolute signal level uncertainty. 

NOTE: (The power spectral density of a white noise source; specified in TS 36.133 [39]) can be assumed to be - 
Infinity [dBm/15kHz] for all intra and inter frequency test cases. It is applicable to both idle mode and 
connected mode in TS 36.523-1 [18], unless otherwise specified in specific test cases. 

6.2.2.2 Measurement accuracy and side conditions 

Measurement accuracy shall be considered in setting downlink power levels. 

RSRP measurement accuracy in E-UTRA RRC_1DLE state is specified in table 6.2.2.2-1, derived from TS 36.133 [39] 
clauses 4.2.2.3 and 4.2.2.4. This measurement accuracy is applicable to idle mode test cases specified in TS 36.523-1 
[18]. For the serving cell and suitable neighbour cells, the following side conditions shall be satisfied including the 
effect of signal level uncertainty. 

- RSRP > -121 dBm 

- RSRP Es/Iot > -4 dB 

- SCH_RP > -121 dBm 

- SCH Es/Iot > -4 dB 



Table 6.2.2.2-1 : RSRP measurement accuracy in E-UTRA RRCJDLE state 





Absolute RSRP 
measurement accuracy 


Relative RSRP 
measurement accuracy 


Intra-frequency 


+/-6 dB 


-I-/-3 dB 


Inter-frequency 


+/-6 dB 


+/-5 dB 



RSRP measurement accuracy in E-UTRA RRC_CONNECTED state is specified in table 6.2.2.2-2, derived from 
TS 36.133 [39] clauses 9.1.2 and 9.1.3 selecting Normal condition. The ranges and side conditions in TS 36.133 [39] 
clauses 9.1.2 and 9.1.3 apply. This measurement accuracy is applicable to connected mode test cases specified in 
TS 36.523-1 118]. For the serving cell and suitable neighbour cells, the following side conditions shall be satisfied 
including the effect of signal level uncertainty. 

- RSRP > -124 dBm 

- RSRP Es/Iot > -6 dB- lo : -1 18 dBm/15kHz ... -70 dBm/BWChannel (for absolute RSRP measurement accuracy) 

- lo : -1 18 dBm/15kHz . . . -50 dBm/BWChannel (for relative RSRP measurement accuracy) 

Table 6.2.2.2-2: RSRP measurement accuracy in E-UTRA RRC_CONNECTED state 





Absolute RSRP 
measurement accuracy 


Relative RSRP 
measurement accuracy 


Intra-frequency 


dB 


-I-/-3 dB 


Inter-frequency 


+/-6 dB 


+/-6 dB 
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Signal level difference between the serving cell and any suitable intra-frequency neighbour cell shall be nominally 6 dB 
to satisfy the measurement accuracy requirement and its side conditions specified in TS 36.133 [39]. This figure is 
chosen based on the following preconditions for intra-frequency cells. 

- Interference to reference signals from reference signals of other cells is eliminated by Physical Cell Identity 

shifting as specified in TS 36.523-3 [20]. 

- Interference to reference signals from PDSCH with SI-RNTI of other cells is negligible because it's sparse enough. 

- Interference to reference signals from PDSCH of the serving cell is controlled by satisfying the conditions of 

clauses 6.2.2.1 and 6.2.2.2. 

- Interference to P-SS/S-SS from P-SS/S-SS of other cells is eliminated by frame timing shifting as specified in 

TS 36.523-3 [20]. 

- Interference to P-SS/S-SS from PDSCH of other cells is eliminated by PDSCH resource allocation as specified in 

TS 36.523-3 [20]. 

6.2.3 Default test frequencies 

The default channel bandwidth of 5/10/20 MHz is applied to the signalling test. The test frequencies are defined so that 
no frequency overlapping takes place, in order to avoid unnecessary inter-frequency interference. 

For Band 13, only one test frequency fl is defined. All operating Bands except Band 13 can accommodate at least two 
test frequencies fl and f2 (fl<f2). An additional test frequency f3 can be defined for the operating Bands with at least 
triple of the default bandwidth. The fourth test frequency f4 (f3<fl<f4<f2) is applicable to the operating Bands which 
have at least quadruple of the default bandwidth. 

To the single cell signalling test with channel bandwidth different from the default bandwidths of the operating bands. 
Mid Range defined in clause 4.3. 1 is appUed. 

6.2.3.1 Test frequencies for signalling test 

Test frequencies for signalling test are specified in table 6.2.3.1-1 and 6.2.3. 1-la for FDD and table 6.2.3.1- and 
6.2.3.1-2a2 for TDD. Except f4 and a few fl, f5 which are specified according to EARFCN of the concerned operating 
Bands, the majority of the test frequencies in table 6.2. 3. 1-, 6.2.3. 1-la, 1 and 6.2 and 6.2.3. l-2a .3.1-2 are specified in 
terms of Low, Mid and High which are referred to the Low Range, Mid Range and High Range in clause 4.3.1. 



Table 6.2.3.1-1 : Test frequencies for E-UTRA FDD(5MHz) 



E-UTRA 
Operating 
Band 


Bandwidth 
[MHz] 


f1,f5 


f2,f6 


f3,f7 


f4 


NUL 


Ndl 


NuL 


Ndl 


NuL 


Ndl 


NuL 


Ndl 


1 


60 


Mid 


Mid 


High 


High 


Low 


Low 


18350 


350 


2 


60 


Mid 


Mid 


High 


High 


Low 


Low 


18950 


950 


3 


75 


Mid 


Mid 


High 


High 


Low 


Low 


19625 


1625 


4 


45 


Mid 


Mid 


High 


High 


Low 


Low 


20225 


2225 


5 


25 


Mid 


Mid 


High 


High 


Low 


Low 


20575 


2575 


6 


10 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 


7 


70 


Mid 


Mid 


High 


High 


Low 


Low 


21150 


3150 


8 


35 


Mid 


Mid 


High 


High 


Low 


Low 


21675 


3675 


9 


35 


Mid 


Mid 


High 


High 


Low 


Low 


22025 


4025 


10 


60 


Mid 


Mid 


High 


High 


Low 


Low 


22500 


4500 


11 


20 


22825 


4825 


High 


High 


Low 


Low 


22875 


4875 


12 


17 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


14 


10 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 






















17 


12 


Low 


Low 


High 


High 


N/A 


N/A 


N/A 


N/A 


18 


15 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


19 


15 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 


21 


15 


Mid 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 
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Table 6.2.3.1 -1a: Test frequencies for E-UTRA FDD(IOMHz) 



E-UTRA 
Operating 
Band 


Bandwidth 
[IVIHz] 


f1,f5 


f2,f6 


f3,f7 


f4 


NUL 


Ndl 


NuL 


Ndl 


NuL 


Ndl 


NuL 


Ndl 


13 


10 


Mid 


Mid 


N/A 


N/A 


N/A 


N/A 


N/A 


N/A 


20 


30 


l^id 


Mid 


High 


High 


Low 


Low 


N/A 


N/A 



Table 6.2.3.1-2: Test frequencies for E-UTRA TDD (5MHz) 



E-UTRA 

Operating 
Band 


Bandwidth 
[MHz] 


f1,f5 


f2,f6 


F3,f7 


f4 


33 


20 


36075 


High 


Low 


36125 


34 


15 


Mid 


High 


Low 


N/A 


35 


60 


Mid 


High 


Low 


36700 


36 


60 


Mid 


High 


Low 


37300 


37 


20 


37625 


High 


Low 


37675 


39 


40 


Mid 


High 


Low 


38500 














42 


100 


Mid 


High 


Low 


42640 


43 


100 


Mid 


High 


Low 


44640 



Table 6.2.3.1 -2a: Test frequencies for E-UTRA TDD(20MHz) 



E-UTRA 
Operating 
Band 


Bandwidth 
[MHz] 


f1,f5 


f2,f6 


f3,f7 


f4 


38 


50 


Low 


High 


N/A 


N/A 


40 


100 


Mid 


High 


Low 


39350 


41 


194 


Mid 


High 


Low 


40970 



6.3 Reference system configurations 

The reference system configurations specified in this subclause apply to all Signalling test cases defined in TS 36.523-1 
L18J unless otherwise specified, in addition to the common reference system configurations specified in subclause 4.4 of 
this specification. 

For Signalling testing, MIMO (Multiple Input Multiple Output) is not applied for all cell configurations regardless of 
UE MIMO functionality. Only one SS Tx antenna is used. 

One or two UE antennas are used for all signalling test cases. (*1) 

(*1) Two UE antennas configuration is possible for UE diversity case. 

6.3.1 Default parameter specific for simulated cells 

Default parameters specific for simulated cells are specified in this subclause. 

6.3.1 .1 Intra-frequency neighbouring cell list in SIB4 for E-UTRA cells 

Intra-frequency neighbouring cell hst for signalling test cases is defined in table 6.3.1.1-1. This table is referred to in the 
default contents of IE intraFreqNeighbouringCellList in SystemInformationBlockType4 defined in table 4.4.3.3-3. 
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Table 6.3.1.1-1 : Intra-frequency neighbouring cell lists for E-UTRA cells 



cell ID 


Test 


intra-frequency neighbouring cell list 




Frequency 


number of 




3hysCellld[n 




q-OffsetCell [n] 






entries 


1 


2 


3 


1 


2 


3 


Cell 1 


f1 


3 


Cell 2 


Cell 4 


Cell 11 


dBO 


dBO 


dBO 


Cell 2 


f1 


3 


Cell 1 


Cell 4 


Cell 11 


dBO 


dBO 


dBO 


Cell 4 


f1 


3 


Cell 1 


Cell 2 


Cell 11 


dBO 


dBO 


dBO 


Cell 11 


f1 


3 


Cell 1 


Cell 2 


Cell 4 


dBO 


dBO 


dBO 


Cell 3 


f2 


1 


Cell 23 






dBO 






Cell 23 


f2 


1 


Cell 3 






dBO 







NOTE: The intra-frequency E-UTRA neighbouring cell list for signalhng NAS test cases when cells are on same 
PLMN is defined in table 6.3.2.3.1-1. 

6.3.1 .2 Inter-frequency carrier frequency list in SIB5 for E-UTRA cells 

Inter-frequency E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.2-1. This table is 
referred to in the default contents of IE interFreqCarrierFreqList in SystemlnformationBlockTypeS defined in table 
4.4.3.3-4. 



Table 6.3.1.2-1 : Inter-frequency carrier frequency lists for E-UTRA cells 



cell ID 


Test 


InterFreqCarrierFreqList 




Frequency 


number of 


dl-CarrierFreq 


[n\ 






entries 


1 


2 


3 


Cell 1 


f1 


3 


f2 


f3 


f5 


Cell 2 












Cell 4 












Cell 11 












Cell 3 


f2 


3 


f1 


f3 


f5 


Cell 23 












Cell 6 


f3 


3 


f1 


f2 


f5 


Cell 10 


f5 


3 


f1 


f2 


f3 



Note 1 : The inter-frequency E-UTRA carrier frequency list for signalling 
NAS test cases when cells are on same PLMN is defined in 

table 6.3.2.3.2-1. 



Note 2: Depending on the Band under test, f3 may not be applicable. 
Note 3: In case of Test frequency f1 , f2 and f3, dl-CarrierFreq f5 as part 

of inter-frequency list is applicable only in case of multi-band 

scenarios. 

Note 4: In case of Test frequency f5, dl-CarrierFreq f1 as part of inter- 
frequency list is applicable only in case of multi-band scenarios. 



6.3.1 .3 UTRA carrier frequency list in SIB6 for E-UTRA cells 

UTRA carrier frequency Ust for signalling test cases is defined in table 6.3.1.3-1. This table is referred to in the default 
contents of IE carrierFreqListUTRA-FDD and carrierFreqListUTRA-TDD in SystemInformationBlockType6 defined in 
table 4.4.3.3-5. 

Table 6.3.1.3-1 : UTRA carrier frequency lists for E-UTRA cells 



InterFreqCarrierFreqList 


number of 
entries 


carrierFreq[n] 


1 


2 


3 


3 


f8 


f9 


f10 


Note: Band VI has two entries. 
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Table 6.3.1.3-2: Mapping of UTRA cell with TS 34.108 [5] 



UTRA cell 


Frequency 


UTRA cell in TS 
34.108, clause 6.1 


UTRA frequency in 
TS 34.108 


Cells 


f8 


Cell 1 


High 


Cell? 


f8 


Cell 2 


High 


Cells 


f9 


Cell 4 


Mid (Note 2) 


Cell 9 


f10 


Cell 7 


Low 


Note 1 : 


The following simultaneous co-existences in the test are not 
allowed: 


Note 2: 


- cells on f 1 (eUTRA cell 1 , cell 2, cell 4, cell 1 1 ) and f9 (UTRA 
cell 8); 

- cells on f2 (eUTRA cell 3, cell 1 2, cell 23) and f8 (UTRA cell 5, 

cell 7); 

- cells on fS (eUTRA cell 6, Cell 13) and flO (UTRA cell 9). 

On UTRA Band Vi, the Low range test frequency is applied to f9 for 
Cell 8. 



6.3.1 .4 GERAN carrier frequency group list in SIB7 for E-UTRA cells 

GERAN carrier frequency group list for signalling test cases is defined in table 6.3.1.4-1. This table is referred to in the 
default contents of IE carrierFreqsInfoList in SystemlnformationBlockType? defined in table 4.4.3.3-6. 



Table 6.3.1 .4-1 : GERAN carrier frequency group list for E-UTRA cells 



carrierFreqsInfoList 


number of 


index 


carrierFreqs[n] 


entries 


(n) 


startingARFCN[n] 


explicitListOfARFCNs[n] 








number of entries 


ARFCN-ValueGERAN 


3 


1 


f11 


8 


see Note 




2 


f12 


8 


see Note 




3 


f13 


8 


see Note 



NOTE 1 : The explicit list of ARFCNs for each cell uses the frequencies defined for the appropriate cell in the 
Neighbouring cells BCCH/CCCH carriers field in TS 51.010, clause 40. 

Table 6.3.1.4-2: lUlapping of GERAN cells with TS 51.010-1 [25] 



GERAN cell 


Frequency 


GERAN cell in TS 51.010-1, clause 40 


Cell 24 


f11 


Cell A 


Cell 25 


f12 


Cell D 


Cell 26 


f13 


Cell B 



NOTE 2: Unless otherwise stated, GERAN cells 24/25/26 take the default values of GERAN cells A/B/D as 
defined in TS 51.010 clause 40. 

6.3.1 .5 CDMA2000 HRPD carrier frequency list in SIB8 for E-UTRA cells 

CDMA2000 HRPD carrier frequency list for signalling test cases is defined in table 6.3.1.5-1. This table is referred to in 
the default contents of IE cellReselectionPammetersHRPD in SystemlnformationBlockTypS defined in table 4.4.3.3-7. 
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Table 6.3.1.5-1 : CDMA2000 HRPD carrier frequency list for E-UTRA cells 



neighCellsPerFreqList 


number of 


index 


arfcn[n] 


physCeilidLlst[n] 


entries 


(n) 




number of 
entries 


index 


PhysCeiildCDMA2000 


3 


1 


f14 


2 


1 


Cell 15 










2 


Cell 16 




2 


f15 


1 


1 


Cell 17 




3 


f16 


1 


1 


Cell 18 



6.3.1 .6 CDMA2000 1xRTT carrier frequency list in SIB8 for E-UTRA cells 

CDMA2000 IxRTT carrier frequency list for signalling test cases is defined in table 6.3.1.6-1. This table is referred to 
in the default contents of IE cellReselectionParameterslXRTTin SystemlnformationBlockTypS defined in table 4.4.3.3- 
7. 



Table 6.3.1.6-1 : CDIUIA2000 IxRTT carrier frequency list for E-UTRA cells 



neighCeiisPerFreqList 


number of 


index 


arfcn[n] 


ptiysCeilidList[n] 


entries 


(n) 




number of 
entries 


index 


PliysCellldCDIVIA2000 


3 


1 


f17 


2 


1 


Cell 19 










2 


Cell 20 




2 


f18 


1 


1 


Cell 21 




3 


f19 


1 


1 


Cell 22 



6.3.1 .7 E-UTRA carrier frequency list in SIB19 for UTRA cells 

E-UTRA carrier frequency list for signalling test cases is defined in table 6.3.1.7-1. This table is referred to in the 
default contents of IE eutra-FrequencyAndPrioritylnfoList in System Information Block type 19 defined in table 
4.4.4.1-1. 



Table 6.3.1.7-1 : E-UTRA carrier frequency list for UTRA cells 



eutra-FrequencyAndPriorityinfoList 


number of 
entries 


earfcn[n] 


1 


2 


3 


4 




4 


f1 


f2 


f3 


f4 




Note: Depending on the Band under test, f2, f3 and f4 may not be applicable. 



6.3.2 Default configurations for NAS test cases 

The default configurations specified in this subclause apply only to NAS test cases. They apply to all NAS test cases 
unless otherwise specified. 

6.3.2.1 Simulated network scenarios for NAS test cases 

Simulated network scenarios for NAS test cases to be tested are specified in the pre-test conditions of each individual 

test case. 

NOTE: The number of cells specified does not necessarily correspond to the maximum number of resources to be 
configured simultaneously in test equipment. Please refer to Table 6.1-1 for such information. 

Any combination is allowed with the following restrictions: 

- Cell E should not be used if Cell G or Cell H is used, otherwise two different PLMNs will be operated on the 
same frequency 
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a maximum 3 cells on the same frequency can be used, i.e. only 3 cells out of cells A, B, C, D and M may be 
used simultaneously in each individual test case when cells in the test case are in different PLMNs (refer to 
Table 6.3.2.2-3). 



6.3.2.2 Simulated NAS cells 

Simulated NAS cells and default parameters are specified in table 6.3.2.2-1. 

Unless otherwise specified, the default parameters specified in section 4 also apply to all NAS cells. 

Table 6.3.2.2-1 : Default parameters for simulated NAS cells 



NAS cell 
ID 



TA# 



Tracking Area 



PLMN 



MCC MNC 



TAC 



TA# list 
(Notel) 



GUTI (Note 2) 



MME Identifier 



MME Group ID 



MME Code 



M-TMSI 



Cell A 



TAI-1 



(Note 3) 



TAI-1 



32769 



Cell B 



TAI-2 



Cell C 



(Note 3) 



TAI-2 



32770 



TAI-3 



(Note 3) 



TAI-3 



32771 



Cell D 



TAI-4 



(Note 3) 



TAI-4 



32772 



Cell E 



TAI-1 2 



002 



101 



TAI-1 2 



32777 



Cell F 



Cell G 



TAI-7 



Cell H 



(Note 4) 02 



TAI-8 



(Note 4) 



Cell I 



TAI-9 



002 



Cell J 



TAI-1 



003 



Cell K 



TAI-9 



002 



Cell L 



TAI-1 1 



002 



TAI-7 



32775 



02 



TAI-8 



32776 



101 



TAI-9 



32777 



101 



TAI-1 



32778 



101 



TAI-9 



32777 



101 



TAI-1 1 



32779 



Cell M 



TAI-1 



(Note 3) 



1 



TAI-1 



32769 



Arbitrarily 
selected 
according to 
TS 23.003 
subclause 2.8 
[2]. 



Note 1 : 



Note 2: 



Note 3: 

Note 4: 
Note 5: 



The value(s) in the column TA# list indicates TAI(s) included in the response messages of the registration 
procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE pertorms the 
registration procedure on a corresponding cell. 

The value in the column GUTI indicates GUTI included in the response messages of the registration 
procedure (ATTACH ACCEPT or TRACKING AREA UPDATE ACCEPT) when the UE performs the 
registration procedure on a corresponding cell. 

Set to the same Mobile Country Code and Mobile Network Code stored in EFimsi on the test USIM card 
(subclause 4.9.3). 

Set to the same Mobile Country Code stored in EFimsi on the test USIM card (subclause 4.9.3). 

Cell A is a serving cell and the other cells are suitable neighbour cells. The definitions are specified in 

subclause 6.2.2.1. 



Table 6.3.2.2-2: Default cell identifiers for simulated NAS cells when cells are in same PLMN 



NAS 
cell ID 


Frequency 


E-UTRAN Cell Identifier 


Physical 
layer cell 
identity 


rootSequencelndex 
FDD 


rootSequencelndex 
TDD 


eNB Identifier 


Cell 
Identity 


Cell A 


f1 


'0000 0000 0000 
0001 0001 'B 


'0000 
0001 'B 


1 


22 





Cell B 


f1 


'0000 0000 0000 
0001 0001 'B 


'0000 
001 0'B 


2 


86 


8 


Cell C 


f2 


'0000 0000 0000 
0001 001 0'B 


'0000 
001 1'B 


3 


22 





Cell D 


f1 


'0000 0000 0000 
0001 0001 'B 


'0000 
0100'B 


4 


150 


16 


Cell E 


NA 


NA 


NA 


NA 


NA 


NA 


Cell F 


NA 


NA 


NA 


NA 


NA 


NA 


Cell G 


NA 


NA 


NA 


NA 


NA 


NA 


Cell H 


NA 


NA 


NA 


NA 


NA 


NA 


Cell 1 


NA 


NA 


NA 


NA 


NA 


NA 


Cell J 


NA 


NA 


NA 


NA 


NA 


NA 


Cell M 


f2 


'0000 0000 0000 
0010 0001 'B 


'0001 
0001 'B 


17 


86 


8 
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Table 6.3.2.2-3: Default cell identifiers for simulated NAS cells when cells are in different PLIVINs 



NAS cell 
ID 


PLMN 


Frequency 


E-UTRAN Cell Identifier 


Physical 
layer cell 
identity 


rootSeque 
ncelndex 

rUU 


rootSeque 
ncelndex 

1 UU 


eNB Identifier 


Cell 
Identity 


Cell A 


IVICC/MNC= 
MGG/lvlNL- in UblM 


f1 


'0000 0000 0000 

AA-J A AAA-J in 

0010 0001 B 


'0000 
0001 'B 


1 


22 





Cell B 


IVICC/IVINO= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 

AAH A AAAH 'D 

001 0001 B 


'0000 
001 0'B 


2 


86 


8 


Cell C 


IVIGG/IVINO= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 

AA-J A AAA-J in 

0010 0001 B 


'0000 
001 1 'B 


3 


1 50 


16 


Cell D 


MGG/MNG= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 

AA-J A AAA-J in 

0010 0001 B 


'0000 
0100'B 


4 


214 


24 


Cell E 
(Note 2) 


MGG=002 
MNC=101 


f2 


'0000 0000 0000 
001 1 0101 B 


'0001 
01 1 1 'B 


23 


22 





Cell F 


NA 


NA 


NA 


NA 


NA 


NA 


NA 


CellG 
(Note 2) 


MCC = MCC in USIM 
MNG=02 


f2 


'0000 0000 0000 
0010 001 0'B 


'0000 
1011'B 


11 


86 


8 


Cell H 

/M_j._ o\ 

(Note 2) 


MCC= MCC in USIM 
MNG=02 


f2 


'0000 0000 0000 
0010 001 0'B 


'0000 
1100'B 


12 


150 


16 


Cell 1 


MCC=002 
lvlNG=101 


f3 (Note 1) 


0000 0000 0000 
0010 0011 'B 


'0000 
1101'B 


13 


22 





Cell J 


MCC=003 
MNC=101 


f4(Note 1) 


'0000 0000 0000 
0010 0100'B 


'0000 
1110'B 


14 


22 





Cell K 


MCC=002 
MNC=101 


fS (Note 1) 


'0000 0000 0000 
0010 0011 'B 


'0000 
1111'B 


15 


86 


8 


Cell L 


MCC=002 
MNC=101 


fS (Note 1) 


'0000 0000 0000 
0010 0011 'B 


'0001 
OOOO'B 


16 


150 


16 


Cell M 


MCC/MNC= 
MCC/MNC in USIM 


f1 


'0000 0000 0000 
0010 0001 'B 


'0001 
0001 'B 


17 


278 


32 


Note 1 : The test frequency f3 or f4 is allocated to the cell if f1 and f2 are already allocated to the cells in the test. 
Otherwise, f1 or f2 is allocated, instead. 



6.3.2.3 Broadcast system information 

6.3.2.3.1 Intra-frequency neighbouring cell list in SIB4 for E-UTRA NAS cells 

Intra-frequency neighbouring cell list of the same PLMN for the NAS signalling test is defined in table 6.3.2.3.1-1 
when SIB4 to be broadcast. 



Table 6.3.2.3.1-1 : Intra-freq. lists in SIB4 for NAS test cases (same PLMN) 



NAS cell 


Test 


Intra-frequency neighbouring cell list 


ID 


Frequency 


number of 


physCellld[n] 






entries 


1 


2 


Cell A 


f1 


2 


Cell B 


Cell D 


Cell B 


f1 


2 


Cell A 


Cell D 


Cell D 


f1 


2 


Cell A 


Cell B 


Cell C 


f2 


1 


Cell M 


N/A 


Cell M 


f2 


1 


Cell C 


N/A 



6.3.2.3.2 Inter-frequency carrier frequency list in SIB5 for E-UTRA NAS cells 

Inter-frequency neighbouring carrier and cell lists for NAS signalling test cases are defined in table 6.3.2.3.2-1 for same 
PLMN and table 6.3.2.3.2-2 for different PLMN. 
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Table 6.3.2.3.2-1 : Inter-freq. lists in SIB5 for NAS test cases (same PLIUIN) 



NAS cell ID 


Test 


InterFreqCarrierFreqList 




Frequency 


number of 


dl-CarrierFreq[n] 






entries 


1 


2 


Cell A 


f1 


1 


f2 


NA 


Cell B 










Cell D 










Cell C 


f2 


1 


f1 


NA 


Cell M 










NOTE: Operating on Band 13, SIB5 Is not broadcast. 



Table 6.3.2.3.2-2: Inter-freq. lists in SIB5 for NAS test cases (different PLMN) 



NAS cell ID 


Test Frequency 


InterFreqCarrierFreqList 


Condition 


number of 
entries 


dl-CarrierFreq[n] 


1 


2 


Cell A 
Cell B 
CellC 
Cell D 
Cell M 


f1 





NA 


NA 




CellG 
Cell H 


f2 





NA 


NA 




Cell 1 
Cell K 

Cell L 


f3 





NA 


NA 


E-NOT-CONF 


1 


f2 


E-CONF 


Cell J 


f4 





NA 


NA 




Cell E 


f2 


1 


fS 


NA 





Condition 


Explanation 


E-NOT-CONF 


cell E Is not configured in the test 


E-CONF 


cell E is configured in the test 



6.3.3 Cell configurations 

For the purpose of test, three types of SS cell configurations are defined, full (Active) cell configuration, broadcast only 
cell configuration and minimum uplink cell configuration. 

6.3.3.1 Full cell configuration 

Full cell configuration is also called active cell configuration. The cell configuration, in minimum, has all defined DL 
and UL physical channels configured, i.e. 

in DL: PBCH, PCFTCH, PDCCH, PDSCH, PHICH, 

in UL: PRACH, PUCCH, PUSCH. 

The DL and UL Reference and synchronization (both primary and secondary) signals are also configured. 

6.3.3.2 Minimum uplink cell configuration 

In this cell configuration, 

in DL: physical channels capable of transmission, i.e. PBCH, PCFICH, PDCCH, PDSCH are configured; 

DL physical reference and synchronization (both primary and secondary) signals are also configured. 

In UL: PRACH is configured. SS shall report any detection of PRACH preambles, in order to assign test verdicts. 
Decoding the preambles is not required. 
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6.3.3.3 



Broadcast only cell configuration 



In this cell configuration, 



in DL: physical channels capable of transmission, i.e. PBCH, PCFTCH, PDCCH, PDSCH are configured; 



DL physical reference and synchronization (both primary and secondary) signals are also configured. 



in UL: no physical resources are configured, neither channels, nor signals. 



6.3.3.4 



Application of different cell configurations 



By default, the cells specified in 36.523-1 are defined with the full cell configuration, unless it is explicitiy specified as 
either the broadcast only, or the minimum uplink cell configuration. The full cell configuration is suitable for UE to 
start camping, establish RRC connection or hand over from another active cell. 

The broadcast only cells identified as 'DL only' can be appUed in some RRC measurement test cases to those neighbour 
cells which UE shall not camp on during the test case execution. 

The capability of a minimum uplink cell is much weaker than a full cell, but stronger than a broadcast only cell in UL. 
This cell configuration identified as 'min UL' can be applied in the idle mode test cases to those neighbour cells which 
a conformant UE shall not camp on during the test case execution. 

If a cell configuration is specified in a test case it shall remain unchanged throughout the test case specification. In 
addition, there shall not be any requirement in the test specification or test implementation for a cell reconfiguration 
from one of the above configurations to the other. 

For the UE conformance test, the broadcast only cell configuration can be replaced and implemented with the other two 
configurations. The minimum uplink cell configuration can also be implemented with the full cell configuration. The 
replacements in the implementation have no impact on the test purposes and the test requirements. The implementation 
guidelines are referred to 36.523-3. 



This clause describes UE test states which can be used in the initial condition of many test cases defined in TS 36.523-1 
[18] in addition to the states already specified in clause 4.5 of this specification. 



6.4 



Generic procedures 



6.4.1 



Initial UE states and setup procedures 



6.4.1.1 



Initial UE states and setup procedures 




Figure 6.4.1.1-1: Initial UE states 
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In order that the UE can set up a call or session in E-UTRAN, there are a number of setup procedures to be undertaken 
in a hierachical sequence to move between known states. The sequences are shown in figure 6.4.1.1-1 and the status of 
the relevant protocols in the UE in the different states are given in table 6.4.1.1-1. State 3 is defined in clause 4.5.1. 



Table 6.4.1.1-1: Protocol state for each initial UE state 





RRC 


ECM 


EMM 


ESM 


State 5 


Dedicated RB 
established 


RRC_CONNECTED 


ECM_CONNECTED 


ElVIIVI-REGISTERED 


1 default EPS bearer 
context active 
N dedicated EPS 
bearer context(s) 
active 


State 6 


Loopbacl< Activated 


RRC_CONNECTED 


ECI\/l_CONNECTED 


EMM-REGISTERED 


1 default EPS bearer 
context active 
N dedicated EPS 
bearer context(s) 
active 



6.4.1 .2 Dedicated Bearer Establishment (to state 5) 

6.4.1.2.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, unless 
otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Generic RB established (State 3). 

6.4.1 .2.2 Definition of system information messages 

The default system information messages are used. 

6.4.1.2.3 Procedure 

The establishment of dedicated radio bearer cormection is assumed to always be mobile terminated. 



Table 6.4.1.2.3-1 : Procedure for dedicated bearer establishment 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The SS configures new data radio bearer{s) 
and the associated dedicated EPS bearer 

context(s). 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT REQUEST 


2 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the establishment of the 

new data radio bearer(s), associated with the 
dedicated EPS bearer context{s) in the NAS 
message. 


— > 


RRC: 

RRCConnectionReconfigurationComplet 
e 


3 


The UE transmits an ACTIVATE DEDICATED 
EPS BEARER CONTEXT ACCEPT message. 


— > 


NAS: ACTIVATE DEDICATED EPS 
BEARER CONTEXT ACCEPT 



6.4.1 .2.4 Specific message contents 

All specific message contents shall be referred to clause 4.6 and 4.7. 
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6.4.1 .3 Loopback Activation (to state 6) 

Editor's Note: This section will be completed when message for loopback activation is defined in TS 36.509. The 
table below is just an example and should be alighed with TS 36.509. 

6.4.1.3.1 Initial conditions 

System Simulator: 

- Parameters are set to the default parameters for the basic single cell environment, as defined in subclause 4.4, 
unless otherwise specified in the test case. 

User Equipment: 

- The UE shall be in Dedicated Radio Bearer Established (State 5). 

6.4.1 .3.2 Definition of system information messages 

The default system information messages are used. 

6.4.1.3.3 Procedure 



Table 6.4.1.3.3-1 : Procedure for loopback activation 



Step 


Procedure 


Message Sequence 


U-S 


Message 


1 


The 88 transmits an ACTIVATE RB TEST 
MODE message to activate UE radio bearer 
test mode procedure. 


<-- 


RRC: DLInformationTransfer 
TC: ACTIVATE RB TEST MODE 


2 


The UE transmits an ACTIVATE RB TEST 
MODE COMPLETE message. 


-> 


RRC: ULInformationTransfer 
TC: ACTIVATE RB TEST MODE 
COMPLETE 


3 


The 88 transmits a CLOSE UE TEST LOOP 
message to enter the UE test loop mode. 


<-- 


RRC: DLInformationTransfer 
TC: CLOSE UE TEST LOOP 


4 


The UE transmits a CLOSE UE TEST LOOP 
COMPLETE message to confirm that loopback 
entities for the radio bearer(s) have been 
created and loop back is activated (State 6). 


— > 


RRC: ULInformationTransfer 
TC: CLOSE UE TEST LOOP 
COMPLETE 



6.4.1 .3.4 Specific message contents 

All specific message contents shall be referred to clause 4.6, 4.7 and 4.7A. 

6.4.2 Test procedures 
6.4.2.1 Introduction 

This section defines test procedures which can be used within test procedure sequences for test steps where checking 
the UE state is needed. 

For each test procedure, 

at the start of the test procedure, 

- the System Simulator condition and the value of system information messages are the ones applicable in the 
test case referring to this test procedure, as they are after the execution of the test step immediately preceding 
the test step where the test procedure is used; 

the initial UE condition is one indicated in the test case referring to this procedure, as it is after the execution 
of the test step immediately preceding the test step where the test procedure is used. 

- at the end of the test procedure. 
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the System Simulator condition after the test procedure execution is complete is the same as before it is 
started (this should not be changed by the test procedure). 

6.4.2.2 Test procedure to check RRC_IDLE state 

This procedure aims at checking whether the UE is in RRCJDLE on a certain cell of a test case or not. 



Table 6.4.2.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U - S 


Message/PDU/SDU 






1 


The SS sends RRC Paging message with UE 
S-TMSI on the cell(s) specified in the test 
case. 


<-- 


RRC: Paging (PCCH) 






2 


Check: Does the UE send an 
RRCConnectionRequest message on the cell 
specified in the test case ? 


— > 


RRC: RRCConnectionRequest 




P 


3 


The 88 transmits a RRCConnectionSetup 

message 


<— 


RRC: RRCConnectionSetup 






4 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and to initiate the 
session management procedure by including 
the SERVICE REQUEST message. 


--> 


RRC: RRCConnectionSetup 
Complete 

NAS: SERVICE REQUEST 






5-6 


Void 










7 


The 88 transmits a SecurltyModeCommand 
message to activate A8 security. 


<— 


RRC: SecurityModeCommand 




- 


8 


The UE transmits a SecurityModeComplete 
message. 


-> 


RRC: SecurityModeComplete 




- 


9 


The SS transmits a 

RRCConnectionReconfiguration message to 
establish the default bearer with condition 
8RB2-DRB(1 , 0) according to 4.8.2.2.1 .1 , 


<— 


RRC: 

RRCConnectionReconfiguration 






10 


The UE transmits an 

RRCConnectionReconfiguration complete 
message. 


— > 


RRC: 

RRCConnectionReconfigurationC 
omplete 






11 


The 88 release the RRC connection. 


<- 


RRC: RRCConnectionRelease 






6.4.2.3 Test procedure to check RRC_CONNECTED state 






Table 6.4.2.3-1 : Test procedure sequence 




St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message/PDU/SDU 






1 


The SS sends UECapabilityEnquiry message 
to the UE. 


<- 


UECapabilityEnquiry 






2 


Check: Does the UE send a 
UECapabilitylnformation message? 


— > 


UECapabilitylnformation 




P 



6.4.2.4 Test procedure Paging (for NAS testing) 

This procedure aims at checking whether the UE is in registered with a certain S-TMSI. 

This procedure is identical to the procedure in 6.4.2.2 except that the S-TMSI as indicated in step 1 is the one explicitly 
specified in the test step calUng this procedure. 

6.4.2.5 Test procedure for no response to paging (for NAS testing) 

This procedure aims at checking that the UE ignores paging messages with a specified identity. 
The procedure is defined in table 6.4.2.5-1. 
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Table 6.4.2.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1 


The SS transmits a paging message using the 
UE identity and the CN domain which are both 
specified in the referring test step, and on the 
cell which is specified in the referring test step. 


<~ 


Paging 






2 


Check: Does the UE send an 
RRCConnectionRequest message on the cell 
where the paging was transmitted within the 
next 3s? 


-> 


RRCConnectionRequest 




F 



6.4.2.6 Test procedure to check that a dedicated EPS bearer context is active (for 
NAS testing) 

This procedure aims at checking that a dedicated EPS bearer context is active. 
The procedure is defined in table 6.4.2.6-1. 

Table 6.4.2.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The SS modifies existing data radio bearer(s) 
and the associated EPS bearer context{s) with 
Bearer QoS update. 


<— 


RRC: 

RRCConnectionReconfiguration 
NAS: MODIFY EPS BEARER 
CONTEXT REQUEST 






2 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message to confirm the modification of the 
existing data radio bearer(s), associated with 
the EPS bearer context(s) in the NAS 
message. 


-> 


RRC: 

RRCConnectionReconfigurationC 
omplete 






3 


Check: Does the UE transmit a MODIFY EPS 
BEARER CONTEXT ACCEPT message? 


-> 


RRC: ULInformationTransfer 
NAS: MODIFY EPS BEARER 
CONTEXT ACCEPT 




P 



6.4.2.7 Test procedure to check that UE is camped on a new E-UTRAN ceil 

This procedure aims at checking whether the UE is camping on a new E-UTRAN cell with different TAl of a test case 
or not. 

The procedure is defined in table 6.4.2.7-1. 
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Table 6.4.2.7-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRCConnectionRequest 
message on the cell specified in the test case. 


-> 


RRC: RRCConnectionRequest 






2 


SS transmit an RRCConnectionSetup 

message. 


<— 


RRC: RRCConnectionSetup 






3 


The UE transmits an 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 

A t-\ 1 — A 1 1 r"» r"\ A ~r"i — n i — I 1 1 — t~t~r ' j. j. 

AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 






4 


SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<— 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 






5 


Check: Does the UE send a TRACKING AREA 
UPDATE COIVIPLETE on the cell specified In 
the test case? 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
CQMPLETE 




P 


6 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<— 


RRC: RRCConnectionRelease 







NOTE 1 : The periodic tracking area updating timer T3412 is deactivated by default during the attach procedure (TS 
36.508 clause 4.7.2). 

NOTE 2: The SS does not initiate authentication and NAS SECURITY MODE COMMAND are not performed 
(reuse of keys allocated during the attach procedure). 

6.4.2.7A Test procedure to check that UE is camped on E-UTRAN cell upon mobility 
from another RAT 

This procedure aims at checking whether the UE is camping on a E-UTRAN cell upon mobility from another RATafter 
Inter RAT reselection. 

The procedure if PDF context was estabhshed before inter RAT reselection, is defined in table 6.4.2.7A-1. 
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Table 6.4.2.7A-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a RRCConnectionRequest 
message on the cell specified in the test case. 


-> 


RRC: RRCConnectionRequest 






2 


SS transmit an RRCConnectionSetup 

message. 


<— 


RRC: RRCConnectionSetup 






3 


The UE transmits a 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 
AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


— > 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 






4 


The SS transmits a NAS SECURITY MODE 
COMMAND message to activate NAS security 
(mapped security context) (Note 1). 


<— 


RRC: DLInformationTransfer 
NAS: SECURITY MODE 
COMMAND 






5 


The UE transmits a NAS SECURITY MODE 
COMPLETE message and establishes the 
initial security configuration. 


— > 


RRC: ULInformationTransfer 
NAS: SECURITY MODE 
COMPLETE 






6 


SS responds with TRACKING AREA UPDATE 
ACCEPT message. 


<- 


RRC: DLInformationTransfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 






7 


Checl<: Does the UE send a TRACKING AREA 
UPDATE COMPLETE on the cell specified in 
the test case? 


--> 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 




P 


8 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<- 


RRC: RRCConnectionRelease 






Note 1 : Step 4 and 5 are executed only when UE and SS does not have a native security context. 



The procedure if PDP context was not established before inter RAT reselection, is defined in table 6.4.2.7A-2. 
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Table 6.4.2.7A-2: Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a RRCConnectionRequest 
message on the cell specified in the test case. 


--> 


RRC: RRCConnectionRequest 






2 


SS transmit an RRCConnectionSetup 

message. 


<— 


RRC: RRCConnectionSetup 






3 


The UE transmits a 

RRCConnectionSetupComplete message to 
confirm the successful completion of the 
connection establishment and a TRACKING 
AREA UPDATE REQUEST message is sent to 
update the registration of the actual tracking 
area. 


-> 


RRC: 

RRCConnectionSetupComplete 
NAS: TRACKING AREA UPDATE 
REQUEST 


- 


- 


4 


The SS transmits a TRACKING AREA 
UPDATE REJECT message with cause #40 
(No EPS bearer context activated) to force 
attach the UE 


<— 


RRC: DLInformationTransfer 

K 1 A A I/I K 1 A i~» ^ A II r^r^ a ti — 

NAS: TRACKING AREA UPDATE 
REJECT 








txoti-' 1 ION. btep 5 describes the behaviour 
that depends on UE behaviour (Note 1). 


- 


- 






5 


The SS transmits an RRCConnectionRelease 
message to release RRC connection and 
move to RRC IDLE. 


<— 


RRC: RRCConnectionReiease 


- 


- 




EXCEPTION: Step 6 describes a behaviour 
which depends on the UE capability 










6 


IF NOT pc_Automatic_Re_Attach, the user 
initiates an attach by MM! or by AT command. 










7- 
22 


Steps 2 to 17 of the generic UE Registration 

procedure (4.5,2.3-1) are executed to 
successfully complete the Attach procedure. 










Note 1 : SS waits for 1 second to receive the Attach Request on the existing RRC Connection. In case Attach 
Request is not received within 1 second, existing RRC Connection is released. 



6.4.2.8 Test procedure to check that UE is camped on a new UTRAN cell 

This procedure aims at checking whether the UE is camping on a new UTRAN cell of a test case or not. 
The procedure is defined in table 6.4.2.8-1. 
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Table 6.4.2.8-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a RRC CONNECTION 
REQUEST message on the cell specified in 
the test case. 


— > 


RRC: RRC CONNECTION 
REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<-- 


RRC: RRC CONNECTION 
SETUP 


- 


- 


3 


The UE transmits an RRC CONNECTION 
SETUP COIVIPLETE message. 


-> 


RRC: RRC CONNECTION 
SETUP COMPLETE 


- 


- 


4 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


-> 


RRC: INITIAL DIRECT 

TRANSFER 

NAS: ROUTING AREA UPDATE 
REQUEST 


- 


- 


5 


The SS transmits a SECURITY MODE 
COMMAND message. 


<-- 


RRC: SECURITY MODE 
COMMAND 


- 


- 


6 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


RRC: SECURITY MODE 
COMPLETE 






7 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<-- 


RRC: DOWNLINK DIRECT 
TRANSFER 

NAS: ROUTING AREA UPDATE 
ACCEPT 


- 


- 


8 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


-> 


RRC: UPLINK DIRECT 

TRANSFER 

NAS: ROUTING AREA UPDATE 
COMPLETE 






9 


The SS transmits a RRC CONNECTION 
RELEASE message. 


<— 


RRC: RRC CONNECTION 
RELEASE 






10 


Check: Does the UE transmit an RRC 
CONNECTION RELEASE COMPLETE 
message on the cell specified in the test? 


-> 


RRC: RRC CONNECTION 
RELEASE COMPLETE 




P 



NOTE: The TS 34. 108 [5] and TS 34. 123- 1 [7] use Network Mode of Operation I as default, for this reason a 
combined MM/GMM procedure is performed. 

6.4.2.9 Test procedure to check that UE is camped on a new GERAN cell 

This procedure aims at checking whether the UE is camping on a new GERAN cell of a test case or not. 
The procedure is defined in table 6.4.2.9-1. 
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Table 6.4.2.9-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE send a CHANNEL 
REQUEST message on the cell(s) specified in 
the test case? 


— > 


CHANNEL REQUEST 


- 


- 


2 


An uplinl< TBF is established in order to allow 
the UE to transmit a ROUTING AREA 
UPDATE REQUEST message signalling. 






- 


- 


3 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATING 
REQUEST 






4 


A downlink TBF is established by the SS in 
order to transmit the AUTHENTICATION AND 
CIPHERING REQUEST message 






- 


- 


5 


The SS transmits an AUTHENTICATION AND 
CIPHERING REQUEST message. 


<- 


AUTHENTICATION AND 
CIPHERING REQUEST 






6 


An uplink TBF Is established In order to allow 
the UE to transmit an AUTHENTICATION AND 
CIPHERING RESPONSE message 






- 


- 


7 


The UE transmits a AUTHENTICATION AND 
CIPHERING RESPONSE message. 


— > 


AUTHENTICATION AND 
CIPHERING RESPONSE 


_ 


_ 


8 


A downlink TBF is established by the SS in 
oraer to transmit tne huu i ino AKtA 
UPDATE ACCEPT message 






- 


- 


9 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATING 
ACCEPT 






10 


An uplink TBF is established in order to allow 
the UE to transmit a ROUTING AREA 
UPDATE COMPLETE message 










11 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


— > 


ROUTING AREA UPDATING 
COMPLETE 




P 



NOTE: The TS 51.010-1 [25] uses Network Mode of Operation I as default, for this reason a combined 
MM/GMM procedure is performed. 

6.4.2.10 Test procedure to check that UE performs tracking area updating procedure 
without ISR and security reconfiguration after successful completion of 
handover from UTRA 

This procedure aims at checking whether the UE performs tracking area updating procedure where ISR is not activated 
and security reconfiguration after successful completion of handover from UTRA. 

The procedure is defined in table 6.4.2.10-1. 
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Table 6.4.2.10-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an ULInformationTransfer 
message on the cell specified In the test case. 
This message Includes a TRACKING AREA 
UPDATE REQUEST message. 


— > 


RRC: ULInformationTransfer 
NAS: TRACKING AREA UPDATE 
REQUEST 


- 


- 


2 


The SS transmits a DLInformationTransfer 
message on the cell specified in the test case. 
This message Includes a TRACKING AREA 
UPDATE ACCEPT message. 


<-- 


RRC: DLInformation Transfer 
NAS: TRACKING AREA UPDATE 
ACCEPT 


- 


- 


3 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes a TRACKING AREA 
UPDATE COMPLETE message. 


— > 


RRC: ULInformation Transfer 
NAS: TRACKING AREA UPDATE 
COMPLETE 








EXCEPTION: Steps 4a1 to 4a2 describe 
behaviour that depends on the IE Included In 
TRACKING AREA UPDATE REQUEST In step 
1. 










4a1 


IF TRACKING AREA UPDATE REQUEST 
transmitted in step 1 does not contain a valid 
KSIasme then the SS transmits a 
DLInformationTransfer message on the cell 
specified In the test case. 
This message Includes an AUTHENTICATION 
REQUEST message. 


<— 


RRC: DLInformation Transfer 
NAS: AUTHENTICATION 
REQUEST 


- 


- 


4a2 


The UE transmits an ULInformationTransfer 
message on the cell specified in the test case. 
This message includes an AUTHENTICATION 
RESPONSE message. 


--> 


RRC: UL Information Transfer 
NAS: AUTHENTICATION 

RESPONSE 






5 


The SS transmits a DLInformationTransfer 
message on the cell specified in the test case. 
This message includes a SECURITY IVIODE 
COMMAND message to take the native EPS 
security context Into use. 


<— 


RRC:DLInformationTransfer 
NAS: SECURITY MODE 
COMMAND 






6 


The UE transmits an ULInformationTransfer 
message on the cell specified In the test case. 
This message includes a SECURITY MODE 
COMPLETE message. 


— > 


RRC:ULInformationTransfer 
NAS: SECURITY MODE 
COMPLETE 






7 


The SS transmits an 

RRCConnectionReconfiguration message to 
perform Intra cell handover and security 
reconfiguration on the cell specified In the test 
case. 


<— 


RRC: RRCConnectionReconfigura 
tion 






8 


Check: Does the UE transmit an 
RRCConnectionReconfigurationComplete 
message on the cell specified In the test case? 


— > 


RRC: RRCConnectionReconfigura 
tionComplete 




P 



6.4.3 Reference test procedures for TTCN development 

This clause describes reference test procedures for the purpose of TTCN development. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 269 ETSI TS 136 508 Vg.5.0 (2011-07) 

6.4.3.1 UE triggered establishment of a dedicated EPS bearer context 



Table 6.4.3.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
allocation of dedicated EPS bearer associated 
with first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a Security ModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC' SecuritvModeComolete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UIVI. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
ALLOCATION REOUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE ALLOCATION 

REOUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the ACTIVATE DEDICATED EPS 
BEARER CONTEXT REOUEST message to 
establish the dedicated EPS bearer context. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEDICATED EPS BEARER 
CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


~> 


RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the ACTIVATE 
DEDICATED EPS BEARER CONTEXT 
ACCEPT message. 


--> 


RRC: ULInformationTransfer 

NAS: ACTIVATE DEDICATED EPS BEARER 

CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGDSCONT, and +CGACT (activated). 
Note 2: If UE sends IP related data this shall be handled by the 88. 
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6.4.3.2 UE triggered establishment of a default EPS bearer context associated with 
an additional PDN 



Table 6.4.3.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request connectivity to an 
additional PDN. (see Note 1) 








behaviour that depends on RRC state; the 

"lrt\A#or f^9co lottor" iHontifioc s cton com lonpo 

lUWCl OCtot; ICLLCI lUCl ILMICS Cl oLC|J oCLjUd IOC 

that takes place if the UE is in RRCJDLE 

state. 


- 


- 




IF tho 1 IP ic in RRP ini P ctato TMPM tho 1 IP 
ir Lllc UC lb III ririo lULC bldLU 1 ncIN Ulc UC 

transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 


2a2 


The 88 transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


--> 


RRC: RRCConnectionSetupCompiete 
NAS: SERVICE REQUEST 


2a4 


The 88 transmits a Security ModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 




The UE transmits a Security ModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityModeComplete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
conTiguicu respeciiveiy wiin r\LL»-Mivi anu 
RLC-UM. 




RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

nriK^L/Uiiii^uiiUiiiii^uuiniyui 
message. 


— > 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
messaye inciuuiriQ tne "uin L/L/Ininco i i vi i y 
REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: PDN CONNECTIVITY REQUEST 


4 


The 88 transmits an 

RRCConnectionReconfiguration message 
including the ACTIVATE DEFAULT EPS 
BEARER CONTEXT REQUEST message to 
establish the default EPS bearer context. 


<— 


RRC: RRCConnectionReconfiguration 
NAS: ACTIVATE DEFAULT EPS BEARER 
CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the ACTIVATE DEFAULT 
EPS BEARER CONTEXT ACCEPT message. 


-> 


RRC: ULInformationTransfer 

NAS: ACTIVATE DEFAULT EPS BEARER 

CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGDCONT and +CGACT (activated). 
Note 2: If UE sends IP related data this shall be handled by the 88. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 271 ETSI TS 1 36 508 V9.5.0 (201 1 -07) 



Table 6.4.3.2-2: Message PDN CONNECTIVITY REQUEST (step 3, Table 6.4.3.2-1) 



Derivation Patli: TS 36.508 Table 4.7.3-20 


Information Element 


Value/remark 


Comment 


Condition 


EPS bearer identity 


0000 


No EPS bearer 
identity assigned 




Procedure transaction identity 


PTI-1 


UE assigns a 
particular PTI not 
yet used between 
1 and 254 




ESM information transfer flag 


Not present 


Tills IE is only 
used during an 

attach procedure. 




Access point name 


APN-1(New PDN name) 


The requested 
PDN is different 
from default PDN 
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6.4.3.3 UE triggered modification of an EPS bearer context 



Table 6.4.3.3-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
modification of EPS bearer associated with 
first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a Security ModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC' SecuritvModeComolete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UIVI. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
IVIODIFICATION REOUEST message. 


-> 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE MODIFICATION 

REQUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the MODIFY EPS BEARER 
CONTEXT REQUEST message to modify the 

EPS bearer context. 


<— 


RRC: RRCConnectionReconfiguration 

NAS: MODIFY EPS BEARER CONTEXT REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 




RRC: RRCConnectionReconfigurationComplete 


6 


Check: Does the UE transmit an 
ULInformationTransfer message including the 
MODIFY EPS BEARER CONTEXT ACCEPT 

message? 


— > 


RRC: ULInformationTransfer 

NAS: MODIFY EPS BEARER CONTEXT ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGCMOD. 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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6.4.3.4 UE triggered deletion of an EPS bearer context 



Table 6.4.3.4-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to request bearer resource 
release of dedicated EPS bearer associated 
with first PDN connectivity, (see Note 1) 






- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 
"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 
message. 


--> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 


<— 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


— > 


RRC: RRCConnectionSetupComplete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a Security ModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


2a5 


The UE transmits a SecurityModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC' SecurltvModeComolete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UIVI. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 


--> 


RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the BEARER RESOURCE 
IVIODIFICATION REOUEST message. 


-> 


RRC: ULInformationTransfer 

NAS: BEARER RESOURCE MODIFICATION 

REOUEST 


4 


The SS transmits an 

RRCConnectionReconfiguration message 
including the DEACTIVATE EPS BEARER 
CONTEXT REOUEST message to delete EPS 

bearer context. 


<— 


RRC: RRCConnectionReconfiguration 

NAS: DEACTIVATE EPS BEARER CONTEXT 

REQUEST 


5 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message 




RRC: RRCConnectionReconfigurationComplete 


6 


The UE transmits an ULInformationTransfer 
message including the DEACTIVATE EPS 
BEARER CONTEXT ACCEPT message. 


— > 


RRC: ULInformationTransfer 

NAS: DEACTIVATE EPS BEARER CONTEXT 

ACCEPT 


Note 1 : The request is assumed to be triggered by AT command +CGACT (deactivated). 
Note 2: If UE sends IP related data this shall be handled by the SS. 
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6.4.3.5 UE triggered CS call 



Table 6.4.3.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause the UE to originate CS call, (see Note 
1) 








EXCEPTION: Steps 2a1 to 2b1 describe 
behaviour that depends on RRC state; the 

"lower case letter" identifies a step sequence 
that takes place depending on RRC state. 


- 


- 


2a1 


IF the UE is in RRCJDLE state THEN the UE 

transmits an RRCConnectionRequest 
message. 


— > 


RRC: RRCConnectionRequest 


2a2 


The SB transmits an RRCConnectionSetup 
message. 


<-- 


RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
EXTENDED SERVICE REQUEST message. 


-> 


RRC: RRCConnectionSetupComplete 
NAS: EXTENDED SERVICE REQUEST 


2b1 


ELSE The UE transmits an 
ULInformationTransfer message including the 
EXTENDED SERVICE REQUEST message. 


— > 


RRC: ULInformationTransfer 

NAS: EXTENDED SERVICE REQUEST 


Note 1 : The request is assumed to be triggered by AT command D. 
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6.4.3.6 UE triggered MO SMS over SGs 



Table 6.4.3.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


U-S 


Message 


1 


Cause tine UE to originate SIVIS message, (see 
Note 1) 




- 


- 


EXCEPTION: Steps 2a1 to 2a7 describe 
behaviour that depends on RRC state; the 

"lower case letter" identifies a step sequence 
that takes place if the UE is in RRCJDLE 
state. 






2a1 


IF the UE is in RRCJDLE state THEN the UE 
transmits an RRCConnectionRequest 

message. 


> 


RRC: RRCConnectionRequest 


2a2 


The SS transmits an RRCConnectionSetup 
message. 




RRC: RRCConnectionSetup 


2a3 


The UE transmits an 

RRCConnectionSetupComplete including the 
SERVICE REQUEST message. 


--> 


RRC: RRCConnectionSetupCompiete 
NAS: SERVICE REQUEST 


2a4 


The SS transmits a SecurityModeCommand 
message to activate AS security. 


<— 


RRC: SecurityModeCommand 


2a5 


The UE transmits a Security ModeComplete 
message and establishes the initial security 
configuration. 


— > 


RRC: SecurityiVlodeCompiete 


2a6 


The SS transmits an 

RRCConnectionReconfiguration message to 
configure data radio bearer(s) associated with 
the existing EPS bearer context. 
The RRCConnectionReconfiguration message 
is using condition SRB2-DRB(n, m) where n 
and m are the number of DRBs associated 
with existing EPS bearer contexts and 
configured respectively with RLC-AM and 
RLC-UIVI. 


< — 


RRC: RRCConnectionReconfiguration 


2a7 


The UE transmits an 

RRCConnectionReconfigurationComplete 
message. 




RRC: RRCConnectionReconfigurationComplete 


3 


The UE transmits an ULInformationTransfer 
message including the UPLINK NAS 
TRANSPORT message to send the SMS 
message. 


--> 


RRC: ULinformationTransfer 
NAS: UPLINK NAS TRANSPORT 


4 


The SS transmits a DLInformationTransfer 
message including the DOWNLINK NAS 
TRANSPORT message to acknowledge 

receipt of the SIVIS message. 


<~ 


RRC: DLinformationTransfer 

NAS: DOWNLINK NAS TRANSPORT 


5 


The SS transmits a DLInformationTransfer 
message including the DOWNLINK NAS 
TRANSPORT message to send the delivery 
report. 


<— 


RRC: DLinformationTransfer 

NAS: DOWNLINK NAS TRANSPORT 


6 


The UE transmits an ULInformationTransfer 
message including the UPLINK NAS 
TRANSPORT message to acknowledge 
receipt of the delivery report. 


--> 


RRC: ULInformationTransfer 
NAS: UPLINK NAS TRANSPORT 


Note 1 : The request is assumed to be triggered by AT command +CMGW and +CI\/ISS. 



6.4.3.7 CS fallback to UTRAN procedures (LAI of UTRAN cell same as the LAI 
received in combined Attach procedure in EUTRA cell) 

All procedures specified in this clause are referred to the UTRA target cell where the UE has been redirected or handed 
over fi-om the EUTRA cell after a CS call requested. The default message contents are found in TS 34.108 [5], clause 9. 
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The procedures in 6.4.3.7.1 - 6.4.3.7.4 are applied if the UE supports (EUTRA) RRC connection release with 
redirection and Multi Cell System Information to UTRAN. The procedures in 6.4.3.7.5 - 6.4.3.7.7 are applied if the UE 
supports PS HO from EUTRA to UTRAN. 

6.4.3.7.1 CS fallback to UTRAN with redirection / MT call (PS bearers not established) 



Table 6.4.3.7.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRC CONNECTION 
REQUEST message. 


— > 


RRC CONNECTION REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<— 


RRC CONNECTION SETUP 






3 


The UE transmits an RRC CONNECTION 
SETUP COMPLETE message. 


— > 


RRC CONNECTION SETUP 
COMPLETE 


- 


- 




EXCEPTION: In parallel to the events 
described in step 4 to 15 the step specified in 
Table 6.4.3.7.1-2 takes place. 


- 








4 


Check: Does the UE transmit a PAGING 
RESPONSE message? 


— > 


PAGING RESPONSE 


- 


P 


5-15 


Steps 7 to 1 7 of the generic test procedure in 
TS 34.108 [5] subclause 7.2.3.1.3 are 

performed using the UTRA reference radio 
bearer parameters and combination "UTRA 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile terminating CS call is 
established. 






- 


- 


16 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 
See Note 1 . 


<— 


SECURITY MODE COMMAND 






17 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


SECURITY MODE COMPLETE 






18 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATE 

ACCEPT 






19 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


— > 


ROUTING AREA UPDATE 
COMPLETE 






Note 1 : A real network will initiate the security mode command procedure for the PS domain immediately after 

receiving the ROUTING AREA UPDATE REQUEST, but in this test procedure it was chosen to complete the 
procedure for CS domain first, in order to avoid the possibility of a security mode command procedure 
running in parallel with another RRC procedure. 


Table 6.4.3.7.1-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


-> 


ROUTING AREA UPDATE 
REQUEST 
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6.4.3.7.2 CS fallback to UTRAN with redirection / MO call (PS bearers not established) 



Table 6.4.3.7.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits an RRC CONNECTION 
REQUEST message. 


-> 


RRC CONNECTION REQUEST 






2 


The SS transmits an RRC CONNECTION 
SETUP message. 


<— 


RRC CONNECTION SETUP 


- 


- 


3 


The UE transmits an RRC CONNECTION 
SETUP COMPLETE message. 


-> 


RRC CONNECTION SETUP 
COMPLETE 








EXCEPTION: In parallel to the events 
described in step 4 to 15 the step specified in 
Table 6.4.3.7.2-2 takes place. 










4 


Check: Does the UE transmit a CM SERVICE 
REQUEST message? 


-> 


CM SERVICE REQUEST 


- 


P 


5-15 


Steps 6 to 1 6 of the generic test procedure in 
TS 34.108 [5] subclause 7.2.3.2.3 are 
performed using the UTRA reference radio 
bearer parameters and combination "UTRA 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile originating CS call is 
established. 






- 


- 


16 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 
See Note 1 . 


<— 


SECURITY MODE COMMAND 






17 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






18 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT message. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






19 


The UE transmits a ROUTING AREA UPDATE 
COMPLETE message. 


-> 


ROUTING AREA UPDATE 
COMPLETE 






Note 1 : A real network will initiate the security mode command procedure for the PS domain immediately after 

receiving the ROUTING AREA UPDATE REQUEST, but in this test procedure it was chosen to complete the 
procedure for CS domain first, in order to avoid the possibility of a security mode command procedure 
running in parallel with another RRC procedure. 


Table 6.4.3.7.2-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


-> 


ROUTING AREA UPDATE 
REQUEST 
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6.4.3.7.3 CS fallback to UTRAN with redirection / MT call (PS bearer established) 



Table 6.4.3.7.3-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1-19 


Steps 1-19 of table 6.4.3.7.1-1. 
NOTE: Mobile terminating CS call is 
established and Routing Area Update 
procedure is performed 










20 


Check: Does the UE transmit a SERVICE 
REQUEST message? 


-> 


SERVICE REQUEST 




P 


21 


SS transmits a RADIO BEARER SETUP 
message, using the UTRA reference radio 
bearer parameters and combination "UTRA PS 
RB + Speech" according to subclause 4.8.3 
and Table 4.8.3-1. 

NOTE: Mobile originating packet switched 
session is established. 


<— 


RADIO BEARER SETUP 






22 


The UE transmits a RADIO BEARER SETUP 
COMPLETE message 


-> 


RADIO BEARER SETUP 
COMPLETE 






6.4.3.7.4 CS fallback to UTRAN with redirection / MO call (PS bearer established) 






Table 6.4.3.7.4-1 : Test procedure sequence 






St 


Procedure 


Message Sequence 


TP 


Verdict 






U-S 


Message 






1-19 


Steps 1 -1 9 of table 6.4.3.7.2-1 . 

NOTE: Mobile originating CS call is set up and 

Routing Area Update procedure is performed 










20 


Check: Does the UE transmit a SERVICE 
REQUEST message? 


-> 


SERVICE REQUEST 




P 


21 


SS transmits a RADIO BEARER SETUP 
message, using the UTRA reference radio 
bearer parameters and combination "UTRA PS 
RB + Speech" according to subclause 4.8.3 
and Table 4.8.3-1. 

NOTE: Mobile originating packet switched 
session is established. 


<— 


RADIO BEARER SETUP 






22 


The UE transmits a RADIO BEARER SETUP 
COMPLETE message 


-> 


RADIO BEARER SETUP 
COMPLETE 
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6.4.3.7.5 CS fallback to UTRAN with Handover / MT call 



Table 6.4.3.7.5-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


-> 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.5-2 tal<es place. 






- 


- 


- 


Exception: Steps 2a1 to 2a6 and 2b1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that take place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a6 or 
2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 






2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


-> 


AUTHENTICATION RESPONSE 


— 


: 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<— 


LOCATION UPDATING ACCEPT 


- 


- 


2a7 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 


- 


- 


2a8 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


SECURITY MODE COMPLETE 


- 


- 


2a9 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<- 


UTRAN MOBILITY 
INFORMATION 






2a10 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


-> 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 




Exception: Steps 2b1 to 2b4 takes place if 
pc_UMI_ProcNeeded_DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 






2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 






2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<- 


UTRAN MOBILITY 
INFORMATION 






2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 


2b5 


If the UE does not perform a Location update 
procedure, check: Does the UE transmit a 
PAGING RESPONSE? 


— > 


PAGING RESPONSE 




p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


~> 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


SECURITY MODE COMPLETE 






3-9 


Steps 11 to 1 7 of the generic test procedure in 
TS 34.1 08 subclause 7.2.3.1 .3 are performed 
using the UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
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Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile terminating CS call Is 

established. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


--> 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.5-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.5.1 Specific message contents 



Table 6.4.3.7.5.1-1 : UTRAN MOBILITY INFORMATION (step 2a9 & 2b3 of table 6.4.3.7.5-1) 



Derivation Path: 34.108 clause 9.1.1 (UTRAN MOBILITY INFORMATION message) 


Information Element 


Vaiue/remarl( 


Comment 


Condition 


UTRAN MOBILITY INFORMATION 








CM information info 








- PLMN identity 


Not present 






- CN common GSM-MAP NAS system information 








- GSM-MAP NAS system information 


00 01H 






- CN domain related information 








- CN domain identity 


PS 






- CN domain specific NAS system information 








- GSM-MAP NAS system information 


01 OOH 






- CN domain specific DRX cycle length 

coefficient 


7 






- CN domain identity 


CS 






- CN domain specific NAS system information 








- GSM-MAP NAS system information 


1E01H 






- CN domain specific DRX cycle length 
coefficient 


7 
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6.4.3.7.6 CS fallback to UTRAN with Handover / MO call 



Table 6.4.3.7.6-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


-> 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.6-2 tal<es place. 






- 


- 


- 


Exception: Steps 2a1 to 2a7 and 2b1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that take place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a7 or 
2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 


— 


— : 


2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


-> 


AUTHENTICATION RESPONSE 


— 


— : 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


_ 


_ 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<- 


LOCATION UPDATING ACCEPT 


- 


- 


2a7 


check: Does the UE transmit a CM SERVICE 
REQUEST? 


-> 


CM SERVICE REQUEST 


- 


p 


2a8 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<- 


SECURITY MODE COMMAND 


- 


- 


2a9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


SECURITY MODE COMPLETE 


- 


- 


2a10 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 

information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2a11 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 




Exception: Steps 2b1 to 2b4 takes place if 
pc UMI ProcNeeded DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 






2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


~> 


SECURITY MODE COMPLETE 






2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


-> 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 


2b5 


If the UE does not perform a Location update 
procedure, check: Does the UE transmit a CM 
SERVICE REQUEST? 


-> 


CM SERVICE REQUEST 


- 


p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


— > 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


-> 


SECURITY MODE COMPLETE 






3 


The UE transmits a SETUP message. 


— > 


SETUP 






4-9 


Steps 1 1 to 1 6 of the generic test procedure in 
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TS 34.108 subclause 7.2.3.2.3 are performed 
using the UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
Speech" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Mobile terminating CS call is 
established. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


--> 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.6-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


--> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.6.1 Specific message contents 

UTRAN MOBILITY INFORMATION (step 2a10 & 2b3 of table 6.4.3.7.6-1): same as Table 6.4.3.7.5.1-1 
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6.4.3.7.7 CS fallback to UTRAN with Handover / emergency call 



Table 6.4.3.7.7-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


Check: Does the UE transmit a HANDOVER 
TO UTRAN COMPLETE message? 


-> 


HANDOVER TO UTRAN 
COMPLETE 




P 


- 


EXCEPTION: In parallel to the events 
described in step 2a1 to 9 the steps specified 
in table 6.4.3.7.6-2 tal<es place. 






- 


- 


- 


Exception: Steps 2a1 to 2a1 1 and 2b1 to 2b9 
describe behaviour that depends on the UE 
capability; the "lower case letter" identifies a 
step sequence that take place if a capability is 
supported. 

Note: One sequence of steps 2a1 to 2a1 1 or 

2b 1 to 2b9 are executed 






- 


- 


2a1 


IF the UE does not determine the LAI of the 
new UTRAN cell, THEN Check: Does the UE 
transmit a LOCATION UPDATING REQUEST 
message? 


— > 


LOCATION UPDATING 
REQUEST 




P 


2a2 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 


— 


— : 


2a3 


The UE transmits AUTHENTICATION 
RESPONSE 


--> 


AUTHENTICATION RESPONSE 


— 


— : 


2a4 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 


_ 


_ 


2a5 


The UE transmits a SECURITY MODE 
COMPLETE message. 


— > 


SECURITY MODE COMPLETE 


- 


- 


2a6 


The SS transmits a LOCATION UPDATING 
ACCEPT message. 


<- 


LOCATION UPDATING ACCEPT 


- 


- 


2a7 


check: Does the UE transmit a CM SERVICE 
REQUEST? 


--> 


CM SERVICE REQUEST 


- 


p 


2a8 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<- 


SECURITY MODE COMMAND 


- 


- 


2a9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 


- 


- 


2a10 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 

information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2a11 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


— > 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 




Exception: Steps 2b1 to 2b4 takes place if 
pc UMI ProcNeeded DuringCSFB 










2b1 


The SS transmits a SECURITY MODE 
COMMAND message for the PS domain. 


<— 


SECURITY MODE COMMAND 






2b2 


The UE transmits a SECURITY MODE 
COMPLETE message. 


~> 


SECURITY MODE COMPLETE 






2b3 


The SS transmits an UTRAN MOBILITY 
INFORMATION message to notify CN 
information. 


<— 


UTRAN MOBILITY 
INFORMATION 






2b4 


The UE transmits an UTRAN MOBILITY 
INFORMATION CONFIRM message. 


-> 


UTRAN MOBILITY 
INFORMATION CONFIRM 


- 


- 


2b5 


If the UE does not perform a Location update 
procedure, check: Does the UE transmit a CM 
SERVICE REQUEST? 


--> 


CM SERVICE REQUEST 


- 


p 


2b6 


The SS transmits AUTHENTICATION 
REQUEST 


<— 


AUTHENTICATION REQUEST 






2b7 


The UE transmits AUTHENTICATION 
RESPONSE 


— > 


AUTHENTICATION RESPONSE 






2b8 


The SS transmits a SECURITY MODE 
COMMAND message for the CS domain. 


<— 


SECURITY MODE COMMAND 






2b9 


The UE transmits a SECURITY MODE 
COMPLETE message. 


--> 


SECURITY MODE COMPLETE 






3 


The UE transmits an EMERGENCY SETUP 
message. 


--> 


EMERGENCY SETUP 
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4-9 


Steps 1 2 to 1 7 of the test procedure in TS 
34.123-1 [7] subclause 13.2.1.1 are performed 
using ttie UTRA reference radio bearer 
parameters and combination "UTRA PS RB + 
Speecti" according to subclause 4.8.3 and 
Table 4.8.3-1. 

NOTE: Emergency call is established.. 










10 


The SS transmits a ROUTING AREA UPDATE 
ACCEPT. 


<— 


ROUTING AREA UPDATE 
ACCEPT 






11 


The UE sends ROUTING AREA UPDATE 
COMPLETE. 


-> 


ROUTING AREA UPDATE 
COMPLETE 






Table 6.4.3.7.7-2: Parallel behaviour 


St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 


1 


The UE transmits a ROUTING AREA UPDATE 
REQUEST message. 


-> 


ROUTING AREA UPDATE 
REQUEST 







6.4.3.7.7.1 Specific message contents 

UTRAN MOBILITY INFORMATION (step 2al0 & 2bl of table 6.4.3.7.7-1): same as Table 6.4.3.7.5.1-1 

6.4.3.8 CS fallback to GERAN procedures (LAI of GERAN cell same as the LAI 
received in combined Attach procedure in EUTRA cell) 

All procedures specified in this clause are referred to the GERAN target cell where the UE has been redirected or 
handed over from the EUTRA cell after a CS call requested. The default message contents are found in TS 34.108 [5], 
clause 9. 

The procedures in 6.4.3.8.1 - 6.4.3.8.4 are appUed if the UE supports (EUTRA) RRC connection release with 
redirection or Cell Change order and Multi Cell System Information to GERAN. 

6.4.3.8.1 CS fallback to GERAN with redirection or CCO / MT call (DTM not supported) 



Table 6.4.3.8.1-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


■message 


1 


The UE transmits a CHANNEL REQUEST 
message. 


— > 


CHANNEL REQUEST 






2 


The SS transmits an IMMEDIATE 
ASSIGNMENT message. 


<— 


IMMEDIATE ASSIGNMENT 






3 


The UE transmits a GPRS SUSPENSION 
REQUEST message 


-> 


GPRS SUSPENSION REQUEST 






4 


Checl<: Does the UE transmit a PAGING 
RESPONSE message? 


-> 


PAGING RESPONSE 




P 


5-19 


Steps 5 to 19 of the generic test procedure in 
TS 51 .010-1 sub clause 10.3.3 are performed 
NOTE: Mobile terminating CS call is 
established. 










20 


The SS transmits DISCONNECT. 


<— 


DISCONNECT 






21 


The UE transmits RELEASE.. 


— > 


RELEASE 






22 


The SS transmits RELEASE COMPLETE. 


<— 


RELEASE COMPLETE 






23 


The SS transmits CHANNEL RELEASE, with 
GPRS Resumption Field set to 1 


<— 


CHANNEL RELEASE 






24- 
34 


Steps 1 to 1 1 of the generic test procedure in 
sub clause 6.4.2.9 are performed. 
NOTE: UE performs a Routing Area Update 
procedure with 'Update type' set to 'RA 
updating' 
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6.4.3.8.2 CS fallback to GERAN with redirection or CCO / MO call (DTM not supported) 



Table 6.4.3.8.2-1 : Test procedure sequence 



St 


Procedure 


Message Sequence 


TP 


Verdict 


U-S 


Message 






1 


The UE transmits a CHANNEL REQUEST 
message. 


— > 


CHANNEL REQUEST 






2 


The SS transmits an IMMEDIATE 
ASSIGNMENT message. 


<— 


IMMEDIATE ASSIGNMENT 


- 


- 


3 


The UE transmits a GPRS SUSPENSION 
REQUEST message 


-> 


GPRS SUSPENSION REQUEST 


- 


- 


4 


Checl<: Does the UE transmit a CM SERVICE 
REQUEST message? 


-> 


CM SERVICE REQUEST 




P 


5-17 


Steps 5 to 1 7 of the generic test procedure in 
TS 51 .01 0-1 sub clause 1 0.2.3 are performed 
NOTE: Mobile originating CS call is 
established. 






- 




18 


The SS transmits DISCONNECT. 


<— 


DISCONNECT 






19 


The UE transmits RELEASE.. 


-> 


RELEASE 






20 


The SS transmits RELEASE COMPLETE. 


<— 


RELEASE COMPLETE 






21 


The SS transmits CHANNEL RELEASE, with 
GPRS Resumption Field set to 1 


<- 


CHANNEL RELEASE 






22- 
32 


Steps 1 to 1 1 of the generic test procedure in 
sub clause 6.4.2.9 are performed. 
NOTE: UE performs a Routing Area Update 
procedure with 'Update type' set to 'RA 
updating' 











6.4.3.8.3 CS fallback to GERAN with Handover / MT call (DTMsupported) 

FFS 

6.4.3.8.4 CS fallback to GERAN with Handover / MO call (DTMsupported) 

FFS 



6.4.3A Test case postambles 
6.4.3A.1 Introduction 

In order to make test cases perfectly reproducible, the UE under test is switched off after the test procedure sequence of 
a test case is complete. In order to make it possible to run a number of test cases without any manual operation, it is 
important that the SS can properly handle any possible signalUng from the UE between the end of the test procedure 
sequence and until the UE is off. 

After the last verdict of a test procedure sequence is assigned, it is necessary to: 

- terminate any ongoing signalling procedure, 

- switch off the UE. 

Usually, this can be performed by completing necessary TAU/LAU/RAU procedures, completing any ongoing voice 
call (CS or IMS), and switching off the UE with a detach procedure. 

6.4.3A.2 Reference end states 

Test procedures in TS 36.523-1 may only partially terminate ongoing signalling procedures, provided they indicate a 
reference end state at the end of the test procedure sequence, so that a matching procedure in TS 36.523-3 can be 
executed to switch off the UE. 
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Reference end states definitions include the necessary pieces of information to predict UE behaviour during the 

postambles. 

If any extra information was stored in the UE or the USIM due to the test procedure sequence, it should be removed 
explicitly by the test procedure sequence, before the UE can be left in a reference end state. 
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Table 6.4.3A.2-1 : Reference end states 



Name 


Description 


Optional information 


E-UTRA idle (El) 


The UE: 

- is camped on an E-UTRA cell, and RRC idle and 

- registered for EPS services and EPS update status is 
"updated" and 

- is registered for non-EPS services and update status is 
updated (if CS fallback or SMS over SGs is supported) and 

- has one or more default EPS bearer context are active, 
zero or more dedicated EPS bearer contexts are active. 


The test case may indicate 
that the UE Is not 
registered for non-EPS 
services, though the UE 
supports CS fallback or 
SMS over SGs. 


E-UTRA connected 


Same as E-UTRA idle, except that: 


Same as for E-UTRA idle. 


(E2) 


- the UE is RRC connected and 

- DRBs for all active EPS bearer contexts are established. 




E-UTRA connected, 


Same as E-UTRA connected and 


Same as for E-UTRA idle. 


T3440 started 


- Timer T3440 is started in UE. 




(E2_T3440) 






E-UTRA test mode 


Same as E-UTRA connected and 


Same as for E-UTRA idle. 


(E3) 


- test mode is active and 

- test loop Is closed. 




E-UTRA deregistered 
(E4) 


The UE is: 

- camped on an E-UTRA cell, and idle and 

- not registered of EPS services and 

- not registered for non-EPS services. 




UTRA idle (U1) 


The UE Is: 

- camped on a UTRA cell, RRC Idle and 

- IIVISI attached and update status is updated (if the UE 
supports CS domain) and 

- GPRS attached, GPRS update state is "updated", and zero 
or one or several PDP context(s) with Interactive or 
background QoS are active. 


The test case may Indicate 
that the UE Is not IMSI 

attached though the UE 
supports CS domain. 


UTRA connected (U2) 


Same as UTRA idle, except that: 
- the UE is in CELL_DCH state and 


The test case may indicate 
that the UE is not IMSI 




- a RAB associated with the active PDP context Is 


attached though the UE 




established. 


supports CS domain. 


UTRA handover (U3) 


The UE: 

- was E-UTRA connected and 

- has completed a handover to UMTS and 

- hasn't yet sent or received any NAS signalling on the target 
UTRAN cell. 


Same as for UTRA 
connected. 


UTRA CS fallback (U4) 


The UE: 

- was E-UTRA idle or E-UTRA connected and 

- has transmitted an EXTENDED SERVICE REQUEST 
message due to MO or MT CS fallback call and 

- either the UE has completed a handover to UMTS or 
the UE has been redirected to UMTS and has established 
the RRC connection to a UTRA cell, and the target UTRA 
cell has activated security and RABs for all previously active 
EPS bearer contexts were established and 

- the UE hasn't yet sent or received any NAS signalling on 

xl X X 1 ITr^ A k 1 M 

the target UTRAN cell 




UTRA CS call (U5) 


The UE was in UTRAN CS fallback and the UE has 

completed LAU/RAU procedure if necessary and has 
established a CS call or the UE was in E-UTRAN connected 
and the UE has completed LAU/RAU procedure if necessary 
and has performed a handover to UTRAN with SRVCC. 




UTRA deregistered 
(U6) 


The UE Is: 

1 1 1 ~I~ A 11 1*11 1 

- camped on a UTRA cell, and idle and 

- not registered GPRS/non-GPRS services 




GERAN Idle (Gi) 


The UE: 

- is camped on an GERAN cell, in idle mode and GPRS Idle 
state and 

- is registered for PS services and GPRS update status Is 
"updated" and zero or one or several PDP context(s) with 

interactive or background QoS are active. 

- is IMSI attached (if CS domain is supported) 




GERAN PS handover 


The UE: 




(02) 


- was E-UTRA connected and 
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- has performed a PS handover procedure to a GERAN cell 

and 

- hasn't yet sent or received any NAS signalling on the target 
GERAN cell. 




GERAN CS fallback 
(03) 


The UE: 

- was E-UTRA idle or E-UTRA connected and 

- has transmitted an EXTENDED SERVICE REQUEST 
message due to MO or MT CS fallback call and 

- either the UE has completed a PS handover to GERAN or 
a ceo to GERAN or the UE has been redirected to GERAN 
and has entered dedicated mode, and if DTM is supported, 

- the UE hasn't yet sent or received any NAS signalling on 
the target GERAN cell 




GERAN CS call (04) 


The UE was in OERAN CS fallback and the UE has 

established a CS call or the UE was in E-UTRAN connected 

and has performed a handover to GERAN with SRVCC. 




ocnAN ueregisiereu 
(05) 


1 ne ut IS. 

- camped on a GERAN cell, and idle and 

- not registered GPRS/non-GPRS services 




IxRTT state 1 (1x1) 


FFS 










HRPD state 1 (HI) 


FFS 











6.5 Default RRC message ar\6 information element contents 

The default RRC message and information element contents specified in this subclause apply to all Signalling test cases 
defined in TS 36.523-1 [18] unless otherwise specified, in addition to the default RRC message and information 
element contents specified in subclause 4.6 of this specification. 

6.6 Default NAS message an6 information element contents 

The default NAS message and information element contents specified in this subclause apply to all Signalling test cases 
defined in TS 36.523-1 [18] unless otherwise specified, in addition to the default NAS message and information 
element contents specified in subclause 4.7 of this specification. 

6.6.1 Reference default EPS bearer contexts 

The following table defines Reference default EPS bearer contexts. Default EPS bearer contextl is the default "default 
EPS bearer context" which is used in the common procedures and test cases where no particular default EPS bearer 
context is specified. 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 289 ETSI TS 136 508 V9.5.0 (2011-07) 



Table 6.6.1-1 : Reference default EPS bearer contexts 



Parameters 


Reference default EPS 


Reference default EPS 


Reference default EPS 




bearer context #1 


bearer context #2 


bearer context #3 


EPS QoS 


QCI 


9 


FFS 


FFS 


(Note 1 ) 


(non-GBR QCI) 






Maximum bit rate for uplinl< 


64 kbps 


FFS 


FFS 




(Note 2) 






Maximum bit rate for 


64 kbps 


FFS 


FFS 


downlinl< 


(Note 2) 






Guaranteed bit rate for 


64 kbps 


FFS 


FFS 


uplinl< 


(Note 2) 






Guaranteed bit rate for 


<-» J 1,1 

64 kbps 


FFS 


FFS 


downlinl< 


(Note 2) 






Maximum bit rate for uplinl^ 





FFS 


FFS 


(extended) 








Maximum bit rate for 


U 


rro 


rrts 


uowniinK (exTenucu; 








Guaranteed bit rate for 





FFS 


rro 


uplinl< (extended) 








Guaranteed bit rate for 





FFS 


FFS 


downlinl< (extended) 








APN 


Arbitrarily chosen 


FFS 


FFS 


PDN address 


Static 


FFS 


FFS 


Negotiated QoS 


Note 3, Note 4 


FFS 


FFS 


Negotiated LLC SAPI 


Note 4 


FFS 


FFS 


Radio priority 


Note 4 


FFS 


FFS 


APN-AMBR 


Not present 


FFS 


FFS 


Configuration protocol 


PPP 


FFS 


FFS 


Note 1 : For all non-GBR QCIs, the maximum and guaranted bit rates stiall be ignored. 




Note 2: According to TS 24.301 , the UE ignores these parameters for a non-GBR QCI. 




Note 3: Parameters included for UEs capable of UTRAN according to TS 51 .01 clause 40.5 - Test PDP Context 2. 


Note 4: Parameters included for UEs capable of GERAN according to TS 51 .01 subclause 40.5. 



6.6.2 Reference dedicated EPS bearer contexts 

The following table defines Reference dedicated EPS bearer contexts. Dedicated EPS bearer context #1 is the default 
"dedicated EPS bearer context" which is used in the common procedures and test cases where no particular dedicated 
EPS bearer context is specified. 
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Table 6.6.2-1 : Reference dedicated EPS bearer contexts 



Parameters 


Reference dedicated EPS 
bearer context #1 


Reference dedicated EPS 
bearer context #2 


Reference dedicated EPS 
bearer context #3 


Linked EPS bearer identity 


Reference default EPS 
bearer #1 


Reference default EPS 
bearer #1 


FFS 


EPS QoS 


QCl 

(Note 1) 


1 

(GBR QCl) 


5 

(non-GBR QCl) 


FFS 


IVIaximum bit rate for uplink 


384 kbps 


384 kbps 
(Note 2) 


FFS 


IVIaximum bit rate for 
downlink 


384 kbps 


384 kbps 

(Note 2) 


FFS 


Guaranteed bit rate for 
uplink 


1 28 kbps 


1 28 kbps 
(Note 2) 


FFS 


Guaranteed bit rate for 
downlink 


128 kbps 


128 kbps 
(Note 2) 


FFS 


Maximum bit rate for uplink 

(extended) 








FFS 


Maximum bit rate for 
downlink (extended) 








FFS 


Guaranteed bit rate for 
uplink (extended) 








FFS 


Guaranteed bit rate for 
downlink (extended) 








FFS 


TFT 


TFT operation code 


"create new TFT" 


"create new TFT" 


FFS 


Ebit 








FFS 


Packet filters 

(Note 5) 


1,2 


3 


FFS 


Negotiated QoS 


Traffic Glass 


conversational 


See PDF contexts (Note 3, 
Note 6) 


FFS 


Delivery Order 


'yes' 


See PDP contexts (Note 3, 

Note 6) 


FFS 


Delivery of erroneous SDU 


'no' 


See PDP contexts (Note S, 
Note 6) 


FFS 


Maximum SDU size 


150 


See PDP contexts (Note 3, 
Note 6) 


FFS 


Maximum bit rate for uplink 


384 kbps 


See PDP contexts (Note S, 
Note 6) 


FFS 


Maximum bit rate for 
downlink 


384 kbps 


See PDP contexts (Note 3, 
Note 6) 


FFS 


Residual BER 


5*10"^ 


See PDP contexts (Note 3, 
Note 6) 


FFS 


SDU error ratio 


10-^ 


See PDP contexts (Note 3, 

Note 6) 


FFS 


Transfer delay 


80 ms 


See PDP contexts (Note S, 
Note 6) 


FFS 


Traffic Handling priority 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Guaranteed bit rate for 
uplink 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Guaranteed bit rate for 
downlink 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Signalling Indication 





See PDP contexts (Note 3, 

Note 6) 


FFS 


Source Statistics Descriptor 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Maximum bit rate for 
downlink (extended) 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Guaranteed bit rate for 
downlink (extended) 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Maximum bit rate for uplink 

(extended) 





See PDP contexts (Note 3, 
Note 6) 


FFS 


Guaranteed bit rate for 
uplink (extended) 





See PDP contexts (Note 3, 
Note 6) 


FFS 
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Negotiated LLC SAPI 


3 (Note 6) 


See PDP contexts (Note 6) 


FFS 


Radio priority 


1 (Note 6) 


See PDP contexts (Note 6) 


FFS 


Protocol configuration 
options 






FFS 


Note 1 
Note 2 
Notes 
Notes 

Note 6 


For ail non-GBR QCIs, the maximum and guarantee! bit rates shall be ignored. 

According to TS 24.301 , the UE ignores these parameters for a non-GBR QCI. 

Parameters included for UEs capable of UTRAN according to TS SI .010 subclause 40.S. 

This row refers to the reference pacl<et filters defined in the tables below. For each reference dedicated EPS 

bearer context, a list of reference packet filter numbers is provided. 

Parameter included for UEs capable of GERAN when value is not provided then value from TS SI .010 
subclause 40.5 Is applied. 



Table 6.6.2-2: Reference packet filter #1 



Derivation path: 24.008 table 10.5.162 


Information Element 


Value/Remark 


Comment 


Condition 


Identifier 


10 


DL only filter,ID=0 




Evaluation precedence 


(0 0) + EPS 
Bearer ID - 6 


Oto 7 




Component type 1 ID 


0001 0000 


IPv4 remote 
address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
2SS.2SS.2SS.2SS 


See note 1 


remotelPv 
4 


remoteAddress 

ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Component type 2 ID 


0101 0000 


Single remote port 
type 




Component type 2 Value 


31 160 + EPS Bearer ID - 
6 






Component type 3 ID 


00 110000 


Protocol 

identifier/Next 
header type 




Component type S Value 


17 


UDP 




Note 1 : remoteAddress should be set to the address of an IP server able to send a flow of downlink IP/UDP 

packets to the UE. remotelPv4 applies if the UE has acquired an IPv4 address only, remotelPvB applies if 
the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address. 
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Table 6.6.2-3: Reference packet filter #2 



Derivation path: 24.008 table 10.5.162 


Information Element 


Value/Remark 


Comment 


Condition 


Identifier 


10 1 


UL only filter, 
ID=1 




Evaluation precedence 


(0 000000 0) + EPS 
Bearer ID - 6 + 8 


8 to 15 




Component type 1 ID 


0001 0000 


IPv4 remote 
address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
255.255.255.255 


See note 1 


remotelPv 
4 


remoteAddress 

tt. t.t. t.t. t.t. t.t. t.t. t£ 

ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Component type 2 ID 


0101 0000 


Single remote port 
type 




Component type 2 Value 


61 000 + EPS Bearer ID - 
6 






Component type 3 ID 


00 110000 


Protocol 
identifier/Next 
header type 




Component type 3 Value 


17 


UDP 




Note 1 : remoteAddress should be set to the address of an IP server able to process a flow of uplink IP/UDP 

packets received from the UE. When configured together with packet filter #1 , remoteAddress is the same 
as that for packet filter #1 . remotelPv4 applies if the UE has acquired an IPv4 address only, remotelPvB 
applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 address. 



Table 6.6.2-4: Reference packet filter #3 



Derivation path: 24.008 table 10.5.162 


information Element 


Value/Remark 


Comment 


Condition 


Identifier 


00110010 


Bidirectional filter, 
ID=2 




Evaluation precedence 


00001111 


Lowest priority 




Component type 1 ID 


00010000 


IPv4 remote 

address type 


remotelPv 
4 


00 100000 


IPv6 remote 
address type 


remotelPv 
6 


Component type 1 Value 


remoteAddress 
255.255.255.255 


See note 1 


remotelPv 
4 


remoteAddress 
ff:ff:ff:ff:ff:ff:ff:ff: 
ff:ff:ff:ff:ff:ff:ff:ff 


See note 1 


remotelPv 
6 


Note 1 : remoteAddress should be set to the address of an IP server able to process a uplink IP packets from the 

UE and transmit downlink IP packets to the UE. remotelPv4 applies if the UE has acquired an IPv4 address 
only, remotelPv6 applies if the UE has acquired an IPv6 address only, or both an IPv6 and an IPv4 
address. 



6.6A Default SMS over SGs message and information element 
contents 

The default SMS over SGs message and information element contents specified in this subclause apply to all SMS over 
SGs Signalling test cases defined in TS 36.523-1 [18] unless otherwise specified. All the messages and information 
elements are listed in alphabetical order. 
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6.6A.1 CM-sublayer messages 

CP-ACK 

This message is sent between the SS and the UE, in both directions. 



Table 6.6A.1-1: Message CP-ACK 



Derivation Patli: 24.01 1 clause 7.2.2 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


'1001'B 


SMS messages 




Transaction identifier 


Any allowed value 






Message type 


'000001 OO'B 


CP-ACK 





CP-DATA 

This message is sent between the SS and the UE, in both directions. 

Table 6.6A.1-2: Message CP-DATA 



Derivation Path: 24.011 clause 7.2.1 


Information Element 


Value/remark 


Comment 


Condition 


Protocol discriminator 


'1001'B 


SMS messages 




Transaction identifier 


Any allowed value 






Message type 


'00000001 'B 


CP-DATA 




CP-User data 


RP-ACK RPDU or RP- 
DATA RPDU (as 
specified in the test case) 







6.6A.2 Short Message Relay Layer (SM-RL) messages 

RP-ACK RPDU 
This message is sent between the SS and the UE, in both directions. 

Table 6.6A.2-1 : Message RP-ACK RPDU 



Derivation Path: 24.01 1 clause 7.3.3 


Information Element 


Value/remark 


Comment 


Condition 


RP-Message Type 


'010'B 


RP-ACK_PDU 
uplink 


Uplink_SMS 




'011'B 


RP-ACK_PDU 
downlink 


Downlink S 
MS 


RP-Message Reference 


Same as in associated 
(preceding) RP-DATA 
RPDU 






RP-User Data 


Not present or any 
allowed value 




Uplink_SMS 




Not present 




Downlink S 
MS 



Condition 


Explanation 


Uplink_SMS 


This condition applies when the message is sent by the UE to the SS. 


Downlink SMS 


This condition applies when the message is sent by the SS to the UE. 
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RP-DATA RPDU 

This message is sent between the SS and the UE, in both directions. 



Table 6.6A.2-2: Message RP-DATA RPDU 



Derivation Path: 24.301 clause 8.2.23 


Information Element 


Value/remark 


Comment 


Condition 


RP-Message Type 


'001 'B 


RP-DATA_PDU 
downlink 


Downlink S 
MS 




'OOO'B 


RP-DATA_PDU 
uplink 


Uplink_SMS 


RP-Message Reference 


Any allowed value 






RP-Originator Address 


Any allowed value 


originating Service 
Centre address 


Downlink S 
MS 




Not present 




Uplink_SMS 


RP-Destination Address 


Not present 




Downlink 8 
IVIS 




Any allowed value 


destination 
Service Centre 
address 


Uplink_SMS 


RP-User Data 


SIVIS-SUBMITorSMS- 
DELIVER (as set in the 
test case) 







Condition 


Explanation 


Uplink_SMS 


See the definition below table 6.6A.2-1 . 


Downlink SMS 


See the definition below table 6.6A.2-1 . 



6.6A.3 Short Message Transfer Layer (SM-TL) messages 

SMS-DELIVER 

This message is sent by the SS to the UE. 



Table 6.6A.3-1 : Message SMS-DELIVER 



Derivation Path: 23.040 clause 9.2.2.1 


information Element 


Value/remark 


Comment 


Condition 


TP-MTI 


'OO'B 


SMS-DELIVER 




TP-MMS 




'1'B 


No more 
messages are 
waiting for the MS 
in this SC 




TP-RP 


Any allowed value 






TP-UDHI 


'O'B 






TP-SRI 


'O'B 






TP-OA 


Any allowed value 






TP-PID 


■OOOOOOOO'B 






TP-DCS 


Any allowed value 






TP-SCTS 


Any allowed value 






TP-UDL 


160 






TP-UD (140 octets) 


text of message (160 
characters) 


The 1 60 

characters in TP- 
UD shall include 










at least one 










occurrence of 










each character in 










the default 










alphabet (see 
3GPP TS 23.038, 










clause 6.2.1). 
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SMS-SUBMIT 

This message is sent by the UE to the SS. 



Table 6.6A.3-2: Message SMS-SUBMIT 



Derivation Path: 23.040 clause 9.2.2.2 


information Element 


Value/remark 


Comment 


Condition 


TP-MI! 


'01 'B 


SMS-SUBMIT 




TP-RD 


Any allowed value 






TP-VPF 


Any allowed value 






TP-RP 


Any allowed value 






TP-UDHI 


Not present or any 
allowed value 






TP-SRR 


Not present or any 
allowed value 






TP-IVIR 


Any allowed value 






TP-DA 


Any allowed value 






TP-PID 


■OOOOOOOO'B 






TP-DCS 


Any allowed value 






TP-VP 


Not present or any 
allowed value 






TP-UDL 


160 






TP-UD (140 octets) 


text of message (160 
characters) 







6.7 Timer Tolerances 

The timer tolerances specified for the test environment in this subclause apply to all SignalUng test cases defined in TS 
36.523-1 [18] unless otherwise specified 

All the timers used during testing are within a tolerance margin given by the equation below. If for a specific test a 
different tolerance value is required then this should be specified in the relevant test document (i.e. the document where 
the test is described). 

Timer tolerance = 10%, or 5 x RTT , whichever value is the greater. 

Where RTT = 8 TTls for FDD, and RTT= Maximum RTT from Table 6.7-1 for TDD (see Note). 

NOTE: Since the exact RTT for TDD varies depending on the UL/DL configurations and subframe number [29], 
the maximum RTT is defined in Table 6.7-1 . 



Table 6.7-1 : Maximum RTT for TDD UL/DL configurations 



UL/DL Configuration 


Maximum RTT (TTls) 





10 


r 


11 


2 


12 


3 


15 


4 


16 


5 


TBD 


6 


11 


*Note: Default UUDL configuration defined in Table 4.6.3- 
23 of TS 36.508 



7 Test environment for RRM tests 

This section contains all the exceptions of the common test parameters specified in clause 4 for specific needs of test 
cases defined in TS 36.521-3 [34]. Exceptions specified in clause 7 overwrite the parameter settings of clause 4; 
exceptions defined within the test cases overwrite parameter settings of clause 4 and 7. 
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7.1 Requirements of fesf equipment 

<void> 

7.2 RRIVI Reference system configurations 
7.2.1 Common parameters for simulated E-UTRA cells 

7.2.1 .1 Combinations of system information blocks 

<void> 

7.2.1 .2 Scheduling of system information blocks 

<void> 

7.2.1 .3 Common contents of system information messages 

- SystemInformationBlockType2 
As defined in Table 4.4.3.3-1 with the following exceptions: 



Table 7.2.1.3-1: SystemlnformationBlockType2 exceptions 



Derivation Patli: Clause 4.4.3.3, Table 4.4.3.3-1 SystemlnformationBlockType2 


Information Element 


Value/remark 


Comment 


Condition 


mbsfn-SubframeConfig ::= SEQUENCE { 






FDD 


radioframeAllocatlonPeriod 


n1 


Every radio frame 
is with MBSFN 
subframe 




radloframeAllocationOffset 









subframeAllocation CHOICE { 








oneFrame 


111111 


Subframe 1 , 2, 3, 
6, 7, 8 is used for 
IVIBSFN 





- System InformationBlockTypeS 

As defined in Table 4.4.3.3-2 with the following exceptions: 



Table 7.2.1.3-2: SystemlnformationBlockTypeS exceptions 



Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-2 SystemlnformationBlockTypeS 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig 


'10'B (The IVIBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour 
cell 



- SystemlnformationBlockTypeS 

As defined in Table 4.4.3.3-3 with the following exceptions: 
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Table 7.2.1.3-3: SystemlnformationBlockTypeS exceptions 



Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-4 SystemlnformationBlockTypeS 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig[n] 


'10'B (The MBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour 
cell 



7.3 Default RRC message and information elements contents 

7.3.1 Contents of RRC messages 

FFS. 

7.3.2 Radio resource control information elements 

Editor's note: Unless otherwise stated in the test parameters or messages exceptions in the respective test cases in 
TS 36.521-3 [34], PRACH configuration index and exceptional message as specified in Table 7.3.2-1 is 
used. 

As defined in clause 4.6.3 with the following exceptions: 



Table 7.3.2-1 : PRACH-Config-DEFAULT 



Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7 


Information Element 


Value/remark 


Comment 


Condition 


PRACH-Config-DEFAULT ::= SEQUENCE { 








prach-Configlndex 


3 




TDD 


} 









Condition 


Explanation 


TDD 


TDD cell environment 



7.3.3 Measurement information elements 

As defined in clause 4.6.6 with the following exceptions: 



Table 7.3.4-1 : MeasObjectEUTRA-GENERIC (Freq) 



Derivation Path: Clause 4.6.6, Table 4.6.6-2 


Information Element 


Value/remark 


Comment 


Condition 


neighCellConfig 


10'B (The MBSFN 
subframe allocations of 
all neighbour cells are 
identical to or subsets of 
that in the serving cell) 




FDD with E- 
UTRA FDD 
neighbour cell 
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Annex A (informative): 
Connection Diagrams 

Definition of Terms 

System Simulator or SS - A device or system, that is capable of generating simulated Node B signalling and analysing 
UE signalling responses on one or more RF channels, in order to create the required test environment for the UE under 
test. It will also include the following capabilities: 

1 . Measurement and control of the UE Tx output power through TPC commands 

2. Measurement of Throughput 

3. Measurement of signalUng tinning and delays 

4. AbiUty to simulate UTRAN and/or E-UTRAN and/or GERAN signalling 

Test System - A combination of devices brought together into a system for the purpose of making one or more 
measurements on a UE in accordance with the test case requirements. A test system may include one or more System 
Simulators if additional signalling is required for the test case. The following diagrams are aU examples of Test 
Systems. 

NOTE: The above terms are logical definitions to be used to describe the test methods used in the documents 
TS36.521-1 , TS 36.523-land TS36.52I-3 in practice, real devices called 'System Simulators' may also 
include additional measurement capabilities or may only support those features required for the test cases 
they are designed to perform. 

NOTE: Components in the connection diagrams: 

The components in the connection diagrams represent ideal components. They are intended to display the 
wanted signal flow. They don't mandate real implementations. An alternative to Fig. A3 is shown below 
as an example: It is nearer to real implementations. The signal levels are the same as in Fig A3. The 
signal flow cannot be displayed as detailled as in Fig A. 3. 



SS 



lor 



RX/TX 



1 ^ 


RX 


Splitter/ 
combiner 


ior 


UE under Test 










RX/TX 



Alternative to Figure A.3 



Connection: Each connection is displayed as a one or two sided arrow, showing the intended signal flow. 

Circulator: The singal, entering one port, is conducted to the adjacent port, indicated by the arrow. The attenuation 
among the above mentioned ports is ideally and the isolation among the other ports is ideally co. 

Splitter: a spUter has one input and 2 or more outputs. The signal at the input is equally divided to the outputs. The 
attenuation from input to the outputs is ideally and the isolation between the outputs is ideally co. 
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Combiner: a combiner has one output and 2 or more inputs. The signals at the inputs are conducted to the output, all 
with the same, ideally attentuation. The isolation between the inputs is ideally co. 

Switch: contacts a sink (or source ) alternatively to two or more sources (or sinks). 

Fader: The fader has one input and one output. The MIMO fading channel is reperesented by several single faders (e.j 
8 in case of a MIMO antenna configuration 4x2) The correlation among the faders is described in TS 36.521-1 clause 
B.2.2 



Attenuator: tbd 



Figure A.1 : Void 



SS 






TX 




RX 



splitter 



CW Gen 



Splitter < 



Spectrum 
Analyzer 




RX 

UE under Test 

RX/rx 



Figure A.2: Connection for Transmitter Intermodulation tests 



SS 






TX 




RX 



lor 



Splitter 




lor 

H W 



RX 

UE under Test 
RX/TX 



Figure A.3: Connection for basic single cell, RX and TX tests 
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ss 






TX 




RX 



Interference 
Signal Generator 



loc 



lor 



lor 




W Z )— Splitter 




lo 



RX 

UE imder Test 
>| RX/TX 



Figure A.4: Connection for Receiver tests with E-UTRA-lnterference 



SS 






TX 




RX 



cw 

Signal Generator 



^blocking 




RX 

UE imder Test 
W RX/TX 



Figure A.5: Connection for Receiver tests with CW interferer 
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Figure A.6: Connection for Receiver tests with botli E-UTRA Interference and additional CW signal 
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Figure A.7: Connection for TX-tests with additional Spectrum Analyzer 
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Figure A.8: Connection for RX-tests witli additional Spectrum Analyzer 
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Figure A.9: Connection for RX performance tests with antenna configuration 1x2 

(single antenna port) 
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Figure A.10: Connection for RX performance tests witli antenna configuration 2x2 (transmit diversity) 
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Figure A.11: Connection for RX performance tests with antenna configuration 4x2 (transmit diversity) 



Figure A.12: Void 
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Figure A.13: Void 
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Figure A.14: Connection for 2 cells with static propagation and receive diversity 



ETSI 



3GPP TS 36.508 version 9.5.0 Release 9 



305 



ETSI TS 136 508 V9.5.0 (2011-07) 



SS1 TX 



. splitter . 



Fader 1 



RX 



Fader 2 



AWGN 
Gen 1 



RX 



AWGN 
Gen 2 



UE 

under 

test 



. splitter 




TX/RX 



SS2 TX 



. splitter . 



Fader 3 



Fader 4 



RX 



Figure A.15: Connection for 2 cells with multipath fading propagation and receive diversity 
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Figure A.16: Connection for single cell Signalling tests 
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Figure A.17: Connection for multiple cells Signalling tests 
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Figure A.18: Connection for 1 ceil witli antenna configuration 1x2 in static propagation conditions 
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Figure A.19: Connection for 3 cells with antenna configuration 1x2 in static (cell 1) and multipath 
fading (cell 2 and 3) propagation conditions and receive diversity 
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Figure A.20: Connection for 2 cells with static propagation and receive diversity witli pliase rotator 

(The frequency offset used in phase rotator is 5 Hz) 
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Figure A.21 : Connection for frequency-selective interference witfi multipatfi fading propagation and 

receive diversity 
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Figure A.22: Connection for 2 cells with static propagation condition. Origin(E-UTRAN)- and target 

cell E-UTRAN) received witli RX diversity 
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Figure A.23: Connection for 2 cells with muitipathi fading propagation condition. Origin (E-UTRAN)' 
and target cell E-UTRAN) received with RX diversity 
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Figure A.24: Connection for 3 cells with antenna configuration 1x2 in static (cell 1) and multipath 
fading conditions (cell 2 and 3) and multiple RAT and receive diversity 
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Figure A.25: Connection for 3 cells with antenna configuration 1x2 in multipath fading (cell land 2) 

and multiple RAT (cell 3 static) and receive diversity 



ETS/ 



3GPP TS 36.508 version 9.5.0 Release 9 



315 



ETSI TS 136 508 V9.5.0 (2011-07) 



SS Origin cell 
E-UTRA TX 



RX 



Splitter 



AWGN Origin 



Fader 



Fader 



AWGN 
Origin 



SS Target 
^E-UTRA 



AWGN Target 



Splitter 



J 




RX 

diversty 



UE 



RX/TX 



Splitter 



AWGN Target 



Figure A.26: Connection for 2 cells. Origin (E-UTRAN, muitipathi fading)- and target cell E-UTRAN, 

static) received witli RX diversity 
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